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PBEFACE. 



This book is intended for the general student. Accordingly 
I have avoided, as far as possible, symbolical reasoning of all 
kinds. Also, where the science has become an art, I ha^p 
not pursued the subject into detailsi unless the art £»T0urably 
illustrate the science. 

Because the book is not a history of discovery, J hava 
omitted men's names wherever I could. 

'The illustrations are not drawn io scale. They are of suob 
proportion and simplicity as may best show principles. 

Based upon the notes of the lectures which I have given 
during the last six years to mining students and science 
teachers, I hope the book may be useful to a larger public. 

Fbederick GutORIE. 
London, November 1875, 
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BOOK L 

FEICnOKAL OR STATIC ELECTRICITY. 



CHAPTER I. 
ATTHACTIOK AND REPULSION. 

1. There are certain substances which, after being rubbed 

I by other substances, are found to have, and to retain for 
some time, the power of attracting and being attracted by 
every substance in its ordinary state. Such power of attrac- 
bion is said to be due to electricity; the bodies rubbed are 
said to be electrified ; to be electric; to be electrically excited, 
or simply to be excited. 

2. During such development of electricity by frictipn, the 
bodies rubbed together need not be, and in many cases are 
not, sensibly rubbed away; so that the appearance of elec- 
tricity under such circumstances may be compared to the 
appearance of heat by friction. There is, however, this notable 
distinction between the development of frictional heat and 
frictional electricity. Heat appears whenever two bodies, 
like or unlike, are rubbed together; and the quantity of heat 
produced is directly proportional to the labour employed 
(work done) in overcoming the friction. Eoy t\ift "^To5L^^ft\Ksya. 
of frictional electricity there must be some OoflLerer^cfe, coti^Mv 
utjonRl (chemical), structural, or thermal, 'be^.we^Ti ^2t\ft «^^- 
ces of the bodies rubbed together. An mcT^^^e^ m ^^ 
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friction, and the work done in overcoming it, by no meangi 
cause an increase in the quantity of the electricity finally 
presented — often, indeed, the reverse. And, further, the sam© 
amOTint of labour being expended, the quantity of the elec-! 
tricity varies greatly with the nature of the substances used. 

3. It seems that whenever any two unlike surfaces whatever 
are rubbed together, or brought into contact and separated, a 
certain quantity of electricity is manifested. But such gene- 
ralization must necessarily depend upon analogy, extended 
from the observation of the immense number and variety of' 
the instances in which electricity is thus produced, and- 
generally supported by the fact that it may be matter of 
extreme difficulty to detect electricity in many cases. 

4. With regard to the alternative in Art. 3, between rub-^ 
bing and approach and withdrawal, it may be pointed out: 
that rubbing is, in fact, the successive approach and with- 
drawal of the parts of the two bodies concerned. When one 
surface slides rectilineally over another, every point of each 
has been at least in contact with an entire line of the other, 
and not with only one point, as is the case when the two are 
simply put together and pulled apart without sliding. i 

5. Although, as above stated, electricity generally, perhaps! 
universally, accompanies friction between unlike bodies, thisl 
universality has only been suspected, roughly speaking, within j 
the last hundred years. It was at first supposed to b» i 
peculiar to amber (rubbed on the dry hand or wool), whicl. 
substance has given its name to the science. The reason why 
the electrical condition of other rubbed bodies was overlooked 
is, because bodies having weight must have material support] 
connecting them with the earth, and because the majoiity ofj 
substances, whether used as exciters of electricity or as 
supports for excited bodies, allow the electricity to travel} 
freely over their surfaces and through their substance soj 
nimbly that, after electrical excitement, they are presently! 
again in the same state as the earth itself. In other words,; 
the electricity escapes from them, over them, and throughi 
them, to the earth, and becomes thus quickly lost to all means ; 
of detection. ' 

6. It becomes, therefore, essential, if we wish to examinei 
the electrical condition of bodieB, to find svxbatiaivaea t<i ^^t:x^ 
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. as tteir supporte which do not allow, or only slowly allow, 

the electricity to pass through. Such substances are called 

non-conductors, or imperfect conductors; and a body, electri- 

' fied or not, which is supported by such a substance, is said to 

be insulated or isolated. The subject of conduction will be 

iBpecially studied in Arts. 18-20. But, even at starting, it will 

.' be well to bear in mind the few following facts, on account of 

: their importance in the experiments shortly to be described 

t Water conducts frictional electricity with great readiness. 

f ' The inappreciably thin film of water which covers most sub- 

I stances in the ordinary state of the air, is sufficient to connect 
f elebtricaUy excited ^es supported on such -substances 

with the earth, and so allow their electricity to escape. The 
>- solid substances most frequently nsed as isolators are glass, 
ti silk, shell-lac, sulphur, vulcanized caoutchouc, and ebonite, all 
i"! of which must be strictly dry. Glass, when used as an iso- 
e: lator, is generally heated and covered with shell-lac vamisL* 

II Resinous substances, such as shell-lac, do not condense mois- 
r, • ture from the air, so that the glass surface is thus kept dry 
el by contact with the shell-lac, and no film of water is formed 

• upon the lac. Owing to this disturbing influence of the 

»3j moisture of the air, all experiments in Motional electricity 

Ls{ succeed best in frosty weather, when the air is at its dryest; 

I1-: and electrical apparatus should, in all cases before use, be 

'yh warmed a few degrees above the atmospheric temperature. For 

1 >i this purpose they may be placed between a screen and a brisk 

y[ open fire. 

dj 7. Attraction between an Electrified and an ITnelectrified 

rtj Body. — If we turn a round-bottomed two-ounce fiask upside 
of; down, and put its neck into the neck of a wine bottle, and 
as| balance upon the roimd surface of the flask a wooden lath 
el| about three feet long, we have (fig. 1) an easy and excellent 
soj means of exhibiting electric attraction. Thus, a lump of 
}lyl Bmber, rubbed on warm flannel, and held near either end of 
ils,'^ the lath, will draw it round. The same effect is produced 
gill Jby bringing near to the lath a sheet of brown packing-paper, 
Liisj which, having been held before the fire till it is scorching 
hot, has been briskly binished with a clothes brush of hogs* 
iiietkristles; or by a strip of gutta-percha which has been drawn 
L'Tef * See Appendix, I. 
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lightly between two dry fingers; or by a silk ribbon wliich 
lias been drawn from end to end between two fingers armed 
with two pieces of vulcanized caoutchouc tubing; or by a 
sheet of thin writing paper which has been rubbed on a hot, 
dry board with a piece of bottle caoutchouc; or by a film of 
collodion* wliich has been drawn between the dry fingers; or 
by a warm, dry glass tube which has been rubbed with an 
amalgam of mercury, zinc, and tin,t spread upon a silk 
cushion; or by sealing-wax which has been rubbed with 
flannel; or by a stick of sulphur which has been rubbed with 




Pig. 1. 

flannel. Further, the nature of the non-electrified body may 
be varied indefinitely. Thus, the electrified amber, brown 
paper, etc., attract fragments of gold leaf, bran, feathers, etc. 
The thin writing paper and silk ribbon may be so strongly 
electrified as to cling to the wall; while the glass tube, sul- 
phur, and sealing-wax may become so strongly electric as to 
set in motion, from a distance of two or three inches, empty 
egg-shells, rolls of paper a foot in diameter, etc. In short, if 
any substance whatever, which is not electrified, be hung by a 
slender thread, it will be drawn out of the vertical by any of 
the above-mentioned substances when they are electrically 
excited; and this will occur whether the non-electrified body 
be electrically isolated or not; that is, it may be hung by silk 
thread, whereby it is isolated, or by a cotton one, whereby it 
forms, electrically speaking, a part of the earth. 

8. Attraction and Repulsion between Electrified Bodies. 
- — In order to examine the mechanical behaviour of two elec- 
* See Appendix, II. t See Appendix, III. 



ATTRACTION AND REPULSION. 



13 



trified bodies towards one another, one of, tliem must be fica 
to move, and be supported by some isolating material. The 
latter condition is advantageous in all cases, and manifestly 
essential, if the electrified movable body be a conductor. If 
the electrified body held in the hand be a conductor, the hand 
must be furnished with a non-conducting materLil, such as 
a sheet of vulcanized caoutchouc. Simple and convenient 
forms of isolating suppoi*ts are shown in figs. 2 and 3. lu 




Fig. 2. 





Fig. 4. 




Fig. 3. 



% 2 a bar of electrified matter is placed in a silk-covered 
^^ stirrup, and hurtg by a thin silk tape. In fig. 3 a 
dry wine bottle, having its neck varnished with shell-lac, 
carries a cork, through which is thrust, point upwards, a 
darning needlo. A littlo glass conical cap,^ \\\i\ci\i \al-jysX«vi^v^ 

* Se^ Appendix, lY, 
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to the object balanced, rests upon the needle's point. If the 
balanced body be sulphur or wax, the glass cap can be thrust 
into it on the end of a thick, hot wire. . If the substance be 
infusible, a hole is drilled through, and the cap is cemented 
on. If the balanced electrified body be glass, it may consist 
of a wide tube closed at both ends, and having an indentation 
in the middle to receive the needle point. * 

9. In the experiments described in Art. 7, we observed 
that in all cases attraction ensued; and although there was a 
considerable difference in the amoimt of attraction exhibited 
by the various substances, yet we appeared to be dealing with 
the same force throughout. If now we rub a stick of sealing- 
wax with flannel, and place it on the stirrup, as in fig. 2, or 
on the needle-point, as in fig. 3, we find, of course, that either 
end of it is attracted by wood, feathers, egg-shells, our own 
bodies, sealing-wax, glass, and, in fact, by all non-electrified 
bodies. If, further, we bring near it a tube of glass which 
has been rubbed with amalgamed silk, we find that the two 
attract one another with greater force than if the glass had 
not been rubbed. Finally, if we bring near the excited wax 
another piece of wax similarly excited with flannel, we find 
the movable wax violently driven away, or repelled. Pur- 
suing the experiment further, we find that sulphur when 
rubbed with flannel also repels sealing-wax rubbed with 
flannel. If we place excited glass in the stirrup, we shall 
find it to be atti'acted by all unelectrified bodies : to be still 
more strongly attracted by wax rubbed with flannel, but to 
be repelled by glass similarly excited to itself (by amalgam, 
on silk), and to be repelled by writing paper rubbed with 
caoutchouc. Hence it is generally concluded that the elec- 
tricity of sealing-wax rubbed with flannel is of a difierent 
kind to that of the glass rubbed with the amalgamed silk; 
for the first attracts, the second repels, glass excited by 
amalgamed silk; and the first repels, and the second at* 
tracts, sealing-wax rubbed with flannel, thus ; 

Sealing-wax renela Sealing-wax 

(rubbed with flannel) ^ (rubbed with flannel) 

^^s ^ :* Glow 

(rubbed with miQlgpixnQ^Lv:^S^ ^^^^ ^^yii^^\yx^^7ss^^^^ss^^^^ 

* See Appendix^ "V, 
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This is explained, or rather expressed, by the following 
hypothesis :— There are two kinds of electricity, of which that 
of the excited glass and that of the excited wax may be taken 
as representatives, and which may be called vitreous and 
resinous respectively. Electricities of like kind (or name) 
repel one another^ electricities of \inlike kind or name 
attract one another, and also each attracts neutral electricity; 
or, what comes nearly to the same thing, bodies similarly elec- 
trified repel, bodies dissimilarly electrified attract one another. 
The relation which the attraction of an electiified body to an 
oppositely electrified one bears to the attraction between an 
electrified body and a neutral one will appear in Art. 30, et 
seq.y under the head of Induction, 

10. We may here, as always, assume, without any risk of 
eiTor, that like actions with like materials will always pro- 
duce like results : that one piece of sulphur rubbed with one 
piece of flannel will be in the same electric state as a second 
piece of sulphur rubbed with a second piece of flannel. Thus, 
returning to Art. 7, we shall find that two pieces of amber 
exdted with flannel repel one another. Two sheets of brown 
paper excited by the clothes brush repeL If the silk ribbon, 
after excitement with vulcanized caoutchouc, be held in the 
middle, the two ends will repel one another. If the sheet of 
fciiin note paper, after excitement with the bottle caoutchouc, 
be cut into strips as it lies clinging upon the hot board, and 
be gathered together at one end and lifted from the board, tho 
strips will start asimder. Collodion, excited hy the fingers and 
hong by a thread, is repelled by similarly excited collodion. 
[J ( Mnally, if we compare the difierent substances above 
mentioned, when eleciiified, with one another, and arrange 
those which repel one another in two vertical columns, in 
such a manner that each substance repels all those in its own 
column (and is, therefore, similarly electrified with them), 
but attracts those in the other column, we get experimentally 
the following result: — 

(Rubbed with) 1. 2. (Rubbed with) 

Amalgani on Silk, . . Glass Sealing-wax^ . . Flannel 

Bottle Caouchouc, . . Paper Sulphury . . . Flannel 

Vulcanized Caouchouc, . SWc Collodion, . . . Fingers 

Brown Paptr^ . "H-o^^^TSaJOiR"?^ 

Am^eTf . , , , ^\wms^ 
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11. The electricity in the glass, paper, and silk, eipcited as 
above, was at one time called vitreous, glass being taken aa 
the representative substance. The electricity of the substances 
of the second column was called resinous, because amber and 
sealing-wax (which should consist mainly of shell-lac) ore 
resinous bodies. 

12. The tei-ms vitreous and resinous are now scarcely used ; 
for it was soon found that the kind of electricity developed 
on a body depends quite as much upon the nature of the body 
with which it is rubbed as upon its own nature. Thus, while 
glass rubbed with silk or amalgamed silk is vitreously electri- 
fied, when nibbed with flannel it becomes resinously electri- 
fied; and even some resins, when rubbed with cotton, become 
vitreously excited. 

13. Positive and Negative. — Instead of the terms vitreoils 
and resinous, it is now usual to use the terms positive and 
negative respectively, or their corresponding symbols, + and 
- . The reason for the use of these terms, conveying, as 
they do, a definite relation in kind, is derived from the follow- 
ing facts and considerations : — If two unelectrified bodies, A 
and B, are imbbed together, and, after separation, one of them, 

A, is found to be charged with one kind of electricity, the 
other, B, is invariably found to be charged with the other 
kind. Not only so, but, as far as one can measure, the quan- 
tities of the two kinds are equal. Thus, each will attract a 
third neutral body, C, with the same mechanical force when 
at the same distance from it. And if the two bodies, A and 

B, be left together after rubbing, or be brought together 
after separation, they will have together no joint mechanical 
effect upon C (see Art. 25). The two kinds of electricity 
neutralize one another's effects, and are in so far related to 
one another, like the operations of addition and subtraction 
of equal quantities. Further, if one body. A, be strongly 1 
cliarg(Kl with one kind, and another, B, be less strongly- 
charged with the other kind, the two when brought together ■ 
will have a joint effect upon a third, in kind that of the most 
powerful, A, in quantity that of their diff*erence, A — B. Jus*. 
as in most cases of terrestrial mechanics, we may consider tb© 
earth to be at rest; so the earth and bodies in good electrif 

CQinicctioii yiiih. the earthy or such as have recently been soj 
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are considered electrically neutral. Not in the sense of having 
no electricity of either kind, but as having the two kinds 
in the same proportion as they exist in the earth itself, and, 
therefore, being no more attracted than repelled electrically 
by terrestrial objects. We may, in fact, conceive the two 
electricities to be related to one another in something the 
same manner as the two elements of common salt — chlorine 
and sodium — which, when imited in certain proportion, 
produce a neutral salt, whose imion is attended not by a 
destruction of either element, but by a balancing of their 
chemical activities. When two dissinular electrically neutral 
substances are rubbed together, it is usual to suppose that 
the neutral electricity at their common surface is decomposed; 
and when th6 two substances are separated, an excess of one 
kind of electricity is found upon the one, and an exactly 
equivalent quantity of the other kind upon the other sub- 
stance (see Art. 25.) 

14. It need scarcely be remarked that the word " negative" 
is used in English in two distinct senses. In one sense it 
expresses the absence or lack of a thing, in the other a direc- 
tion to subtract. The assertion of the existence of a negative 
quantity in the sense of a quantity less than nothing, either of 
matter or property, is a contftuiiction in terms, and is absurd. 
But the terms positive and negative, as applied to the two 
conditions of electrical state, are useful, in so far as they 
indicate the power which the two have of neutralizing one 
another's activity. 

15. If any two of the substances in the following list are 
rubbed together, the one nearest to the top of the list is found 
to be positive to the one below; that is, the upper one acquires 
+ , the lower are - electricity. Such a list, however, has 
only approximate exactness. Thus, the following metals 
become + electric when rubbed with flannel : bismuth, zinc, 
lead, copper, brass, silver, and silver amalgam ; the following 
become - with flannel : arsenic, antimony, tin, iron, nickel, 
gold, platinum, and palladuim. Indeed, in the case of the 
oxidizable metals, the electricity may be due to the friction 
between the metal and its oxide rubbed off", and may be of a 
different kind from that between the clean metal and the 
rubber. 
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+ 
Fur, 
Flannel, 
Ivory, 
Quartz, 
Wood, 
Shell-lac, 
Besin, 
Metals, 
Glass, 



+ 
Cotton, 
Silk, 

The Hand, 
Sulphur, 

Vulcanized Caoutchouc, 
Ebonite, 
Caoutchouc, 
Gutta Percha, 
Gun-cotton (Collodion). 



16. Proof Plane. — ^For the detection of small quantities of/ 
electricity, the determination of their kind, and the examina- 
tion of the isolating or conducting powers of bodies, the proof 
plane and electroscope are of great use. The proof plane is 
made by sticking metal leaf or foil upon both sides of a piece 
of paper or cardboard, cutting out a circular or elliptic disk 
with smooth edges, and fastening it by a little melted shell-lac 
into a slit cut in tlxe end of an ebonite penholder, or upon a 




■■ Wtrrtr ^Jp 



Fig. 5. 

varmshed glass rod or tube. The metal covering the disk 
being a good conductor, and the ebonite or glass a bad one, 
when the thin end is held in the hand and an electrified body 
touched with the disk, the latter immediately becomes charged 
with electricity which cannot escape along the ebonite; so 
that, on removing it from the body, we have at our disposal 
a sample of the electricity under examination. Such proof 
planes, when hung by silk or cotton in a wire stirrup (Art. 8), 
or supported upon a needle-point, may very conveniently hp \ 
used as masses of movable electrified or neutral matter. Ai^'J 
ebonite penholder thrust through a cork bung forms an excel-" " 
lent proof plane. 

17. Electroscope (Pith Ball and Gold Leaf).— The pith- 
ball electroscope consists of two balls of elder pith of the sizai - 
o£ a joea, hung side by side on cotton threads fastened to » 
Jtaob or plate, with which the body B\ippoa^^to\)^ ^^^\»yv^^3L 



SLEOTBOSCOFE. 



19 



is brought into contact. The vnie connecting the knob with 
the cotton thread is coated with ehell-lac, and passes through 
a plug of vood in the neck of a bell-jar resting on a, wooden 
stand (fig. 6). An electrified body brought into contact 
'with the knob gives up a part of its electricity to the knob, 
and thence through t^e cotton threads to the pith balls, 
which, being therefore Bimilarly electrified with one another, 
repel and diverge. The gold-leaf electroscope is based 
upon exactly the same principle. A circular brass plate A 
(fig. 7), having rounded edges, canies a stoiit brass wire B, 
cemented by shell-lac into tho glass tube C, which passes 




Fig C Fg 7 Pig 8 

tiirough the wooden cap D fitted by a groove ujMn the 
top of the bell jar F The lowei en I of tbe wire carries a 
luuizontal brass cross-piece £ about an inch in length flat- 
tened m a vertical plane and very thm. Each side of E is 
smeared with a httle strong gum and laid upon the edge of 
a rectangular strip of gold leaf* about 1 in. by 5 m. The 
leaves hang thus face touching iace. On the mside of the 
bell-jar, opjiosite to one another, and each facing one of the 
gold leaves, are Bometimea pasted two strips of tin-foil of waob. 
a height that thej are touched by the lenvea on ftife exVctifiHi 
• See Appendix, VL ' 
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divergence of the latter. These strips reach to the stand K, 
if it be of metal; or if it be of wood, they are horizontally pro- 
longed and carried over the edge to the earth. A shallow cup, 
I, contains quick-lime, chloride of calcium, or strong sulphuric 
acid, to keep dry the inside of the jar. A very simple and 
efficient form of electroscope is made by bending a stout 
copper wire, as in ^g, 8, so as to form a horizontal ring A. 
The lower end B, bent into a shallow hook, is hammered 
flat to receive the gold leaves. The wire passes through a 
large hole f in. in diameter, in a disk of wood or metal C, in 
which it is fixed, and from which it is electrically isolated by 
abundance of shell-lac. The disk C is fastened by a little 
soft wax* upon the top of a flask of about 4 litres capacity. 
A little sulphuric acid may be placed in the flask; but, even 
without this, such an electroscope scarcely loses any of its 
charge in five minutes, and retains a considerable amount 
after the lapse of several hours. 

18. Conductors and Non-Conductors. — By the use of the 
electroscope, the relative conducting powers, or "conduc- 
tivities," of various substances have been determined; and 
the chief results may be easily verified. If, for instance, we 
fasten a dry silk thread, four or ^ve yards long, to the top 
of the electroscope, and loop the other end round a glass 
tube, we find that, however the tube may be excited by 
rubbing it with amalgamed silk, the leaves remain at rest. 
Accordingly, silk is a non-conductor, and may be used as an. 
isolating support. So, if we take a long thread of shell-lac, 
dry glass, ebonite, vulcanized caoutchouc, or of sulphur, and 
resting one end on the electroscope, touch the other with aAy 
excited substance, the leaves remain at rest. These substances 
are almost perfect non-conductors or isolators. If, on the 
contrary, any metallic wire be employed to connect the elec- 
troscope with the glass, the leaves diverge the instant the | 
latter is excited, although the wire be exceedingly thin, and.; 
twenty or thirty yards in length. Again, if the silk thread- 
employed in the first experiment be wetted, it will no longe 
isolate, but conduct with great ease, proving that water is 
far better conductor than silk. 

The following list shows, approximately, the relative cox 

* See Appendix, VII. 
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ducting powers of various substances. The metals and some 
fonns of carbon are so pre-eminent as conductors, that they 
may be considered as forming a class by themselves. The 
metals are the best, and paraffin the worst of conductors :— 



Metals. 

Oas Coke. 

Graphite. 

Solutions of Hydrogen Salts. 

Solutions of Metallic Salts. 

Metallic Sulphides. 

Water. 

Metallic Salts (soUd). 

Linen. 

Cotton. 

Hemp. 

Paper. 

Alcohol 

Ether. 

Dry Wood. 

Dry Ice. 

MetaUic Oxides. 



r-Iceat -25°C. 
Fats and Oils. 
Caoutchouc. 
Gutta-percha. 

Dry Air, Gases, and Vapours. 
Wool. 
Ebonite. 
Diamond. 
Silk. 
Glass. 
Wax. 
Sulj^hur. 
Kesuis. 
Amber. 
Shell-lac. 
Paraffin. 



It may be observed that the entire subject of conductivity 
for frictional or static elasticity, especially with regard to 
bodies which are not organised, and have a definite chemical 
constitution, such as the liquid and solid hydrocarbons, 
alcohols, acids, fats, ketones, etc., requires further examination. 
Bodies, whether natural or artificial, which have no constant 
composition, such as the resins, gutta-percha, or ebonite, 
necessarily vary in their insulating power; and the same 
is true with regard to organised bodies, such as cotton, silk, 
Wool, and wood, and even with those which have chemico- 
mechanical (crystalline) structure, such as most solid elements, 
salts, and other definite chemical combinations. 

19. The moisture in the himian body and on the skin 
makes it, in most circumstances, a good conductor. Hence 
all electrified substances when freely handled are discharged, 
and good conductors instantly lose their electricity by mere 
momentary contact in one place with the fingers. To this 
is attributable the long oversight of many cases of electric 
excitement. 

20. The most usual form o£ isolators are sterna o^ '^otk^'s^ 
glass, ebonite, sheets of vulcanized caoutekouc, ^^^^i^ <2?l 
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ebonite, or of varnished glass, stems and sticks of sealing- 
wax or shell-lac, sheets of paper soaked in paraffin, threads 
of cocoon (undyed) silk, etc. Electric conductors, or con- 
nectors, are usually made of metallic rods, chains', or wires 
(thin copper wire). Bodies which are to serve as collectors 
or reservoirs of electricity (often called conductors), may be 
made of sheet brass, round-ended cylinders, or gloljes, or of 
wooden cylinders, or spheres covered with tin-foil,* supported 
on thick glass or ebonite stems. 




Fig. 9. 

21. Electrification by Contact. — When an electrified 
body is brought into contact with an unelectrified or neutral 
one, there is always, at the point of contact, a passage of 
electricity, of such a kind as to bring the two points of 
contact into the same electrical state. If one only of the 
two bodies be a good conductor, the establishment of similar 
electricities will be very limited in extent and small in 

quantity; but if both be good con- 
B ductors, the establishment of iden- 

®tical electrical state in the two will 
be perfect and immediate. Accord- 
ing to the generally adopted view 
when, say, a neutral proof plane 
touches a + ly electrified one, a cer- 
tain quantity of + electricity leaves 
the + ly electrified plane, and, at the 
same time, an equal quantity of — 
electricity leaves the neutral plane 
to enter the electrified one. These 
tAvo quantities neutralise one another, and the residt is, 

* See Appendix, VIIL ' 
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that both bodies are ultimately left in the same state of 
+ excitement, less intense than that of the originally excited 
plane. Thus, let the matter A (fig. 10) be neutral, having 
an amount of electricity, which we may represent by, say, 
twenty arbitrary units, viz,, 10 + and 10 - . Let there be 
the same total quantity of electricity in B, but let this consist 
of 8 - and 12 + , thus having a balance of + 4. On contact, 
■we may suppose B to lose 1 + and gain 1 - , and A to lose 
1 — and gain 1 + , the electric state of both being thus 
brought to + 2. 

It is clear that, conceiving as before a neutral body A 
(fig. 11) to be represented as having - 10 and +10 electricities, 
-we might suppose a + ly electrified one B to be represented 
by — 10 and +12, and we might suppose the equalization of 
the electric state of the two bodies to be due to the passage 
of + 1 from B to A. It must be 
remembered that there is no direct 
evidence to show that the latter sup- 
position is not the true one. We 
shall return to the consideration of 
this point in Chap. II., on Induc- 
tion; for the present let us consider 
that when a neutral proof plane is 
passed along an excited glass tube, 
it receives a certain amount of + , 
and gives up an equal amount of- 
electricity, by both ^f which it 
acquires an excess of + , and by both of which the charge on 
the glass is diminished. On bringing the so charged proof 
plane in contact with the top of the electroscope, precisely 
the same kind of interchange of electricities takes place, and 
the leaves diverge with + electricity. 

22. Testing Electricity by Contact. — By the electro- 
scope and proof plane, we have now the means of testing with 
what kind of electricity we are dealing in any case. Tlius, 
suppose we wish to know whether the electricity of sulphur, 
which has been rubbed with flannel, is + or - . Excite a 
glass tube with amalgamed silk; move along the surface of 
the tube the proof plane so as to ensiu^e many points of con- 
tact with the tube : otherwise; the glass being a iioii-coii!3L\v&\^^ ^ 




Fig. 11. 



the plane will be imperfectly charged. Touch the electrd- 
scope with the proof plane, and the leaves will diverge with 
+ electricity. If, now, the proof plane be discharged by 
touching it with the fingers, and brought into contact as 
above with the sulphur rubbed with flannel, and then with 
the electroscope, three things may happen : (1) the leaves 
will partially collapse; (2) they will completely and exactly 
collapse; (3) they will collapse and again separate. If (2) 
takes place, it follows that after contact both the proof plane 
and electroscope are neutral; but since the electroscope had 
an excess of + , it follows that the proof plane, and therefore 
the sulphur, must have been negative. If the {3) event 
occurs, the collapse of the leaves proves that there was suflBi- 
cient - on the plane to neutralise the + in the electroscope, 
and the subsequent separation of the leaves proves that 
there was more than sufficient to do so, the leaves, in fact, 
separating by electricity of the opposite kind; we therefore 
again conclude that the sulphur was - . If (1) the leaves 
only partially collapse, we prove nothing conclusive; for 
though a quantity of - electricity in the plane, insufficient to 
neutralise the whole of the + in the electroscope, would pro- 
duce this effect, the same result would follow- on bringing an 
isolated neutral body in contact with the electroscope; for 
then, as in Art. 21, such an interchange of + from the electro- 
scope, and - from the neutral plane, would take place as 
would leave them both + , though not so strongly so as the " 
electroscope alone was oiiginally. 

23. It is clear, therefore, that the partial collapse of the + 

charged leaves, when the proof plane 
touches the electroscope, does not 
prove that the plane is - . It may' 
even be + , and yet produce this 
effect, provided it be more feebly + 
than the electroscope. Thus we may 
suppose the electroscoi)c to be posi- 
tive to the amount represented by A, 
namely, + 1 4, - 6. If then the plane 
be + to the amount represented by 
B, namely, + 12, - 8, their contact 
will produce a common condition 
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^ 13, -7, and the leaves will therefore not diverge so 
far. 

24. Charge now the proof plane - ly, as, for instance, by 
bringing it into frequent contact with excited shell- lac; 
touch the electroscope with the plane, whereupon the leaves 
will diverge with - electricity. Excite the sulphur with 
flannel, touch the sulphur with the proof plane, and with 
this touch the electroscope. If, now, the leaves separate 
further without previously collapsing, we have absolute proof 
that the plane, and therefore the sulphur, are - . For if 
they had been neutral, the leaves would have given - and 
received + , and partially collapsed ; if they had been + , a 
still greater interchange of electricities would have produced 
a still farther collapse, perhaps complete, perhaps followed 
by + divergence. It is clear that, by similar reasoning, a 
body must be + electrified if it causes continued or increased 
divergence in leaves already + diverged. 

Practically, when we are testing by touch for, say, + elec- 
tricity, it is convenient to give a small + charge to the leaves, 
so thuat the proof plane which is being tested may have a 
stronger charge than the leaves. Or if the electricity to be 
tested is feeble, the electroscope is first feebly charged 
with it, and then an abimdantly charged proof plane contain- 
ing the same kind as that suspected is brought in contact 
with it. 

^ 25. Electric Excitement is Due to Electric Decompo- 
sition. — ^We have hitherto only considered the electric state 
of one of the two bodies rubbed together: as glass when 
rubbed with amalgamed silk, sealing-wax when rubbed with 
r flannel, etc. If now we examine the electric state of the 
amalgamed silk, we find it to be - , or opposite to that of the 
glass. Again, we find the flannel to be + , or opposite to that 
of the wax. This may be shown in several ways. Let the 
amalgamed silk be thoroughly isolated from the hand by 
being held in a slieet of vulcanized caoutchouc; after rub- 
bing the glass, electricity may be taken from the rubber by a 
proof plane, and is found to be - . The "electric syringe" 
(fig. 12) is an instrument used to illustrate the same fact. A 

I varnished glass knob A is fastened to a brass piston-rod B, 
which works through a brass cap C, and carries ^ ^\s>\jQin.\> 
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covered with amaJgamed silk, which rubs the inside of the 
glass tube E. Fastened to the other side of the piston is a 
varnished glass rod F, which carries a spiked disk G-, to 
which is fastened a chain H, the other end of which is 
fastened to the brass cap I at the further end of the tuba 
On moving the piston to and fro, + electricity is developed on 
the inside of the glass. This travels through the spikes of G 
(see Ai-t. 58) down the chain to I. The - electricity of the 
rubber is conveyed along the piston-rod to C. Accordingly, 
we find that I becomes + and C - . A simpler method may 




Fig. 12. 

be employed. Let a stick of sealing-wax be rubbed with 
a piece of flannel, and let them be placed side by side on the 
top of the electroscope : the leaves are not stirred ; but if 
either one be removed the leaves diverge : the wax, when left 
alone, causing - ;the flannel + divergence. A similar experi- 
ment with the glass tube and amalgamed silk confirms the 
above conclusion. The two experiments together may be 
taken as tending to prove not only that the two bodies 
rubbed together are oppositely electrified, but* also that the 
quantities of the two kinds of electricity are in all cases 
sensibly equal or able to neutralise one another completely. 

26. In order to procure a considerable amount of frictional 
electricity, it is clearly of advantage that one, at least, of the 
bodies rubbed together should be a non-conductor. For if 
both were good conductors, the electricity excited by their 
friction would be free to travel about their surfaces, and to 
pass from one to the other, so that neutralization would 
speedily ensue. So that, though in such cases large quantities 
of electricity may be developed, they are not apparent. Hence 
it is that we have shell-lac, sealing-wax, glas^ sulphur, 
etc., which are non-conductors, so useful as ".ele)ctrogens," 
that is, for forming one element in procuring pictional 
electricity. 
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27. If, however, a conductor be isolated. It may be used 
aa an element of Motional excitement Thus, a piece of 
leaden tubing, held in a sheet of vulcanized caoutchouc, and 
struck with flannel, is found to diverge the leaves with + 
electricity. The sheets of paper, as they issue hot-pressed 
fix)m the metal rollers of the manufacturer, are strongly 
electrified. 

28. Human hair, when clean and dry, or the fur of an 
animal, becomes + ly electrified when rubbed with the hp^nd, 
or an ebonite comb, and they retain their electricity for some 
time (as does the comb) on account of being imperfect con- 
ductors. Mercury poured backwards and forwards from one 
varnished tumbler to another becomes + electrified. The 
electroscope itself becomes directly excited when its top is 
struck with silk or flanneL 

29. The following substances amongst non-conductors 
become + ly electrified when rubbed with flannel : diamond, 
sulphate of potassium, nitrate of potassium, chloride of 
sodium. 

The following amongst conductors become + electrified 
when rubbed with flannel : bismuth, zinc, lead, copper, brass, 
silver, mercury. (Comp. Art. 15.) 

The following among conductors become - electrified when 
rubbed with flannel : rhodium, arsenic, antimony, tin, iron, 
gold, nickel, platinum, and paUadiiun. 

The following non-conductors become — ly electrified : sul- 
phur, talc, etc. 

Finely divided copper becomes electrical on compression. 
Dry oxalate of calcium, on being stirred with a glass or 
platinum spatula, becomes + ly electrified. When water 
freezes in contact with a metal, the metal becomes + . 

The structure of the surface alters the nature of the 
electricity developed upon it. Thus smooth glass and rough 
(etched, groimd) glass become differently electrified when 
rubbed with silk. 

It has been supposed that the development of frictional 
electricity was due to chemical change; and that when 
frictional electricity, by attrition of bodies in the air, oxida- 
tion occurs on one to a greater degree than on the other, 
and it was supposed that the substance most iadYe^ oi orxJA^- 
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tion became invariably negative. Some experiments, how- 
ever, seem to show that the same electrical relation is 
preserved when the friction between two bodies occurs in 
carbonic acid or hydrogen, as when it occurs in air. 

Nevertheless, oxidation, or at all events the molecular 
motion which accompanies it, gives rise to electrical pheno- 
mena. Thus an isolated brazier containing burning charcoal 
is always negative. 



CHAPTER 11. 
INDUCTION. 

• - * • 

30. Induction. — ^When an excited glass tube is gradually 
brought near to the top of an electroscope, the leaves of the 

• latter are seen to diverge, and to increase in divergence as 
the distance is lessened. On removing the tube, the leaves 
gradually collapse as the distance increases, until — it may be 
at two or three feet — ^the divergence becomes insensible. 
Exactly similar phenomena ensue if flannel-excited sulphur 
be used instead of the glass. The restoration of the leaves 
to their original neutral condition proves that no permanent 
loss of one kind of electricity, or gain of the other, has taken 
place in the electroscope, as is the case when it is charged or 
discharged by actual contact with the proof plane, or dis- 
charged by contact with the earth. The name induction is 
given to the influence thus exerted upon a neutral body by 
an excited .one at a distance. The induction in the above 
instance takes place through air. 

31. In order to determine, experimentally, whether the 
electricity thus temporarily induced in the electroscope is of 
the same kind or not as that of the glass, the following ex- 
periment may be tried. Connect the electroscope E {&g, 13) 
by means of a wire W, with one end of an isolated conductor 
C. The conductor, wire, and metal of the electroscope thus 
form, electrically speaking, one metallic mass. Bring now 
the +ly excited glass tube near to the further end of the 
conductor. The gold leaves will diverge by induction. 
While they are so diverged, remove the wire from the elec- 
troscope by means of some non-conducting substance, such 
as finger stalls of vulcanized caoutchouc, an ebonite pen- 
holder, or ebonite tongs (Art 72). The leaves remain now 
separated when the glass tube is withdrawn, »ad oixt^"s.^\5x% 
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them with a proof plane holding + electricity, they are fouiid 
to be also + electrified. 




Fig. 13. 

A similar experiment proves that when flannel-rabbed 
sulphur, or sealing-wax, is .brought near to the electroscope, 
its leaves diverge with - electricity. In all cases the diver- 
gence of the leaves being due to the induced activity in them' 
of electricity of the same kind as that of the excited neigh- 
bouring body. If we conceive the original neutral state of 
the leaves to be due to the balancing of equipotents of + and 
— electricities, we must look upon the glass tube as exerting 
its influence through the air, and neutralizing a portion of 
the — electricity of the electroscope, such neutralization 
being, of course, reciprocal. A portion of the + of the elec- 
troscope is thereby disengaged from its negative ; + becomes 
free and causes the leaves to diverge with + electricity. 
Thus though the —electricity does not quit the electroscope, 
it is counteracted or paralysed, leaving the + free and active. 
That this view accords with facts is seen from the following 
experiments. 

Bring the excited glass tube near the electroscope until 
the leaves diverge. Keeping the tube in its position, touch 
tho electroscope with the other hand : the leaves imme- 
diately and completely collapse ; remove the hand, and then 
remove the excited tube : the leaves will now separate, and 
on testing with flannel-rubbed sealing-wax they are shown 
to be - ly excited. This series of experiments is illustrated 
in &g. 14. The neutral electroscope is shown in 1. In 2, 
the leaves diverge with + , because the — is counteracted by 
the + of the tube ; this counteraction is represented by the 
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dotted line connection. In 3 the leaves are collapsing owing 
to the escape of + through the hand to the earth, and the 
advent of-. In 4 there is excess of -in the electroscope, 
but that is wholly paralysed by the - of the tube. In 5 the 
tube is withdrawn, and the leaves diverge with free - . 



4;, 

r 




Fig. 14. 

In a precisely similar manner the electroscope can be 
charged with + electricity, by bringing flannel-rubbed wax 
near it, touching it for an instant with the finger, and re- 
moving the wax. 

32. Localization of Induced Electricity. — In Arts. 30 and 
31, we have seen that aj^electrically excited body so neutral- 
izeslfTelectricity in neighbouring ones as to set the j^electri- 
cities in those bodies at liberty, and so produce a provisional 
state similar to the permanent one which would have been 
produced if actual contact had taken place. We have now 
to consider the actual displacement in space which the two 
kinds of electricity undergo in the neutral body under in- 
duction. 

Recurring to experiment of Art. 31, let the wire W be 
so carefully removed, by the isolating appliance, that it does 
not touch the earth when in contact with either the electro- 
scope or conductor. Not only is it found that the electro- 
scope is + , but also that the conductor is - . The - electricity 
in the neutral mass has, in fact, been attracted by the + 
electrified glass, and the + has been repelled therefrom. 

The same principle is well! shown by the foYLoVm^ ^tl^tv- 



32 



MAGNETISM AND ELECTRICITY. 



ment. Let A and B (fig. 15) be two wooden spheres 
covered with tin-foil, and supported on isolating legs. Bring 
them into contact as 1. Bring near to B an excited + 
glass cylinder C, as 2. Eemove A from B, and then the cylin- 
der C from B. It is thus found that A is + ly, and B-ly 
charged. On bringing A and B together, half -the excess of 
+ in A goes to B, and half the excess of - in B goes to A. 
Both become again neutral, and this neutrali25ation may be 
attended by a luminous discharge or spark. 

C 




Fig. 15. 

33. Again, if we take a single continuous conductor, iso- 
lated as before, and bring near one end of it the + excited 
cylinder C (fig. 16), we find that a proof plane P becomes 




Fig. 16. 

+ or — charged, according as we touch with it the end of the 
cylinder furthest from, or nearest to, C. When in contact 
with the cylindrical conductor, the proof plane forms, in fact, 
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t pari of i^ BO that removiog the plane is equivalent to 
bteakmg the conductor, or eeparating its parts, as in fig. 15. 
34. Further, instead of taking, as in Arts. 33 and 33, au 
ieolated sample of earth, or nevttral electricity, in the eon- 
doctor for analysis, we may employ the eartli itself to furnish 
03 with neutral electricity for decomposition. Thus, let an 
excited glass rod be held within two or tiiree inches of the 
tartl, or of any condncting object or person standing on the 
earth, a proof plane which touches that object or jierson is 
found to be— ly charged. In this case, as ia Art. 3.'), the 
proof plane, when touching the body whose electricity ia 
undergoing inductive analysis, must be looked on as forming 
ibr the time a part of such body, and the removal of the 
plane aa the breaking off of a part which shares in the general 
electrical analysis of the cotlective maas. 

85. If, while an isolated conductor is sufieiing inductive 
analyms of its electricity by a, say, - ly electrified neighbour, 
the end nearest to the inducer is connected for an instant 
with the earth, and the inducer then withdrawn (fig. IT), 
the condnctor is found chained with -electricity; whereas, 
if the other end be momentarily touched, an excess of + 
electricity is afterwards found. 




■\ 



Fig. 17. * 
86. Again, if the two ends of an isolated condnctor (fig. 
16) are ftimished with conducting uprights, from which pith 
balls, a and h, are hung by cotton threads, on bringing an 
electnlied glass cylinder C near tooneend, each ball will be re- 
pelled &oni its support^ as in the figure. It ia easily ^tq-^^ 
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that they sre repdlled by reason of op p o ai te nlnnlrfaitlhi 
For if a flaimel-eaasLted stick of sealing-wax be Held Aeaif'to 
a, it will be attracted, while b will be zepelled; the rsfcUB 
takes place if an amalgamed silk-ezated glass rod be vsecL 
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87. If a thoroughly dried card be rubbed with caoutchoofl^ 
and brought near one end of an isolated conductor^ the oilier 
end of which is fitted with a stout wire terminating aboni 
^ inch above a gas burner connected with thie earth, ths 
burner may be lit. For the sudden approach of the cudli 
which is + , repels the + of the conductor, and attracts -• 
The interval between the wire and the burner becomfis Hm 
field where + goes to earth, and - leaves the eartib. That inter* 
change is a spark which may light the gas. If, then, the gas hi 

A B G D 




Fig. 19. 

extinguished and the card. suddenly removed, the gas may b 
again lit; for now the released - rushes to earth, and tb»n 
longer repelled earth's -f resumes its share of the condnftOE^ 
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S8. The action of induction is propagated &om mass to 
mass of conductors; the diminution appears to be due in an 
indefinitely greater extent to the magnitude of the air inter- 
vals, than to the length of the conducting substances. A 
succession of isolated condutors A, B, C ^fig. 19) are placed 
end to end, and an excited glass cylinder D ( + )is brought near 
to C. Each cylinder is found to be polarised, and from each 
end of each a proof plane may be charged with the kind of 
electricity denoted in the figure. 




Kg. 20. 

A variety of experiments may be devised to illustrate these 
facts. An instructive one is to balance one end of a lath 
oyer an electroscope, and make the lath revolve by attracting 
it with excited wax (fig. 20); every time the lath passes over 
the electroscope, the leaves of the 
latter diverge with - electricity. 

39. Explanation of Electrical 
Attraction. — ^Amongst the earliest 
of our experiments were the 
attractions between neutral and 
electrified bodies (Art. 7).^ ^Theae 
can now be referred to inductive 
decomposition. Imagine that we 
have a + ly electrified body A (fig. 
21), and that we bring near it an 
isolated neutral body £. 

The + electricity of A attracts Fig- 21. 

the - of B, and repeb the + of B, so t\)La\i li Aiift ^'^^ ^^^ 
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restrained from moving, their condition is as in 2. Tho re- 
sult of the local analysis of the electricity of £ is that its 
-is drawn towards A, the + repelled. The attraction, 
therefore, between the - of B and the + A is greater than 
the repulsion between the + of B and the + A, because the 
former is exerted at a less distance than the latter. Attrac- 
tion therefore prevails, and A and B are drawn together. 
The same inductive decomposition takes place when it is 
the earth's electricity which is decomposed, and hence an 
electrified body is attracted by .the earth, or any body in 
electric contact with it. 

The experiments of simple attraction, described in Art. 7, 
can now be better understood. The paper, for instance, 

Fig. 22. 

rubbed with caoutchouc clinging to the wall is, by dint of its 
own + electricity, holding the earth's - electricity in its own 
neighbourhood, and repelling the earth's + electricity. The 
paper being an imperfect conductor, and not touching the 
wail over its own whole surface, the two electricities do not 
immediately combine to neutralise one another. A good 
conductor, when electrified and attracted to a conducting 
part of the earth, is inmiediately discharged on touching it, 
by the union of the body's electricity with that of the 
opposite kind of the earth. 

It is impracticable to alter the electric condition of the 
earth by pouring into it, from any artificial source, electri- 
city of one kind, because, as far as is known, the develop- 
ment of one kind of electricity is accompanied by the develop- 
ment of an equipotent of the other. Both ultimately reach 
tlie earth, which serves as an inexhaustible storehouse, or 
*' common reservoir," for electricities of both kinds. The 
slight separation and temporary isolation of any quantity of 
electricity of one kind which we can efiect, is qidte inadequate 
to hiHuence appreciably the genexal nevvtt^Wt^ oi •^\xa ^"axtV 
mass. 
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40. Attraction followed by Repulsion. — Whenever 
attraction between an electrified and a neutral body, both of 
which are isolated and good conductors, causes them to 
touch one another, repulsion immediately ensues. For the 
mixture of neutral electricity with either + or - must 
result in a + or — mixture, which condition, being shared 
by both bodies, must result in their repulsion. Thus the 
neutral body A (fig. 23), and the + body B attract till they 
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touch and then repel, both being + . Similarly, C and D 
before contact attract, but after contact, both being - , they 
repel. When the two isolated conductors which attract are 
neither of them neutral, but in opposite states, there is only 
one case where repulsion does not ensue after contact, and 
that is the case where the two 
kinds are exactly equipotent, as 
between A and B (fig. 24). 

In all other cases, more or 
less, repulsion must ensue. For 
unless there be perfect equality of 
amoimt, and opposition of kind, 
the residue or difference has to be 
shared. 

41. An instructive experiment, 
which illustrates seveml of tho 
principles which we hsLve hitherto 
been describing, is the foUowinff : 

Tjf>t: ^.h£t 4--w^^ • 1 1 « -. _ ._ O 



© 





"Eig. «2.4. 



Let the two isolated tin-foU coated 8^\ierea k wsA. "^ 



<r: ■: 
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(fig. 25) be broni^t into ooaiaot^ «id mdjeote^ to ihtt 
load analyBiB of thoir efeotriioitijeB by a + excited j^Mi 
cylinder (Art 32, fig. ISi. When aepttnted, and tiba 
cylinder removed/we have A + and B - • Set np bet w eea 
the two a balanoBd proof plane (Art 16); it irm ^^^^wWaAf 
backwards and forwards between A and B for a long tima 
The plane, to b^gin with, is ineyitaUy; a little neaier to 
one sphere than to^tfae ottier. The two ifpheces anist ene 
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another in the inductive analysis of ttie neutMd eleetrioil^ of 
the plane. The plane moves to tiie nearest, say to the -^ 
sphere, touches it, and partly neniaUtoli it^ gititig it -f and 
receiving — • It is now repelled l^ the «*, and more 
strongly attracted by the + sphere. It swings to toncti tho 
+ sphere, to which it gives np its -, and receives an eiiDeBS 
of +, thus weakening the - charge in the + spherei ,'It 
is now repelled by the + and attracted by the - , and so on. 

42. Testing Nature of Sleotaieity hj Induotion^— la 

Arts. 22, 23, 24 were described the means for testing the 
nature of electricity by touch, and the precautions necessBrjr 
to be taken. In many cases, especially when non-condnotoni 
are concerned, it is difficult to get a clear result by means 
of the plane, partly by reason of the diffiooliy of chaargmg 
it fully, and ^rartly because the £rietion of the plane n^aa 
the body under examination is itself a source of electrio^. 
Bjr employmg induction, this difficulty is overcome^ Tba 
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the method of induction and touch (Art. 31). The body to 
be tested is then simply brought gradually towards the 
electroscope. K increased divergence ensue, we know that 
we are dealing with electricities of the same kind. K the 
leaves do not further diverge, they are discharged and re- 
charged with the opposite kind of electricity, and the body 
to be tested is again brought gradually near. 

Numerous other cases of inductive action may be well 
deferred until we are acquainted with the construction and use 
of " electrical machines," and the " quadrant electrometer," 
or quadrant electroscope. 

43. The Electrophoros and Kindred Hachines.— The in- 
ductive decomposition which a quantity of electricity of 
either kind effects in the neutral eleciricity of the earth 
(Art. 39), may be employed for obtaining an indefinite and, 
indeed, unlimited amount of electricity from the earth by 
means of one and the same quantity of firee electricity. The 
action of the electrophoros is based upon this. principle. A 
niixtiu*e is made of resin, shell-lac, and Venice turpentine.* 
This is poured into a wooden cylindrical dish, 2 or 3 inches 
deep, and 12 or 13 inches in diameter, lined with tin-foil. 
Any bubbles which arise, as the substance hardens, are 
burst by sweeping the surface with an air-gas flame. When 
quite cold, the cake C (fig 26) is removed with the foil 
Euihering to it. It is placed upon a smooth wooden board B, 
and the foil F around its edges is pressed down on the board, 
and connected with a strip of foiiy touching an upright pin 
P in the board. A circular brass plate L, somewhat less^in 
diameter than the cake, furnished with a brass knob K at 
the edge: an isolating varnished glass handle O in the 
middle, completes the apparatus, llie pin P is put in con- 
nection with the eartL In figs, a, &, c, d, the thickness 
of the cake, and also that of the brass plate, are much exagge- 
rated for the sake of clearness. The cake is beaten with 
cat's skin or flannel; its upper surface becomes - ; and the 
amount which it receives is augmented b^ the accumulation 
of + electricity on the tin-foil F derived from the earth. 
The corresponding — of the earth's electricity is the exdct 
equivalent of the + developed on the cat's skin. We ^eti 

* See AppendiZi IX* 
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thus tlie condition represented in a. The neutral brass plaid 
is now placed on the excited cake. The neutral electricity of 

the plate is inductiyely 
decomposed, its ~ being 
repelled and becoming 
free (6), the + beingdrawn 
towards the cake's sur- 
face and there "fixed." 
Scarcely any actual inter- 
change between the + of 
the brass and the - of 
the cake takes place, be- 
cause the two sur&oeB 
only touch one another 
in a few points, and the 
resinous surface, being 
an exceedingly bad con- 
ductor, does not permit 
the recharging of the dis- 
charged points. When 
the brass plate is placed 
upon the cake, some of 
the + of the lower tin-foil 
passes into the earth, 
being, as it were, released 
from duty, while some - 
enters the foil £rom the 
earth by the same patL 
On touching the knob of 
the brass plate with the 
finger (c), - electricity 
escapes through the body 
to the ground, and addi- 
tional + enters the plata 
Indeed sufficient + is thus 
accumulated in the plate 
to inductively neutralise 
nearly the whole of the 
Fig. 26. - of the cake, so that 

Bcarcely any + remains condensed on ^^ Vs^et icSi. *Qift 
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The brass plate being now removed hj the isolating Handle d, 
a + spark may be drawn from it by an earth-connected body, 
whereupon, of course, - enters from the body. 

As i3ie plate with its + charge is withdrawn from the 
— ly charged cake, + electricity again collects upon the 
tin-foil, and the condition of a is resumed. In this way 
an indefinite number of sparks may be obtained by once 
exciting the cake - ly, putting on the brass plate, touching 
it, and withdrawing it. 

44. The resinous cake of the electrophoros may be replaced 
by any non-conducting and excitable substance, such as 
varnished glass, vulcanized caoutchouc, paraffin, or that 
compound of caoutchouc, gutta-percha and sulphur, which 
is called ebonite. All these substances become — electric 
when rubbed or struck with fiir or flannel. The last becomes 
+ ly electric when rubbed with amalgamed silk. When no 
very powerful spark is required, the above substances being 
permanently excited, a smooth-edged disc of zinc or tinned 
iron, held by a stick of sealing-wax, may be used to replace 
the brass disc. The electrophoros forms a convenient source 
of electricity when a single electric discharge is reqtdred at 
uncertain intervals of time; for the excited resin will retain 
its ready charge for days together; and the resinous surface 
is more dried, and is of itself less hygroscopic than the sub- 
stances used in the " electrical machines " to be hereafter 
described. 

45. For small charges, such as that required for charging 
the jar of the electrometer, to be described in Art. 136, a 
small hand electrophoros is useful This consists of a circular 
disc of ebonite a, flg. 27, cemented on to a brass disc b, A 
little metal pin p passes from the brass through the ebonite 
to the exposed su^ace of the latter. A brass disc c is held 
by the insulating handle h. This compoimd disc 6 a is held 
by the brass as in the figure, and the ebonite is rubbed on 
any woollen surface, whereby it becomes - ly excited. On 
pressing the disc c upon the ebonite, the - electricity, 'set 
free in c, escapes through ^^ to 6 through the hand to the 
earth, while + moving in the opposite direction collects in 
c, which accordingly becomes charged with fie^ -v 'sAi'eti \^ 
is removed from a. 
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Comparing this effect with -vbtA has beeii said {Art8> S3 
and 33) about the localization of the deconqmaed electricity) 
-we might perhaps expect 4- to be diBcliai|;ed from c, unce it 
is that kind which doubtless accnmnlateB on the Bide of & 
which is nea,rest to a as the two approach. But when acttuu . 
contact ensues, the — of c can £nd ft region yet more remote 
from a, by travelling down p to the earth; while the earth 
buppliea + through ptoc, which ^ns becomes -f throughout 




Pig. 27. 
46 Successful attempts have been made to employ the 
inductii e decomposing power of a given qoantity of electricity, 
as a means of obtaming electricity of both kinds, without the 
continual labour of lifting or moviiig the charged or charge- 
able body. Instruments baaed on this principle are called 
continuous electrophoroi. But as their action includes the 
relation of points to electrical discharge, that is, the distri- 
bution of electricity on acut«ly angled surfaces, and its escape 
from, and collection by, conducting points, we must defer tiie 
description of such electrophoroi tSl after the next chapter. 



CHAPTER III. 
DISTRIBUTION. 

47. Elementaiy Notions of Distribution. — Since the 

electricity on an insulated conductor repels itself, and, induc- 
tively decomposing the neutral electricity of surrounding 
bodies, attracts and is attracted by their electricity of the 
opposite kind, it is almost self-evident that the general dis- 
tribution of electricity on a conducting body is mainly at its 
surface. It may also be admitted that the distribution of 
electricity on a spherical surface is imiform, when the sphere 
is uniformly surrounded by electro-inducible matter. If, for 
a moment, the electricity be compared with a ponderable 
fluid, we should, in the case of a spherical charged electric 
conductor, find the electric fluid to have a uniform depth 
or thickness throughout, and since the electricity repels itself, 
it must have throughout a uniform 
tension,* or tendency to separate from 
itself, comparable to the elastic tension 
of a compressed gas. Thus, if two i^m^^. 

!)air of pith balls be hung by equal 
engths of cotton from any two points 
of a spherical conductor (fig. 28), each 
pair will diverge when the conductor is 
charged, and the diveigence will be to 
the same amount* Fig. 28. 

48. That electricity abides on the outer surfaces of bodies^ 

may be experimentally proved in a viariety of ways. Thud 
(fig. 29), a sheet of tin-foil 1} is fastened by one edge to a 
varnished glass rod R. The opposite edge is connected with 

* The term tension, ^ applied to electnci\»7, •'J'rkfiL \i^ tasst^\»S^ 
diMeaasedm Chap, X., in considering eleotuQa^'^o^QuXiisiX 
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the electroscope R The rod is held in the hand, and iniooM> i 
Bive chaigea from a proof plane are given to tho foil, until 
the leavee of the elec- 
troscope be^n to stir. 
The rod is then turned 
BO as to roll np ibe 
foil, and as this takei 
place the leaves ftii<- 
'Uier diverge. ^nie 
self- repelling electri* 
city of the foil Bhuns 
the rolled -up portion 
thereof, ivhereitwonld 
Fig. 29, be amassed upon itsell^ 

and seeks the yet flat portion of the foil and the electroscope 
-where, for the same amount of surface, there is less contigtiilj 
of parts. There it accumulates as the foil is rolled up, 
increases in tension, and causes the \eavea to divet^ further. 

49, A truncated conical net of cotton N is fastened (fig. 
30) below to a sheet of hrasa B; above to a hoop of wire H, 
which is attached to a varnished glass handle 0. Whetlier 

the net or metal disc B receive 
chai^ on the outside or in- 
'b, and whether the chaige be 
-H or - , it is found on the out- 
side alone. And if the net be 
turned inside out by inverting 
it, the electricity immediately 
leaves the surface where it was 
and passes to the outdde, aa is 
proved by testing the outside and inside by a proof piano, A 
complete conical net may be supported on an isolating stand, 
with its mouth vertical, and be turned inside out by a sUk 
thread passing throng its apex, when a similar distribution 
of the electricity is observed. 

50. Electroscopes, which are used in lecture theatres and 
laboratories, where large quantities of electricity aro deve- 
loped, are frequently protected by cotton nets covering their 
plates; and such nets need not necessarily touch the table. 
Men and other animals may be plsiced in metel causes, which 
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may be strongly electrified, without the animals suffering any 
inconvenience. (Compare also Art. 1 34, where the geometrical 
relation between distance and amount of inductive decompo- 
sition is considered.) 

61. A foil-covered sphere A, fig 31, is hung by a silk tape 
T, and electrified. It is then clasped by two metal hemi- 
B^herical cups 0, held on isolating htmdl^ H, in such a way 
that the sphere is touched by each cup. On removing the cups, 
they are found to be charged on the outside, but there is 
no electricity on their insides, 
nor upon the internal sphere. 
We may conclude that, on 
clasping the sphere with the 
hollow hemispheres, the elec- 
tricity immediately travels to 
the outside of the latter. 
And, indeed, on testing the 
outside of the hemispheres 
before removing them, it is -Fig- 31. 

found that the electrical tension on them is only less than 
that which was on the central sphere by an amount due to 
their greater surface. 

52. It appears, then, from experiment (Arts. 48 to 61) that, 
broadly speaking, free electricity at rest, or static electricity 
(1) dwells on the surface of conductors, and (2) that it shuns 
concavities. Both these propositions require some care in 
their application. Thus, a metal rod or wire, varnished with 
shell-lac, conducts as freely between any two exposed points 
of its surface as though it were naked. Its conducting 
power is not diminished when it is wetted with some non- 
conducting hydrocarbon, such as turpentine. "We must 
admit, then, that the term electric fluid is so far inapplicable 
that, either remaining totally exterior to the conductor, the 
electricity demands no room above its surface, and so has not 
necessarily thickness, or that it can and does pass through 
the mass of the conductor, as we shall see to be the case with 
voltaic or dynamic electricity. 

Again, in examining the inside of a vessel for electricity, 
if, as in fig. 32, one part of the proof plane be above th^ ^d%<& 
of the Ye9se} when contact ia made, the plane vfiW 'Hj^ovsx'^ 
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charged. F<xe when thiis in contact, the upper part of ths 
plane fonna a projecting poztioa of the 
general exterior convex mirface, and ii 
subject, like the outside of the veaael, to 
the inductive action of surrounding ob- 
jects. Thus, although no free eleotirid^ 
can be detected on t£e inside ofthevMBel 
hy a proof plane whoUy -within the vend, 
this is due not to the alwence c£ electri- 
city, but to ita self-repulsioa and if> 
attntction to the opposite kind of eleotri- 
city, which is the result of its iudootin 
action on Burrounding objects, indnding 
There is, in fact, no electrical dis- 
' continuity between the innde and outKdfl 
of the veesel. 

Pig. 32. ' 63. That the localization of &ee 6le^ 

tncity on the outside of a hollow vessel is munly due to 
induction is well shown bj bringing {fig. 33) a metal ttoQt- 





Kg. 33, Fig. 34. 

connected sphere 8 into a hollow metal isolated cup C, with- 
out touching it. On chf^giug the cu^ -vhile it^e s^hare is in 
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it, the eleotricity oaa be drawn by a proof plane p from the 
inside of the cup, but not from the outsida When the 
sphere is removed, the electricity passes to the outside. The 
change in position from the inside to the outside, and vke 
verady may be thus effected an indefinite number of times. 
The hand plunged into a charged and isolated tin pan will 
thus enable us to obtain a charge from the inside. 

54. The effect of induction in determining the distribution 
of electricity on a conductor is again exhibited in fig. 34. A 
metallic vessel Y stands upon an isolating support I, and is 
connected with an electroscope E. A foU- covered sphere 
£, hung from a silk thread S, and charged with + electricity, 
is lowered into V. At some distance above the upper rim 
of V the leaves'of E begin to diverge with f . This divergence 
attains its maximum when the ball is a Httle below the rim 
of V (the precise distance depends upon the relative sizes of 
B and V, and on the shape of the latter). On lowering B 
no further divergence of the leaves occurs. Even when the 
bottom of Y is touched, the charge in E is not increased. If, 
after contact with the sphere, B is withdrawn, it is foimd to 
have wholly lost its charge, in accordance with Arts. 49-52. 
When at or below the point at which the maximum diverg- 
ence occurs, the sphere, of course, gives electricity to a proof 
plane iu contact with it; for 
such a plane forms for the 
moment a part of the inner 
mass. 

Further, several such ves- 
sels (fig. 36) being placed 
one inside the other, being 
isolated from one another 
by liunps of shell-lac, the 
whole isolated, and the out- 
side vessel being connected 
with the electroscope, a 
charged isolated sphere sunk 
into the inner vessel causes 
the leaves to diverge. After 
touching the bottom of the l^ig* 35. 

iftne? vessel with the sphere, and rejnoviug it, \Ai^\:^^ ^ ^>^ 
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before, it becomes completely discharged, the innermofit yessel 
may be lifted out by a silk thread S, whereupon the leaves 
collapse. 

55. The Tension Balance, to be described in Art. 135, or 
that of Art. 136, may be used for measuring the tension of 
the electricity on the different paxts of an iiregnlaivshaped 
conductor; that is, for measuring the distribution of such 
electricity. When a point of a conductor is touched by a 
proof plane, the latter forms a portion of the conductor, and 
the quantity of electricity carried off by the plane on its 
removal is not independent of the attitude which the two 
have towards one another. And this is especially important 
when the proof plane is of a sensible size in comparison with 
the electrified body. By using delicate electrometers and 
small planes, we may, however, get approximate measure- 
ments; the latter condition also avoids the disadvantage of 
diminishing the charge by the process of testing. 

56. The following example well exemplifies the relation 
between the tension of the electricity and the attitude of the 
surface of the conductor to surrounding bodies and to itself. 
Two equal metal spheres, A and B, are brought into contact 
at C, and charged with (say) + electricity (&g, 35a). From- 
D, the centre of A, imagine a cone DF, drawn tangent to B; 

and from E, the centre 
^<F of B, a cone EG, tangent 
^/^ to A. Lastly, let the 

^>s^^_ -r^^^ spheres be enveloped in 

/^^"^ i>v^^x?<k^^""^\ til® tangent cylinder 

/ ..^^^^ \ ^^•* ^* ^ ^^ electri- 
^ I ^y^ fc ^^ ]-, city can be detected: at 

I A T 'SL and K it is faintly 

V /V / perceptible. At L and 

^-^^.^^^.. -^^^^s.—-^ M there is a sudden in- 

crease, which gradually 
Fig. 35a. continues to O and P 

and which the surface (considered as a whole) of the two 
spheres becomes convex. The points Q and R, the extremities 
of the diameters through the point of contact, are -the points 
where the tension is greatest. 

* In the figure the linear sections of these surfaces ?ffe showft. 
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67. Frictional electricity, being thus subjected to the induo- 
tive action of surrounding neutral bodies, as must always be 
the case near the earth's surface, collects on the surface of the 
electrified bodies. We should expect to find it, accordingly, 
in greatest quantity on those parts of a body where the sur- 
face is greatest in comparison to the mass. When a solid 
changes its size without changing its shape, the solid contents 
vary aa the cube, the superficial as the square, of the linear 
dimensions. It follows that, where the curvature of a convex 
surface is greatest, that is, where the radius of curvature is 
least, there the tension of the electricity will be greatest. 
Accordingly, if we fasten pith balls to cotton threads, and 
hang pairs of such at difierent parts of an irregular conductor, 
their degrees of divergence are greatest where the radius of 
curvature is smallest. We may represent the tension of the 
electricity on the various parts of a conductor by the depth 
of some hypothetical atmosphere, or ocean surrounding the 
conductor, under the distinct understanding that no such 
voluminous atmosphere or ocean is known to exist. In &g, 
356 the isolating supports are omitted, and the limit of the 
atmosphere, whose depth is supposed to represent the tension 
of the electricity, is represented by a dotted line. 





^^ 





/ \ 



Fig. 356. 

68. If the curvature be carried to the extreme limit : if 
the curvature be infinite, or the radius of curvature nothing : 
in other words, if a convex surface becomes sharpened to a 
point, the restraining attraction is indefinitely «Kia^\ \5cvft ^ 
can no longer resist the escape of the electdcity, WX. x^^wi^'i^ 
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ity and itself becomes similarly electrified, exchanging same 
of its own electricity of the opposite kind through the same 
point. This exchange is carried on (fig. 36) till the pointed 
conductor and the surrounding air are similarly and equally 






^< ^^^.. 



Fig. 36. 




Kg. 37. 

electrified. Since the air can, under most circumstances, 
quickly come into contact with other air or solid substances 
to reneutralise itself, the result is an apparent loss of the 
electricity: in reality an absorption into the earth mass 
(including air), accompanied by a neutralization somewhere 
by the opposite kind of. electricity which is invariably co- 
generated (Art. 25 and followiag). 



OHAPTEE IV. 
ELECTRICAL UACHIHE3. 

69, We have now examined in a preliminary manner all 
the principles -which are involved in most of Uie electrical 
machines in general use ; * and as these principles may in 
their turn be beat illustrated by means of the electricity got 
from such machines, the latter may now be described. 

Machines for producing static electricity may be divided 
into two classes, frictional and inductive. The frictional 
machines may be considered as enlargements and perfection- 
ings of the glass tube and amalgamed silk arrangement for 
obtaining electricity. The inductive may be considered, as 
they are indeed ofl«n called, continnous electrophoroi. 




Pig. 38. Kg. 39. 

60. The Cylinder Uaohine. — The elementary parts of this 

machine are shown in figs. 38, 39. In fig. 33 the max^hiue 

is supposed to be seen in side elevation ; in fig. 39, vertically 
from above. The letters represent the same parts in both 

■ Tho deBcription of tlie Induction CoQ, by whioli high tenaitm or 
static electricity b obt^ed from a battery, will be described in 
BooklL 
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figures.^ A is a cylinder of thick glass, closed at both exids^ 
and fastened to two wooden axles B, which pass tiiroti£^ 
two wooden supports C, in which it can be 'turned by tibie 
winch D. On one side of the glass cylinder is a cylindep of 
brass, hollow, and having rounded ends £. This cylinder is 
called the " prime conductor." It is furnished with a hori- 
zontal row of sharp spikes, whose points are turned to the 
glass cylinder, and are about ^ inch from it. The prime 
conductor is supported on a stout, well-varnished glass leg F, 
which is cemented into the wooden stand G. Opposite to 
E, on the other side of- the cylinder, is a cushion covered 
with silk n, to which is fastened a sUk flap I. The cushion 
is supported on a glass leg L, similar to F, and to it is 
fastened a hollow metal cylinder K, with rounded ends simi- 
lar to E, but without spikes. The cushion is covered with 
mercury amalgam.* 

If we wish to obtain + electricity, the cushion-conductor is 

^jggaaaa^ comiected with the earth 

y^\g^^^k\ ^J * chain or wire. On 

>/ ^^ ^^ \ turning the cylinder in 

/""VyJ/ Y>.4/'^ the direction of the ar- 

) rows (fig. 40), + electri- 
city is evolved on the 
glass, and - on the silk. 
The + is carried round 
by the non-conducting 
glass until it is opposite 
the spikes of the prime 
Fig. 40. conductor. Through the 

spikes + enters the prime conductor, and -leaves it. The 
prime conductor thus becomes + . Since this equalization 
takes place between a + and a neutral one, it follows that after 
passing the spikes the glass is still + .though not so strongly as 
before; in this condition it reaches the cushion. - Meanwhile, 
the - evolved upon the cushion and flap have been conducted 
to the earth through the wire W. Through W, + has arrived 
from the earth. The result is, that neutral electricity is 
continually being decomposed between the flap and the glass, 
and this neutral is after a time derived wholly from the 

* See Appendix, UL 
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Neutralization by the - from the prime conductor, This con- 
ductor, therefore, becomes + . 

If (fig^ 41) the prime conductor be connected with the 
earth, the + electricity of 
the glass leaves it, and 
passing through the 
spikes reaches the earth; 
while -passes in the op. 
posite direction neutral- 
izing the electricity on 
the glass, which, there- 
fore, reaches the cushion j 
in a neutral or nearly j 
neutral condition. Here, 
therefore, the result is, Fig. 41, 

that — accumulates on K. 

Finally, if (fig. 42) the two conductors be joined, although 
decomposition is continually 
going on, there is no free 
electricity manifested, for 
the + and — are equal in 
amount, and neutralise one 
another through the connect- 
ing wire, as the arrows in- 
dicate. 

Tha plate moichine does not 
differ in principle from the 
cylinder machine. The cushion 
and flap A clasp both sides Fig. 42. 

of the circular plate B (fig. 43). The spikes connected with 
the prime conductor are arranged in two rings C, one on 
each side of the plate (one of these is shown by C). The - 
conductor D and the + conductor E are supported on strong 
varnished glass legs, F and G. The axle, with its support 
and winch handle, are omitted in this figure. Into the prime 
conductor E there is fitted a mahogany rod H and ring I. 
In the centre of these is a metal core, which is in connection 
with the brass end of H, which fits into the conductor. The - 
object of the ring and rod, I and H, is not \jO mcx^^^^ ^^ 
qmmtitjrof electricity developed by tTcie in«uc\i\n«>,'Wc»V5 "^^ 
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inductiye action on the walls of the room to canae torn 
electricity to accumulate in E, before discharge by spozk 
takes place £rom E. The ring is used when we widi to get 
a long spark; and its employment will be better understood 
after Chap, V., on Condensation, 




Fig. 43. 

Instead of glass, use is now laigely made of ebonite (a 
mixture of gutta-percha, caoutchouc, and sulphur), both in 
replacing the plate and the isolatii^ legs. This substance, 
although becoming strongly -* to fur and wooUen, beeames 
strongly + to amalgamed silk. The ebonite, after a time, 
loses considerably its power of excitement; this may be re* 
stored by scraping its surface with glass paper. Thin sheets 
of ebonite, which have become distorted by heating, may be 
restored by pouring boiling water uniformly over "^em, and 
allowing them to cool between flat surfeices. 

It is of obvious advantage that the parts of the machine 
turned towards the air and surrounding oljeots should be 
^•ee ^om sharp points. AccordinglLyi ^<& QCKoAjQiS^ncik «D8 



CONTINUOUS ELEOTBOPHOROI. 



66 



always rounded in form, and made as large as conveniently 
may be, so that the quantity of electricity accumulated may 
be great, and no escape into the air may take place through 
over tension (Art. 68). 

61. Continuous Electrophoroi. — Attempts have been 
made with great success to employ the inductive decompos- 
ing power of a given quantity of electricity, Without the labour 
of continually Hf ting and replacing the charged and chargeable 
plate. Machines made for this purpose are called contmuous 
electrophorL Bertsch's continuous electrophoros is shown 
in ^g. 44 in side elevation. A is a circular sheet of ebonite 




Fig. 44. 

fastened upon a varnished glass axle B, which works on the 
brass tops of the varnished glass legs C D, and can be turned 
by the handle E. The leg C carries the prime conductor F, 
-which carries towards the plate a brass arm, armed with a 
rake of spikes G ; on the other side is a brass arm, carrying 
a sliding brass bar H, furnished below With a ksLob^ ^xA 
above with an isolating handle I, OppoBite \ioQ( \& ^ ^\is£^s£ 
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spiked rake K, whioh ta fastened to a braa arm in conU^ 
-with the ball L. Three or four sheets of elKniite, of the 
fonn shown in the tdde figure, are heatea on both aides with 
cat's skin while the handle £ is being turned, and placed in 
succession, as shown in the figure; the first, m, leaning agaioBt 
the disc A, the second, n, leaning upon the first, and bo on. 
The action of the machine is as follows : the - electricity 
of m, n, and o indnctlvely decompoees tlie electricity of L 
and K, repelling the -toL, and atteHcting ttie + towards K; 
this + pasaes through the points at S., and is deposited on 
the A' side of AA'. It is carried round as the disc Te \ < J TW, 
and ia presented to the spikes of G, which it enters, and 
chaises F and H -4- ly. At the same time - eleotrid^ leaVM 
G, and finally partially neutralise the condition of the A' 
mde of the plate. The neutral electricity is again carried 
round fa K, where it is again subjected to the induotdve de- <• 
composition eSected hy m, n, o. If H and L are kept 
separate, the result ia that + accumulates on H, and — on I^ 
and a rapid Buccession of sparks passes aoroBB them. If ibo 
two are in contact a circulation of electricity is estabUahei 
If H be removed from L, and L be connected with the earth, 
— electricity is supplied from the earth as well as &om L and 
E, which, being d^Kwted on A', ia carried round as before, 
and appears in great abundance at F. Similarly, if F and 
H are earth-connected, — electricity collects in Xi. In short, 
a m, n, o, were removed, and the spikes <^ E were replaced 
-by an amalgamed silk rubber, we should have an ordinazy 
plate machine. In Bertgch's continuous eleotrophonM, the 
action depeads upon the fact, that when a non-oondaatliig 
eubstance is moved rapidly across an electrified one, the in- 
duced electricity of the former is not kept by the iodootiTe 
action close to tho latter, but moves with the moving matter: 
In this machine, and in the one next to be deacribed,' • 
. mechanical arrangement is employed for giving great rajnd* 
ity of motion to the disc. This is the less diffionlt, beoMin 
in such machines, unlike the cylinder and plate tna/^IiinM of 
Art. 60, friction is not essential. There is, however, in all 
induction machines a mechanical force required to tear 
asunder the unlike electricitiee. This is especially noticeable 
in the continuous electn^oros known as Hdtz's machina 
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62. Holtz's Induetioa Electrical HachiDe, or contiiiual 
eleotpophoros. In fig. 45 all but the most essential parto 
of tlie machine &re omitted, and the parts, for the eake of 
clearness, unduly separated. AA' ia a thin circular disc of 
varnished glass, which can be revolved perpendicular to the 
plane of the paper on an ebonite axle C, supported on var- 
nished glass legs D and E. Close t« A A' is a similar, rather 
Ltrger, circular varnished glass disc BB', vhich has a hole in 
the middle for the axle of A to pass through without contact, 
and which is supported on isolators (not shown). At the 
exb^mities of a diameter of A (generally a horizontal one), 




Fig. 46. 
are two spiked rakes V and G, which we will at first suppose 
to be connected by a wire H. Let the machine be at rest, 
iuid let there be brought opposite to F on the other side of 
B', a sheet of ebonite E, which has been beaten with a cat's 
R^n, and is tlierefore teeming with — electricity. This acts 
inductively through the plates BB' and AA' upon the elec- 
tricity of FHG. The + being drawn to F escapes through 
its points and is deposited upon A'. Through G + is also 
drawn from A. The - of A' enters, through F, the 
system FHG, and along with the - of FHG is deposited 
npoa A. When A A' revolves on its axle, tha — cS. K. KaSi. 
the + ot A', »ct indactively npoa the afaitionatj^a^a^^i 
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fixing themselves by this induction, and enabling themselves 
to travel with the plate. When the + of A' arrives at A it 
enters G, when the - of A arrives at A' it enters JF. Hence 
there is a continual circulation of the whole of the electricity 
through H. Half of the moving plate is -ly, and haft 
+ ly charged. When this circulation is once established, K 
may be removed, for the whole of the neutral electricity has 
been brought imder its influence. The establishment of this 
current is at once detected by the sudden increase in the 
resistance to turning which is experienced. This is due to 
the mechanical effort required to tear away the electricity of 
AA' from the induced opposite electricity of BB'. If H is 
broken in the middle, when the machine is in electric action, 
sparks will jimip across the interval; but to start with, Gand 
E must be in contact in order that - electricity may reach 
A by the repulsion of K. 




Fig. 46. Fig. 47. 

It is usual to increase the effect by doubling the number 
of plates (fig. 46). The rakes are then joined in pairs, and 
the electricity passes from one pair to the other, as is seen in 
the figure upon which we are supposed to be looking verti- 
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In many maoIiineB, two "■windows" or holes are cut in 
the fixed interior pair of plates (two in each), at the extrami- 
tiea of the horizontal diameter, o tmdp (fig. 47), Bordering 
these holes, there are stuck on to the plate two sheets of 
varnished paper, q and v, provided with tongues slightly bent 
into the holes towards the rotating plates. The rakes in this 
figure aire concealed, for they are situated at the back of 
both plates, and exactly behind the papers q and v. The 
excited ebonite sheet is placed upon j or v as the machine is 
being worked in the direction of the arrows. The object of 
the windows is to release the electricity which is inductively 
hound on the moving ptate by the neighbourhood of the 
fixed plate; for, on approaching the window, the bound 
electricity on the moving plate fi.iids no matter opposite to it, 
and is released, and so rechai^es the paper confirming ite 
electricity. It is not found that the employment of windows 
and paper is of any noticeable advantage. Sheets of tin-foil 
may also replace the paper q and v, the windows being 
absent, and the foil may be electrified, in the first instance, 
by a spark from a jar, or even one or two charges from ft 
proof plane. As in Bertschs' machine, so here it is essential 
that 'UiB plates should be turned round with considerable 
velocity; and for this purpose multiplying gear is used, 
'which is behind the plate in fig. 48, which is engraved from 
a photograph. 
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CONDENSATION. 

63. Having in Chap. IV. examined the chief means (rf 
obtaining abundance of static electricity by frictional and 
inductive " electrical machines," vre may now assume that 
we have such sources at command, and return to that class 
of induction phenomena, which are called phenomena of 
condensation. 

64. The induction between an electrified body and an 
isolated neutral one, which has been described in Chap. H., 
is somewhat different in its effect from the induction between 
an electrified body and an earth-connected one. The limit- 
less store of neutral electricity which the " common reservoir," 
the earth, possesses, is in the latter case available not only 

to suffer decomposition, but by ite 
decomposition to react upon the 
electrical state of the active body, 
and augment its receptive power. 
65. Conceive an electrified body 
A (fig. 49) to be brought near to 
an isolated neutral one B, 1. Not 
only will the electricity in B tend 
to assume the attitude of 2, but 
this attitude or tendency will react 
upon A, bringing things into the 
condition of 3. This condition is 
clearly opposed to the tendency of 
the electricities in each body to 
recombine, and to the effort of 
each electricity to distribute itself 
uniformly over its matter. 
Jjut i£ the second body B be in coim.ec\\oiL ^>3si ^^ ^as^3cL 
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Fig. 50. 



(fig. 50), the internal induced separation of the electricities 
in B is not accompanied by the strain of separation of elec- 
tricity from matter. For a por- 
tion of the (say) + electricity of 
B may be exchanged for - , which 
change being effected, will react 
upon A, and induce further analy- 
sis of its electricity. If A at the 
same time be not only electrified, 
but in communication with a con- 
stant source of electricity, such as 
the conductor of a machine, — elec- 
tricity will escape from A and + 
electricity will enter it, and, con- 
sequently, the electricity of one 
kind in it will be increased beyond 
what would have been possible if 
B had not been earth-connected. 
The charging of two masses of 
matter with opposite kinds of electricity, from separate 
sources, is, of course, still more facilitated by bringing them 
close together; for, in this case, even the electricity of the 
earth has not to be analysed. 

66. The electricity so accumulated from a source upon a 
body, by reason of that body's proximity to an earth-con- 
nected one, is said to be condensed; and the appliances used 
for such condensation are called " condensers." A simple 
form of condenser is shown in fig. 51. C is a sheet of tin- 
foil resting on the table, and connected by a wire G with 
the earth. Upon this is a sheet of vaniished glass B, fur- 
nished with two loops of tape D and E; upon this, again, is 
a somewhat smaller sheet of foil A, which is connected by a 
wire with an electroscope. Repeated charges, say of + 
electricity from a proof plane, may be given to F or A with- 
out causing any divergence of the leaves. For it is con- 
fronted on the lower side of A by — electricity summoned 
from the earth through G to the upper side of C. These 
paralyse one another through the glass, but cannot meet on 
account of the isolating nature of that aubatanc^. \i ncrw 
tha foil A ba lifted, by lifting the plate B \)y "Oi^as^ oi ^ 
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and E, the - electricity of A being no longer counteracted 
causes the leaves to diverge. For the same reason pieces of 
j)aper, wafers, etc., which remain at rest on A, while it is 
close above C, are scattered about by recriprocal repulsion 
when B and A are lifted. 




^dM^ 



Fig. 51. 

67. A more convenient form of instrument for studying 
the effect of induction, especially in regard to the difference 
in the effect, when different substances are interposed, and 
when the interval varies, is shown in fig. 52. A and B are 
two circular brass discs. A is supported by a brass leg C, B 
being isolated by the glass leg D. The plate A may be con- 
nected with the earth, the plate B with an electroscope F. 




Fig. 52. 

A may be moved parallel to itself. The nearer A and B are 
to one another, the greater the charge which B can receive 
wiiliout causing divergence in the leaves. On removing A 



CONDENSATION. 



63 



fiirilier and furtlier, the leaves are seen to diverge more and 
more; the greatest increase in tHe divergence for equal 
intervals of removal taking place when the interval is small. 
By this means successive small charges, each of which by 
itself would be insufficient to diverge the leaves, may be 
stored up in the plate B, while A is in its neighbourhood, 
and a sensible deflection of the leaves may ensue when A is 
finally withdrawn. 

68. By means of a similar condenser, having, however, 
both of its discs isolated, the relation between a neutral body 
and an electrified one in its neighbourhood, can be con- 
veniently studied. Thus (fig. 53), let the plates A and B be 
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Fig. 63. 

separated, and each connected with an electroscope C and D 
respectively. Let A C receive such a charge, say of + elec- 
tricity, that the leaves of C are strongly diverged. Bring B 
towards A, the leaves of C will partially collapse, those of D 
-will diverge with + electricity, but the divergence of D will 
never be so great as that of C. The original free + on A 
is partly coimteracted by the - which collects on B, leaving 
D + ly charged. The effect cannot be so great as the cause, 
because the resistance of the air layer between A and B has 
to be overcome. On connecting D for a moment with the 
earth, its leaves completely collapse, and those of C partially, 
the first because the free + of D escapes, and is partially 
neutralised by the earth's - . The whole of the system 
D B, from being on the whole neutral, becomes thereby - . 
More + is summoned to A, and less is left free for the 
divergence of the leaves of C. If C be now connected for a 
moment with the earth, its leaves completely collapse, and 
those of D separate; for the free electricity of C is nft\]LtY^^^%.^ 
and escapes, the system CA becomes less -v A*&a^ *-*. \&^^^^)sA 
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at B, and the leaves of D diverge iriili -• In tbit vajA 
ccntintial decreasing divergence is left in'eaoik sjttam D B 
and C A, on touching them altematelj. It is shown tiirt 
the collapse of the leaves, on touching either electzosoope^ a 
not due to the entire neutralization <$ the eleotricitj oi 'the 
system to which they belong; for on removing the ioaobad 
plate from the neighbourhood of the other, both syMkeam of 
leaves strongly diverge. 

69. The same is shown very simply by pasting aheeti of 
tin-foil on both sides of a sheet of varnished glass, aoBaawbui 
larger than they, supporting the glass vertically, and eoDr 
necting both foils with electroscopes. 

70. Condensing Electroscope. — ^The condensrug plato is 

often attached to the electroaoops^ 
so as to form a condensing electeo- 
scope (fig. 54). In this inatm- 
ment the top of the electroaooiie 
is furnished with a large oiroalar 
brass disc A, varnished above and 
bare on its under side. Tbe 
varnish is represented in the figuze 
by 9k dotted line. A brass diao D 
of the same size as A is varnished 
on its lower, but bare on its upper 
side ; it is provided with an iso- 
lating handle. By means of the 
varnish on the two metal surfaoee 
they are hindered from actual con- 
tact, but they are so dose to one 
another that induction freely en- 
sues. We can now bring repeated 
small charges to the upper side of 
D, and during the charging touch 
with the finger the imder side .of 
A to release and Neutralise the 

electricity set free by induction (which is of the same kind 
as that given to D). D may agam receive a charge from the 
same source, and so on. At last H D is removed, where- 
upon the electricity, bound upon the upper sides of the oap^ 
is liberated, and the leaves diverge with the opposite kincl of 
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electricity to that giten to D, and which is under examina- 
tion. 

71. When a considerable quantity of electricity has been 
condensed by such means as have been described, there is a 
great effort exercised by the two opposite kinds of electricity 
to unite. Each metallic surface, if isolated, may be handled 
with impunity as long as the neighbouring suiface, charged 
with an equivalent of electricity of the opposite kind, is so 
near to the first as to hold its electricity in check. K, how- 
ever, a conductor connect the two oppositely charged plates, 
the electricities unite in that conductor, and completely 
neutralise one another. The human body, chiefly by reason 
of its moisture (Art. 18), is a sufficient conductor to allow 
the electricities to pass through it. Or when one of the two 
bodies in opposition, containing condensed electricity, is con- 
nected with the ground, and the other is touched by the 
hand, neutralization takes place through the body; a spark 
passes between the hand and the isolated receiver of con- 
densed electricity. The effect upon the senses is, in the case 
of a strong discharge, unpleasant to most people, and not 
easy to describe. A strong discharge of condensed electricity, 
or, as it is called, an electric " shock," passing through the 
body from hand to hand, does not produce acute pain, but 
gives the sensation of a sudden pulling towards the chest of 
some internal cords which reach to the hands. 

72. For the purpose of discharging large quantities of 
condensed electricity, it is usual to employ a kmd of tongs, 
the prongs of which are metal, and the haiidle or handles of 
varnished glass. The tongs are hinged where they join the 
glass (fig. 55) 1 ; or the glass.handles are attached, 2, between 
the joint and the extremities; or 3, a thin wire or chain con- 
nects the points of a pair of tongs resembling chemical 
crocible tongs, but made of ebonite. The latter form is 
especially useful, because, without the wire, such tongs are 
available for lifting electrically charged bodies. 

78. The appearance of a spark from a quantity of con- 
densed electricity is different from that of an electrical 
machine. It is whiter, brighter, gives a louder report for tlci'Si 
same length, and produces for the same lengtla a 'va&Wy ^^^Ve^c 
^ymcHqgioal effect Moreover, it is more pawert\x\ m eSaciV 
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ing diHrnptioD. The natrire of Qm nwrk of condeuHed eleo- 
tridty may be examined by tub of ttie oondeosing plane oc 




Fig. BO. 
pane. This consists of two, aboot eqosl, sheets of tm-finl 
pasted on opposite sides of a somewhat lai^er sheet of v^ 
piahed glass V {&g. S6}. The lower foil A has a tongue C, 




Fig. 66. 
which is wrapped round the edge of the plate. The npper 
foil B has also a long tongue, which is wrapped round the 
varnished glass rod D. 'By rolling D one way or the other, 
B may be brought to any required distance from C The 
upper foil B is connected viik, say, the + conductor of • 
machine, the lower A with the earth. 

71. The Leaden Jar is a more convenient fima of the 
eHectrio paji& Its UBoal form ia Hctati oE fi^ ST ; • irid»- j 
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mouthed glass jar, has tm-foil pasted smoo^j inside and out, 
and ou the bottom to witMn two or three inchra of its 
shoulder ; the shoulder and neok are well Tarnished with 
sfaell-lac Tarnish on the outude ; the neok is fitted with a 
bung of baked mahogany, in the middle of this is a hole 
about i in. in diameter ; through this hole, and fostened in 
it by shell-lao, is a brass rod, carrying above a brass knob, 
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and below some elastic wire so arranged aa always to press 
gently upon the mnei coating The outside of ^e jar cor- 
responds to the lower foil of the pane of Art 73, the inside 
to the upper. The knob is placed against the conductor of 
an electric machine, while the outer coating is connected by 
a wire to the eartJi, or simply held in the hand. If the knob 
be against the + conductor, that kind condenses in the inside, 
while — rises from the earth through the body, and condenses 
on the outside. If the knob be held in the hand, and the 
outer coating be held against the + conductor, the outer coat- 
ing ia charged + and the inner — . If a jar, charged in the 
latter way, be touched with tJie other hand, or placed at once, 
'while holding the knob, on a table which is in electeio con.- 
nection with the bod/, a shock ia felt, for ttieViSn ftiai^ cola.- 
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pletes the electric drcnit. Sncli a jar may ba pUoed on-*' 

uon-conductuig Bta&d, imd the haad beiiig remoTed &ain ths 

knob, maybe applied to the outer coatinf;, and thejartiiereliJ 

moved. For some puiposes the wooden bung U diapenaed 

irith, and the rod (fig. 58) aupportii^ the knob reschea to 

and is festened upon Uie internal foil at the bottom of the jar. 

7S. A convenient form of condenser, to replace the Leyden 

jar, may be made by laying down a long strip of vtdcanised 

caoutchouc a e (fig. 69), placing upon it a narrower strip of . 

fdn-foil b, folding half the caoutciioac over the foil fi, and 

placing another piece 

-■f^ of foil <i, as wide hot 

_''^ ^ rather shorter than 6 

/'" ■ " i on the top. A rod e, 

Fig 59 across the end of tiia 

compound layer; the whole is rolled np round e, in the diieo- 
tion of the arrow, and bound round with wire which is in 
contact with the end of b, this being purposely left rather 
longer, than the other layera. 
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76. Another convenient form, similar to the last^ is one in 
which sheet ebonite replaoea the TolqaQuiad caouttAono of 



Alt ?5. A aectaoQ of the jar is seen in fig. 60, where the 
dotted linea represent the ebonite, and the continuous ones 
tliefbil. The spiral coils are fiistened between mahogany 
discs a and b (fig. 61), uid a hrass band c encircles the coil, 
ud is connected by a metal pin with that foil which is not 
CDonected with the central rod. Condensers of great power 
snd of a compact form are also made by alternating plates of 
Tttmished glass with sheets of foil, and- connecting the altei- 
Date sheets of foil on both aides of the pile with one another, 
in a manner which is at once apparent from the sectional 
sketch (fig. 62), in which the dotted lines represent the glass, 
Tnlcanized caoutchouc, paper soaked in paraffin, or other iso- 
lating body. The system of foils on one side is connected 
with a conductor of the machine, that on the other with the 
earth or the other conductor of the machine. 

77. That — electricity accumulat«s on the outer coating 
when the inner receives + can be proved by recourse to a 
modification of the experiment of Art 66. The sheet of foil 
a, connected with the + conductor of the machine, rests upon 
a varnished glass plate b, which rests upon the foil c, which 
is connected with the earth, but lies upon the isolating stool d. 




Fig. M. 
Hie plate a is charged with + and the earth wire removed. 
The plates b and a are lifted by means of the silk loops e and 
f, and completely removed. The foil b is then found by the 
proof plane to be - electrified. 

Or the same may be proved aa follows : — ^An isolated jar 
has its hnob placed against the + condacbot cS. & ia!&<dca&%. 
AJi isoUted metal knob is held very ne&r Ui ti^i^ om.X&'c o3a.'C\^ 



n 
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<^ the jar whioli is bdng charged. Sparks p^n betrmAi '&• 
knob and the jar, and the former is foand to be + electrified, 
showing that It has lost — electricity, irliich has been aa|^ilied 
to the outer coatjng of Hba jar. 

78. It is DBual to suppose that the electricity of a (diai^ged 
jar does not reside on the snrface of tibe foil, bat rather oa. 
that of the glass in close proximity with it. This viev is sup- 
posed to be proved hy tiie following experiment vlth a jar 
with movable Goatings {fig. 6i). The inner ooating rf tlie 




Fig. 64. 
jii.r is not pasted to the glass itself, bat to a cone of wood I, 
-which just fits the glass G^ The rod canning the knob of 
the inner, coating I js Burronnded by a little varnished glasB 
tube (, Bo that the inner coating can be lifted withoat toodung 
it electrically. The outer coating is a conical cup of sheet 
tinned iron or zinc. When the pieces are together, the jar is 
afi represented by K In this state it can be c^uurgad as an 
ordinary jar. Let it be so charged and stand earth-connected 
on the outside. Take hold of the tube t, and withdraw the 
internal coating I; this will be found to have only a feeblfl 
charge, or none at alL Take hold of the eztaroal coating O, 
invert, and shake out the f^asa; the coating O will, <^ooui8et 
then he free from electricily. What has become of the 
churge! Beconstruct the jar in the inverse order; that iS) 
place over G-, and invert; then, taking hold of t, |>lace I in 
G. On connecting the knob with the outer coating, a spade 
ja seea to paas o&osk as Bteonj^ sa i£ ^^ ^bx \ib&.\x«&.UA. 
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for the same time undisturbed. Or, if tHe charged jar be 
isolated and the inner coating removed as before, on laying 
hold of the outer coating a feeble spark is felt. The jar may 
be taken to pieces, as before, and reconstructed, and is found 
to give a qpark of almost undiminished intensity. It is certain 
from this that, when the metallic coats are removed, the 
charge resides upon the surface of the glass; but this is not 
quite the same as asserting this to be the case when the coat- 
ings are in position. 

79. Residual Charge. — If a large jar be fully charged, 
allowed to stand for a short time, and then discharp^ed by the 
jointed discharger, it iB found thkt a secondaiy though much 
smaller spark may be obtained on again connecting the outer 
and inner coatings. Again, after a time, a third still smaller 
spark may be got, and a fourth, or even a fifth, is sometimes 
obtainable. These sparks are said to arise from the " residual 
charge," and the residual charge itself is supposed to be owing 
to the power which the electricity has of penetrating, or, as 
it were, soaking some distance into the substance of the glass 
itself, each electricity being dragged towards the middle of 
the glass by the attraction of the opposite electricity on the 
opposed surface, and in spite of the tendency of each kind 
by itself to seek the surface. On the first discharge, the 
electricity which is still at the surface of the glass, and which 
forms always by far the largest proportion, is discharged. 
The electricities which have penetrated the glass from both 
sides are no longer so powerfully attracted; and as before 
they " soaked " in, so now for the most part they " ooze" out, 
and are ready to combine again; and so on, for the subset 
quent residual charges. 

80. This view gains support from the fact that a spark 
will often pass through the glass of a jar when the jar is kept 
fully charged for some time, although at first it remains 
entire. It seems as though the soaking in of the electricity 
had virtually the same efiect as the thinning of the glass 
woidd have; namely, the diminution of resistance to dis* 
ruption. 

8L Electrical Capacity of Jar. — A Leyden jar of given 
dimensions, that is, having its glass of a certain thickae^ 
(and Ismd), and the opposite foil coatinga.oi a gc^^TL ^^;^^ 
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can only reoeiye a eertain amoirnt ofdhaxge. Lei ^ LejfdiM. •' 
ar have its onto: coating earth-connedied, and kt ifta innar 
coating receive a chaige of + electricity^ which we will cdl 

E. Let the thicmess and nature of the gbun be socih that 

+ 
this E is able to fix e of the neutral eleotricify of the onxter 

+ 
coating. Then e = n !E! , where n is less than 1. Kowihei 

+ 
reacts through the glass upon the E ia the same vatio of % 

+ . + 

and accordinglj fixes n e of the E, that is, n* B* The Jrea 

electricity on ^e inside is ther^ore the difference hebwBBa 

the total quantity and the fixed quantity, that is, S «-* ft*. S 

+ 
or E (1 -n*), which expression we may call/ The jar is 

charged when / is so great that the inner coating diachaigei 

electricity as fast as it receives it; and this is soon the oaie 

when the outer coating is isolated, because then the whole of 

+ 
the inner electricity E is free. But when the outer coating 

+ 
is earth-connected, E must be much greater, in order tbat/ 

may have reached the discharging point S2nce/8B(l-n^). 

+ «_/_ 

Thus, if the glass is of such a nature and thioknesB, thai 

n = '8, then + 

B =2-8/. 

83. An electrical battery consists of a number of Leyden 
jars having all their outer coatings connected together and 
earth-connected, and all their inner coatings also oonnected 
together, and in communication with the oonduotor of A 
machine (fig 65). If all the outer coatings have free earth 
communication, such a series of jars or battery acts like one 
jar, whose two coatings are of the siases, respectively, of the 
sum of the inner and outer coatings of the separate Jan. 
And in this arrangement, which is the one most freqtiently 

+ 
used, adopting the notation of Art 81, e=n E» provided 

that the glass is alike in nature and thicTmeBS in each Jar* 
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83. SometimeH the jars are bo placed and connected as to 
form vhat is called ijie "cascade" arrangement (£g. 66). 




Jars I, 3, and 3, are isolated by being placed on a sheet of 
Tulcamzed caoutchouc or other means. The inside of 1 is 
connected with, say, the + conductor, the outside of 1 is 




Kg. 66. 
connected with the inside of 2, the outside of 2 with tlie 
inside of 3, the outside of 3 with the inside of 4, and the 
obteide of 4, which is not isolated, is connected with the 
earth. The + electricity which enters 1 fixes and is partially 
fixed by + electricity on the outside of 1 ; this \i)QeTaSKa -v 
tor the iaside of 2, which induces — on itie ovrt«ii« ot 1y 
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liberating + for tlie inmile of 3. The + in S iiu 
the outside of 3, which liboratee + fijr the inaide of 4. ISui 
-(• in 4 finally decompoMs the earth's elefrtzidly, ib» — td 
ivhich collecte on the ontaide of 4. B7 ihis mertliod of 
charging, all the jarB become similarly charged, and thetre i> 
a certain economy of labonr. For the second jar is ohazged, 
OS it were, by the waste electricity of the first, and k> oil. 
And if the outer coating of the last be connected with Hts 
inner of the first, a spark of considetable power will pMV 
Or if the jais be diacounected by t^ isolating teatga, and 
their outer coatings connected and their inner coating con- 
nected, the battery is charged in the ordinary way; bnt 
though more rapidly eS^cted, the charge cannot be bo great 
as when the battery is charged in the ordinary way; for 
induction has to take pla«» throngh as many tiiickneflMi 
of glass as there are jais. The jars are found to be neftdj 
equally charged. 

84. The Unit Ju. — The unit jar is employed for meaau-r 
ing the charge wMoh ia introduoed into a jar, In fig. 67^ 
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Kg. 67. 
A is a little Leyden jar supported horizontally on a Taniished 
glass stem S. Its, outer coating ia in contact with a fixed 
knob C. The inner coating is in contact with a hotiicmtal 
rod E, which is in connection with tiie ooodOotor (tf 'tib6 
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machine. E also carries an arm B, wHch slides over !E2 In 

such a way that the knob B may be broiigbt as near as we 

please to C. The rod of knob C is in connection with the 

inner coating of the jar which has to be charged, and whose 

outer coating is connected with the earth. As the inner 

coating of A acquires, say, + electricity, its outer becomes - . 

This causes the inside of D to be + , the corresponding - 

on the outside of D being derived from the earth. This 

accumidation of + electricity in D goes on until A gets so 

charged that a spark breaks through the interval between 

C and B. The — of C is at that instant nearly neutralised, 

and the jar D is left +ly charged to an amoimt depending 

upon the previous accumulation of electricity in its interior, 

which is dependent on and varies with the distance between 

C and B. The unit jar is very useful for charging another 

jar equally at diiOTerent times, for the jar is charged to the 

same amount when the same number of sparks has passed 

between B and C. But the intensity of the charge is not 

strictly proportional to the number of sparks, because the 

tension throughout changes as the jar gets charged. 






CHAPTER VI 

ELECTRICAL DISCHARGE. 

85. We have seen that an electrified body may inflwanMl -^ 
another body, whether electrified or not, in two ways. It 
both be surrounded by air, they act and react thioogh ilie 
air in such a manner that the efiects of inductioii an 
])roduced. If one being neutral, the other is stron^y 
charged; or if they be strongly charged with opposite deep 
tiicities, or if they be brought, in either case, Tery near to 
one another, a flash of light is seen and a sound heaitL And 
these phenomena may vary in intensity from an almost in- ' 
visible spark and a noise not louder than the tick of a watoki 

f 
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Fig. 68. 

to the brilliancy of a flash of lightning and the loudness of a 
thunder-clap. Conceiving a + electrified body surroonded^ 
by air, and in indefinite space, we may imagine the Bar- " 
rounding air to be subjected to a kind of electrical strain 
or tension, the — being attracted, and the + repelled^ bat 
the two seeking to recombind 1 {^. ^^V Tk^ vama iakm 
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place with a - electrified body 2. The relation of attraction 
between dissimilarly, and repulsion between similarly elec- 
trified bodies, may be referred in kind to that of the extreme 
inductively influenced air molecules. Considering the + body 
3 holds — bound and liberates + , the - body 4 does just the 
reverse. The unbound + at the end of the 3 series imites 
with the unbound — at the end of the 4 series. By this 
release, the condition of tension of each series is destroyed ; 
more — is drawn towards 3, and more + thrust away ; 
more + is drawn towards 4, and more - thrust away. A 
continual neutralization takes place in the region between 
3 and 4. The nearer the bodies are together, the greater 
the tension of each series which is relieved. Hence the bodies 
3 and 4 approach one another, for a reason closely analo- 
gous with that which causes two suspended planes of glass 
to approach one another when hung side by side in water. 
In the latter case, we 
have a release of the 
water rai£ed by capil- 
larity between the 
planes ; in the former 
a release of tension 
on the sides nearest 
to one another, and 
allows the tension on . 
the ofi" sides to prevail. Fig. 69. 

The force required to separate electrically attracting bodies 
is expended in redecomposing their interlocked electricities. 
86. When the oppositely electrified bodies approach within 
a certain distance, the uncompensated tensions of the elec- 
tricities become so great that the equilibrium of the air is 
destroyed, and the electricities neutralise one another by air 
motion. There seems to be a greater attachment or cohesion 
between matter and + , than between matter and — electricity, 
as will frequently appear in the sequel. Consequently, although 
we may suppose an equal motion of the electricites in the dis- 
charge, yet the + is accompanied by matter, both that of the 
surrounding air and of the solid of which the + ly charged 
body is composed. 'Refernng to fig. 68. we "majY ^"vv^^'^^^ 
Ji^ ^pi^ Jmes Iwkin^ the inductively-seY>ar?,t^^ ^eaxevxX?*. 
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together to be raptimd, the + pours into 4, the — into 3, 
and if tbe quantity of 4- in 3 is equal to the quantity of 
- in i, perfect neutrality results, 

87. The Spark — It is not difficult to understand how 
such violent molecular iliHturbance sots up that molecular 
vibration which is oaUed heat, and how this, in its iatenaity, 
conununicatea vibration to cether, producing light. The con- 
dition of the "dielectric," or substance through -which tie 
influence is exerdsed, ia similar when only one body is eleo- 
trifled, the other being neutral. But the second can nevGt 
be so strongly electrified as the first, because the first only 
influences the second by diut of polarizing the dielectiia, 
which is work expended. 

88. The spark appears in most caaea single, and to tiavd 
from the + to the - electrified body. This is probably due to 
the fact above mentioned, that the + electricity carries incan- 
descent matter wiUi it, which renders its passage visible, sjid 
because the stronger light produced near tho + conductor 
produces a quicker impression on the retina. Wo may con- 
sider a spark to be tha series of phenomena attending the 
destructive decomposition of the electricity of the dielectric, 
and the combination of its elements with oppositely electrir 
fled bodies. Without matter there is no light. The spark 
has different forms. When it takes place between closely 
neighbouring bodies, it ia apparently straight (fig. 70). Ata 
somewhat gi'eater distance tho path becomes zig-zag (fig. 71). 



Rg. 70. Fig. 71. 

The departure from the straight line appears to depend upon 
the accidental want of uniformity in the air, owing to dust- 
particles, aiid ineqoali^ in moisture and temperature. For 
though the conductors remain rigitUy in the same plaoea, tiie 
image of the spark on the retina is never twice alike. At a 
greater distance the spark often presents the appearanoo of 
branching. The main trunk in such caaea belncr on the -t- nds 
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With regard to the colour of the spark, it is found to 
depend upon the nature of the substances between which 
the spark passes (chiefly on that of the + side), and upon the 
nature of the gas or vapour through which the spark travels. 




Fig. 72. 

The first affects chiefly the region of the + pole, the latter 
affects generally the intervening space. The description of 
the various colours of vapours and gases rendered thus incan- 
descent by the passage of the spark, belongs rather to the 
science of light. It may here be mentioned, however, that 
80 constant and trustworthy are the luminous manifestations 
tinder constant conditions, that by comparing the spectra of 
different metals, when they form poles of high tension elec- 
tricity, means are obtained for determining the qualitative, 
and, in come cases, the quantitative, composition of alloys; 
and by comparing the spectra of electrically incandescent 
gases with those of the sun and stars, a clue is obtained 
to the chemical nature of the serial constituents of those 
luminaries. 

89. Other Forms of Discharge. — The nature of the dis- 
charge is also affected by the size or rather degree of curva- 
ture of the surfaces from which it occurs. Thus (fig. 73), if 








Fig. 73. Fig. 74. 

a metal sphere ^ in. in diameter be fastened to the + conductor 
of a powerful machine, the discharge assumes the form of a 
brush or pollard bush. On still further decreasing the radius 
of curvature of the + conductor, until it becomes a point, the 
-f- electricity escapes without possessing ^\\Aa «»\»tvxr^\«^ *\sl 
the form of a glow. The - body in the neigbibavxfViOcA ^oiojoca^^ 
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a small star-like spot of light {^g, 74). When the oonnixukoi 
of a machine is armed with a point, the acoumiilatioii of 
electricity on that point is so great that the air itself reoeiyai 
+ electricity, supplying — , and the body is discharged (oomr 
pare Ai-t. 58). The whole air of a dry room may he thm 
charged with + or — electricity by connecting one or other 
conductor with the earth, and arming the other with a point 
That the air itself becomes electrical when surroundiiig an 
electrified point, is shown (fig. 75) by holding the flame of a 




Fig. 75. Fig. 76. 

candle near to a point attached to the + conductor. The 
flame is blown away. If the candle be placed upon the con- 
ductor, and an earth-connected point be presented to it (fig. 
76), it is also blown away. In fig. 75, the air receiving + 
from the point also becomes + , and repels the similarly elec- 
trified ])oint, causing what is called the electric wind. In 
fig. 76 the air about the point becomes -and repels the — ly 

induced point. In fig. 77, metal 
wii*es are arranged like the spokes 
of a wheel, the nave of which is 
a metal cap. The metal spokes 
are pointed and bent all in one 
direction at their ends in a hori- 
zontal plane. The whole is sup- 
ported on a pointed support 
standing on the conductor of the 
machine. The extremities of the 
wire spokes becoming + , discharge 
that electricity into the air, which, 
therefore, becoming + repels the 
Fig. 77. spokes, and drives them sdl round 

in the direction indicated by the «^ows. This ii^strument i^ 
called the eleotric wheel, 
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90. Selation of Heat to Discharge. — ^It appears that as 
discharge produces heat by the agitation of molecules, so heat 
promoted discharge. The vibration of the molecules 
of a metal may be so increased by heat that neither 
the metal itself, nor the air in its immediate neigh- 
hourhood, can maintain the strain or electric tension 
proper to an electricant or dielectric. The degree 
of heat necessary for the manifestation of such 
effects is, with metals, that known as incandes- 
cence; that is, heat so intense as to be accom- 
panied by light. This relation may be exhibited 
in a variety of ways. Fig. 78 represents an ebonite 
pen-holder armed with a copper hook, by means of 
which a hot iron ball may be held in a state of 
isolation. When at a bright white heat, the iron 
ball refuses to receive, or at least to retain, even 
for a moment, a charge* of either + or - electricity. 
On cooling down, but while still of a red heat, it 
acquires the power of receiving a - but not a + 
charge; and this distinction is maintained through 
a considerable range of temperature. At a lower Fig. 78. 
temperature yet, but still at a dull red heat, the ball begins 
to be able to receive + electricity, and shortly after, as it 
cools, it accepts both kinds with nearly equal readiness. If 
we conceive the air -bathed and electrically air- straining 
masses of iron, 1 and 2 (fig. 79), to be respectively + ly and 

— ly electrified, and then 

t>> be gradually heated, 1 
the air which we have 
already partly seen (Art. 
86) to have a greater 
attachm^it to + than to 

— electricity, will, sup- 
posing the attachment 
between the metal and 
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Fig. 79. 

both kinds to be equally diminished, succeed first, in the 
molecular turmoil at the heated surface, in carrying away 
the + . 

91. Again, if we take two equally-charged gold leaf electro- 
iscopes (fig. 80), 1 with + and 2 with - ^\wi^im\)"Y>^^^ ^ 



82 



MAONETISM AND ELECTBICTTT. 





-we bring earih-coimected white-hot iron balls a tew inches 
above the caps of each, they will be discharged with nearij 

the sairo facility. On 
1 2 repeating the ezpezi' 

ment continually, ai 
the balls cool, it is 
found that 1, or the 
+ ly charged electto- 
scope, ceases to be dis- 
charged, though the 
ball is of a red hsBii, 
while 2, or the - eleo- 
troscope continiieB to 
be immediately dis- 
charged, althongh the 
Fig. 80. ball has lost all incan* 

descence. This effect, which might at first sight seem to be 
opposite of that of Art. 90, is, in truth, based upon exactly 
the same relation. The charged electroscopes polarise or 
strain the air, as is shown in the figure No. 1. The 
polarised dielectric air induces — on the earth-connected ball 
above it; No. 2 induces +, so that we have the hot balls 
of 2 and 1, of fig. 80, in exactly the same predicament ia 
regard to the surrounding air as the balls 1 and 2 of 
Art. 90 (fig. 79) respectively. The discharge in the second 
series of experiments (those of this Art.) does not com- 
mence at the actively electrified body, but from the induc- 
tively electrified one. But the discharge or release of strain 
is communicated through the dielectric air to the electrified 
body. 

If the hot balls of Art. 91 are replaced by isolatfed ones at 
the same temperature, the discharging power is in all cases 
more feeble, and the difference exhibited between the + and - 
electricities is far less marked ; because both + and - then 
exist in the same ball, although partially separated by induc- 
tion, and the difference of the effects becomes dependent upon 
the difference of the distances of the two induced electricities 
from the electroscope, which again depends upon the size of 
the balls. There is also a tendency of the two electricities to 
recombine. The same power of discharge enjoyed by hot 
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L metals con also be Bhown by replacing the iron balls by 
"'itinmn 'wireB, ren- 

-I. t 



Ldescent by 
% galyanio current. 
Vig. 81 shows an eieo- 
tnecope and a Leyden 
jir being discharged 
JQ ttiiH TnniiTiw . Thin 
[ datinTmi spiralfl are 
I nitened to the exposed 
ends of a gatta-percha 
ooTcred copper wire, 
tba other ends being 
. in each case connected 
with a gal^tnic bab> 
tay. The oater coat- 
' IDS of tbe jar is con- 
nected with the earth Kg- 8L 
*o allow the - to escape as the -i- is discharged. The discharge 
' of a jar depends, in ^e first instance, on the discharge of the 
free electricily in the inside (Art. 81)— 

(/ = E(l.«,) 
iriiicb releases its proportion of— electricity on tbs outside, 
vjiicb results in the freeing of some more internal electricity, 

' kttd BO on. An isolated jar can be discharged if similar hot 
wires are placed at equal distances, one near the inner, the 
oUter near the outer coating. 

98. The power enjoyed by hot bodies of discharging elec- . 
bicdty is not proportimial to the quantity of heat which the 
iJiimTiM- ging body gives out, or the electrified body receives ; 
for a large sheet of iron at 100° C. may give out an in- 

. definitely greater amount of heat in the same time than a 
few inches of incandescent platinum wire, although the latter 
be white hot The former may shed, wheu at the same dis- 
dance &om the electroscope as the latter, a much greater 
qnanti^ of heat upon it, and yet the iron at 100° C. has no 
■imilar discharging effect, while the latter has an inuned^ta 
and complete efl^ And this is quite in accor&&a.ci& V\\^v 
tteoBsertiai) atAris 90 and 91, that the oii^not Xii» ^oa- 
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charge is the niTface of the hot bodj, uid not the Bnr&ce of 
the electrified one ; and that the diMhsrge ia due to tlie 
violence of the molecular vibratioa of the hot body, and 
of the ait touching it, and is not to bo produced by more 
multitudinous -vibTations of leaser vfilbcity and greater 
amplitude. 

93. Further, it may be shown that tioe Rnui-ce of heat i 
itself be the induced matter j for an electrified jar or olectro 
Bcope ia not discharged vhen, by a lens, iiia heat of the buil 
b intensely concentrated on it; nw irben it is in one focus 
of a pair of conjugate Bpheiical reflectors and the soutce ti. 
heat in the other, although in both theae cases the electrified 
body receives far more heat than it douy when, it su^n 
discharge by the approach of a hot body. Finally, if the 
charged electroscope and an earth^connected cold body i ' 
immediate neighbourhood be surrounded by air, through 
which heat is being radiated, as that &crm the sun concen- 
trated by a lens, no dischai^ ensues. , Th.e molecules of the 
diathermanous air are not in Tibratios, though the aether ia 
■which they ate eiydlied is so. 

It need scarcely be added that a white-hot ball in connection 
with an electroscope prevents the electroacope being charged 
with electricity of either kind ; and as the hall gradually 
cools it permits the electroscope to be charged with — , and 
afterwarda with + electricity. 

94. With regard to the temperatures at which the difier- 
ence of behaviour of + and — electricities toirarda a discharging 
body are most marked, it appears, fiom thermometric deter- 
minations, effected by measuring the heating of a given weight 
of water, when a given weight of metal at the critical t«aa- 
perature is plunged into it, that when an earth-connected 
mass of iron ia of, or above, such a tsmperiture, that 1 gnun. 
of it, on cooling to CC, gives out about 140 heat units (1 
gram, water 1°C.), the iron will freely discharge both kinds 
of electricity when two or three inches from a charged electrx>- 
scope. When 1 gram, of iron cooled to 0° C. gives out about 
116 heat units, -I- electricity just ceases to be diachorged, whOe 
— is discharged freely. When 1 gram, of the iron on cooling 
to CC. gives out only 84, and nader, teat unit^ neither 
dectricities are diechargeablo. 
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; fin Discbarges by Tlame.— The discliargmg and collect- 
ing powers of flames axe intimately connected with the 
discharging power of white-hot metals. If the flame of any 
burning body be connected electrically with a charged body, 
the latter soon loses its electricity. And this is sometimes 
attaributed to the particles of the burning gas acting as 
lemovers of electricity. That this is not the case appears 
from the consideration that the removal of a portion of an 
electrifled body, although diminishing the total quantity of 
electricity left, does by no means invariably diminish its 
tension. It is generally considered that the particles of the 
vapour or gas act like a multitudinous collection of points, 
affording egress to electricity of one kind, and ingress to that 
of -the other. That this is not the case is shown by placing 
a gas burner, fed by a vulcanized caoutchouc or oiher non- 
conducting tube, on the top of an electroscope, and charging 
the latter. On turning on the gas no discharge ensues, but 
on lighting it the discharge is immediate and complete. The 
true cause of the discharge eff*ected by flame is doubfless the 
release of the strain of induction by the thermal agitation of 
the molecules, and this relief is eflected in the flrst instance 
at the flame itself. This is shown by holding a flame above, 
and disconnected with, a charged jar or electroscope; whether 
the flame be about a body earth-<}onnected or isolated, the 
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Fig. 82. Fig. Sa. 

discharge is very rapid. Thus (fig. 83) the ehomtb ^TsJtLC^i^'ec^ 
with the hook at the end, is clothed in cotton. n^ooV 9iii<^ ^\y^^ 
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into ether, alcohol, benzol, or bisulphide of oarboBD, i^kiAil 
then ignited and held a few incoes above a+ly or-))!*^ 
charged electroBcope or jar. The leaves immediately ooDniA^ 
although none of the prodncts of joombnstion ieach thewb- 
trified body, and although the heat which is radiated to }k}M 
very trifling. Upward air currents, it is true, aie estaUidiBit ^^ 
about the electroscope; but comparative ea^^eriments ia* 
which hot or cold air is blown from a bellows npon a oihaiged 
electroscope without dischazging it^ shciw that such conenti 
are impotent^ The fleebly luminous flames of alcohol and 
bisulphide of carbon, in neither of which is therOi at any 
place, solid matter, are as powerful discharges as are tlis 
flames of ether and benzol, the former of which is luminouii 
and the latter charged with unbumt and discombined carboiL 
A flame in the neighbourhood of an electrically bhaiged 
body must therefore not merely be looked on as a reguJn 
where chemical affinity is the consequence and cause of heat 
motion, but also as the place where heat motion is the cause 
as well as the effect of electric discharge. . In other* words, 
just as heat causes bodies to recompose, and as the recompo- | 
sition of bodies gives rise to heat, so heat causes the electrioi- 
ties to combine, and their combination gives rise to heat» 
And not only are these relations similar, but^ as will appear 
more fully in considering voltaic electricity, they are pro- 
bably linked together by the fact that chemical union is the 
result, as the cause, of electric neutralization. 

96. Discharge by Eyaporation.— A metallic cup of waters 
placed on the top of an electroscope prevents the electrosoope 
from retaining for more than a few seconds a icharge of — 
electricity, while it exerts a scarcely perceptible influence on 
the retention of a + charge. A lump of melting ice in a 
basin on the electroscope acts in a similar way. The + 
electricity is in both cases freely discharged if an earth-oon* 
nected white-hot iron ball, a flame, or a piece of incandesoent 
coke, be held over the water at a few inches distance. The 
spontaneous discharge of - electricity, in preference to + ^ from 
a wet surface, may be looked on in the same light as iia dia- 
oharge from a diy surface by a neighbouring hot body, and 
especially as its dischaxge by flame. In the latter case, heat 

/»§i^>9a9 Z^j i:sdiati(m from the di<^^ 
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in the former, such heat is similarly derived by the electrified 
body as heat of vaponzation. In the case of discharge by 
evaporation, the loss of heat by the dielectric, and its gain by 
the water, ta<kes place at the actual surface of the water, and 
hence, and on accoimt of the great specific heat of aqueous 
vapour, comes the great amount of electrical discharge for a 
comparatively feeble range of temperature diflerence. 



CHAPTEE VIL 

EFFECT OP DISCHARGK 

97. DiBtxibation on Non-CondactoiB. — Tbe point £•- 
charge va&y be used for distributing electricily on naa- 
conducting snr&ces. Tfaua the sheets of ebonite in tiis 
continuous electrophoros of Arts. 61 or 62, maybe held one 
a point in connection with the — condnctor of a maohine^ 
in order to become saturated with — electricity. The toride 
of a varnished glass may be held over a niTnilfff pcnnt, and 
acquire bo lai^ a charge of^ 
electricity, that vlien (fig. 64) 
it is placed over a nuinb^ of 
pi& balls, resting oa a metal 
plate in contact witli the eaiUi, 
' the balls cotnmenoe danoins, ^ml^ 
continue doing so for a long 
^ time. Their electridtlBfl ate 
inductively decomposed by tlmt 
of the glass. They rise against 
gravity till they reach aoma 
Fig. 84 point of the glass, ii4ica th^ 

receive a cliarge similar to iliat of the n^jhbonriiig ^aas, 
and are repelled. The opposite kind of deotridty, whicli' 
collected on the ontsidB of the glass through the body irliile 
the glass was being charged, does not undergo release by tlie 
action of the balls, and gradually neutralises the efiect at the 
nearer but continually iHminiHliing interior dtai^ On 
releadng the onter electricity by stroking the outmde of the 
glass with the hand, the activity of the bella ia nis- 




. Liclitenberg's Figues. — ^The distribution <£ e 
ciijr of eitbet kind on a non-cou^iuAani vadanb ^ -^reU 
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Bilubited in Lichtenbetg'a figurea (fig. 85). A cake of resin, 

Cr a sheet of varuisLed glass, or ebonite, is beaten with fur 

tin it becomes strongly and uni- 

fonnly — electric. A + ly charged 

ieyden jar is held vith its knob ■• k^ . 

downwards, and the knob is mcide 
to teace any arbitrary figures on , 
the surface. A crackling noise j 
is heard as the knob passes over '> 
the - surface, discharging it at 
and about the points of contact, 
and recharging it then with + 
electricity. A mixture of finely- 
powdered red lead and sulphur is 
shaken through a muslin bag from b 
cake. By friction with the muslin and with the sulphm 
the red lead becomes + electrified; by Motion with the 
muslin and with the red lead, the sulphur becomes — . The 
red lead, therefore, as it fiills seeks out the — portions of the 
plate, and is chiefly deposited upon them; the sulphiir seeks 
out the + parts, that is, the parts at and near where the knob 
totiched the cake. The result is a curious ramified structure 
of yellow sulphur on a back ground of red lead. 

99. PenetTStive Effect — The most noticeable penetrative 
effects of electricity are those exhibited by lightning, which 
will be briefly oonsidered in Chap. IX. A jar, whose coat- 
ings are out of proportion large compared with the thickness 
of the glass, will be penetrated by a spark between the two 
coatings; the penetration is usually in the form of a round 
hole, which, of course, renders the jar useless. A piece of 
cardboard, &stened between the two knobs of the discharger 
when a battery is discharged, is found to be penetrated by a 
hole, whose edges are &ayed in such a manner as to suggest 
the passage of matter 
from the interior out- 
wards both ways. A 
sheet of writing paper, 
in like manner, being 
held between the knobs 
ef Soltz'a machine, decomea perforated 
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eacli spark. If (fig. 86) the + and - conducting bodiea 
from whicli the spark passes are separated by a card in such 
a way as not to be exactly opposite to one another, the card 
is penetrated opposite the - pole. If, however, the air in 
which the discharge takes place is somewhat rarefied, the 
hole approaches the middle between the poles. 

The penetrating power of a spark depends more upon the 
intensity of the^ree electricity than upon the total quantity. 
Accordingly, the spark from a machine, such as Holtz's, may 
readily have more penetrating power than the discharge from 
a jar, especially if the latter has thin glass. For experiments 
of penetration it is necessary that the discharging knobs or 
points should be especially well isolated. 

100. Heat Effect. — ^The intense light which accompanies 
electrical discharge is evidence of the extreme heat which 
thereby prevails, since it is not the electricity which is visible, 
but the incandescent gas; and since, for gases to be luminous, 
they require an intense heat. A gas burner connected with 
the earth is placed near the prime conductor of a machine, 
if the edges of the burner are not too sharp, the spark ignites 
the gas. Or, if placed on the machine, an earth-connected 
knob near it will ignite the gas. A little cotton wool placed 
in a cup, and moistened with ether or alcohol, will be ignited 
when the knob of a charged Leyden jar is brought down 
upon it. The knob of the electrophoros is fastened to an 
isolated brass knob, held a little above a gas jet. On plac- 
ing the plate of the electrophoros on its cake - passes to 
the earth from, and + from the earth to, the plate; this spark 
ignites the gas. On lifting the plate the electricities pass in 
the opposite direction, and the extinguished gas may again be 
lighted. Or, if a powerfully excited glass rod be brought near 
to an isolated conductor, whose further end is close to an 
open gas jet, the + repelled electricity of the conductolr in 
springing over the opening will ignite the gas. On removing 
the glass rod the — passes to the earth, and the + again 
re-enters the conductor, thereby again igniting the gas. 

101. The heating effect of an electric discharge is much 
increased hy introducing into tlie c\icv3ate %OTXi<^ ^j^ro&A'SKJKX'Sk 

resistance. It seems doubtful "by "wlaafc xa<a«sia^3!taa Vwstftasft^ 
e^ect is produced, for it occiir» far av?«y feom^^xoi^^r^'sfc^ 
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resistance. Heat effects, as well as those of disruption, are 
often conveniently studied by means of the " universal dis- 
charger" (fig. 87). This consists of a little table a, which 
can be raised or lowered by means of the screw b. Two 




Kg. 87. 
glass legs c and d support tubes e and /on hinges. Through 
these tubes pass the discharging rods ^, A. If g, as in the 
figure, be connected with the eaxth, and the two points i and 
7 brought to within an eighth of an inch of one another on 
the table, and their points covered with a pinch of gimpowder, 
we may pass a spark from the jar k by means of the jointed 
discharger e to A, and so to the earth through the powder, 
without igniting the powder but only scattering it. But if 
a piece of wet string, about 8 in. long, connects h and e, then, 
as soon as a spark is drawn from the jar, the 
simultaneous spark across i and j ignites the 
powder. And this same enhanced heating 
effect is produced if the wet string is brought 
in between g and the ground. 

102. The heat of the spark can be, but 
only roughly, measured by the air expansion 
produced in its passage through a given quan- 
tity of air in a chamber (fig. 88). The spark 
leaps across the interval a, h between the 
brass knobs in the glass cylinder c, the lower 
part of which is in communication with a side 
tube d. The main tube c and the side tube 
are partially filled with water, so that the side 
tube serves, by the rise of the water in ifc 
when the spark passes, as a guage to iniSicat^ 
the expansion of the air in c. 
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. of chlorine with hydrogen, or oxygen with 
or hydrocafbons, and is of great use for thia latter 
purpose in the chemical analysis of gases in 
" eudiometers. " Thus a mixture of oxygen 
and coal gas are enclosed over mercury in a 
tube, of which the top only is shown in fig. 
89, through the aides of which two platinum 
wires B and C hare been fused, and bent so 
as nearly to meet. On joining, Bay, B to the 
earth, and connecting C with tlie knob of ths 
electroscope, or that of a charged jar, a spark 
passes between !B and C, and if there be sufE- 
cient oxygen present, the whole of the free 
and combined hydrogen is oxidized to 'water, 
and the whole of the carbon to carbonic acid. 
s and pistols are made, whose action depends 
upon the sudden expansion of the aqueous yapoor which is 
produced when oxygen and hydi'ogen are made to combine 
by means of the electric sp^k. 

104. When a strong discharge is made to traverse an 
imperfect conductor other than air, 
heat is also produced. In the case 
of metals, which are not disin- 
tegrated by the strength of the dis- 
charge, the heating effect can be 
measured. Fig. 90 shows one means 
of measuremrait. A platinum spiral 
of thin wire connects llie two 
knobs a and b. The spiral is in a 
glass globe/, which is air-tight, but 
carries below a narrow tube d, reach- 
ing to a vessel of water «. The 
water stands some distance up d. 
The expansion of the air in ^ 
caused by the heating of the wire c, 
ng depression of the water in d. 
103. The sudden expansion of water through which a 
spark passes is so considerable, and the water is so incom- 
pressible, that unless the water be very free to expand, the 
vessel holding it is frequently shattered. Fig. 91 represents 
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an arrangement, which need not be further described, for 
passing a spark through water between two copper wires in a 
glass tnbe. « The tube is generally shattered into slender 
spiral triangular splinters, whose apices are near the interval 
over which the spark passes. 
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The disruptive effect of a spark from a battery of some 
power may be well shown by making the charge pass through 
a thin piece of gold, platinimi, or silver wire, stretched over a 
sheet of cardboard. The wire is fused and volatilized, and 
driven into the cardboard, where it condenses into a charac- 
teristic streak. 

106. Light Effect. — ^The luminous effect of electricity in 
passing through various gases variously rarefied will be more 
fully considered in Book II., where it will be shown how to 
procure a yet more abimdant and constant source of static 
electricity by means of voltaic electricity. It is easy by 
exhausting a tube, into the ends of which platinum wires are 
fused, to obtain a partial vacuum of several feet in length. 
If the exhaustion is carried further and further, it is found 
that the tube may be made longer and longer, and will still 
allow the electricity to pass through. The discharge, how- 
ever, assimies the form of a glow pervading the tube imi- 
formly from end to end, and assuming a blue violet colour. 
The whole aspect reminds us of the aurora, and this natural 
phenomenon is, indeed, most plausibly attributed to a closely 
analogous cause. If the vacuum be made still more perfect 
by filling the tube repeatedly with carbonic acid, and exhaust- 
ing and finally absorbing the residual carbonic acid with potash, 
the spark refuses to pass across an interval of even the tenth 
of an inch. 

The limiinous appearance in the vacuum of the barometer, 
when the mercury is agitated in the dark, and which is caused 
by the friction between the mercury and the glass, also illus- 
trates the passage of eJectricitv through. moetlwX) ^^^3^^^ 
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Various substances, especially such as are capable of " inso- 
lation," .that is, which absorb light and give it out with or 
without change of colour, are especially susceptible of being 
made phosphorescent by the electric light. Water, sugar, 
paper, but especially the sulphides of the alkaline earths, 
glow for some time after they have transmitted a spark. In 
the case of quartz the glow changes from a red to a white 
as it fades oK 

107. Magnetic Eflfect. — ^If {fig. 92) a non-magnetic steel 
needle N S, be laid upon and across a strip of tin-foil, and if 

a series of sparks, or 
a continuous stream 
of electricity, be sent 
from the prime con- 
ductor through the 
foil to the earth, the 
needle, after a time, is 
foimd to be magnetic, 
and have poles as in the 
Fig. 92. figure. The polarity 

of the needle is destroyed and xiltimately reversed, if, the + 
electricity passing in the same direction, the foil is placed 
above the needle, or if (being below) it passes in the opposite 
direction. If both alterations are made, the needle has the 
polarity of the figure. One can understand from this experi- 
ment how the polarity of a ship's compass needle may be thus 
destroyed or reversed by the passage across it, above or below, 
of the immense spark (fischarge of lightning. 

108. If an exceedingly long and thin copper wire, covered 
with silk or other non-conducting material, is wrapped into 
a coil, in the midst of which is a delicately suspended mag- 
netic needle, whose polarity is counterbalanced, as far as the 
directive magnetism of the earth is concerned, by being asso- 
ciated with a similar needle above the coil of equal and 
opposite polarity, the needle will turn round if the continuous 
stream of electricity from the prime conductor is poiu^d into 
the earth through the copper wire, and, indeed, in such a way 
that if the + current passes beneath the needle from its south 

to its north end, the north end a£ t\ie nfee^'a N?\S\.\»\xrDL\fi ^<$k 
ri^htofan observer who iQokB do^m u^otl "Vio^iJcL tx^^^^ ^sA 
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current. It "will turn in the opposite direction if tlie + 
current passes in the opposite direction. The arrangement 
is shown in ^g, 93. The arrangement of such a pair of com- 
pensating needles and the coil will be more fully described in 
BookIL 




Fig. 93. Fig. 94. 

109. Effect of Discharge on Neighbouring Conductor : 

Induced Spark. — In fig. 94, a wire A E carries a knob A, 
which recieves a spark from the prime conductor, and con- 
ducts it to the earth: let C D be a closely neighbouring wire. 
As each spark passes in A E in the direction indicated by the 
arrows, C becomes for the instant + and D - . If C and D 
be brought very near to one another, a spark will cross the 
interval between them as often as the discharge takes place 
through AE. The spark between C and D is called the 
induced spark, and it is seen that, in regard to the parts of 
the two wires which are near to one another, the passage of 
+ electricity and of - electricity is the opposite in the second 
(or secondary) to what it is in the first (or primary). With 
single wires thus placed side by side the momentary current 
around the secondary is scarcely perceptible. To increase the 
effect both primary and secondary may be rolled into flat 
spirals covered with some isolating substance, and placed 
close together in such a fashion that, starting from the centre 
of each, and travelling along the wire to the circumferenGGS^ 
two points remain close neighbours (^g. ^bY T^'etv.,*"^ ^^^ 
break in the secondarv be closed by a timi -g^ft^ oi ^X^^ASwasv 
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wire, the wii'e becomes red hot by the secondary dischanjt, 
and may igmte gun cotton, with which it ia in contact. The " 
secondary discharge Itself 
may cause a discharge in a 
third neighbouring wire, 
which is therefore called a 
. tertiary; and as this is in 
^r the opposite direction to 
f the secondary, it is in the 
same direction as the pri- 
mary. If, therefore, the 
three wires are closely jux- 
Kg. 95. taposed, the primary would 

excite a current in the tertiary by direct influence in the oppo- 
site direction to that which it would cause through the inter- 
mediation of the secondary. Accordingly, to obtain a tertiaiy 
an arrangement is made (fig. 96) by which the secondary ia 
broken into two parts one of which is receptive from Uie 
primary, the other is active towards the tertiary. In the 
figure, B and C are both pai-ta of the aecondary, A being the 
primary. D is the tertiary, and the spark passes between e 
and /. In this way sparks of the fourth and fifth orders 
have been obtained. 





110. Duration of Sparlc. — Although, on account of the 

very general phosphorescence of bodies, a body which has 

been illuminated in the dark for an instant by any means 

ivalljr continues to be visible sltet ft« ao\in» cS li^t is 

e-xtin^uished, yet such phoap'lioreB<}Bn.<ia ia wa Ss^Ju^^^ifi 
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does not interfere with the examination of the extent of dura- 
tion of the spark. It is a well-known fact iha.t the effect of 
a momentary flash of light on the retina produces an impres- 
sion which endures for some time, and it does not matter for 
our present purpose whether the continuousness of the effect 
be due to a continuousness of a physical effect upon the 
retina, or to a continuousness of impression on the brain. 
Thus, a quickly-moving point of light produces the impres- 
sion of a line of light. The separate effects are blended. 
So, a rapidly-revolving white disc with 
a black section appears to be imiformly 
grey. Such a disc, however rapidly 
it may be revolving, in a dark room 
appears, when illmninated by the light 
of the electric spark, to be still; that 
isj the section is seen to be sharply 
defined If it had moved an appreci- 
able distance while the spark endured, 
its edges must have appeared bleared 
and its general width greater. Kg. 97.' 

Velocity of Discharge. — ^The merely momentary nature of 
the duration of the light accompanying the discharge is inti- 
mately connected with the rapidity of the rate at which 
electricity travels. If a number of fragments of tin-foil are 
p(ksted on a glass so as nearly to touch one another, and a 
spark be sent from one end of the series to the other, all the 
intermediate spaces are, as far as the eye can judge, simul- 
taneously illuminated by sparks of light ; so that any device 
traced out by the interstices becomes legible. Further, if 
several miles of isolated wire are arranged so as to have 
one end near to an earth-connected ball, and the other 
near to a charged jar, the instant the spark passes between 
the jar and one end of the wire, a spark passes between 
the other end of the wire and the earth. Further, if the 
wire be broken in the middle, the spark springs across the 
middle breach, as far as the unassisted judgment can tell, 
at the sam.e instant as it passes across either extreme breach. 
But the assisted judgment judges differently \ ioic \i ^%. ^'^ 
we bring ike three pointa where the + spark. 1 ^xAfcx^^ ^ ^^jvssefi!^ 
the middle breach, and 3 leaves the mce, ot ^«vet«J5^ ifiSiR^ 
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in length; and if we receive the light from these three points 
upon a rapidly revolving plane mirror A, it is dear that if 
there be the sUghtest difference in the time of occurrence of 
the sparks, the mirror will have advanced a little in its rota- 
tion between the occurrence of the earlier and later spark; 




a 




Fig. 98. 

and in consequence of this, the reflections of the three sparks 
will no longer form a straight line. It is found that when the 
mirror moves with an immense velocity the reflections of the 
sparks are neither spots of light, nor are they all three in a 
straight line. They are seen as short lines, as represented 
in the figure by «, 6, e. If the extreme intenrak are in a 
horizontal straight line, so are their reflections; but the re- 
flection of the centre spark is not in the same straight line, 
but so out of it as to indicate that the impression of the 
spark of the central breach was produced after the impression 
of the extreme sparks, and that these latter were produced 
simultaneously. The drawing out of the impressions into 
lines, of course, shows that the spark has some endurance. 
The displacement of the middle spark-impression shows that 
the discharges enter both ends of the wire simultaneously, and 
meets in the middle, and that some time is occupied in travel- 
ling from either end of the wire to the middle. From the 
rate of rotation of the mirror, and the apparent displacement 
of the central spark, we can, knowing the length of the wire, 
calculate the velocity of the discharga It is found to vary 
according to the resistance of the wire and its surroundings. 

It may, however^ travel at the ra\/b oi oikft ^t \j^^ \);»32k&3^ 

thousand miles a second. 
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DIELECTRICS. 

111. We liave hitherto considered induction in the same 
light as we are accustomed to consider gravity, namely, as 
acting through space from body to body, and although not 
hindered by the interposition of gaseous matter, yet not 
dependent upon the presence of such matter for its effect. 
On the other hand, we have considered the induction which 
takes place through one or more conductors as being the 
resxdt of the successive decompositions of their electricities. 
If substances which, like air, are imperfect conductors, be 
they solid, liquid, or gaseous, are interposed between one 
electrified body and another, the electrical effect which passes 
through them is found to vary in amoimt with the nature 
of the bodies. Such bodies are called dielectrics. The power 
which they have of permitting induction to pass through 
them is called their inductive capacity, and the ratio of the 
inductive capacity of a body to the inductive capacity of air 
is called its specific in- 
ductive capacity. The 
most perfect isolators are, 
as a rule, those bodies 
which have the greatest 
specific inductive capaci- 
ties. In order to avoid 
induction roimd the diel- 
ectric instead of through 
it, the arrangement of 
^. 99 was used in the 
few experiments wHch 
have been made in this 
direction of research. A Eig. ^^. 

and B are two hollow metal hemisphetea ^\ii<3a. iA» Va^^KJcvrx 
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olosely at their joint equator. Below is a tabe 0, whieh 
can be screwed on to the air-pump plate, and is fimushed 
with a tap. Above is a wide tube D, which is filled 
with shell-kc. Through the midst of the shell-lac paqses 
a brass rod, which . carries above a little knob 1^ and 
below a metal sphere F, concentric with the compound 
spherical shell. The space between the sphere E and 
the shell A B can be exhausted to any required extent, 
or it can be heated to any temperature, or it can be filled 
with any non-conducting substance, solid, liqidd, or gaseouSi 
whose specific inductive capacity we wish to determine. 
The specific inductive capacity is directly determined by 
using two such instrumentis, the one containing air, and 
the other the substance under examination. These two, 1 
and 2, must be precisely alike, and that they are so is seen 
by comparing the inductive capacity of the two when both 
contain the same substance — say air. This is done as follows. 
The knob of 1, and therefore F, receives a chaige, say, of +, 
from the prime conductor, while A B is connected with the 
earth. The whole becomes charged as a Leyden jar, of which 
the glass is replaced by air. The tension of the electricily is 
measured by touching the knob of 1 with a proof-plane,. and 
conveying the charge to the knob of a torsion balance, which 
is described in Chap. X., Art. 136. If now the knob of 1 is 
made to touch the knob of 2, the outer coatings of both being 
earth-connected, and if it is found then that the free electri- 
city of each is the same, and half that of the first when it 
alone was charged, we Imow that the two instruments are 
perfectly alike. The amount of free electricity is inversely 

' proportional to the inductive capacity, other things being the 
same. Accordingly, if 2 be filled witii some other dielectric, 
say sulphur, while 1 is filled with air; and if 1 is so charged 
that the tension of its free electrici1r{r is measured by a tor- 
sion t, and if after touching the knob of 2 the tension, of 1 is 
found to be less than half t, more than half the electricily 
has entered 2. But on testing the knob of 2, we again 
find less than half t of free electricity. AocordiDgly, 
tibe electricity which has entered 2, has been more com- 

pletely mductiyely neutralised \>7 ^<b — eao^ €i»c^3^saj5^ 
tliaa that of 1, or fiulphur is a \)^toc d^s&fi«i^an& ^^oask ^. 
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Measured in this way, the following numbers have been 
obtained : — 



Air at all temperatures and tensions, 
Glass, . . . . . 

Shell-lac, • . . . 

Sulphur, • • • . 



1 

1-9 
20 
2-24 



Other gases, simple and compoimd, have also the specific in- 
ductive capacity 1. That induction takes place more readily 
through shell-lac or sulphur than through air, can be readily 
shown by sliding a thick cake of these substances between 
the top of an electroscope and an electrified and isolated 
metal ball, which is above the electroscope and inductively 
diverging its leaves. The leaves are then seen to diverge 
still further. 

112. Although a dielectric may readily allow the inductive 
effect to pass ^ough 
itself, yet its own elec- 
tricity may undergo 
comparatively slow in- 
ductive decomposition. 
Thus (fig. 100), a 
chained ball A is hung 
from a silk thread on 
one side of an ebonite 
plate B, which can re- 
volve; on the other 
side is a brass ball D, 
in connection with the 
electroscope C. In- 
duction immediately 

ensues, but gradually ^ig. 100. 

falls, the leaves collapsing. If the plate be turned until a fresh 
part of it interposes, the leaves again diverge, and this may be 
repeated a number of times. It is only slowly tliat the + so 
separates itself from the + of the disc as to be able to 
neutiulise the sphere inductively, and so diminish its action 
through the disc. So that, if (fig. 101) the dotted lines of I 
represent the normal condition of the eVectnc \fem\crsi^\><^*^ 
-f and -,tbe dotted lines of 2 represent tTo.© coii'^viT^ ^^ "^^ 
electridtjr after the electrified sphere "ha» actfeOi ioxr ^oxaa \Ksaft' 
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113. The condition ot a body thzoiij^ ndiich indnotion li 

taking plluse, is sapposed to be ez- 

1 hibitMl hy the fdlowiog expeif- 

I ment: Nmnerons fibres dT silk are 

immersed in pure turpentoL Two 

, I metal knobs, one connected with 

^9 I I the earthy the other with one of the 

conductors of a machine, are 

plunged beneath the surface of the 

liquid. The fibres arrange them- 

/+LJ' 1 U I selves from pole to pole, joining 

one another end to end. The ez- 
Fig. 101. periment appears to show that 

induction in this case is not a superficaal addon, but erven in 
this respect the eyidenoe is not <}uite oonolusiYew 



CHAPTER IX. 



OTHER SOURCES THAN FRICTION. 

114. Pyro-electricity. — In Chapter I., Art. 29, a few other 
means beside friction were mentioned, by which static eleo 
tridty can be developed. A few such instances may be 
examined in this chapter. Certain crystals, when being 
heated, acquire a distinct electrical polarity, that is, one 
region of the crystal becomes + electrical, the opposite region 
— . In every case where this happens, exactly the opposite 
polar condition is established as the crystal cools. Tourma- 
line (essentially a borosilicate of magnesium and aluminimi) 
is of a rhombohedral form. It is most generally found as 
little crystalline prismatic rods, the central line of which 
may be called the crystalline axis. The crystals are in 






Kg. 102. 

fiection (perpendicular to the axis) triangvi\aT,'vnfla.^'fe wxv^'^s^ 

of tie triangles replaced by more obtua© an^e^, ^o ^"aJt "Ooa 

prism haB nine faces (£g. 102). The enda oi t\i!b ct^^w^ «^ 
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each formed by three faces of the rhombohedron. But while 
at one end of the crystal the intersections of these faces pass 
through the three prominent edges of the crystal (2), at the 
other they fall upon the centres of the three prominent 
faces (3), the whole aspect of the crystal being as 4. Such a 
crystal on being heated, provided its temperature to begin 
with is not below 10° C, becomes + electrical at the end A or 
2, and - at the end B or 3. This polarity continues while 
ihe crystal is being heated up to about 150°C. If the rise 
in the temperatiu"e is arrested, the crystal immediately loses 
its polarity, at whatever temperature it may then be. On 
beginning to cool, it becomes again electrical, but with reversed 
polarity, B or 3 then becoming + and A or 2 - . Such polarity 
as before is at once lost, if the change of temperature is 
stopped. The end A is sometimes called the a7icUog<m8 pole, 
for there the rise in temperature co-exists with + (both the 
same sign). The pole B is the antilogous pole, for there the 
gain of heat corresponds with - electricity. Hie polarity of 
the tourmaline may be shown by hanging it and heating it 
over a hot plate; or, better, by wrapping each end in a 
separate piece of platinum wire, which is stiff enough to 
support the crystal, and connecting the wires with the two 
poles of the electrometer described in Art. 136. 

Sugar, boracite (borate of magnesium), also show electrical 
polarity when being heated, and the opposite kind when 
being cooled; and, as in the case of tourmaline, the polarity 
is related to the crystalline form, and especially to the atti- 
tude of the terminal facettes. There is no doubt that pyro- 
electricity may be excited in a great number of crystals, but 
the exhibition is less marked than in these three. 

115. Pressure Electricity. — If two perfectly similar bodies 
are pressed together and separated, it is clear that neither of 
them can exhibit electrical excitement. For electric excite- 
ment being electric decomposition, there can be no reason 
why one body should become + rather than the other. But 
' whenever two bodies, which differ only in temperature, are 
pressed together, they are found on separation to be so elec- 
trized that the originally cooler body has become + , the hotter 
— . And this is in accord witla. wlaat -we'V^aN^ «Xt^a^ ^Rfcx^ 
Bud what we shall examine fuxtker m 'Boo\K.ll..>^3aaJ^'^'^aJ^ 
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and + electricity move together. It is of course necessary 
for the deyelopment and examination of the static electricity 
piroduced by the pressure between bodies^ that one at least of 
tthem should be a non-conductor. 

If a piece of cork is pressed against caoutchouc, coal, 
amber, i^ell-lac, zinc, copper, silver, or hot calcareous spar, 
it becomes + ly electric, the substances named becoming - . 
The cork becomes - ly electric after pressure upon dty fur, 
£aimel, skin, etc., also with sulphate of bariimi, sulphate of 
calcium, fluor spar, and cold calcareous spar. 

The greater the pressure with which bodies are pressed 
together, the greater the amount of electricity found on them 
after separation. The separation according to planes of crys- 
talline cleavage of parts of a crystal, also gives rise to electric 
phenomena. Hence, possibly, the luminosity observed when 
crystals are formed [the crystallization of arsenious acid 
out of a hydrochloric acid solution (the recombination of the 
arsenic from chlorine to oxygen)], and also the light apparent 
when crystals of sugar, quartz, etc., are rubbed together. 

The overcoming of the cohesion when sheets of mica are 
spHt, is also accompanied by the electrification of both laminae, 
one + ly the other - ly. And in this case the electrical polarity 
is restored when the halves are again pressed together and 
separated. The relation of the polarity to the attitude of 
the plane of cleavage to the crystal faces, has, in this case, 
as far as I know, not been examined. 

116. Electricity of Evaporation. — Perfectly pure water 

does not become electrical on evaporation; but if it contains 
free oxides of the alkaline metals, or alkaline earth metals 
(oxides of potassium, sodiimi, calcium, bariimi, etc.), the water 
becomes + during its evaporation, the vapour becoming-. 
When water, Vhich contains any soluble acid or carbonate, sul- 
phate, chloride, nitrate or acetate, is evaporated, the water and 
its containing vessel becomes - , the vapour + . It is owing, in 
the opinion of many, to the relationship between the vapour 
and residual water, when such salt solutions evaporate, that 

. the electricity of the air is to be attributed (see Art. 118). 
' When water evaporates under preaauxe gr^^\,et \Jaasi qvi<^ 
atmoBpbere, the quantity of electricity develo^e^ Vcvct^'asfc's 

wj'iili the pressure, but in no case does it a^^^ajc \»a!ka's.^ ^ 
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-w&ter contain Bome of the above nits fat Kdul&n. JL iMlkv . 
vhich has been mndi nsed, and in vhich tiien is a dqnitt' ; 
of " fur" (carbonate and sulphate of lune, czide of Iran, tAa.)t 
may have ita electrioal polarity jweraed, the gteun beooinin^ 
-and the boiler + . Snch a boiler deaned and washed Old 
with caustic potash or soda, again yields + steam. *- 

Attempts have been made to ntiliae the electricity oS steun, 
as a source of electricity, in place of the ordinary ^nft^1Tlnlf|^, 
and it is found that the action of such inBtmmentii depend! 
greatly upon the Motion encountered by the escaping steam. 
Accordingly, in the hydrQ-electric madune, hi^ pnnniTe is 
employed, and the orifice throngh vhich the steam esciqws is 
constricted. Fig. 103 shows one of the steam nonlea ia' 




•Kg. loa 
section. In the figure, c represents a projecting sheot of 
brass in the steam pipe, and dd a lining of lurd wood in the 
nozzle, which increases the effect of the Motion in prodwsng 
electridty. In fig. 104 a number of such nomles an seen 
side by side; the steam &om them passes between two metsl 
combs /y, which are connected to the earth, and whicdi 
remove the + electricity of the steam. The boiler, irhioh 
stands on glass legs, acquires thereby — electricity, and 
furnishes an abundance of long sparks. 

117. Eleotrioity of Ohemloal uhjm^.— The condderaitian 

of this source of electricity bSTangs generally to Book U., 

where chemical change wiU. ,i» c^i^bkA. ^ ra^iu^ 1^ iA 

djmamic electricity, and thence to rtsteft AwAawatej. ^te« 

imtanceB may hwe be giTSn, .jnwiifi^ *Woo ,^~-w.»*- - 
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an immediate consequence of cliemical change. A mixture 
of chlorine and air, passed through a copper tube, causes the 
tube to become-, the air itself becoming + . A piece of carbon 
(connected with the condenser of an electroscope, and ignited, 
exhibits - electricity. Germinating plants also become - . 

118. Atmospheric Electricity. — ^There can be no doubt 
that the more ordinary kinds of atmospheric electricity or 
lightning are perfectly identical with the frictional electricity 
•we have been hitherto examining. But the cause of atmo- 
spheric electricity is still a matter for investigation. It is 
supposed by many that the evaporation of the chloride - and 
sulphate — containing sea water, and, indeed, so-called fresh 
water as well, is the prime cause of the air's electricity; and 
there is no doubt that, as regards quantity, the cause would 
be adequate to the effect. In a serene sky, moreover, the 
atmospheric electricity is almost always + . If, however, 
the electricity of the clouds engaged in the turmoil of a 
violent thunderstorm be examined, some of the clouds are 
found to be+ and others-. Now although, as far as I 
know, no experiments have been made to prove it, we might 
almost asstune, by analogy, that when neutral vapour of 
water partly condensed, the condensed part would be - , the 
uncondensed + . Fresh vapour we know to be + , and hence 
violent motions of attraction and repulsion. Vegetation has 
been regarded by some as a prime source of the atmospheric 
electricity. But electric storms arise so far out at sea, that 
we must consider the electricity of vegetation not essential. 
Judging again wholly by analogy, there can be but little 
doubt that when two unequally heated currents of air en- 
counter one another, the colder must become + , the warmer 
- electrical. If the latter be moist, the vapour condensed 
in it, by contact with the colder current, will also be - . 

119. The nature of the electricity which exists in the air, 
or in clouds, is determined by raising some long and pointed 
conductor, such as a sharply pointed copper wire, to the sky, 
and isolating it. The lower end may then be tested, and its 
electricity mil be the same as that about \}ci% xm^^ ^ci\fi&. 
When the air is so much charged witb. e\ec\.xic\^^ «^ ^^ 
there is danger of a spark passing from tte lo^er eii^ ^ ^^ 
earth, the two are connected together. A ^a^eir \;i^,^^"'^ 
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by a wet string, or one in wbich a thin copper irize !■ inp 
woven, also seems to gather the atmospheric electriciiy. In 
such a case the lower end of the string must be fiusteaoed to 
a dry silk cord to isolate it from the hsmd. In metearologioal 
observatories, the collector is usually a flame at the end of a 
conducting rod penetrating the atmosphere. The flune 
collects better even than a multitude of line metallic poixitik 
Another means of causing a body to assume the electrical 
condition of the surrounding air is to connect it with a 
cistern otherwise isolated, and to allow water to drop con- 
tinually from the cistern. In whatever condition th^ water j 
in the cistern may be at first, in »regard to the suirounding I 
air, the two soon become alike; for the drops, as they fonny | 
increase the collective surface of the liqidd, and therefoTB. i 
weaken the electricily on it. On falling, they thus zemcfre ; 
electricity. 

120. n we imagine two equal drops of water charged wifli 
electricity of the same kind to be brought by any means to > 
coalesce, the resulting drop must have twice as much elec- 
tricity as its constituent drops had; but the surface of iSbB ' ' 
collective drop is not so much as twice that of each con- 
stituent drop, consequently the collective drop is aveiv 
charged. Whatever causes electrified drops of water to 
grow by adhesion of other equally electrified drops, must 
bring the condition of charge higher. Perhaps it is for this 
reason that a downpour of rain generally quickly foUows a 
flash of lightning during a thunderstorm. 

121. The most favourable point from which to view li^t- 
ning is the top of a lofty hill, when the lightning clouds are 
beneath. The flashes are then seen to pass from cloud to 
cloud, and generally to reach the earth more rarely: at once 
suggesting to the observer that, in the most violent stormSi 
the total quantity of - is about equal to that of + elec- 
tricity. From such a point of view, also having known 
objects as a background, the length of the lightning flashes 
may be approximately measured, and found to be offcen miles 
in length. The thunder, of course, corresponds to the tick, 
clap, or smack of the artificial electric spark. The air is 
suddenly rarefied and dispersed in the course of the light- 
izizT^ and rushes together a^dn aftoc thd diaoharge has 
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pajBSecL The air is thus disturbed for a length perhaps of 
miles siinultaneouslyy or nearly so. The sound travels at, 
sajy 1100 feet per second, and will take four or five seconds 
to travel a mile. Accordingly, if the hearer is a mile further 
from one end of a flash of lightning than from the other, 
there will be four or five seconds between the beginning and 
ending of the thunder, supposing the sound not to be pro- 
tracted by echo. Or, again, by counting the seconds between 
the visible flash and the audible thunder, we get a measure 
of the distance of the nearest point of the discharge. 

122. The heat of the lightning is often sufficient to set 
fire to houses and dry trees; it seeks the readiest conductor 
to the earth. It melts metallic conductors if they are in- 
sufficiently thick. Less perfect ones it scatters, forcing them 
to convey the electricity. It enters the ground, and some- 
times fuses sand into the form of siliceous tubes. On exposed 
planes it seeks out the most prominent object, moving or 
stationary. They who seek shelter from a thunderstorm 
beneath a tree, invite destruction; for the lightning, enter- 
ing the lofty branches, meets with resistance in its passage 
down the trunk, and will divide, so that a portion will pass 
through the better conducting body. 

123. The Beturn or Back Stroke. — ^In most cases, when a 

stroke of lightning proves fatal, it is by the direct passage of 
+ electricity into the body, and — out. If a man be im- 
perfectly isolated, he gradually becomes charged with — 
electricity when a + charged cloud is hovering over him. 
If this cloud be suddenly discharged by a flash between it 
and any other object, the man flnds himself suddenly loaded 
with — , which, owing to his imperfect contact with the 
earth, cannot at once escape by the way it came. Conse- 
quently, — electricity leaves the man, and + enters him 
from the earth in the form of what is called a return stroke, 
which may knock him down. If a man be very perfectly 
isolated, the neutral electricity of his body may be induc- 
tively decomposed by the neighbourhood of a charged cloud. 
When such a cloud is discharged, the electricities in the 
man's body recombine, and a considerable shock is felt, 
though, like the return shock, this is seldom or never fatal. 

124. The inductive charging of the eartb!a craGC&^^^'^n^ - 
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electricity beneath a 4-17 charged atoosphere, ia often seen 
to result in the existence of a brash or point dischaige of - 
electricity. Thus the masts of ships, the bayonets of aoldierSi 
the very fingers of the outstretched hand, are sometimeB seen 
to glow witii a discharge of - electricity, exhibiting what 
is sometimes called St Elmo's fire. 

125. Lightning Conduotors. — Buildings and ships are 
frequently furnished with lightning conductors, which ocm- 
sist of thick metal rods projecting several feet above the 
object to be defended, sharpened above into one or xnore 
points, and connected below with some good conductor, in 
good or abundant connection with the earth. A ship is 
itms protected by carrying a copper rod down the main-mast^ 
and connecting it with the copper sheathing of the ship. A 
lightning rod, used to protect a building, may have its lower 
end connected with the service of water pipes, or, fisdiing 
these, it may be led into a well or pit full of chiuxx)al. It is 
not the proper function of a lightning conductor to convey 
to the earth an electric discharge which may strike the build- 
ing to which the conductor is attached; but to prevent snoli 
a discharge from occurring, to exhaust the elec^idty of tha 
cloud by, as it were, tapping it, and to throw into it eleor 
tricity from the earth of the opposite kind. A lightning 
conductor is said to protect a region around its base, whose. 
diameter is twice the height of the point of the oonductoir 
from the ground. 

126. The difiference in colour of lightning discharge appears 
to depend wholly upon the degree of moisture in l^e air, and 
to the height above the earth at which the epark passes^ 
There are, however, many well authenticated instances of 
lightning assuming another form, and one which at present 
cannot be imitated by artificial means. It appears in some 
cases as '' fire balls," or masses of light of great intensity, 
which move with a comparatively low velocity. Such 
meteors, which may properly be called thunderbolts, appear 
to avoid contact with the earth, and usually cease their exist- 
ence with an explosion, from which no solid matter reaches 
the eartL Such phenomena are rare, and are so threatening 

and portentiouB, that the obaearvoia c^ ^bfisscL «s^ tuoldom in a 
condition to give very tmstwor^ihL'y deBcss^^ssaa c&^^ssmu ^ 



CHAPTER X. 
ELECTRICAL MEASUREMENT— POTENTIAL. 

127. Unit of Electricity.— -Static electricity is generally 
measured by its mechanical effect in producing attraction or 
repulsion. Let us imagine two indefinitely small bodies, 
both + ly and equally electrified, at the distance of 1 meter 
firom each other. Tliey repel one another with a certain 
force which may be represented by a weight, say, frac- 
tions of a gram. We might adopt as electrical unit that 
electrical quantity, which, existing in the two bodies, pro- 
duces a repulsion of -^ gram. Instead of employing the 
actual force thus measured by weight, it is usual to express 
the force by taking the velocity which the force, acting for 
a unit of time on a unit of mass, would give to that mass. 
Each of two equally charged bodies is said to have a unit of 
electricity, if, when at a distance of 1 centimeter from one 
another, the one will repel the other with a force which in 
1 second of time would impart a velocity of 1 centimeter a 
second to 1 gram of matter. 

128. If we conceive a uniformly charged conductor to 
shrink in size, the total quantity of electricity on it will 
remain the same, but there will be a greater number of 
electric units per imit-area than before : the electricity has 
■become "denser" or of a higher "tension." If a small jar 
be charged, it may give a shock sufficiently powerful to be 
extremely disagreeable ; but if the charged jar be connected 
outside and in with a large empty jar, the shock from the 
two produces a much less painful efiect, although the dis- 
charge appears equally instantaneous as before, and the same 
quantity of electricity passes. So in Art. 57, in examiiun^ 
tiie distribution of electricity on irreg;u\aT\y daa-^Ci^eoTAxiL^Xicst^, 
we have found them to be a greater quaaVitj oi ^<w:^^^l ^ 
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those points where the curvature is greatest. We likened 
the electricity to an atmosphere of varying depth, and because 
there is no evidence of the existence of an electric atmosphere, 
we likened the state to that of tension, density, or elasticity, 
which would result from the superincumbent pressure of an 
aerial atmosphere of varying depths. 

Imagine the earth and its air to be at rest in space, and 
free from all influences beyond their own gravitation. The 
air would then be at rest upon the face of the water ; it 
would thinly clothe the lofty mountains, and densify itself 
in deep mines. In the latter, its density, elasticity, tension, 
would be greater than on the former ; but there is imiversal 
rest : for the greater tension is produced by the greater pres- 
sure. Let us suppose now that we take a rigid cubic foot 
vacuum, and bring it in succession to the various parts of 
the atmosphere, there open it, close it, and remove it : we~ 
would get more air from the depths than from the summits. 
The rigid vacuum is the proof plane of the electrical experi- 
ments of distribution ; or again, conceive such an atmosphere 
to be probed by a rigid vacuum tube of infinite length, one 
end of which is opened at different depths, and imagine the 
vacuum to be kept constantly perfect. Wherever the open 
end of the tube were placed, the whole of the atmosphere 
would ultimately pass through it. The vacuum tube is the 
earth-connected wire of the electrical experiments. 

If a mass of dense air were suddenly exposed on the top of 
a mountain, or a mass of rarefied air at the bottom of a mine, 
the whole atmosphere would be disturbed. 

In cases of aerial or electrical distribution resulting in 
unequal tension, there is no resulting tendency to motion, for 
there is no motion. 

129. Potential. — If we lift a kilogram a meter in height 
on to the top of a pedestal, and there let it rest, we have done 
an amount of work which we may call a kilogrameter. An 
indefinitely small touch may topple it off, and it will, just 
before reaching the ground, have acquired a momentum 
which is equal to the work done in lifting it. By lifting 
the kilogram against gravity, we have therefore stored up 
work in it much in the same 'way «jaVL'w^'Wi^.^QTL"^s*«l«, 
Bpiinl springy whose lower end. la iaa^.ssi'eiQL \^ ^^ ^«s^> «si^ 
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hooked the upper end to a liook a metSr above the gronnd. 
The work which the kilogram is capable of doing, by dint of 
its momentum on reaching the earth, is equal to the work 
done in lifting it. The work which a raised body is .capable 
of doing, if it fell a certain distance, is called the potential 
work of the body, or simply, its (mechanical) potential. 
It is* clear that potential is relative, depending upon the 
attraction between the earth and the body, and though the 
mass of the body be constant, the potential will vary with 
the distance between the two; that is, from what level above 
the earth the kilogram is raised a meter. 

ISO. Instead of a luiit of weight, let us take a unit of 
electricity, which was defined in Art. 127. Let us take the 
electrical condition of the earth as 0, or neutral, just as we 
considered the body in Art. 129 to have no height. The work 
done by the unit of electricity, in moving from its place to ' 
the earth (not necessarily descending), is the unit of potential. 
The electrical potential of a body is the mechanical work 
which the electricity of the body is capable of doing in pass- 
ing to the earth, or otlier indefinitely great reservoir of elec- 
tricity of the same kind as the earth's. Two bodies have 
diffierent potentials when work is done by the electricity of 
the one of higher potential moving towards that of the lower. 
Potential may be defined as the preparedness to do work. If 
we force two similarly electrified bodies towards one another, 
and hook them near together, or if we separate two dissimi- 
larly electrified bodies and prop them apart, we do mechanical 
work, just as when we compress a spring, or separate the 
kilogram and the earth ; and the work they do in resuming 
their portion is in all cases equal to the work we have 
spent. 

131. It follows from the above, that all conductors in con- 
nection with one another are in the same state as regards 
their electrical potential, however different the tensions may 
may be upon them ; for if there were any difference of elec- 
trical potential, electrical motion would ensue. Accordingly, 
when the inside of a Ley den jar is charged, the outer coating, 
being earth-connected, maintains its potential always constant^ 
namelj, iibat of the earth or ) there la lio \feTA<sasy3 \/^ 
motion. On working a frictional macTcuiv^, ^Ja!ei ^xmo^ ^^"^ 
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ductor acquires a higher potential than the earth j and what 
"we have hitherto considered the — of the rubber, we may 
now regard as being simply electricity of a lower potential 
than that of the earth. The potential between the prime 
conductor and the rubber conductor, supposing them both 
insulated, is the sum of the potential of both referred to the 
earth. Just as the diflference of temperatiu'e between + 20° C. 
and - 20° C. is 40° C, in which the temperature of freezing 
water represents the electrical potential of the earth, and is 
taken arbitrarily as zero. 

132. Measurement: Electrometers. — From what has been 
said, it follows that electrical potentials, or rather their dif- 
ferences, can be measured in work units ; and since quantity. 
of work is independent of the time in which it was done, 
wo may refer potential to the unit electric force, namely 
(Art. 127), that quantity of electricity with which, if two 
indefinitely small bodies at the distance of 1 centimeter are 

charged, they will repel one 
another with a force which 
will, in one second, produce 
on a gram a velocity of I 
centimeter a second. Taking 
in the equation v =j^, at the 
end of 1 second v = 5 meters, 
we have the static force cor- 
responding '002 grains, which, 
acting on a gram for 1 second, 
would give it a velocity of 1 
centimeter a second. 

133. The gold-leaf electro- 
scope may be used roughly as 
an electrometer to show the 
difference of potential between 
the leaves and surrounding 
bodies. The pith-ball electro- 
meter, formerly called the 
Fig. 104. quadrant electrometer, is a 

oonvenient form when we wish merely to judge when a body 
has received a certain quantity of electricity (fig. 104). It con- 
-sists x>f a brass rod c h, which fits into the prime conductor; at 
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h ia binged a Ij'glit Tooden rod b a, which curries a pith ball a. 
The rod and b^l pass over a quadrant scale d. If no jar be 
connected with the conductor, a very few turns of the bandlo 
of the machine will send the ball far away up towards d, and 
there it will stop, the conductor quickly attorns its maximum 
potential; all electricity beyond this amount escapes into the 
air. But if the Leyden jar be attached, it takes a longer time 
for the high potential to be reached. The outer coating keeps 
the earth's potential, the inner goes on increasing in quantity, 
and pari passu in potential. But owing to the inductive 
condensation, a much larger quantity must enter the jar 
for the potential to be as high as before. This happens 
when the ball a stands as high as it did before. Beyond this, 
oa before, no working of the machine will increase the charge. 
184. liie law connecting electrical attraction and i-epulsion, 
with the distance at which 
they take place, was estab- 
lished by use of the torsion 
electrometer. A thin wire a 
■ (Sg. 105), fastened above to a 
nut b, which caniea an index 
c working over a scale of de- 
grees d; ihe nut and scale 
are supported on a glass tube 
. e, which is fastened to a glass 
I GOfer on the cylindrical glass 
I vessel g; the wire a carries 
: a horizontal rod of shell-lac 
\ h, sit one end of which is a 
I' ^t pith ball i; the ball i rests 
f a^inst another gilt pith ball 
t, which is connected by a 
■wire passing through the 
plate / to .another ball I. 
Around the cylinder is a 
scale of degrees m, in the 
Bune plane as the plane of rig' 105, 

rotation of the stick of sheD-lac The whole is so 
ananged that when t and i are in contact, i ia iust o'^ijKr 
.Bte the xftro of &0 lower scale, and tlie mi«3. ol ^^ 'k^^ke 
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nut is also at zero on the upper scale. Let I receive a 
charge, this is immediately shared with k and i; they repel 
one another, and i is driven away and brought to rest by the 
torsion of the wire a. By the law of torsion, the angular 
disturbance of i, as measured on the scale m, is the exact 

measure of the force of torsion, 
and therefore of the force of re- 
pulsion. We may call the force 
of repulsion, therefore, simply a, 
if a be the angle of torsion. And 
if r be the radius of the circle 
along which i moves (fig. 106), 
the distance in a straight line, 
between i and k ia 2 r sin. 
i. Let now the nut b be 
turned in the opposite direc- 
Fig. IOC. tion to that in which i moved 

until the direct distance between i and k is half what it was 
before, and let B be the angle now between i and k. Then 

2rsin.J = 4rsin.|,orsin.* = 2 sin. |. In order to effect 
this, it is found necessary to turn b through an angle y, such 
that y + /S = 4 a. In other words, to halve the direct 
distance, the torsion must be increased four-fold. And, 
universally, the repulsion varies inversely as the square of 
the distance. For small angular disturbances, the diord so 
nearly coincides with the arc, that the arc or angular dis- 
placement may be employed without sensible error in place 
of the straight line distance. That this is, indeed, the law 
of electrical attraction and repulsion, is proved by the cir- 
cumstance that a body inside an electnfied shell is not 
electrically disturbed, however it may be situated towards 
the circumference. If it be near one side, its nearness to 
the side is exactly counterbalanced, as far as electrical effect 
is concerned, by the larger amount of more distant surface 
on the other side, which tends to influence it in the opposite 
sense. The same is true with gravity, A heavy point will 
remain at rest anywhere witMn a hollow attracting shell. 
And this can happen nohow but by the existence of the law 
of attraction^ varying inversely as the square of the distance. 
J3ff. Another form of electromeiter enco^Vs^^ tlaa directive 
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magnetisin of the earth, in place of torsion, to bring repul- 
sion to rest. A ring of brass A (fig. 107) carries a knob of 
brass B above, and is supported below on the isolating sup- 
port C. From the lower inside of the ring rises a metal 
point D, upon which turns a short bar magnet n, 8. Fast- 
ened to this, and also in a horizontal plane, is a smooth gilt 
wooden rod E,F. When the needle has 
arranged itself in the magnetic meridian, 
the stand is turned round until the rod 
E, F touches the ring. On giving a chai*ge 
to the knob B, the ring A and the bar 
E, F also share it, repulsion ensues, and 
the rod takes up a position when it is in 
equilibrium between the repulsive force, 
between the similarly electrified bodies and 
the directive magnetism of the earth. The 
latter increases to its maximum at 90°, 
when the needle is east and west. The 
former diminishes, not only as the distance 
of each end of the rod from the ring in- 
creases, but because repulsion ensues and 
increases in the opposite direction from the 
opposite side of the ring. The indications Fig. 107. 
of this electrometer are also not independent of the ever- 
varying absolute magnetism of the earth. 

136. The Quadrant Electrometer, to which the name is 

now more generally given, is similar in principle to the above; 
but it has several advantages. It is seen in fig. 108 in its 
simplest form. It consists of four brass quadrants A, B, C, 
D, in a horizontal plane, forming a brass circular disc, with 
diametrical strips cut out. Each quadrant is connected 
below with the opposite one. Thus, A and C are connected, 
BO are B and D. Two brass knobs, with wires E, F, are con- 
nected with two neighboiuing quadrants, and these form the 
poles of the instrument. Above the centre of the quadrants, 
and above one of the diametrical divisions, is hung an alumi- 
num sheet, with smooth edges G, of the form shown in the 
margin. G is hung by a very thin silver or platinum wire 
from the inside of a small Ley den jar H, which is supported 
by I, and whose inside is in connection ^Mcl AJu^ ^sk^ ^^ 
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Tlie ailjusting supporti, g]Lts3 shade, and means for keeping 
the inatrument dry, are not 
Bhown- If K receive a charge, 
Bay of + electricity from an 
electrophoroH (Ail. 45), the 
needle G shares it, and re- 
mains at rest as long as £ 
and F are equipotential. If 
E be connectod with the 
earth, 60 are D and B. 
Then if F receive a charge 
of + electricity, C and A 
share it, and there is repul- 
sion hetweea tliem and the 
needle, causing the latter to 
turn in the oppoaito direc- 
tion to the hands of a watch 
when looked at from above. 
A little plane vertical mirror 
L is fastened to the torsion 
■wire, and a beam of light ia 
focussed \ipon it. The motion 
of the reflected image "of this 
beam, on adistant scalcishows 
and multiplies the apparent ' 
motion of G. If F receive 
a - charge, the needle G 
moves itt the Opposite direc- 
tion. Means are employed, 
which need not here be de- 
Eoribed, for keeping S. and G 
uniformly charged. By this 
insti-ument the difference of potential between the earth and 
a body broiight near or toudiing F can be measured, or if 
both E and F ore isolated, the difference of potential of 
two bodies in contact with them can be measured. 

137. How high tension electricity is developed hy contact 
of dissimilar conductors, will be considered in Book II., where 
chemical change will be considered aa one of the soui-ces of 
Joir tension, or galvanic electricity. 
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VOLTAIC ELECTRICITY. 



CHAPTER L 
SOUKCES OP VOLTAEC ELECTKICITY. 

138. The terms Voltaic Electricity, Galvanism, Dynamic 
Electricity, Low Tension Electricity, Current Electricity, 
Contact Electricity, and Chemical Electricity, are used as 
names for the kind of electricity which has to be examined 
in this Book, The relation between this kind of electricity 
and that considered in Book I., does not find its counterpart 
by the comparison of any other two known physical forces; 
and although frictional and voltaic electricities are most 
intimately related to one another, they are scarcely more so 
than are li^t and heat, or even than heat at rest (in the 
sense of undergoing no change of place or quantity), and 
radiant heat. It is better until the common origin of the 
two is better understood, and hence their precise relation to 
one another established, to use some trivial name, such as 
voltaic electricity, rather than one which may only serve 
to perpetuate our present very imperfect knowledge. The 
reason why the other expressions have been used will abun- 
dantly appear in the sequel; for each expresses an important 
series of facts. Our first object will be to show that certain 
of the efiects which we have seen in Book I. to be produced 
by frictional electricity, are also producible by this new kind 
of electricity. 

139. Preliminary Connection between Frictional and 

Voltaic Electricity. — If a piece of ordinary impure zinc* be 
* Contammg tusually iion, arsenic, and. aom<^^m<^« ^^i^^xsi^^^ssu 
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plunged into a glass of dilute sulphuric acid, so that a'portioil 
of it is above the liquid, bubbles of hydrogen appear on the 
surface of the metal in the liquid: this portion gradually 
dissolves, and sulphate of zinc is formed. Perfectly pure 
zinc is not attacked by the acid. Pure copper is also not 
attacked by dilute sulphuric acid. A strip of zinc and a 
strip of copper may be partly immersed, side by side, in a 
glass of dilute sulphuric acid, and so remain for an indefinite 
time without being acted on. Let now their projecting ends' 
be connected by a wire of any metal. Immediately the zinc 
begins to dissolve, and bubbles of hydrogen collect on and 
rise from the surface of the copper. This action ceases 
immediately the metallic external communication is inter- 
rupted and recommences as soon as it is re-established. 

140. Let a wire (fig. 110) be fastened connecting the zinc, 
Zn, with one plate A of a condenser (Art. 67), and another 
wire connecting the copper, Cu, with the other plate B. Let 
both plates be isolated, and let A be connected with the 
electroscope C and B with the electroscope D. Connect A. 
and B metallically for a moment^ and then disconnect them. 




B 




2*. C%. 



Fig. 110. 

Kcxt, disconnect the wires e and f, and remove the plates 
A and B from one another. The electroscope leaves D will 
diverge with + , those of A with - electricity. 
Or, on touching the Cu "with, a pToof-Tgl«bYvft, ewifficient + 
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electricity collects upon it to give motion to the needle of 
the tangent electrometer of Art. 136, Book I. Sufficient - 
collects on Zn to give to the proof-plane the power of turning 
the needle in the opposite direction. 

141. Next (fig. Ill), connect Zn and Cii by a wire, and 
stretch a portion of the wire horizontally north and south. 
Place a magnetic needle SN beneath 
the wire. The end N, which points to 
the north, will turn to the east, just 
as if Ou had been the prime conductor 
of an electrical machine, and Zn the - 
conductor on the earth. Compare Art. 
108, Book I. Again (fig. 112, 1), place 
the connecting wire in any horizontal 
position, and lay a non-magnetic steel 
needle above and across it. The needle 
will become magnetised, ^g, 112, and 
its end A will afterwards point to the 
north, just as in Art 107, Book I., it 
was found that a discharge from a jar 
effected the magnetization of a needle 
lying on a piece of tin-foil through 
which the discharge passed. And pre- 
cisely as in the latter case, when the + 
spark was sent in the opposite direc- 
tion, the magnetic poles were reversed, Fig. 111. 
80 here (fig. 112, 2), if C be connected with Cu and D with 
Zn, then A B will be found to be so magnetised that A points 
to the south and B to the north. Clearly, therefore, the wire 
connecting the copper with the zinc is in some respects in 
the same predicament and condition as the wire connecting 
the + conductor of the electrical machine with the earth or 
with the — conductor. But the conditions of the wire in 
the two cases is far from identical. The wire conducting the 
prime conductor with the earth has to be wound round the 
magnetic needle a very great number of times (Art. 108), and 
the needle has to be rendered astatic in order that it may bo 
swayed by frictional electricity. A single roughly hung 
needle is swung violently round by the zinc and coij^er 
connecting wire passing parallel to it abo\^ 0T:"\i^Q^» ^v^^vr 
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sequently, we might judge that the alertricity of the ano iind 
copper-connecting wire -were «mp]y mora powerful or greater 
in quantity than that of the conductor and earth-connecting 
■wire. And this view would be supported by the fact that 
tlu copper-to-zinc wire is incomparably more powerful ia 
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rig. U2. 

magnetizing and dcmai^etizintr a bar of steel laid across it 
ihan is the tin-foil of Art. 107, through which a series of 
Rpiii'ka pass from a powerful Leyden battery. But while the 
spark from a frictional machine may be some feet in length, 
while the condensed spark of the Leyden battery may be 
several inches, and the lightning flash several miles long, the 
electricity of the copper-to-zinc wiivj is destroyed, that ia, 
its monetizing and demagnetizing power, when the ends of 
tho wire are separated by even so small an interval as the 
thousandth part of a? inch. 

That which can be interrupted or destroyed by introduc- 
ing a break in an otherwise continuous system, we are almost 
involuntarily led to consider as a current in that system. 

142. And so it is supposed that there exists a current of 
this new kind of electricity, voltaic electricity, through the 
wire, which is a conduit or conductor (fig. 113); and furtiier, 
tliat as far as the direction of the current is concerned, the 
'projecting copper of the voltaic couple is in the analogous 
state to the prime conductor of the frictional machine. Let 
MOW (Sg. 114} the horizontal portiin, a b, of tha <ioiji;ier-to- 
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zinc wire be arranged north and soutli, and let the needle be 
placed beneath it, the current passing from & to a ■will turn 
the north-pointing end of the needle to the W., or in the 
direction of the hands of a watch. Place the needle beneath 
the cell, and it wUl turn in the opposite direction, proricg 
■ that there the current passes above the needle in the opposite 
direction, or from S. to N. The cnrrent passes in a complete 
circuit, through tho liquid, from the sdno to the coj^iot, 
through the connecting y/iie ivom the copper to the zina 




Fig. 113. Fig. 114. 

Tliia T70 may call tho + cuiTent, since it produces idcutical 
effects with the frictional current from the + conductor. As 
in the case of frictiona! electricity, we imagined — electricity 
to be always cogenerate with + , and to pass always in tho 
opposite dii-ection to the + ; so hero we maj-, if we please, 
suppose that a — current passes through the liquid from the 
Cu to Zn, and through the wire from the Zn to the C(i. 
There ia no more reason why the one direction should bo . 
called in pi-eference tho direction of tho + current, than tliere 
is why glass ehoald bo ooasidered +ly e\iiii\.v\£iii4- ■'iVi.'a. 
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rubbed with amalgamed silk. But if the prime conductor 
be called + , then the copper must be considered the + pole 
of the voltaic cell out of the liquid. 

143. Origin of Current, — Two things are essential for 
the establishment of a voltaic current — (1.) There must be a 
complete circuit of conducting matter. (2.) Some molecular 
disturbance must take place at some portion of the circuit 
where there is an interruption in the homogeneousness of 
the circuit. Of course the condition (2) implies the want of 
homogeneousness throughout the circuit. Given therefore a 
complete conducting circuit, a dissimilarity between some 
two of its contiguous parts, and a molecular disturbance at 
that point of discontinuity: then a current will traverse 
the circuit. The molecular disturbance may be caused 
by external means, as by the application of heat; or it 
may be brought about in a spontaneous manner, as when 
the zinc and sulphuric acid acted chemically upon one 
another. 

144. It is clear that in the elementary zinc-copper sulphuric 
ncid cell, siuce metallic or other conductive contact outside 
the cell is essential to the formation of the current, we may 

look upon P (fig. 115), as the origin 
of the current in the simplest case of 
extra liquid contact, and conceive the 
current to be started by the extra liquid 
contact of the dissimilar metals. The 
force which sets the current moving 
around a closed circuit is called the 
electro-motive force, and its amount 
is, of course, independent of the view 
which is taken of the origin of the 
Fig. 115. force. 

145. What is called the contact theory of the origin of the 
electro-motive^ force and current assumes that when two 

dissimilar metals are in contact, there 
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Cu. "~ 



is at the surface of contact an analysis 

of the common electricity of sufficient 

Fig. 116. strength and constancy to maintain the 

two touching metals in opposite electrical states. The zinc 

becoming + an^ thQ copper— , It ia an imdoubted fact that 
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for some time after the contact ia 
made sack polarity is observed, and 
may be detected bymaking the two 
Bemioirculsr, and extendLig over 
the line of jimctiou a + ly chatted 
needle N, fig. 117. The needle N, 
if delicately suspended, 'will turn 
towards the copper, showing that 
the latter ia — . A — chained 
needle turns in the opposite 
direction. 

146. Again, if (fig. 118) we 
^ace a copper-condensing plate 
P, Tamiahed on its under sur- 

fece on the copper plate Q (of the electroscope), varnished 
on its upper surface, 
we have the means of 
accumulating electri- 
city from such sources. 
A rod of copper Chi is 
Botdered to a rod of 
zinc Zn. The latter 
is held in the hand, 
and ihe under (nn- 
Tarnished) surface of 
the electroscope is 
touched with the cop* 
per, while the finger 
of ■ the other h^d 
touches the upper (un- 
vamished) plate of tiie 
condenser. The finger Fig. 118. 

and rod are removed, and on lifting the condensing plate by 
the isolating handle H, the leaves of the electroscope divci'ge 
with — electricity. Positive electricity accumulates theTOforo 
on the upper and - on the lower plate. If the copper end of 
the compound rod be held in the band, while the lower side 
of the electroscope plate is touched wilJi the zinc, it is not 
found that the eleotroBOope charges itself with + . Nor is a 
•' ehmgo collected if the zino end b ■ ■ ^ ' 
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by flannei, although tlie zinc may be connected with the 
earth, or the upper plate by a wii^e. Hence it is usually 
admitted, at least in England, that the development of elec- 
tricity in this case is due to the chemical action between the 
saline moisture of the hand and the zinc. Those who look 
upon the contact of the dissimilar metals as the seat of the 
electrical sepai'ation, while admitting the chemical action 
between the zinc and the hand, regard the moisture of the 
hand simply as a conductor which undergoes decomposition; 
and view the non-existence of the accumulation, when 
metallic connection is made between the zinc and the con- 
denser, as due to the equal and opposite current set up 
between the connection and the zinc. 

147. That contact between a single metal and a liquid is 
BuClcient to cause electrical excitement, is seen in the experi- 
ment shown in fig. 119. The 
electroscope is furnished with a 
zinc plate Zn, to which is fastened 
a zinc strip Zn. Upon Zn is 
placed a very thin dry varmshed 
glass plate G, and upon this again 
a little acidulated water A W, 
On bringing the free end of Zn 
into the water, + electricity ac- 
ciunulates in the water, and — in 
the electroscope, as is seen on lift- 
ing the glass G, whereupon the 
leaves diverge with — electricity. 
If the experiment be tried when 

Eig. 119. copper is substituted throughout 

for zinc, a - charge also collects on the electroscope, but not 
of so strong a nature as when zinc is used. 

148. The experiment of Art. 145 seems then to show that 
electrical excitement can be produced by contact alone of 
dissimilar metals. The experiment of Art. 147 seems to show 
that a single metal and a jingle liquid in contact with it, 
and having an action upon it, produce chemical excitement. 
Advocates of the chemical origin of electricity argue that 
the zinc and copper semicircular discs of Art. 145 are acted 
vpon hj thp oxygen and moisture of the air in such a way 
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that the zino is gradually though imperceptably corroded, and 
that we have, in fact, a feeble celL Advocates of the contact 
theory argue that, in Art. 147, we do not deal with a simple 
sheet of metal, but with a metal covered with a film of 
oxygen. Again, it is found that if two isolated discs, one of 
copper and the other of zinc, are pressed gently together and 
then separated, and brought into contact respectively with 
the upper and lower condensing plates of a gold-leaf electro- 
metre, the leaves of the latter become slightly charged. The 
charge is increased on repeating the pressure and contact. 
Here, however, it may be argued that we are not dealing 
"with simplo metallic surfaces, but with surfaces covered with 
oxygen; or that perhaps an inappreciable but still definite 
amount of mechanical work is done in the separation of the 
plates. That contact between dissimilar metals gives rise to 
only feeble currents, unless the contact be assisted by some 
great molecular disturbance, such as heat or chemical change 
in some part of the circuit where there is discontinuity of 
kind, will be abtmdantly illustrated. 

149. In the simple cell, Art. 139, we have seen how the 
zinc is not attacked by the dilute sulphuric acid until the 
neighbouring copper is connected with the zinc out of the 
liquid. If now (fig. 120) the two 
metals touch one another beneath 
the surface of the liquid, the zinc is 
attacked as before, and a + c\irrent 
circulates from the ziac through the 
liquid to the copper, and from the 
copper through the metalUc junction 
to the zinc. It is to this promotion 
of chemical action by contact, either 
outside or inside a liquid, of a less 
easily attacked metal by the estab- Fig. 120. 

lislftnent of an electric current that the rusting of iron pal- 
ings is due, where they are fastened into stone by leaden 
stopping. A like action is set up when zinc or iron rivets 
are used in a copper-bottomed vessel. Further, Art. 139, we 
have seen that when the circuit is complete, hydrogen is 
evolved in the copper surface of the cell. Hydrogen when 
fi-eshly liberated has, as is well known, an exceedia^l^ "^cr^vst* 
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fill reducing aotioxu Use is made of these olxvniinMsabfiiia * 
protect the copper sheathing of ships. Lumps of mo '9x4 
fastened to- parts of the sheathing. Between the sino aad^ 
the copper a galvanic action ensues when the two are in 
contact with ^e salt water; the zinc rapidly cosrodei abid 
dissolves in the sea, while the evolution of hydrogen on the 
copper surface deoxidizes any oxidized portion. 

150. Crown of Cups: Yoltaio Pilea, Ihy Pile(i-^Afl»r 

the nature of the zinc-copper connecting wire of a single oell 
had been examined, attempts were made to incresse the eflect 
and exalt the condition of the wire by the combination of* 
more than one cell, in a manner similar io that in which Ifta 
intensity of the electric discharge is increased^ Book L, Art 
82, by the combination of several jars to form a battery. 
The force Vhich sets the electricity moving, when the Gu and 
Zn of a.single cell are joined, is called the electro-motive fbroe^ 
and the current strength depends upon this electro-motive 
force, modified by the resistance. (The current Bkacengfii is 
equal to the electro-motive force divided by the xesistonoe}. 



JFm. C: 




Fig. 121. 

If n cups (fig. 121) are joined together in such a manner that 
the Zn of one is joined to the Cu of the second, the Zn of 
the second to the Ou of the third, and so qn, tibe Zn of the 
last or nth being joioed to the Cu of tiie fint j there will be 
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n times the electro-motire force. Such an ammgement is 
ualled the crown of cups; it reminds one of the cascade 
larrangement of the Leydea jars, supposing each jar to have 
ang^iiailj the same chai^ or difference of potential. The 
electro-motive forces of all the cups tend in the same direction, 
and, irhere the current is rendered possible by connecting 
them as above, a stronger current passes. The crown of cups 
ia one of the simplest forms of the galvanic battery. Such a 
battery consists of separate cells, or, as they are sometimea 
called, elementt. Each element consists of a pair; that is, in 
this case, pieces of zinc and copper. Each pair has two poles, 
the copper or + and the zinc - . The extremitiea of wires 
connected with these are also called the poles. If the circuit 
of a battery be broken, that end of the broken wire which is 
in connection with the copper of one extreme cell of the 
battery is the + polo; the end of the wire in connection with 
the zinc of the cell at the other extreme end is the — pole. 

151. The arrangement of fig. 122 shows the voltaic pile, 
vhich is perfectiy similar in principle to the ci;own of cups. 
A series of equal sized discs 
of zinc and copper (fig. 122) 
is arrai^ed in pairs, tJie zinc 
being tiie uppermost in each 
pmr. Upon the top of the 
first or lowest pair, is placed 
a somewhat larger circle of 
flannel /, steeped in brine or 
any dilute acid ; preferably 
Buch as does not attack copper 
vrhen the two are alone. The 
second pair is placed on the 
flannel, a, second piece of 
flannel is placed on this, and Fig. 122. 

SO on, the zinc of each pair being always kept above the 
corresponding copper with which it is in direct contact 
There is accordingly a disc of copper above and a disc of eino 
below. These, or wires connected with these, are the poles 
<rf the pile, the copper and its wire being the + , the ziuc and 
its. wire the — . . When the wires are joined, a feeble spark 
is seen between them; when they ai'e connected b'j^JtvibVvafir 
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moistened fingers, a feeble shock is felt. After eonnectioxii 
when examined by the magnetic needle (Art. 142), the + 
current is found to pass from the copper to the zinc. On 
examining the pile itself by the needle, the + current is found 
to pass from above downwards (Art. 141). 

152. Whatever be the nature of the metals and liquid, 
there must be consumption of material in such a pile ; one 
or other of the metals must be attacked by the liquid. The 
attempts which have been made to protract this action, and 
consequently to dilute it with time or enfeeble it, have 
resulted in the construction of the dry piles. The two chief 
kinds of these which have been constructed, are the tin and 
copper, and the tin and peroxide of manganese piles. To 
construct the former, some sheets of paper are covered with 
paste on both sides : on the one side is stuck tin-leaf, on the 
other copper-leaf. When the whole is dry, circular discs are 
punched out of it, which are placed in a glass tube, varnished 
in the inside in such a way that all the copper faces of the 
discs are either upward or downwards, the tin faces being ail 
downwards or upwards. The tube has two brass caps at its 
ends, the lower one being (say) in contact with the zino face 
of the lowest disc, the upper one in contact with the copper 
face of the upmost disc. By means of the upper cap, the 
discs are pressed firmly together. The tin pole of th& pile 
is - the copper as before + . 

If silver-leaf be pasted on one side of a sheet of paper, and 
the other bo covered with finely-powdered peroxide of man- 
ganese rubbed into the paper, similar discs may be stamped 
out and arranged as before, with their tin faces upwards, in 
a varnished glass tube provided with caps. The silver end 
is + . Such dry piles exhibit, after some time, considerable 
development of electricity, and they may last for years in 
action. The + and - electricities at their poles accumulate 
and condense to such a degi-ee, that they at once deflect the 
leaves of the galvanometer, and may even charge a jar of 
small size. But the resistance inside the pile is so great, 
that when the poles are joined but a very feeble current can 
traverse the circuit, and almost absolutely no magnetic or 
other effect can be shown. The small amount of low tension 
or current electricity generated, xby tha ^1o\t ohemical reaction 
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in the pile, is condensed into high tension or frictional electri- 
city by the inductive action on one another of the numerous 
and sdmost isolated opposed electrogens. Of such conver- 
sion we shall have frequent ^ 
examples in the sequel. The 
polarity of such a pile is suffi- 
ciently great to keep in oscil- 
lation a metal rod a h (fig. 
123), wliich is delicately himg 
by cocoon silk in the same 
horizontal plane as the pile, 
and in such a way that the 
ends of the rod nearly touch ^g- 123. 
the poles. The action requires no explanation. It continues 
for years, but inevitably ceases at last. 

153. The dry pile electroscope is an adaptation of the same 
principle. It is clear that a single isolated gold leaf will 
move towards one or other 
of the poles of the dry pile, 
according as it is + ly or - ly 
electrified. Thus, in ^g, 124, 
AB is the pile, a and h the 
corresponding poles which 
pass through the wooden sup- 
port into the inside of the 
electroscope jar D. Midway 
between a and h is suspended 
the single gold leaf E in the 
usual way. On approaching 
an electrified body to the 
knob K, the leaf sways to; Fig. 124. 

a or hj according as the body is - ly or + ly electrified, if A 
be the copper and B the tin end of the dry pile. 

154. Relative Polarity of Metals or Series of Electric 

Tension. — ^Whatever be the nature of the wire connecting 
zinc and copper, the ( + ) current passes from the Cu through 
the wire to the Zn when the two are plunged in dilute 
sulphuric acid; also when the current is broken, + elec- 
tricity of some tension collects on the Cu and - on the Zw, 
In the liquid^ therefore, the Zn is + com^vwc^fii V\\3ti ^^ ^^^S 
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but it is the - metal wMch forms the + pole. On com- 
paring metals with one another in 
tMs way, and detenriining their relar 
tive polarities or signs, we obtain 
what is called an electro-chemical 
series. It must be borne in mind 
that such a series is strictly relative, 
and that a metal which is + to a 
second may be — to a third. Also, 
that the relative polarity or sign 
depends in a great measure upon 
Fig. 125. the nature of the liqtdd in contact 

with both. It is invariably found that when a current is found 
pass into the liquid from A to B, it is the metal A which 
is found to be mainly attacked — generally it alone is attacked. 
The very fact that hydrogen is evolved on the - metal, insures 
the latter remaining imattacked. To this rule there is no 
exception. It is also a general, but not universal, rule, that if 
examined separately in a liquid, A is attacked and B not at all, 
or less readily, then the current will pass in the liquid from 
A to B. In the following tables, the metals are arranged in 
electro-chemical order : those at the top being + to those below, 
when the two form a pair in the liquid at the top of the list. 

Caustic Potash. Hydrochloric Acid. Sulphide of Potassium. 



+ 
Zino 
Tin 

Cadmium 
Antimony 
Bismuth 
Iron 
Copper 
Nickel 
Silver 



+ 
Zinc 

Cadmium 
Tin 
Lead 
Iron 
Copper 
Bismuth 
Nickel 
Silver 
'Antimony 
Gold 
Platinum 
Rhodium 



+ 
Cadmium 
Zinc 
Copper 
Tin 

Antimony 
Silver 
Lead 
Bismuth 
Nickel 
Iron 



or + 
Zinc 
Copper 
Cadmium 
Tin 
Silver 
Antimony 
Lead 
Bismuth 
Nickel 
Iron 



Graphite 
It will be seen that the same order is not preserved in 
each list Slightly different resvilta \iaNe> \ie.eiiL obtained by 
different experimenters, so that too xovjiOsi Ycc!L^^"tf<«SL<5fc xKa^ 
not be attached to the reaviita. "Very ^^\» SssiYQccvHiK.^ ^si. 



tJie metals, and in tHe connecting liquid, make very serious 
alterations in the relative polarities of two metals. 

In the third column, the results of two series of observa- 
tions are given in order to give an idea of the uncertainty 
which still prevails. The texture of the metallic surface also 
influences iJie polarity. If a sheet of smooth and a sheet of 
roughened zinc are employed in dilute sulphuric acid, as a 
pair, the rough zinc is found to be + . On heating one of 
the two plates of a pair of identically the same metal, the + 
current passes for a moment from the hot to the cold, until 
the two attain the same temperature. 

Plunged into strong nitric acid, iron is not attacked, and 
is, moreover, rendered less attackable by other acids. Thus 
rendered passive, it may serve as a - metal, and so form the 
+ pole, when paired with some of the metaJs beneath it in 
the above tables, or with iron itself in its normal state. 
With regard to each of the above series the important rule 
has been established, that if a current of strength E^ is set 
up from A to B, when those metals form a pair, and a current 
of strength Eg from B to 0, when the latter form a pair, then, 
on forming a pair of A and 0, a current will pass from A to 
C, with a force Eg = Ej + Eg. And, in general terms, the 
current between A and N is in strength the algebraical sum of 
the currents of any consecutive order, when A is the first and 
N the last term. Thus denoting the metals by their chemical 
symbols, and supposing the same pieces of , metal and the 
same liquid H.C1 to be used, we have, from column three — 
Zn current Ni = Zn cumt. Pb + Pb cumt. Fe - cumt. Sn + Sn cumt. Ni. 

155. Such a series was first obtained by employing the 
method of observation described in Art. 146. Compound 
bars of the various metals, similar to the compound Zn and Cu 
bar, being held in the hand by one metal, the other is brought 
in contact with the condenser of the electroscope, while the 
cap is touched (or the reverse), as described in Art. 146. 

156. The following series is thus obtained ; — 

+ Silver 

Zino Gold 

Tin Platinum 

^^ Carbon (grapliile ot cok<^» 

Copper 



CHAPTER n. 
GALVANIC BATTERIES. 

157. The Failure and Exhaustion of Ouirents.— The 

crown of cups and tlie voltaic pile are the primitive forms of 
a battery. Such batteries, afber a few minutes' work, that 
is, after the completion of the circuity are foiond to qnickly 
fall in power. On examination into tiie cause of this failure, 
it is found to depend mainly on three circumstances: The 
metal which is attacked dissolves in and neutralizes the acid; 
and since we may look upon the attack on the metal as 
essential to, if not the prime cause of the current, when that 
attack slackens the current falls in strength. Secondly, as 
mentioned in Art. 139, hydrogen is evolved on the — metal 
(copper). Although only visible when it has collected in 
bubbles of some size, we must admit that when evolved it 
covers the copper uniformly, however thinly, and owing to 
the almost complete impenetrability of a gas towards low 
tension electricity, the copper is thereby protected from con- 
tact with the liquid, and the circuit ii^ interrupted, soon after 
its establishment. Thirdly, the hydrogen thus evolved on 
the surface of the copper, does not merely act as a mechanical 
obstruction, but, spread on the copper plate, acts like a 
strongly electro-positive metal even more + than the zinc, and 
so seeks to force back the current from the copper to the / 
einc in opposition to the proper direction of the zinc and 
copper pair. 

The existence of this tendency may be proved as follows :— 
Let a zinc and copper pair, placed in a cell of dilute sulphuric 
acid, be connected together by a wire running north and 
south, from the copper to the zinc, beneath a magnetic needle 
(%. 126). The needle will turn so that its nortifi end moves 
to the east. Let this action contmne iofc i^i&A time. Then 
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jremove the liquid and replace the zinc by a sheet of copper; 
£11 up the vessel again with acid, and the needle wiU be seen 
to turn in the opposite direction (fig. 127), proving that the 
current passes beneath the needle in the opposite direction, 
and, therefore, passes in the opposite direction through the 
liquid, namely, from the hydrogenized copper to the normal 
copper. Such an action must of course be short-lived, for 
the very passage of the current oxidizes the hydrogen, as it 
previously oxidized the zinc, and develops hydrogen on the 
fresh — copper, which straightway sets itself to oppose the 
current. But though thus only momentary when withdrawn, 
the opposition is continual and accumulative in the original 
cell, until a condition is established, in which a feeble and 
irrc^^ular current is established from Zn to Cu. The electro- 
motive force of gases freshly generated will be more fully 
described in the sequel. We may here recall the circum- 
stance that both hydrogen and oxygen have very great reduc- 
ing and oxidizing powers respectively when they are newly 
Hberated, or, as is sometimes improperly said, when they are 
in the nascent state. 





Fig. 126.' Fig. 127. 

158. Accordingly, one of the chief objects to be aimed at, 
in constructing a battery, is to get rid of the reaction of tha 
bydrogen^in the opposite dii'ection to t\i^ q\xxx«xx\» Y^Q^^t, 
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For effecting this there are two ways. Bj one the liberated 
hydrogen is oxidized by oxygen belonging to the oxide of a 
metal, the metal itself being set free and deposited on tiie 
surface, where otherwise tibe hydrogen woidd have been 
evolved; by the other the liberated hydrogen is oxidized by 
the oxygen belonging to some non-metallic oxide, saoh as 
nitric acid, or by some metallic oxide such as chromic add, 
whose lower oxide is soluble in acids. 

159. To understand how this is effected, let us return for 
a moment to the consideration of the single celL Let the 
metals be zinc and copper, and the connecting liquid dilate 
hydrochloric acid. We find that chloride of zinc is formed 

at the zinc, and hydrogen liberated 
at the copper. How does it take 
place that the hydrogen is not' 
evolved at the zinc, for it is there' 
that the zinc deprives it of its chlo- 
rine? It is not easfy to conceiye 
the destitute hydrogen penetrating 
through the mass, and appearing ] 
personally at the copper; but it is 
possible to conceive the hydrc^eny 
Fig. 128. which is deprived of its chlorine by ' 

the superior attraction of the zinc, combining with the chlo- 
rine belonging to a neighbouring mass of hydrochloric acid. 
Hydrogen would thus again be liberated, which, in its turn, 
would combine with neighbouring chlorine, and so on. The 
hydrogen would never appear free until the series of decom- 
position reached as far as the copper, where meeting with no 
more chlorine ahead of it in the direction of the current, and 
having small affinity for copper, it escapes. The arrange- 
ment of the hydrochloric acid is shown in fig. 128; &e • 
upper brackets indicate the connection between the hydrogen 
and chlorine before the current passes, the lower brackets 
show the condition when the current passes. There is no 
molecular work done when a quantity of hydrogen forsakes its 
chlorine to combine with the same quantity of fresh chlorine. 
We may compare the ease wit\i "wbiOo. svx$3!dl %. \jtft3Dfifist q£ oom- 
bination is effected to the ease witli ^\ii<2!cL > ^i^Kgi^\ ffls\^T\ ^ 
over a pulley is moved. Wben tti© two ^^^ «5fe ^5^5m^> ^»^ 
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link on one side may be conceived as keeping in eqailibrium 
the opposite linlr on the other side. A slight force pulling 
one ^de down will bring each link opposite to a different one. 
160. Let the cell of fig. 129 be divided now into two 
parts by a diviaion of porous 
earthenware D, fig. 1 29. Let 
the zinc be, as before, Bur- 
roimded by dilute hydrochlo- 

ric acid, and let the copper be ■^- ''■'-'" 

surroimdud by a Bolntion of 
chloride of copper* instead 

of the chloride of hydrogen '^^Jcjuc; it'; ,, ic/c.i.iuic,: i 
(hydrochloric acid), of Art. .C'xl' "' ''■'■''' "^ " -^- 

159. The two liquids soak i - — r . __ — \ '. _ 

into the porous wall D and rig. 129, 

touch one another, but are prevented from mingling freely 
irith one another. The chlorine, as before, forsakes i^ 
proper hydrogen to unite with the zinc, the forsaken hydro- 
gBa combines with its neighbour's chlorine, and so on as 
before, till the chwige reaches the porous cell Here the 
forsaken hydrogen unites with chlorine, of tbe chloride of 
copper, and the forsaken copper unites with its neighbour's 
chlorine, and so on till the copper pole is reached; the last 
copper of the chloride having no chlorine to lay hold of is 
deposited in the metallic stato upon the copper pole increas- 
ing its thickness. By this device hydrogen is prevented 
from appearing at the copper pole, and bo it is prevented 
from iacdating the polo by a gaseous film, and from reacting 
back (Art. 157), so as to oppose the fundamental current. 
The hydrogen is replaced by copper. The deposition of 
copper from solution on to the copper pole makes, of course, 
the copper solution become gradually weaker. And the 
hydrochloric acid also loses strength by being gradually con- 
verted into chloride of zinc. The latter of these soiui3ea of ' 
failure is diminished by employing a large mass of acid 
liquid around the zinc; the former is obviated by keeping 

• At present we are not concerned with the reVatvfe t:pBii'C*i«a A 
the elementa present. Tbe symbols in tbe figorea leoicea'nA. 'Ctt* 
elements, not their gnsntilies. The chenucal c^ait-ea m. ^^e '^^ 
mnd tboM ^ected by the cnn^t. will be conaiaeteTm C^^li- ™- 
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some soUd copper salt in the eolntion (satnrated) of copper 
which BuiToaiids the copper pole. 

The arrangement actoally employed in anch a constant 
cell, or battery of cells, is identical in principle with the 
above, but is somewhat modified as followa: — The arrange- 
ment to be described is called Daniell's cell or batteiy (fig. 
130). A cylindrical copper vessel A is provided with a per- 
forated shelf trough, running round its upper inner edge. 




Pig. 130. Fig. 131. ■ 

This trough is filled with crystals of sulphate of copper 
(CuSO,), Next towards the iaside is a cylindrical cell CC of 
vnglazed and porouB earthenware. . In the middle is a hollow 
zinc cylinder D D. The space between A and G is filled 
with a saturated solution of sulphate of copper (CuSO^), 
which reaches up far enough to be in contact through tie 
perforated shelf, with the crystals of the same salt. The 
porous cell C C is filled with ^wta bm\^\imi\.& tusA (about 1 
of oil of vitrol to 12 of -waterY Oa jouan^ k. aiAT> ih 
ciureat: passes from A to D. "Bw «naa ^ ti\uKa^ti& Sa ^jt^ 
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cisely similar to that described in Art 160. At the surface 
of D occurs the formation of sulphate of zinc (ZnS04). 

Zn+Ha S04=ZnS04+2H. 

The disengaged hydrogen reacts upon its next neighbour- 
ing sulphuric acid combining with its SO 4, and liberating 
its H2, and so on till the porous cell is reached, and sulphato 
of copper CUSO4 encountered Then the Cu engages in 
the same work imtil the copper surface A is encountered, 
and upon this the copper is deposited. The whole resulting 
change may be represented by the equation 

Zn + SO^ Ha + SO^ Cu^ZnSO^ + Ha SO^ + Cu, (I) 

or, if we indicate a few of the intermediate recompositions, 

Zn + S04Ha+S04Ha + S04Ha + .. + S04Cu + S04Cu + ..+S04Cuhnx 
= ZnS04+HaS04+HaS04 + ..+H,S04+CuS04 + ..+CuS04 + Cui^^^ 

161. It is clear that if the above expressed the whole 
truth, sulphuric acid would be formed where the two liquids 
meet, that is, in the pores of the porous cell, and we might 
expect free sulphuric acid to appear by diffusion in the 
neighbourhood of the copper. This is not the case. Further, 
if the action at the zinc plate were alone regarded, we might 
expect the battery to fail as soon as the free sulphuric acid 
in the zinc cell were converted into sulphate of zinc. Or, 
indeed, that if we used sulphate of zinc instead of sulphuric 
acid in the zinc cell the action would cease, the zinc ceasing 
to be corroded. This is not the case. The battery acts not, 
it is true, with so much intensity, but with far greater con- 
stancy if sulphate of zinc be substituted for sulphuric acid 
aroimd the zinc. The action in this case must not be re- 
garded as based upon the evolution of hydrogen by the zinc 
from the acid, aiid the reduction of the copper from its sul- 
phate by the "nascent" hydrogen, but as depending upon 
the preference affinity of Zn over Cu to SO 4, or (since SO 4 
is not known in the free state) more correctly, the tendency 
to the change expressed in the equation, 

Zn + Cu SO4 = Zn SO4 + Cu, 

which occiws when metallic zinc is pluiigei m\A «QX:^^&Jife <^^ 
copper. In the battery cell it is true t\ia.t t\ie tovg S& t^rJ^ \sv 
contact with the sulphate of copper. B>it ^\i^ \ievA'3v\ai "^ 
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form ZnSOf at one end of the series of moleoulee is in diirMA 
communicatioQ with the tendency^ to remain CuSO. at tha 
other, by a series of molecules which do not require any 
foi-oe expenditure to convey the balance of aflmity. When 
the copper and zinc plates are connected, we may look npon 
the whole Bystem of change as cousistiiig of a traiiBferenoe of 
hydrogen, or its equivalent copper in the direction from thfl 
zinc to the copper. A tranBferenoe of BO4 from the copper 
cell towards the zinc with which it finally combines, forming 
sulphate of zinc. The solid sulphate of copper in ciystals, 
which dissolve, supplies both the copper which is deposited 
on the copper plate, and the SO^ which combines with the 
zinc. The zinc cell becomes gradually saturated with sul- 
phate of zinc, which finally accumulate in such quantity as 
to crystallise out, and impede the action of the battery. Wa 
may look upon the tendency of the hydrogen or metal 
towards the copper as being translated th^« into an deotrio 
current ( + ) which ascends the copper, traveraes the connect- 
ing wire, enters the zinc to ^i^ain pass through the liquid. 
We may, if we please, consider a - current naemg in (hft 
opposite direction. 




Fig. 132. 

162. A compact form of Darnell's battery, such as is used 

in telegraphy, is shown in (fig. 132), in section. AB is a 

long wooden rectangular box divided into cells by square 

pieces c,c,c,e,c. The T^hole ia tiiaKiA]i:^^\taeii-«y.Vi.TQarma 

glue. I>,D,D,J>,D, areporouB ceQa. tn.VJuft-'gcKiyoa'aaaTO*. 

Tfieete of copper and aatutated wAu'SinSi. (A wi-^tuAa dl ws^^es. 
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I Each «Opper is connected -with a sheet of zinc han^ng in the 
next cell of about twice its own size. Tie zinc ia Burrouuded 
with a solution of sulphate of zino of about half eaturation. 
163. Amslgam&tioa of the Zinc Plates. — For tmiformity 
of working, and for obtaining the maximum effect, it is 
«Bseutial that all parta of the zinc Ghonld be acted on equally 
by the acid or salt. Ordinary commercial zino, besides the 
I imparities mentioned in Art 139, has, in the process of cool- 
ing, become unequally annealed, difTereut parta of it are 
unequally hard, and are attacked with different facilities by 
tOie same add. Fore zinc carefully annealed is not attacked 
at ordinaiy temperatures by pure sulphuric acid. Two 
pieces of zinc, one of which is more easily attacked than the 
other, will, when in contact with an acid and with one 
another, form. a conple, the more easily attacked being + and 
and the leas easily — , just like a piece of zinc and copper 
respectively. In fig. 133, E represents an easUy, and D 
a difGcultly attackable piece of s' 
forming one piece. The arrows repre- 
sent the direction of the current 
coasting trade. Such a heterogeneous — - 
piece of zinc when used as an element 
in acell fritters away some of its general 
electro-motive power by establishing 
local currents. It seems that the chief : 
cause of this inequality of action is due 
to difference of hardness rather than e 
metallic impurities, for if the surface of Fig- 133. 

the zinc be moistened with sulphuric or hydrochloric ! 
and mercury ameared over its surface until the i ' 
uniformly amalgamated, such local currenia are c 
arrested. The metallic impurities cannot certainly be i 
moved in the process of amalgamation. But inequality in 
hardness, due to irregular cooling, can easily be removed; for 
.as the mercury penetrates, the mass softens and molecular 
strains are relieved, and uniformity results. This is so com- 
plete that amalgamated plates may be left in contact with 
dilute sulphuric acid for any length of time "uiftvovA 5\ssf3^:^- 
ing, a condition almost indispensible w\ieii, as in. ^ii-ft ^J^**- 
graph ajTBtem, batteries are in repeated Wt m-tetno.'iA«B''<'''is'** 





164. Platiii»^iu^ or Grove'i Oonstut B»M«J.—Tba 
principle of this battery is to eliniiiiate the hydrogen, not 
as in Darnell's hj its 
replacement hy copper, 
but by ozidiziiig it to 
Tater. For this pur- 
pose nitric add is em- 
ployed in ocoitact vith 
tlie - metal, irhich ocoor- 
dingly cannot be copper 
as in BanieirB cell. The 
— ftetal is a sheet of pla- 
Kg. 131 tinnm (Pt, fig. 134), 

this is Burrounded by nitilo acid of the greatest sbength. 
The zinc is, aa before, Burroonded hy dilute snlphniio atdd 
(1 : 12), and the two acids are separated by the porous wall 
A. We may Btart as before from the formation of sulphate 
of zinc at the zinc Burfaco and trace the auccessirely lib^^ted 
hydrogen till it meets the nitrio acid in the porous t^phragm. 
The hydrogen is oxidized to water by the nitrio acid, reducing . 
that body to peroxide of nitrogen (NO^), or to nitiio oxide 
(NO), according to one or other of tiie equations — 
H,+2HNO,^2H,O + 2N0, ' 
or, 3H,+SiHN0,=4H,O+2NO. 
It is not properly made out which of these eqnatJons more 
accurately expresaee the re-compoBition which actually occurs. 
Bed fumes of NO, arise from the platinum cell when such a 
platino-zinc cell or battery is in action ; but whether the NO, is 
a direct product of the action, or the result of oxidation in the 
air of NO, is not ascertained; nor is it known whether other 
nitrogen oxides accompany the action. The fume^ of NO, 
render the working of ^is batteiy in a confined space 
inconvenient. The neighbourhood of the battery must be 
well ventilated. The form which is usually given to the < 
Platino-zinc, or Grove's Battery, is as follows (figs. 135, 136). 
In a glazed earthenware or ebonite rectangular cell A, ia 
placed a thick eheet of amalgamated zinc B, bent bo as to form 
a U-shaped part in the cell, and a projectiiig part out of the 
cell, for the purpose of attaching screws to bind the zinc of 
aae cell to tho platinum of ^an next. Inode the bend <^ 
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dtezino ia a tuanw tmglazed porons earthenvara cell C, as 
vide as the zinc. In the poroiis cell C is a sheet of platinum 
ibil D, as broad as possible. The Btrongeat nitric acid is 
ponred into the cell C and the space between the two cells, 




- Fig. 135. 

that ia, the space surrounding the zinc is filled trith dilute 
sulphuric acid (1 : 12). The cells may he joined together as 
•is represented in fig. 137, by means of gerew clamps embrac- 
ing the zinc of one cell and the platinum of the other. 




Fig. 137. 
165. Car1]0-ziite, or BniiBeii's Cell or Battery. — This is 
a modification of Grove's battery. The platinum is replaced 
by carbon. The carbon used is sometimes the dense coke 
■which forma the upper crust in gas retorts; sometimes it 
is specially prepared by heating bituminous coal In powder in 
moulds haTing the necessary form, eurroimded by powdered 
charcoal in crucibles. When the latter plan ia adopted three 
or four bakings' of the carbons are necessary, the carbon 
being on each removal irom the fire soaked ia syrup. On. 
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reheating, the Bjnmp is decomposed, and the carhon deposited 
. in the pores of the inasa binds it together, so that at last a 
Tery coherent mass is obtained. If gas coke is used, it ia 
generally in the form of a thick rod (C, fig. 138). This is 
placed in a porous earthenwara cell D. Around D is a 
thick cylindrical tube E of amalgamated zinc, having a metal 
band to connect it with the carbon of the neighbouring cell. 
The ■whole ia placed in a glass or ebonite or gutta-]>ercha 
vessel F, Fuming nitric acid is placed in D, in contact with 
the cote. Dilute sulphuric acid (1 ; 12) is between the cells 
in contact with the zinc. The arrangement is seen to be 
exactly analogous to the zinc-platinum cell.: 

When moulded cai'boD is used, the form is generally that 
of fig. 139. A split cylinder of thick amalgamated zinc C, 
carrying a copper band ring (for attachment to the coke of a 
neighbouring cell) is placed in the porous earthenware cell 
H. Around H is placed the cylinder of carbon I, which is 
perforated to allow the circulation of acid, and which has a 
slightly conical top for the reception of the ring connected 
■with the coke of the neighbouring cell. The whole is placed 
in the acid-proof cell J. In this form of the carbo-zinc cell 
or batteiy tiie nitric acid is between the cells, and, therefore, 
in contact with the carbon. Sulphuric acid is in contact with 
the zinc in the inner cell H. The top of the coke cylinder I 
is soaked in wax or paraffine to prevent the nitric acid from, 
rising by capillarity and corroding the ring collar. Fig. 140 




Fig. 140. 
shows suci a hattery of three Bunsen's ceQa, mfe. 'Oat ■^kAj 
aomevbat drawn out from one another, 
166. Of the compa,ra.iive merits of tVe ttiieft ic«aia 
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battery — Daniell*s, Grove's, and Bunsen's — ^which have just 
been described, or, rather, of their suitableness to various 
purposes, a few remarks may be made. For the most 
perfect constancy, where intensity is not requisite, or where 
abundance of room enables intensity to be obtained by a 
multiplication of the cells, some form of DanielFs (zinc- 
copper) is generally used. Where batteries are used in 
electro-plating * the uniformity and strength of the metallic 
deposit depends upon the uniformity of its rate of deposition 
(See Chap. III). Accordingly, some modification of Darnell's 
battery is used. The same is employed in the English tele- 
graph. In an enormous system like that of the Central 
Telegraph Office in London, the fumes arising from the nitric 
acid cells would be a serious inconvenience ; the expense of acid 
would also be considerable. By using a form of Daniell's, in 
which many cells are arranged together as a divided trough, 
great compactness is attained. The many thousands of cells 
there in use require replenishing only once in several months, 
and the products in the dead cells have a commercial value. 

Grove's battery is generally used in this country for 
experimental or illustrative purposes, where a high intensity 
of the current is required : where much resistance has to be 
overcome, as in the electric light or electrolysis. The plati- 
num foil is expensive but indestructible. The compactness 
of form of this battery is also a great advantage. 

Btinsen's battery is used in Germany where Grove's is used 
in this country. It is cheaper, and has a slightly higher 
intensity, cell for cell. But it is clumsy in form. The 
batteries used in the electric telegraph in Germany and 
France are usually modifications of the zinc-carbon or 
Bunsen's battery. 

167. Other Forms of Battery. — Certain other forms of 
bittery may be here mentioned — ^forms which, though not 
now or yet in general use, are either of historical interest, or 
involve ideas which may hereafter be developed, or which are 
appliciible for special purposes. Soon after the battery of 
Yolta was described, Wilkinson devised a mechanical arrange- 
menb hy which the whole oi t\ie ^\a.\fe^ q^ lisia ^lad co\)\)er 

* Magxieto-electriQ currents are no^ e^feenavj^V^f xxa^^ ^V^-^^ Ova^Hs^^- 
plating is carried on very extcivsVve\>^. ^^^ C\i^^.N , 
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cotild be plunged at once, each pair into its respective cell of 
a divided trough, when the battery was required, and with- 
drawn when the battery was to be put out of use. Wollaston 
improved upon this device by doubling the size of the copper 
plates and bending them in the middle, so that the zinc sheet 
was surrounded by copper; the effect of this is to double the 
size of the plate, and so to double the quantity of electricity. 
Without at present considering the measurement of the 
resistance which the current experiences in the battery itself, 
we may assume that that resistance diminishes as the size of 
the plates increases — ^that is, as the vertical sectional size of 
the horizontal column of liquid in the cell through which the 
current has to pass increases, and also as the distance between 
the plates diminishes. Accordingly, if two very large sheets 
of copper and zinc are separated by a layer of felt, and a 
layer of felt being placed on the upper metal, the whole are 
rolled together and dipped in acid, the resistance is a mini- 
mum, and a strong current will pass between the metals 
connected outside the acid. Such is Hare's deflagrator, 
•which shows great heating effects in imperfect conductors 
connecting its poles. 

168. Cruikshank's Trough was one of tbe first successful 
efforts to introduce compactness of form into a liquid battery. 
Plates of copper and zinc are soldered together face to face in 
pairs; each resulting plate being thus composite. These 
■plates form the divi- 
sions between the cells 
of a trough of baked 
wood or other non- 
conducting material, 
the zincs facing all 
one way and the cop- 
pers the other. At 
one end of the trough 
is a plate of copper, 
at the other a plate of 
zinc, as in fig. 141. 

169. Smee'a Battery. — The most successfcX s.\,\ietK^;^ \»^ 
procure a constant battery of only one liqmi la cx^sr^V^^^*"^^ 
S^mee'^ batterer. We have seen Jioy/ tiae ii^dxogeiJL ^nq\n^^ 




Fig. 141. 
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at the copper pole of a zinc-copper battery acts injuriouBly t<> 
the current by masking the copper and sending a current in 
the opposite direction. If the + pole be made of platinum 
or silver, and covered with metallic platinum in a state 
of extremely fine division, the hydrogen evolved on it 
immediately and almost completely esca|)es. To cover the 
platinimi plate with platinum it may be dipped in a solution 
of chloride of platinum and then strongly heated, or it may, 
when immersed in the solution of platinum, be connected 
for a moment with the zinc end of a voltaic cell while another 
piece of platinum is connected wiih the copper end, platinum 
is thus deposited (see Chap. III., Electrolysis) from the solu- 
tion upon the platinum plate in an extremely fine state of 
division. As in Grove's battery, the platinum has opposite 
to both its faces amalgamated zinc. Walker's cell and battery 
differs from Grove's in having carbon instead of platinum 
upon which the finely divided platinum is deposited. If gas 
coke be used as the carbon, the hydrogen is evolved from its 
sharp points to a considerable extent without platinization. 

170. Davy's Battery or Cell. — ^The cell devised by Maii6 
Davy is a double liquid cell. Its poles are of zinc and carbon 
as in Bunsen's. The zinc is in contact with brine, and the 
carbon with sulphate of mercury. On joining the poles an 
action is established which we may most conveniently com- 
pare with the action of a Daniell's cell. Chloride of zinc is 
formed, which dissolves : the deprived sodium reacts as before, 
depriving its neighbouring molecule of chloride of sodium of 
its sodium, and so on until the porous cell is reached which 
divides the brine from the sulphate of mercury. Now 
chloride of mercury is formed, and the liberated sulphuric 
acid carries on the same series of decompositions followed by 
re-compositions until the carbon is reached; here the mercury 
is deposited, but there being no amalgamation or even cohesion 
possible, the liquid metal collects in drops and falls to the 
bottom. The solution of salt about ther zinc should be weak. 
The solution of sulphate of mercmy about the carbon should 
he saturated. As the sulphate of mercury is sparingly 
soluble in water, a conKLdexaloV© «mo\mfe oi ^'5i\KDL^as!SK^^«al- 
phate should be allowed to Aie a\> t\ie\io\.^'n^^^^^ ^lafi^wiTjL^si^ 

171. Leclancli6's Cell «a^ "B^A^^i^i-— "^^^c^-^^^^^^ 
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ceD. The elements are zinc and carbon, and the liquid 
a solution of chloride of ammonium. The zinc is in free 
contact with the chloride of ammonium. The carbon is 
ra a porous cell which stands in the zinc cell; the space 
between the carbon pole and the wall of the porous cell is 
filled tightly with a mixture of carbon and peroxide of man- 
ganese in coarse powder. Chloride of zinc is formed, the 
separated ammonium immediately decomposes into hydrogen 
and ammonia, the latter of which at first dissolves in the 
solution and, when this is saturated, escapes as a gas. The 
hydrogen, meanwhile, after causing in the usual way succes- 
sive decompositions of the contiguous molecules of chloride of 
ammonium, appears through the porous cell, and finds itself 
at last in contact with the peroxide of manganese, this oxidizes 
the hydrogen to water, being itself in the fiist instance 
reduced to the form of sesquioxide, according to the equation 
2n+2ClNH4 +Mn02=ZnCl2 +2NH3 +H20 + Mn203. 

The ultimate condition of the manganese oxide is not known. 
172. Gravitation Batteries. — ^Attempts have been made 
to dispense with the rigid porous wall, to separate the two 
liquids of a cell by placing the denser liquid beneath and 
allowing the two to mingle only by diffusion. Sometimes 
the mixing is further checked by the introduction of sand, 
sawdust, or some similar substance. 
C, fig. 142 is a copper plate at the 
bottom of an impervious vessel V. 
The copper plate is soldered to a 
gutta-percha covered copper wire 
A, wmch reaches above the liquid, 
the latter is water which is poured 
upon a mass of crystallized sulphate 
of copper which rests upon the cop- 
per plate B. Near to the surface of 
the liquid is the zinc element Zn also 
soldered to a gutta-percha covered 
wire D. The crystals of sulphate 
of copper dissolve and diffuse till 
the zinc is touched; sulphate of 
zine is produced, which being 
I^Iiter than the sulphate of cop- IVg. V^* 
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per, atom for atom, remains for the most part above, titt 
action is otherwise precisely like that of a Daniell's oelL> 
Before pouring in the water, moist sawdust or sand may be 
added until the vessel is nearly full, .and then only snfEleieDt 
water to thoroughly wet the whole. The zinc may then be 
laid on the top o£ the moist mass. This contriTance avoids 
the necessity which is experienced in a pure " gravity '^ cell 
of keeping the cell quite steady. 

173. Schbnbein's, Callan's, or the Hajiiooth Battery.-* 

IroU) when plunged into the strongest nitric acid, or, still 
better, into a mixture of nitric and sulphuric acid, is not only 
not attacked (as it is when either or both adds are dilate) bnt 
is thereby thrown into such a state that it is not attacked 
when subsequently put into dilute acids. The iron so 
influenced is aaid to be «' passive," and passive litm may be 
used as the electro-negative element (to form the + pole) of a 
voltaic couple. It is found, however, that the passive iron 
soon loses its peculiar propei*ty, especially if touched with less 
oxidizible metals. Hence in employing it as an element in a 
battery, the iron is kept passive by continual contact with the 
nitro-sulphurio acid. A porous cell is placed in a cast-iron 
cell — amalgamated zinc and dilute sulphuric acid (1 : 10). 
In the iron cell is placed a mixture of three parts by vmgkt 
of the strongest nitric add and one part of ou of vitriol It 
is sometimes recommended to add a little nitric add to the 
zinc-holding cell 

174. Chromic Acid Battery (Clark's).— The attempts 
which have been made to replace nitric acid by chromic add| 
for the purpose of burning off the hydrogen, have not hitherto 
been attended with perfect success. Chromic add itself is 
difficult to prepare in the pure state; but for the purpose in 
point it need not be pure. The chromic add used for the 
battery is obtained — mixed with sulphate of potassium and 
free sulphuric acid — ^by dissolving bichromate of potassiuit^ 
in water and adding a large excess of qH of Vitnol. The 
J)roportions reconmiended by Mr. L. Clark are 2 by weight 
of bichromate, 20 of water, and 10 of oil of vitriol. This 
Is poured into a porous cell containing the carbon pole. The 
two are then placed in a glaas •vea!a^"v\i\s3bL \a S^^^^sjniQa, 

turated brine and contains ^'^ wcofi^gMEos^^^^ '©sva. ^Tsi^ 
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fiodimn released from the cLlorine, which unites with the zinc, 
commences the series of decompositions so often described 
above, until it (or its representative hydrogen) meets with the 
chromic acid (CrOg), which oxidizes it to soda, becoming 
thereby converted into sesquioxide of chromium (Og^s)* 
■which, together with the soda, unite with the sulphuric acid 
which is present in excess to form sulphate of chromium and 
sulphate of soda respectively, according to the equation — 

6Zn + 6NaCl + eH^SO* + 2CrOa = 
eZnCl + 6HaO + SNajSO^ + CfaSSO^. 

175. Fnlvennacher's and Stringfellow's Combinations. 

— ^In the former of these zinc wire and gilt copper wire, 
isolated from one another by one of them being covered, are - 
wound roimd a piece of porous wood. The wires terminating in 
hooks may be hooked on to the ends of a second pair of similarly 
woimd wires, and so on. A band or chain is thus formed, 
•which, when moistened with vinegar or brine, or even with the 
moisture of the skin, sets up a galvanic current, which by 
the flexible and clean nature of the combination, may be 
readily applied to any portion of the body. A similar 
battery, of minute paints, is formed by soldering a flat- 
tened copper wire to one comer of a little zinc plate, and, 
after covering the plate with thin muslin, wrapping the wire 
spirally round it. A few such combinations are able to give 
rise, when moistened with si)ring water, to a current of 
considerable power. 

176. In speaking of the necessity for amalgamating the 
zinc plates in order to obtain a uniform and maximum effect, 
mention was made of local currents brought about by the 
difference of hardness (Art. 163). By artificially hardening 
a piece of zinc, one may thus make a feeble battery or cell in 
which only one element and only one liquid enters. Cast 
zinc is less easily acted on than rolled zinc by dilute sulphuric 
acid. Hence, if pieces of cast and rolled zinc are joined by 
a wire, and plunged into dilute acid, the current circulates 

from, the rolled to the cast zinc through the liquid, and 
hydrogen appears on the suifaco of the cast metal. 

If a bar of copper is placed vertically in a. ^^^^ ^^'ss^^^^issj^ 
its lower end surrounded by a strong soVwlion ol ^\>^^'i>i^^ ^'^ 
copj?er, the uppor end Jbciiig surrounded by ^\x\jq ^<cv^^Vcviiai 
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or even spring water, the npper portion will gradually dissolve 
away, and the lower increase by deposition of ciopper until 
the whole is transported into the sulphate of copper, the 
liquids remaining chemically unchanged. The corrosion of 
silver, when a drop of nitrate of silver is left upon it, or of 
copper, when sulphate of copper remains on it, is no doubt 
d«e to the same cause, namely, a difference of density of the 
metallic solutions at difierent parts setting up currents which 
tend to transport the metal from the less to the more dense 
parts. 

177. Silver Air Battery. — The oxygen of the air held in 
solution in a single liquid cell, appears to determine the 
oxidation of a metal in the liquid which would not otherwise 
attack the metal, and this is especially the case when the 
more electro-negative metal is associated with the oxygen, 
and metallic communication is established between the two 
metals. Thus fig. 143 shows an arrangement by which a 
current is established between silver 
and copper in a solution of nitrate of 
copper, when the silver is freely exposed 
to the air. A is a silver dish supported 
horizontally in a solution of nitrate of 
copper. Upon the tray A is a heap of 
metallic silver, B, in a fine state of divi- 
sion, such as is obtained on reducing it 
from solution by contact wfth a displac- 
ii)g metal. C is a sheet of copper 
beneath the silver, and parallel to it. 
The current passes through the liquid 
from to A. The copper plate becomes 
corroded, being converted into suboxide 
Fig. 143. of copper (CugO). For this action oxygen 

is necessary, for if the air be displaced by diffusion, on sur- 
rouuding the whole with carbonic acid, the action dwindles 
and stops. The chemical change is represented by the equa- 

Ag+O + Cu2N03+2Cu^Ag + Cu2N0j + Cu,0, 
xa which it is seen that the silver and ni-ttaiub oi s»^^i: remain 

analiei-acl '- ~ 

■W- C:llH and Battery ofV^teraAuaNa.—'^^^'w^^^''? 
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suitable liquids, it is possible to construct a battery of two 
metals in such a manner that the two poles are of like metal. 
Such batteries are of great interest, inasmuch as they touch 
the question concerning the contact theory of electric excite- 
ment. Fig. 144 shows a few cells of such a battery devised 
by Mr. Fleming. The liquids are nitric acid and penta- 
sulphide of sodium in alternate cells. The metals are copper 
and lead. Each metal is bent so as to connect two neighbour- 
ing cells. It is clear that on using an even number of such 
cells the terminals are both copper. In nitric acid lead is + 
to copper, so that the + current passes through the liquid 
from the lead to the copper. In the sulphide of sodium, the 
copper is + to the lead, so that the current passes from the 
copper to the lead, or again from right to left, and so on. 




NO3 H.; 



^5. ^-2. 



Fig. 144. 
Consequently all the pairs send the current in the same direc- 
tion, and the combination gives a current outside the battery, 
through a copper wire from left to right. In this battery no 
two dissimilar metals are in metallic contact, and yet four of 
such cells may easily at first produce a tension equal to that 
of a Daniell's cell. 



CHAPTER IIL 

ELECTROLYSIS. 

179. We Iiave seen iil the last chapter how the comple- 
tion of the connection, between the poles of a cell affects the 
arrangements of the chemical elements in the celly causing, 
to refer to the simplest case> hydrogen to be evolved from the, 
surface of copper instead of at that of the zinc^ when the two 
are pla<;ed side by side in acidulated water. And we have 
noticed that the connecting wire acquires, during the action of 
the cell, certain properties (Art. 13d, et seq, ). Let lis now break 
the connecting wire, and rejoin the ends by inserting between 
them various substances, and arming the ends of the wire 
differently. Examined in this manner, matter at once falls : 
into very distinct classes. Cktses and vapours of all tensionB 
and of all kinds, the most perfect vacuum, hydrogen, air, 
vapour of mercury, eta, all completely refuse to let the 
current pass through them. The poles &om a Grove's battery 
of some hundred cells, when brought about the thousandth of 
an inch apart, are, it is true, connected by a spark, and sub- 
sequently become incandescent, and the current passes. But, 
as we shall see, this current-passage is more properly a convec- 
tion than a conduction of the current, the metallic particles 
of the poles are torn from one pole and carried to the other, 
and so the interval may be only said to conduct in the sense 
that it does not offer substantial resistance to the mechanical 
motion of the matter. Turning next to solids, we find them 
divided into conductors and non-conductors. Simple metalfi 
conduct surpassingly well, though, as we shall see, they 
differ among themselves very considerably when we consider 
Mesistance (Chap. IV.). Metallic alloys, when there is no 
alteration ia volume during Tcnstot^, caiL<\x\s^'NFnS3si.^iaiaii^ 
latermediato between tlioae o£ ^'six w^iS^3tosoi»* ^«s^ «^tsl^ 
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Inetallic sulphides and oxides, salts, etc. The non-metallic 
solid elements are, with few exceptions, non-conductors, as 
are their combinations. Of liquids there are three classes i 
(1) Those which conduct freely without themselves under- 
going any change; such are the molten metals, mercury, and 
their alloys. (2) Those which entirely refuse to conduct, and 
are therefore unaffected when between the poles. (3) Those 
which conduct the currents, and at the same time suffer 
decomposition. Solids which conduct undergo no chemical 
change. Non-metallic liquids which conduct always undergo 
decomposition. * 

180. Such decomposition is called Electrolysis. The liquids 
which imdergo electrolysis are called Electrolytes. The ter- 
minals of the poles of the battery or cell which excites the 
current, and which are in contact with the electrolyte, are 
called electrodes. The electrode in connection with the-h 
pole ('— metal, platinum, carbon, etc.) of the battery or cell, 
is called the Anoda The electrode in connection with the — 
pole ( -1- metal, zinc, etc.) of the cell or battery, is- called the 
Kathode. The products of electrolysis, which appear at 
the kathode, are called Kations; those which appear at the 
anode are called Anions. Thus (fig 145), let X be a cell 




Fig. 145. 

of dilute sulphuric acid, in which are the pieces of zinc (Zn) 
and copper (Cu). Let the copper wires from Zn and Cu be 
•brought into the liquid A in the vessel B. Then we will 

* The exceptions to this rule are, when exceedm^^ i^^tAa cvs.xt^t^'^ 
are employed. Such cases are considered undcx Reslslawie, V^aa.^. 
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suppose the liquid A to be decomposed hj electrimty' 6e d»- 
trolysed. It suffers electrolysis. A ia the electrolyte. "Bio 
cuiTent enters A by the anode G, and leaves it by the kathode 
D. The product of decompontion which collects at C is tliB 
anion, that vhich collects on D ia the kathion. 

181. Electrolysis of Water. — Perfectly pure water is diffi- 
cult to electrolyse: it may be ranked vith non-coadoctots, 
but sulphuric acid diluted with twenty or thirty thousand 
times its own volume of water conducts freely, and is there- 
foi-G decomposed abundantly. The visible products of the 
eleoti'olysis of such a mixture are the elements hydn^en and 
oxygen, as though water alone had been decomposed; and it 
is true that the quantity of free acid in the cell is iiie same 
after as before the passage of the current. Almost all the 
water may disappear in the form of its elements leaving the 
acid as before. The experiment is Bhown in fig, 146. A 
glass vessel V, having two holes in its base, stopped with 
corks A, B, about an inch and a half apart) is partly filled 
with "battery" acid (1 of oil of viti-iol to 12 of water). 




Through the cofka A and B pass two. stout copper wires, 

termiaRiing outside the vessel, in, two Ettle iron ciipa con- 

taming meroary C, D, Inside ttxe vca&^ ^ft co'^^ienfaMk 

Me armed with two strips oE p\attiami-ltnV "S. «^ "S l^w*. 
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irodes). Two glass tubes, K and L, being filled with the 
same acid, are inverted into the vessel V, so that they remain 
full of liquid, and have their mouths over the electrodes 
respectively. A battery of four or five Grove's (or Bunsen's) 
cells has its poles Zn and Pt connected with the two mercury 
cups C and I) respectively. Straightway bubbles of hydrogen 
appear on the surface of E the kathode, and bubbles of oxygen 
on the surface of F the anode. These bubbles rise in the 
respective tubes and collect. The ratio of their volumes 
remains constant, namely, two volumes of hydrogen to one 
of oxygen. This at once appears, if the tubes are of equal 
calibre. However long the electrolysis continues, this ratio 
is preserved. This is the ratio by volume of these two 
elements in which they exist in water. If the two gases, 
thus separately collected, be mixed and exploded, no residual 
gas is left. They may be collected together, the mixture 
forming what is called detonating gas, which is used to 
increase the explosion of difficultly exploding gases in gas 
analysis. If the electrodes are both roade of iron, copper, 
lead, etc., that is, metals which are easily oxidized, the 
hydrogen will appear as before at the kathode E, but the 
oxygen which appears at the anode F at once combines 
with the metal forming oxide of iron, copper, lead, etc., 
which unite with the acid to form sulphates. In the case of 
the two first of these metals the sulphate is soluble, so that 
the anode will go on coiToding as long as any metal is left. 
The sulphate of lead being difficultly soluble, and a bad con- 
ductor, will soon coat the anode with an impervious crust, 
which will stop the conduction, and so the electrolysis. The 
first portions of the gas collected are when platinum poles 
are used not exactly in the correct proportion. Hydrogen 
fails. This is due to the " occlusion" of hydrogen by platinum 
under these circumstances. The hydrogen is absorbed by the 
platinum. Very soon, however, the metal becomes saturated, 
and the exact combining ratio is observed. 

In fact the electrolysis of watej* gives one of the best 
means for obtaining hydrogen in a state of absolute i^uritY* 
Fig. 147 shows a cjJindrical glass vesaeV K, \^^uVvs^% -iN. 
stout platinum wire C fused through, tliie ^acss* T^fe^-c "0^^ 
foot. In this glass is placed som^ zinc and- meTc,\ixni> ^^ ^^ 
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to touch the inner end of 0. Battery acid is poured in u 
' as nearly to fill the cylinder. Through the cork £ pasaata, 
pytinum wire B, encased by fiiaion in a glass tube F, where 
it passes through the cork, and connected inside the cylinder 
with a strip of platinum foU K, which is as near as convenient 
to the surface of the mercury-zinc. The cork E also carries 
a bent tube G, provided with bidbs containing oil of yitrioL 




Fig. 147. 
In order to make the cork E perfectly water-tight, a Tittle 
water H is poured above the cork, C is connected with the 
+ (Pt.) and B with the - (Zn) end of a battery of a few coIIb. 
The oxygen evolved on the mercury-zinc oxidizes the latter 
metal, and dissolves it as sulphate of zinc. The hydrc^en 
evolved on K escapes through G, and, after drying by the 
sulphuric acid, is d^vered in a state of the greatest purity. 
On reversing the current, that is, on connecting B with Pt, 
and C with Zn, hydrt^n is evolved from D, and oxygen 
from K. The pure, mixed gase^ may after a few minutfis bo 
collected. 

183. We shall see subsequently that the resistance to 
electricity which passes through a conductor, whether -eleo- 
trolyte or not, is directly propoitionaJ to the distance apart 
of the ends of the conductor (its length), and inve^ely 
pi-oportional to the sectional area of the column traversed. 
Accordingly, with a battery of a given strength, the nearer 
iAe electrodes are together, oni ^ftie \ai^t Mi.«| are, the 
greater the quantity <rf eleotriiiby ■wVisii ¥"■*** **°''*^'^^ 
"lectroJ^, and greater, acooidm^?,^^ wawwufe ^A. ^«»*w* 
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lysis eS'ected. If, indeed, the resisttmce be heightened hy 
making the electrodes -very small, mere platinum points, the 
hydrogen is erolved as before, but the oxygen both oxidizes 
iteelf and hydrogen, forming ozone (Ofi) and peroxide of 
hydrogen (HjO^). 

183. The fact that on acid (or alliali or salt) must be 
added to pure water in order to make it conduct, forces upon 
nfl the consideration of the condition. of such acid during the 
electrolysis of the liquid. For this examination we may take 
a cell (fig. 14S) and divide it in 
two by a porous diaphragm D, fill 
the two halves equally with batt«ry 
a«id, and electrolyse as in Art. 181. 
Let the electrolysis be carried on till 
a large volume of the gases is col- 
lected. On measuring the gases it 
is easy to calculate the weight of 
water which has been decomposed 
On examining the two cells it i 
found that though the total quantity 
of sulphuric acid remains unchanged 
it has collected mainly around tho 
anode, leaving the cell in which the 
hydrogen was evolved poorer in acid. 
It might be thought from this that 
the sulphuric acid alone underwent Fig- 143. 

decomposition, and that for every equivalent (two atoms) of 
hydrogen which appeared at the — pole (kathode) an equiva- 
lent of oxygen (one atom) and an equivalent of anhydrous 
sulphuric acid (SOj) appeared at the + pole (anode), which 
latter substance, by combining with tho water present, became 
H^O., Esperiment, however, shows that for every equiva- 
lent 01 hydrogen at ttie — electrode, only J of an equivalent 
of HgSO^ appears at + electrode. And hence it would seem 
that the current is conveyed by and decomposes the water, 
as well as the sulphuric acid, and, indeed, in the proportion of 
three-quarters of the current for the water, and one-i\uarter 
for the Bulpburio acid. We shall return, to ttie cotisviftTB.'Cvaft- 
of tbia point after the discussion of "Can e\ectto\'^wa cS. cfCoes 
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184. Electrolysis of 8alto.--^For our pres6nt*lpii]:poae ifi 
may define a salt as a chemical oompound containing a mefad. 
Such a body may become liquid by 'simple fusion^ cor.l^ 
solution in some medium. Fused salts invariblj Boflfar 
decomposition by the current, and dissolved ones do tli6 
same when the solvent is water. The most oonvenient -1 
siilt to take when the object is to procure the metel 
which it contains by electrolysis is generally the chloride^ 
'The metals of the alkalis, however, potassium and sodium^ 
may be obtained from their hydroxides KHO and NaHO. 
A piece of such a solid caustic alkali is placed upon 
platinum-foil and very slightly moistened. The foil is con- 
nected with the + electrode of six or eight Grove's cells, and a 
platinum wire connected with the — electrode is made to touch * 
the upper surface of the alkalL Oxygen is evolved from the * 
lower surface. The upper surface melts, and the platinum 
wire becomes surroimded by small globules of the metal^ 
which, when the mass has become cold, may be detached 'firom 
it under paraffine oil. This method of preparing the metaJa 
of the alkalis is of great historical interest, but is superseded 
now by purely chemical processes. 

185. To obtain metallic calcium a mixture is made of one 
equivalent of chloride of calcium, one of chloride of strontiamy 
and one of chloride of ammonium. These are • heated in a 
porcelain crucible, and, as usually happens, the mixture baa 
a lower melting point than either of its constituent chloridee 
(the chloride of ammonium, heated by itself, volatiliiees 
without melting). A piece of dense carbon dips into the 
molten mass and serves as the anode. A piece of pure iron 
wire, dipping but little beneath the surface, serves as a 
kathode of 8 or 10 Grove's cells. The chlorine evolved on . 
the carbon does not attack it as it would platinum or any 
metal. The calcium collects on the iron, which is from time 
to time removed. Lithium may be obtained in a similar 
manner from chloride of lithium and magnesium. On account . 
of the superiority of the specific gravity of the magnesium 
over that of the fused mixed chlorides, the — pole may be at 
tho bottom of the fused mass. Eig. 149 shows a method of 

preparing the metal in wl:n.ch. t\i"& c^ondie^ «$» S»saftftL\sx%» 
cJajr tobacco pipe, up the tlio stem Qi ^\as3£v «SLXc«^^\»kSa^ 
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thrnst to serve as the -pole or kathode. The anode is a 
piece of dense carbon. 

186. Chloride of silver, when fused, is decomposed by the 
current. If both electrodes are of metallic silver the + elec- 
trode combines with the chlorine which is developed upon it at 
exactly the same rate as the silver is deposited upon the - 
pole. Accordingly the fused salt appears to remain unchanged, 
and to be simply traversed by the silver, which also remains 
unchanged in quantity though changing in position. 




Fig. 140. 

187. Concentrated aqueous solutions of the metallic chlo- 
rides behave generally like the fused salts. Chlorine appears 
at the + , and the metal at the - electrode. In the case of the 
metals of the alkalis and alkaline earths, the liberated metals 
quickly oxidize at the expense of the water, liberating their 
equivsdent of hydrogen, unless, indeed, the - electrode be 
mercury, in which case the metal dissolves in the mercury, 
and is kept by contact with it from oxidation, sharing its 
ncgativeness. In this way amalgams of barium and calcium 
with mercury have been got, from which the mercury can be 
expelled by heating in a current of hydrogen. Chromium 
and manganese have been got from solutions of their 
chlorides by a slight modification of the method just described 
as coherent, brittle, metallic films, upon a platinum kathode. 

188. Ammonium Amalgam. — Soon after the reduction of 
the alkaline metals, attempts were made to establish the 
physical analogy between the quasi metal amTSLOtaxaxi «xA*^^ 
alkaline metala correapondmg to their "weW. "msiV*^ <3ti'etK\s»N. 
uiaJogjr. If a weak solution of cHoiid^ oi w^L\s>LOTa^ixs^ 
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(NH^Cl) is sabmitted to electaxdyBis chlorine appears itt il^ 
4- , and a mixture of H and J^g at the - electroda If, lyonr- 
ever, the' chloride of ammonium be poured upon meraoiy, 
and the latter be connected with the - electrode, the mjEOxntf 
swells enormously without losing its metallic lustre. U a 
single drop of mercury attached to a platinum wire* serve ta 
the - electrode in the chloride of ammonium solutiaii, iliB 
mercury becomes grey and almost loses its metalliox huiae^ 
increasing to the size of a pea. The substance certamly 
contains H and NH3 in the proportion in which they eadst in 
NH^; but whether the NH^, if it exist in this substance, . 
woidd have by itself the physical properties of a metal, is bj 
no means decided. ThiB so-called amalgam may be kept tat/ 
a long time unchanged if kept at or below 0^0. On stand- 
ing after removal &om its electrode, especiaUy if warmed, and 
more especially if in contiu^t with wkte^t is quickly resdired 
into Hg, H, and KH3. It is noteworthy that none of the 
compound chlorides of ammoniiun, such as chloride of methy- 
lamine, produce a similar amalgam. If the solution cf 
chloride of ammonium be warm and saturated, the chlorine 
set free at the anode attacks the chloride of ammoninniy 
forming the dangerously explosive chloride of nitrogen. 

189. Electrolysis of Aqueous Solutions of Salts in 
General. — ^The electrolysis of dilute sulphuric acid, described , 
in Art. 181, may be tc^en as the lype of the electrolysis of 
metallic salts in all cases where secondary reactions are not . 
set up, that is, where the ions or travelling elements of 
decomposition do not react upon the general mass, of ihe 
electrolyte at the region of their liberation. As examples of 
salts showing this difference, we may take sulphate of copper 1 
and sulphate of sodium. On electrolysing sulphate of iXfppee 
(CuSO^) dissolved in water in an imdivided cell between 
platinum poles of not too small a size, nothing but copper 
appears at the ~ electrode, while oxygen is set free at the + 
electrode: the whole becomes acid. If the electrolyte be 
divided into two by a porous diaphragm, the copper gradually 
disappears from the solution at the kathode end as it is depo- 
sited, while sulphuric acid appeax^ &\» ^<& «sxode^ where t&e 
oxjrgen is beii^ liberated. "But (jam^^Mb c»j»^^^«Q5fi§as^ 

f See Ai3ipeDi^K«1^ 
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acid and water) the quantity of sulphuric acid there appearing 
is less than equivalent to the liberated oxygen. This appears 
to show that water is simultaneously decomposed, and that the 
hydrogen liberated at the — electrode, or kathode, at once re- 
acts upon the sulphate of copper to reduce it and add the metal 
to the kathode and form sulphuric acid. So that even here 
secondary action is not wholly absent. On electrolysing 
sulphate of sodium (NagSO^) in water, the inverse secondary 
action takes place. The oxygen and hydrogen are evolved at 
the respective poles in equivalent quantities (16 : 2 by 
weight, 1 : 2 by volume) as though water alone had been 
electrolysed; but if the porous wall be introduced, the 
kathode cell becomes alkalme, and the anode acid — showing 
that the sulphate of sodium has been decomposed, and that 
the hydrogen is in part to be reckoned to the action of the 
sodium on the water. 

Na+HaO=:NaHO + H. 

190. The electrolysis of hydrate of potassium or sodium in 
dilute aqueous solution also gives a result as though water 
alone had suffered decomposition. 

Anion. Kation. 
2NaHO=:2Na+2HO 

and2Na+2HaO=2NaHO+H2 (1.) 

aiid2H0+ H80=2H30 +0 (2.) 

In words, the ions are sodium and peroxide of hydrogen, 
though neither of these appear, because the sodium decom- 
poses water, liberating hydrogen (equation 1), and the 
peroxide of hydrogen, together with water, forms more water, 
and liberates oxygen (2). Accordingly, if the electrodes are 
separated by a porous wall, the anode cell becomes dilute, 
and the kathode cell more strongly alkaline. 

191. If the electrodes are- very small, and the current 
strong, the whole of the strength is'conceritfated on a small 
space, and the result is that the tension is so itotereased that 
both sodium and salt are decomposed together, and the 
bubbles of hydrogen disturb the metallic deposition. 

192. The development of free acid and free alkali, during 
the electrolysis of sulphate of sodium and. ^VtcSlot \iaJ^^\s\^ 

he well shown by dividing the elec\.ro\^\Ci c^ ^»^ ^^^ 
bjra porous wall, and adding a litfl© soVvjAivoTv dl \yVto^^ ^'^ 
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both diTisions. A drop or two of acid ia addeJ to tma eoSH, 
and & drop of an alkali to the other. The first becomes red, the 
second a clear blue. OapluugLDgtbeplatiuumkatbodeiutotha 
acid or red solution, and the anode into tlie blue or ii.llrii.lini* 
Bolution, a change soon manifests itself. The red becometi 
blue and the blue red, owing to the free hydrate of sodium 
developed in the former and the free sulphuric in the latter. 
On reversing the current the original colours are restored. 

193, Hydrochloric acid gaa dissolved in water forming 
the lir[uid usually called hydrochloric acid, - yields, whea 
electrolysed, hydrogen at the — electrode, and either chlorine 
or oxygen, or a mixture of these gases, at the + pole, accord- 
ing to the strength of the acid. Very dilute acid yields 
nearly pure oxygen. Strong acid of the strength wlucli it 
generally has in commerce, or that which is got by diatilling 
the commercial acid, and which contains about 20 per cent, 
of HCi gives pure chlorine at the anod& By an arrangement 
similar to that described in Art. 181 for the preparation of 
detonating gas, the elements of H and CI are obtained in 
exactly the proper proportion to form HCI. It is necessaiy, 
however, to use as an anion a carbon electrode, since chlorine 
liberated upon any metal whatever attacks it. If more 
dilute hydrochloric acid is electrolysed, the freed chlorine is 
oxidized by the freed oxygen to chloric and perchloric acid. 

194. The electrolysis of the aalt of a. metal which is not 
easily oxidized b beautifully shown when a weak solution of 
acetate of lead is electrolysed between platinum wire elec- 
trodes by a couple of 
Grove's cells. Such a 
cell being illuminated 
irom behind may be 
imaged on a screen, and 
presents the appearance 
shown in fig. ISO. 
Bubbles of oxygen arise 
from the + pole, whila 
from the •• fern-shaped 
fpro'vrtha of metallio lead 

^QQ^i w:t^»a 'Oca ^)£>&. 
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The first "fronds" on touching the oxygen are burnt off at their 
tips, but by-and-bye others follow in such mass that the 
interval is bridged over, metallic communication is established, 
and electrolysis ceases. If, before this ensues, the current is 
ieversed, that is, the kathode is converted into the anode, and 
vice versd by altering the connections with the battery, the . 
oxygen ceases on a and the metallic growth commences there. 
The lead upon b is seen to dissolve away from the points 
backwards. The oxygen which is emancipated then unites 
-with the lead, and the oxide of lead so formed dissolves in 
the free acetic acid, which was one of the products of the 
original electrolysis, and which is present at any given time 
in quantity exactly equivalent to the quantity of metallic 
lead free at the same time. It is only when the whole of the 
lead on b has been thus dissolved off that bubbles of oxygen 
b^in to appear at that pole. It is necessary that the battery 
power be not too great, else hydrogen is evolved at the 
kathode along with the lead, owing to the simultaneous 
decomposition of the water in such quantity that it does not 
meet with sufficient lead in its immediate neighbourhood to 
reduce, and some of the gas escapes as bubbles, which inter- 
fere with the regularity of the metallic deposit. Peroxide of 
lead is sometimes formed on the anode. 

196. Silver, when deposited by electrolysis from a solution 
of nitrate of silver (about 15 grains to the oimce) appears on 
the kathode as long, delicate needles. If the solution be 
rather strong, and especially if the action be reversed two or 
three times, a solid growth appears on the anode along with 
the gaseous oxygen. This is dioxide of silver (AggOg); it 
appears as black, extremely attenuated needles of veiy rapid 
growth and great brittleness. They shoot out, and encoun- 
tering the growth of silver from the kathode, are quickly 
broken. Many of them fall, indeed, by their own weight, for 
they have no substantial connection with the anode. 

196. Copper and iron and gold, wlien deposited under 
similar conditions, appear as rounded fungoid masses of no 
distinct crystalline form. The indescribable beauty o€ tk^eisa 
phenomena of electrolytic deposition may \)e x^^^i^y ^\?\^a&^ 
under an ordinary achromatic microscope. A. ^ico^ ol "Ck^^ 
juetaJJio solution being placed on tlie object, ^\^\«> ^"^ '^'^ 
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microscope, two of the finest pieces of platinum wire are 
introduced into it, and then connected with a couple of 
small Grove's cells. The process is best seen when the field 
is viewed by both transmitted and reflected light. 

197. By means of electrolysis an insight is got into the 
molecular construction of certain compound bodies which it 
would be otherwise difficidt to attain. Thus, acetate of potas- 
sium KC2H3O2 is divided by electrolysis into K + COj + CH3 : 
the potassium of course reacting upon the water present, and 
forming hydrate of potassium under the liberation of hydro- 
gen. The carbonic acid and methyl appear at the anode^ 
and the former may be removed by caustic potash. It was 
thus that the body methyl was first obtained, and the con- 
stitution of the acetates determined. This view of their 
constitution was confirmed by the synthesis of the acetate of 
sodium by the direct union of carbonic acid with a compound 
containing zinc, sodium, and methyl, got by treating zino- 
methyl with sodium. Valyl (C^Hg) has been similarly got 
by the electrolysis of valerate of potassium. 

The constitution of the sulphovinate of potassium has been 
determined in like manner. The formula of this body is 

and the question whether the molecule of ethyl (CgHg) is 
electro + or electro - in regard to the whole body; in other 
words, whether the salt contains a double base or a double 
acid appears to be decided in favour of the latter by electro- 
lysis; for on electrolysing the salt between zinc electrodes, or 
with the kathode of platinum and the anode of zinc, 
hydrogen is evolved at the kathode and sulphovinate of 
zinc is formed at the anode. 

198. Chemical Decomposition by high tension Discharge; 

— ^We may now add one more link, connecting high tension, 
or frictional electricity with voltaic electricity, and so confirm 
the notion that the two kinds are essentially identical. Let 
two fine platinum wires be fused into two glass tubes, so that 
their ends only just peep out of the glass (fig* 151), and 
let one be connected with the + and the other with the*^ 
conductor of an electric machine. "Let tha two be immersed 
in well-boiled water slightly acidi^^^L. Oia. ^^1:1.^^0^.% ^^^-aiSsa 
across the interval, hydrogen a\>\iew:^ «*^ ASti^^j^^ ^tss^rsJ^^ 
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\rith tliQ— conductor, and oxygen at th&t connected with 
the prime conductor. The lado of tho 
two gases is, however, far from that 
in which they occur in water, for the 
volume of the hydrogen is about three 
times instead of being exactly twice 
that of the oxygen. Bearing in mind, 
however, that we are here dealing with 
high tension electricity, that is, with a 
kind to which the galvanic current 
approaches when t^e resistance is gr 
and the poles small, we cannot but 
adnut that the deficiency of free oxygen 
may be reasonably attributed to the for- 
mation of ozone or peroxide of hydrogen 
(Og or HjOj) as we found to be the 
case when voltwc electricity passed 
between very small electrodes. Fig. 151- 

199. This relation is further confirmed by making a series 
of sparks pa^ along a strip of blotting paper one-half of 
which is coloured blue by litmus and the other yellow by 
turmeric, the whole being isolated on a glass plate. If the + 
conductor be in contact with the litmus, and the — with the 
tnrmeric, the former turns red and and the latter hrown when 
the whole is moistened with sulphate of soda. Actual con- 
tact with the conducting wire is not' essential. The wireB 
may be sharpened and brought within an inch of the ends of 
the papers. The point discharge which then enBues effects 
the same decomposition of the sulphate. 

200. Electrio OsmoBe, tmd HigrstioB of the Jons. — 
Let a narrow glass cell A (fig. 152) be divided by a wall of 
porous earthenware B, and let electrodes of platinum-foil C 
and D be connected with Zn and Pt, the respective poles of 
■ 10-cell Grove's battery. Place pure water in the cell A, 
so that it stands at exactly the eame level in both divisions. 
Scarcely any gas will he evolved, the water being so bad a 
conductor. But in tho course of a few hours, the water 
around tho - pole will be found higher thantliafc siGasAywa 
i-pole (2). With dilate sulphuric acid, or ssA'jWAei ol las^"^^, 

iio amoimt of eieetroJysig is very muiili gteaiwi, \s«*' "^^ 
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;! is found to be lesa, while with alcohol and 
, other liquids, which ctm- 
duct even worse than water, 
the passage towards the — 
pole is greater. A series 
of exact experiments have 
been made with the appa- 
ratus shown in fig. 163, 
which exhibits all the parts 
as though they were trans- 
parent. The outer cylinder 
A is open at the top. B 
is the anode in the form 
of a cylindrical sheet of 
"^ ^ platinum (or in the case of 

Fig. 152, alcohol, copper), C is a 

cylindrical porous earthenware cell, fastened above to a short 
cylinder of glass E of the same size, which carries a cork P. 



^^^ 




Rg. 153. 
trough tbe cork F passes a ■pia.tuwiitt Vat, ■^toHwAeSL ^vira. 
vntact with the cork by being tuseA in.\a «. ^»b» ^iNi»i,wiA 
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carrying below the copper or platinum kathode D. Through 
ihe^cork F also passes a tube G, whose inner end dips into the 
liquid in the pwous cell. On connecting the electrodes with 
the battery, as indicated by the signs, the current passes from 
B to D, and the liquid moves with it. The whole of the 
porous cell and glass cylinder, up to the cork, and the tube 
G, being perfectly full, the quantity of liquid which escapes 
from C is the same as that which has been moved by electric 
osmose. The gas is evolved in the case of alcohol or sulphate 
of copper, and an exceedingly small quantity in the case of 
water : such gas (H) may be collected and measured if neces- 
sary. It is foxmd that the amount of electric osmose is 
proportional to the current strength of the battery, and that 
it is also proportional to the resistance of the liquid. The 
total quantity of electricity which passes through the cell 
may be measured by interposing a cell of sulphate of copper 
in the circuit, and weighing the quantity of metallic copi)er 
deposited upon the kathode of the interposed cell. This 
method of determining current quantity will be considered 
in Chap. IV. 

201. The migration of the ions during electrolysis is 
measured in the following way: — ^A and B (fig. 154), are two 




Kg. 164 

similar cylindrical glass vessels for receiving the liquid to bo 
examined. These being filled \^ith the liquid, a syphon tube 
D is inserted so as to connect the two, and the air is drawn 
put of D' until it is full; the tap K is then turned off*, so 
that the syphon remahia full, and the leveV oi \)aft \\c^y^\sl 
A and B is of course the same. C ia a ceW oi ^\\\^^^ ^"^ 
copper, Imving two platmnm electrodes, on© oi \5cLe\si i;^>)\i^^^^ 
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of known weight. H and G are also platinum electrddeSy 
and the whole are connected together and to the battery Ft^ 
Zn, as tlie figure shows. The current passes from Pt to F, 
to E, to G, through the syphon to H, and so to Zn. 

After the current has passed for some hours it may be 
disconnected, and the tap K opened, \whereupon the liquid in 
each Icfj; of the syphon falls into ifla respective vessel. If 
A and B are filled with sulphuric acid and water (Sp. Gy. 
ril6), it is found that for every graiik of copper deposited 
on E, there are 0*2754: grains of sulplkuric acid (Hg^O^) 
migrated to the cell C, or for each equivalent of copper 
there have passed 0*18 equivalents of HgSCD^. On substitut- 
ing hydrate of sodium, NaHO in solution Vof the Sp. Gy. 
1*06), for one equivalent of deposited copper |fchere are found 
to be 0*16 equivalent of sodium (or hydrate of sodium) 
transposed to A. 

202. Let now both A and B be filled witli sulphate of 
copper of the specific gravity of 1*09. It hasi been found 
that for every equivalent of copper deposited owl E (or H), 
0*18 of copper, as sulphate of copper, had passed mnto A. If 
the electrode G be of copper, its being oxidized anH dissolved 
caused as much as 0*36 equivalent of copper to pfuss as sul- 
l)hate into A, for every equivalent of copper depoalited on E 
or H. More copper is therefore always deposited om H than 
reaches A by the travelling of the sidphate, and thjis is true 
whether G be of platinum or copper. If G be of Jplatinmn 
both cells lose in dissolved copper, because in A morje copper 
is deposited than reaches that cell by travelling through the 
syphon; while there is nothing to replace the loas which 
B thus experiences. K, now, G be of copper, tlJe liquid 
in B becomes richer in copper as the electrolysis proceeds, 
because for every equivalent of copper which is deposited 
on H, an equal amount is dissolved off G, and th is is not 
counteracted by the lesser' quantity which travels tthrough 
the syphon. I 

203. Electro-plating or Galvano-plastic. — ^The ^overing 

of a body with metal by the galvanic current, isl usually 

effected from one of two purposes: either by protecting a 

baser metal with a nobler one to sbMili tlaa fcroi'et ^oxa. eon- 

rosiouj and to give to tbe -wliolo t\xft wg^^jc^aa^ c^ ^ife\xl'^ 
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made out of the. nobler metal. This may be called electro- 
plating. Or by depositing a coat of metal on one object to 
obtain an exact metallic impression of the object. This may 
be called distinctively galvano-plastic. For the first of these 
— electro-plating — ^the object is only effectively attained when 
the deposited coating is firmly fixed upon the object; for the 
latter, subsequent separation must be kept in view while 
preserving such close contact between the coating and the 
object, that the finest lines of the original are reproduced. 

204. It is of course essential that the surface of the body 
which has to receive the electro deposit should be a conductor. 
Metallic objects to be plaited should be scoured with caustic 
soda to remove grease spots, then with water to remove the 
alkali, and lastly, they should be momentarily dipped into 
nitro-hydrochloric acid to remove any metalUc oxide, and 
immediately plunged into clean water, which should be 
renewed a few times. The roughness of the surface 
produced by the corrosive action of the acid is favourable to 
the adherence of the film. Let us suppose that it be desired 
to plate with silver a copper fork. A solution is made 
' consisting of 100 parts of water (by weight), 10 parts of 
cyanide * of potassium, and 1 part of cyanide of silver : a 
clear solution is thus obtained, which is placed in a jar A (fig. 
155). A metal rod B is placed across the rim of the vessel 
A, and from this the fork is hung by a metal wire which may 
be covered mtk wax aU over, ex^pting where it is in oontai 
with B and the fork. C is a rod similar to B, and from it is 
hung a silver plate D by means of a silver wire. B is con- 
nected with the Cu and C with the Zn poles of a Daniell*s 
cell having large siurfaces, so that there may be as little 
resistance as possible; and to this end the connecting wires 
are as short and thick as convenient. Silver is deposited 
upon the fork, and the released cyanogen dissolves a precisely 
equal quantity of silver from the + electrode, which is the 
silver plate. Hence the liquid remains from first to last of 
uniform strength. The fork is from time to time turned, so 
that back and front are in their turn nearest to the + electrode, 
for the deposition is thickest on the side neaice^fe \ici \Jaa.\» Y^'^* 
Jf spots appear on the fork where tlie eitvet \a ycDl^'^'^^jJ^ 

• Or ferrocyanide of potassiunu 
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deposited, it is taken oat aod the parts sccmred with clean 
Que sand and water. The attachment of the wire to the foik 
is from time to time shifted. In the course of one or two 
days, depending on the strength of the Daniell's cell, ths 
pi'ocess may be complete, Aa a rule when — as in the above 
case — 'the exposed surface of the deposit should be smooth, it is 
advisable to employ an alkaline solution. Copper, for instance, 
in a solution of nitrate of silver covers itself with an inco- 
herent film of silver which is porous, and this independent 
action interferes with the consistency of the electro^Iepo8it, 
A few drops of sulphide of carbon (CS,) stirred up witt the 
double cyanide for some unexplained reason causes the 
silver deposit to be formed with a bright surface. The more 
gradually the deposit is formed the tougher and softer it i&' 




Fig 155. 

205. The elecfro-deposition of gold is generally ef!eeted 

from one or othe of the foUowmg solutions; — the double 

chloride of gold and sodium di^'solved in soda; chloride of 

gold dissohed with ferrocyanide of potassium; sulphide of 

gold dissolved in sulphide ot potassium. The most generally 

useful solution contains 1 part (by weight) of dry chloride of 

gold, 2 of fcrrocyanide of potaaaiwin, ttod lOQ (jE "Hatec. This 

eoltttion serves for gildii^ ailver, co-p^iet, \iTOsa, >OTOTaB>, , 

German silver, steel, and iioB. to gii^iiv>'i!wa^'''''^'^'°*^^ 
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mnak first receive a coating of copper. The deposition of 
'hath silver and gold is accelerated by warming the bath in 
"which the electro-plating occurs. To electro-plate with plati- 
num, a solution is made of chloride of potassium and platinum 
dissolved in caustic potasL 

206. Copper, lead, tin, and zinc are also advantageously 
deposited from alkaline solutions when, as in the case of electro- 
plating, the metallic film has to adhere. The double cyanide 
of copper and potassium; the plumbate of potassium (got by 
digesting litharge in caustic potash); stannate of potassium or 
tartrate of potassium and tin; zincate of potassium (oxide of 
zinc dissolved in caustic potash), are the solutions of the 
jnetals most generally used. Iron and nickel are generally 
deposited from double tartrates of the metal with potassium. 
Nickel so deposited is considerably used at present for cover- 
ing and protecting iron and steel from oxidation. Electro- 
deposited iron is remarkably pure ircmi the substances which 
usually contaminate it (sulphur, carbon, silicon, and phos- 
phorus), but contains a considerable quantity of dissolved 
(" occluded") hydrogen which is expelled by heat. 

207. Leaves, flowers, insects, and other perishable bodies ' 
may be electro-plated, and, if the deposit be not too thick, much 
of the beauty and character of the original is preserved. A 
leaf dipped into a solution of nitrate of silver, and nearly 
dried, and then plunged into a solution of phosphorus in 
bisulphide of carbon, or exposed to the phosphorous acid 
arising from phosphorus exposed to the air, becomes coated 
with a thin film of metallic silver, the metal being reduced 
by the phosphorus or phosphorous acid. This film, thin as it 
is, suffices to convey the current and make the whole surface 
conductive, so that on connecting any part with the - pole of 

a battery, and plunging into one of the metallic solutions 
above described, while Sie + pole is made of the same metal, 
a deposit of metal ensues. Such coatings, if sufficiently thick 
to bear handling, are necessarily destitute of the finer lines 
of the original. In some cases, however, the original sub- 
stance may be removed by burning or an acid withoiit 
destrojmg ihe metal coating, and the latter may \J£i«G. ^^\r^<^ 
ss a mould for casting, or {or a second m^\»]^^'^ ^^^oi^ 
eiSbcted electroljrtically. 
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208. In a variety of cases the object sought is not to 
permanently cover die body (electro-plating) but to obtain a 
copy of it, either a negative (i.e., an intaglio from a relievo or 
vice versa) or a true, positive reproduction. In all cases 
where the original is not " undercut," as in tool engravings 
(not etchings) and bassi relievi, such impressions are easily 
taken without injury to the original. We will suppose that 
the problem is to obtain a copper copy of a bronze coin. 
A copper wire is wrapped round the edge of the coin tightly. 
The wire and the back of the coin are cpvered with varnish 
or wax. The face of the coin is thoroughly cleaned, and 
brushed over with a dilute solution of potash, or slightly 
warmed, or exposed for a moment to iodine vapour. Hereby 
it is slightly tarnished, and the film subsequently deposited 
on it does not form absolutely one piece with the original. 
It is then made the — electrode in a solution of copper (Art. 
204), the anode being also of copper. After two or three 
days the film of deposited copper is sufficiently thick to bear 
detaching. A copper negative is thus obtained, which, on 
being similarly prepared, receives a deposit, which, when 
detached, is an exact counterpart of one face of the original 
coin. The first or negative deposit may, of course, be used 
as a mould for taking castings in. It may receive paraffins 
or plaster of Paris, etc. 

209. In many cases antique coins are considered too 
precious to bear the handling above described. A negative 
mould of them may in such instances be taken in plaster' 
of Paris or gutta-percha softened in warm water. In 
using the gutta-percha it is gently pressed upon the coin and 
not removed till quite cold. The negative impression is then 
brushed over with the finest powdered plumbago (graphite), 
having been previously (if plaster of Paris) soaked in melted 
wax or paraffine. The wire being firmly wrapped jround as 
before, the back is varnished and the metal deposited as pre- 
viously described. 

210. It will be imderstood how copper-plate engravings 
can be multiplied by galvano-plastic. The engraving must 
be covered electrically with copper, and this again covered 
with copper to reproduce the original, or the first impression 

maj- be made in plaster of ¥&xi& ox wjfti ^t^i^rcha. Wood 
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engravings lose aomewhat of their beauty on reproduction. 
D^uerreotypea may receive electrically deposited copper. 
Jn a daguerreotype the darbeat portions are the deepest 
beneath the eur&ce. Although the difference of elevation 
of the parts is almost microscopic, the copper faithfully 
fallows the surface; the deepest parts of the daguerreotype 
are represented 1:^ the h^hest elevationa of the copper 
impression: these take the in^ and produce darkness in the 
print. 

211. Without entering further into the technicalities of this 
beautihil art, there are still one or two points which may be 
mentioned. When the article to be coated is small, and 
time is no object, the battery is sometimes dispensed with; 
the object to be covered is then itself made to perform the 
function of the electro-metal of the battery. An arrange- 
ment of this kind is shown in £g. 156. A glass vessel A, 
containing sulphate of copper, is pro- 
vided with a porous trough round ite 
upper rim, as in Baniell's cell, for the 
purpose of holding crystals of sulphate 
ofcopper; or bags of that substance are 
hung round the edge. In this cylinder 
is a porous one C; or a glass one with 
a battom made of bladder. C is filled 

I with dilute sulphuric acid, and contains 

the zinc cylinder Zn connected by a 

wire with a tray B in the copper solu- 
■ tion, upon which is placed the object 

to be coppered. The action needs m 

further explanation since it is precisely 

the action which takes pUu^e in a 

Daniell's cell, with the exception that 

in the latter the vessel containing the ■ 

copper solution is itself wholly made of 

copper, whereas here the copper i ' 

conducting surfaces resting on B. 

212. Glyphography may be briefly defined as the reverse 
of etching. A metallic surface is covered with wax, which 
is then scratched off where fhadows or outlinea are to w^ij^uc. 
When the metal is fioJdered on to a^nire, aail, i.'faa\iw^\i>^'<^^ 




Fig. 156. 
s only deposited on the 



176 MAGNETISM AND ELIOTSICITT. 

covered, it is made the kathode in sidphate of cajp/per or 
tartrate of iron and potassium, the metal is deposited on the 
exposed surface, and not on that wax-protected. On washing 
the wax off with turpentine and alcohol, an embossed 
engraving, or rather relief resembling a wood-cut, is obtained. 
The parts of the plate exposed are raised : they take the ink 
and produce lines or shadows in the impression.. 



CHAPTER IV. 

MEASUREMENT. 

213. "We are now sufficiently familiar with what may be 

called the origin and general nature of the galvanic cuiTent 

to study its measurement. It must be borne in mind that 

the science is comparatively so new, and its phenomena so 

unfamiliar, that its nomenclature is largely borrowed from 

those of other branches of science. Analogies between 

different classes of facts are both useful and perilous. They 

are useful, indeed invaluable, in aiding the mind to get a 

conception of the unfamiliar, by referring it to the familiar : 

perilous because it is rare that any two physical analogies 

are perfect, and because if, as we are natumlly inclined to 

do, we seek to trace analogies too far, and apply the adjectives 

of one branch of physics without reserve to another, we get 

soon bewildered by inconsequent conclusions. 

214. Water Currents through Tubes. — If we accept the 
notion that when the poles of a cell or battery are joined, 
the whole circuit is traversed by a current of what is called 
Voltaic electricity, we may at once examine how far the 
analogies are preserved between this current and those with 
which we are most familiar, namely, the currents of air and 
'Water. Let us consider the flow of water along a horizontal 
, cylindrical tube A filled with fragments of sponge or other 
substances which obstruct the flow. Let one end of A be 
in connection with a limitless reservoir of water, or one in 
which the surface of the water is always kept at the same 
height above the end of the tube, whatever be the quantity 
of water which flows through the latter. Let the sides of 
the tube itself offer no resistance to the flow. Let H be the 
height of the surface of the water above the end of A. Let 
the length of A be I, and its sectional axea a» \fc\i^ \k^ ^'^ 
9 u 
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quantity of water which flows through A in the time t when 
A is empty. Let W be the quantity flowing in the same 
time when A is full of sponge. Then W — W represents the 
deficit in quantity produced by the sponge, that is, the re- 
sistance of the sponge which we may call E,', then R' = "W — 
W. When the height increases, the quantity flowing through 
in a given time, or current quantity, increases in the same 
proportion, so that for 2H we get 2W. We should also 
get 2W for 2H if A were empty, so that 2W-2W' or 
2(W-W') or 2R is the resistance when the height (or 



n 



r.A\v.vriyv.^-iv^-^..T7. 





H 



^Fig. 157. 

pressure) is 2H, and so on. Now it is clear, and also appears 
from experiment, that n tubes exactly like A, put side by 
side, will deliver (H being the same) just n times as much 
water as any one of them. In other words, a single tube of 
sectional area na will deliver n times as much water as a 
single tube of sectional area a, whether all be full of sponge 
or all empty. The total deficit which measures the resistance 
will be ?^(W-- W') or nR\ Again, if n tubes of length e 
each be placed end to end, they will, when empty and non- 
resisting, deliver for like pressure H the same quantity as 
one alone. But if, as before, full of sponge, the deficit, or 
measure of resistance will be W-nW or ^n = W — nW, 
Resistance is here measured by deficit in resultant quantity. 
215. Next, fig. 158 (1), let two tubes A and B, of which 
B has twice the sectional area of A, be full of water and 
similiar resisting substance, and let them be connected at 
their ends by two enlargements which transmit the liquid 
pressure without obstruction. Let there be a pressure in B 
in the direction of the arrow of one gram per millimeter of 
sectional surface. There will be a pressure of one gram on 
every squaxe millimeter of A^ T\vftt^ \nll be half the total 
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preeeare im the A section tbat there is on the B section. 
The same qnantity of water vill pasu through any complete 
section of A or B m the Bame time. Hence we have the 
following; relations. 




Fig. 158. 
Qntmfjty tiuougli A Beeliou= quantity throngli B aectiaa in luna 

Tension or preseore per square imit on A section = tension or 

preuQie per 8qn>Te unit OS B section. #-'< 

Total pressnre on A section^half total presanra on B section, ' 
Sate of ourrent through A section — twice rate of current tbroagh 
Bi«ct)on. 

Precisely BuniUar relations would exist according to the 
irell-kuown laws of hydrodynamics if, as in 
% 158 (2), B has half the sectional area of A. 
. 216. Let ua compare the above with the 
rirculation of a Toltftic. current in a eiogle cell 
drcnit. That which corresponds to the cause 
of the aqueous circulation (the pressure due 
to the height H, Art. 214, or the pressure in 
B, Art. 215), in other words, that which 
rortesponda to tho fluid tension is here called 
electromotive force. We need not consider 
now where it takes its origin. We know, fig. 'l_ 
169, that the current passes in the direction '^^ 
of the arrows, and that it meets with reaistr Fi%. 1S9. 
nw both to ita passa^ through the UqmA, aiA ^^a "^asaw^ 
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through the connecting wire. We know lihat the qnaniiiy.cf 
current passing through any complete sectiQn of the dronit m 
the same time is the sama This quantity measures the cunent 
strength. And here it must be well noted that we have * 
breach in the analogy in our nomenclature. For the carrant 
strength of a Hquid stream, such as a riVer, is usually oonr 
sidercd not as proportional to the quantity of water flowing 
down the whole channel in a given time, but to depend 
directly on that flowing through a unit of area, and is so used 
to express the same condition asYelodty. The current quantilrf ."^ 
of an electric current is strictly analogous with the " VQlume** 
of water which the river pours down. The intensitj' of 
the electric current corresponds to the velocity of the liqaid 
one. 

217. Ohm's Law. — ^Let us by ^ denote the quantily of 
electricity which passes in a given time through any complete 
section of the circuit of ^g. 159. Or, since we may always 
consider the time the same, let q denote the current strength. 
Let e denote the electromotive force of the celL This de- 
pends wholly upon the nature and not upon the quantily of 
the constituents of the cell (just as the aquemotive force 
depends upon the height, and not upon the mass of water in 
the reservoir). Let the total resistance throughout the circuit 
be called r, and let electrical resistance be defined as that 
which, when doubled, halves the current strength, when _ 
halved doubles it and so on. We have then for a single 
cell— 

r 

The resistance r consists of two distinct parts, namely, the 
resistance in the fluid, which we may call jfl, and the resist- 
ance in the connector, which we may call c,.; then 

and therefore ^ e ,^. 

'^7:tz ^^ 

Suppose now a number n of perfectly equal and similar 
cells are joined together, as in ^g, 160 (1), to form a battery 
(in the flg. n = 3). And let the terminals be joined together 
hfr the sofae wire which ioined t^e elepi^t^ pf the sin^ 
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celL And suppose the connections between tte cells offer 
a negligibly small resistance. "We have then, the electro- 
motive force in each cell being the same, a total electro- 
motive force of we. Also the total fluid resistance must be 
nfr, while c^ remains constant. Accordingly, if Q be the 
total current strength— 



Q= 



' ne 



n/;+Cr 



(y) 



Compare fig. 160 (1) with 160 (2). The two figures are 
lettered homologously. The electromotive force which we 
may suppose is exercised at the given surface a (1) is repre- 
sented by the pressure a (2). The cell resistances or fluid 
resistances in (1) are represented by the tube resistances at 
a. The intermediate resistances 66 in (1), which we suppose 
to be very small, are represented by the enlargements /3,/3 
in (2). 




(1.) 




(2.) 



Fig. 160. 

In the abowe battery arrangement two extreme cases may 
be considered! namely (1) when the connecting resistance is 
incomparablylsmaller than the fluid or cell resistance, and 
(2) when the iiuid or cell resistance is incom.i^^x^\A:^ ^Tii^^st 
than the oooaiectiDg resistance. 
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In the first case, 

and from (y) 



In tlie second case, 



o,orr=f„OTq=y. 

, and accordingly Q'=2', 



and tcom (y) 



'/,=o.orr=c„ora=y 
- =n— and accordingly Q"=bi. 



It therefore appears that when the connecting reaktonce 
is very small compared with the cell resistance, there ia but 
little advantage in multiplying the number of cells when 
they are arranged aa in fig. 160. But that when the cell 
resistance is very small compared with the connecting re- 
siatance, the quantity of electricity which passes ia almost 
in direct proportion to the number of cells when so arranged 
Hence, in order to overcome a great estcmal resistance, th»' 
is, a resistance in the connecting circuit, the cells should b^ 
connected as in fig. 160, that is, zinc to copper i alternately- 
Such an arrangement is called on arrangement f(j)r intenfdtf- 
18. Next let U3 take the elementary cell of Apt. 217, ttoi, 
instead of mi 

its plates, 
thing else 
electromotive 

the same 

thoQgh there 

aa many regioi 

electromotive 

side by side, t\ hey no iW 

assist one anoli Jier HaiD-io 

Fig. 161., the neighbouJ.iing vertiw 

tolumns of water in a raservoii- in affecting theki preson (* 

the exit pipe. The extei-nal resistance, we wiltm wpgoK, W 

remain the same. The increase in the size A^ ^ pli^ 
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ance, or rather in a proportional increase in the qnantitj of ' 
electricity they allow to pass through. Hence 



Q= 



^■' e 



n 
_ we 

As before, let us see the effect of increasing the plate size 

(1), when the external resistance is incomparably smaller 

than the internal; and (2), when the reverse is the case. In 

e 
the first case T=f^ and g = - , so that putting Qj for the total 

quantity of electricity 

Jr 

-nq (3) 

In the second casd r = e^^ so that if Qa be the total current 
strength 

nCf 



^2 
In other words; Vhen tte external i*esistance is very small; 
the making the plates n times as big sends nearly ri times thd 
quantity of electricity through the circuit. On the other 
haiid^ scarcely any advantage is derived by increasing the size 
tf the plates if the external resistance is comparatively very 
much the greatest. 

219; Th6 effect of enlarging the plates may be obtained by 
bonnedting the plates of the cells of a battery ii» such a 
manner that all the zincs are connected together, and all the 
coppers (pilatinums or carbons) are together. The circuit is 
completed by joining the family of zincs with the family of 
carbons. Thus, in fig. 162, the cells are shown connected in 
the usual way. In fig. 163, they are connected in the second 
manner; and in fig. 164, three cells, forming a group, are 
connected in the first manner, while the groups themselves 
are connected in the second manner. 

If the ratio between the total external resiatwx(i^\»'\i^ qn^x- 
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come and the resistanoe of one cell is known, the tDaaSxuxon 
current is obtained from a number of cells by so BXTtuoffog 
them in groups that the number in each group is as near as 
possible a mean proportional between the total number of cells 
and the ratio between the resistance of one cell and the ex- 
ternal resistance. And the maximum current is obtained, if 
the external resistance is fixed, by so arranging the cells in 
gi*oiips that the total cell resistance is equal to the connecting 
resistance, • t 




Kg. 162. 

To prove these assertions let us call the arrangement, such 
as in fig. 162, tandem, and the arrangement of £q, 163 abreast 

oirm 



^^ 




Fig. 163. * 

If we take a battery of n cdls, arranged tandem, and take awajT" 
half of the cells, we halve the electromotive force (which, irm: 
tandem, is additive), and we also halve the internal or celX 



n 



resistance. Place now the two tandem halves of - cells eadm 



ofiii*s tkvi. 
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abreast of one another, and connect the zinc pole of one with 
the zinc pole of the other, and likewise the two platinum poles 
together (Gg, 164). The elec- 
tromotive force is now the same 
as in the half battery ; but the 
internal resistance is halved, 
because the size of each plate 
is virtually doubled by being 
connected with an equal plate. 
Accordingly, on breaking a 
tandem battery in half, and 
connecting the halves abreast, 
the cell resistance is made \- 
of that of the entire battery 
ranged tandem. If it be broken 
up into four quarters, which 
are arranged abreast, the in- Fig. 164. 

temal resistance is ^t ^^ *^® original, and so on. In 
general terms, if it be broken up into (n) equal pai-ts, 

the internal resistance will be a —^ of the tandem bat- 

tery. Thus, the internal resistance of fig. 163 is 36 times 

that of fig. 164. Consider now a tandem combination. We 

E 
know that Q = j^ . p, when E is the total electromotive force, 

F, the total fluid or cell resistance, and C,. the connecting 
resistance. Let now the battery be broken into n equal 
parts, and the parts join abreast. The electromotive force 

E . F, 

becomes now — The internal resistance becomes -^ so that 

— 'a 

. E 



Ql. 



n \ 



E 



and since 



If now P^ = C, this becomes Q = — , i \ 

n-\-\ must always he greater than 2, \)y m^\m« ^^^^t*^^ 
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denominator of this fraction becomes as small as possible, 
and consequently Q as great as possible. 

Again, if we have N cells, with which we wish to send 
as strong a current as possible through an external resistance 
C^, into how many tandem batteries shall we divide N ? 
Let the most favourable arrangement be that in which there 
are n groups of m cells each. We wish to find m, and we 
know that 7i m = N. If ^ be the resistance of a single cell, 

the total internal resistance of the combination is ^ — 

n. 

Since, however, we know that for tKe maximum current the 

m 

internal must be equal to the external resistance, C- =X— 

^ wi 

but w = — so that C- ^fr^rr and therefore m = t-?— ^. Ot 

m is the mean proportional between the number of cells and 
the ratio between the external resistance and that of one cell. 

219. The above laws, which are the only ones of Ohm'd 
laws which we need consider, are of gi'eat use in the quanti- 
tative examination of current effects. The three most con- 
spicuous ways in which the quantity of a current is measured 
are : — (1), Its mechanical power of turning a magnetic needld 
in opposition to the directive magnetism of the earth; (2), 
the chemical power of Separating and rearranging the par- 
ticles of liquid conductors; and (3), by the heat produced in 
conductors — ^both liquid ones, which imdergo electrolysis, and 
solid ones, such as metals, which conduct without undergoing 
decomposition. 

220. The Tangent Galvanometer.— Already, in Art. 141, 

we have seen how a current, passing in the same vertical 
plane as a magnetic needle j and either above or below it, will 
deflect the needle out of its magnetic meridian, and retain it 
in its displaced position. We shall examine in the sequel 
the precise relation of such displacement in numerous cases ; 
but here we may assume that a current passing from S. to N". 
above a magnetic needle turns the N. end of the needle to the 
E. Also, if a current passes from N. to S. below the needle, 
the N. end will also turn to the E. In other words, if a 
(current circulates around a needle in the place of the magnetio 
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meridian, the needle will torn out of the magnetic meridian 
and take up a position depending (1) upon the strength of 
the circulating current; (2) its distance from the needle; (3) 
the earth's magnetism. A magnetic needle which is dis- 
placed seeks to regain its former position — one end is pulled 
towards the N. and the other towards the S. pole of the- 
earth. These forces act with the greatest leverage upon the 
needle when it is at right angles to them; that is^ when it is 
forced into a position E. and W 
On the other hand, forces act- 
ing E. or W., to turn the needle 
out of the magnetic meridian 
will act most efiectiyely when at 
right angles to the needle, and 
less and less advantageously 
as the needle becomes more and 
more displaced. By measuring 
the angular displacement which 
the needle undergoes when a 
current passes round it in the 
magnetic meridiau, the ratio be- 
tween the directive magnetism 
of the earth and the repellant 
a-ction of the current is at once 
obtainable. Thus, let a current 
SN" pass above the magnetic 
needle BA, both being in the 
magnetic meridian. Let the 
needle be thereby deflected 
through an angle a, and take up 
a position EC. We need only 
consider the forces on the end JFig. 165. 

C of the needle : for all the others on the same half of the 
needle are similar, and those on the other half symmetrical. 
Since C is at rest, and is acted on only by the directive force 
of the earth in the direction CD, and the repellant force of the 
current in the direction CE», it follows that the resolved parts 
of these forces at right angles to CE are equal and opposite. 
Make, therefore, CH and CF equal to one another (of any 
arbiti'ary length)^ and draw FR and BLD ^ "rv^\» ^\i^^^ *v*^ 
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FH. Then CD and CR will relatively have the respective 
magnitudes of the directive magnetism of the earth and the 
repulsion of the Current. It is clear that the angles CDH 
and RCF are each equal to a. 

.CF=CR COS. «. 
CH=CDsin. •. 
CF=CH 
.'. CR COS. «=CD sin «. 
CR=CDtan. «. 

Or the repellant action of the current is equal to the directive 
force of the earth, multiplied by the tangent of the angle of 
displacement. If , while the earth's magnetism remains the 
same, a second current gives a deflection /3, it is clear that we 
should get 

CR tan. « . 

OR' ■'tan. (i. 

Or this ratio of the repellant effects of the current is propor- 
tional to the tangents of the angles of deflection. Hence 
the instrument is called a tangent galvanometer. If ti^ 
needle be very small, the repellant action of the current is 
directly proportional to the current's strength; so that the 
latter is measured directly by the tangents of the angular dis- 
placement. 

The strength of the magnetism 
of the needle is without influence 
upon the indication; for while a 
strongly magnetized needle is more 
strongly repelled by the current, it 
is also more strongly directed by 
the earth. 

If the needle is of a consider- 
able size in respect to the ring 
around which the current passes, 
the ends of the needle will become 
sensibly further from the current 
after deflection, and too low a read- 
ing will result. If the needle be 
placed on one side of the ring 
Fig. 166. at a considerable distance away, 

^be reading is again faulty, but by excess. . For, as the needle 
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tarns, one end approaches, and the other recedes from the 
ring; and the effect of change of distance on the nearer end 
is greater than on the more distant. It has been shown that 
when the needle is placed from the centre of the ring, at a 
distance equal to one quarter of the ring's diameter, these 
errors eliminate one another. If the current is made to pass 
in succession in opposite directions around two such rings, 
the most favourable conditions obtain, and the most exact 
measurements got. 

Fig. 167 shows the single ring Tangent Galvanometer or 
Rheometer, which can be understood without further expla- 
nation. 

221. The Sine Galvanometer.— Imagine the current to 

have produced a certain deflection in the tangent galvano- 
meter. Let now the ring which conveys the current be 
turned on a vertical axis in such a manner as to pursue 
the needle. The needle retreats further and further, but 
more and more reluctantly, because the earth's magnetism 
acts more and more perpendicularly tp it. At last the 
ring and needle are forced into one plane. The repellant 
force of the current acts at right angles to the needle, while 
as before, fig. 165, the resolved part of the earth's directive 
force at right angles to the needle is proportional to the 
sine of the angle of displacement. And these forces at right 
angles to the needle being equal to one another, it follows 
that the current repulsion is equal to the earth's directive 
magnetism, multiplied by the sine of this angle of displace- 
ment, which is the angle through which the wire has been 
turned. Or the strengths of two currents are to one another 
as the sines of the angles through which this ring must be 
turned to overtake the needle. 

222. Absolute Galvanometer. — Still another form of 
galvanometer is shown in fig. 167, its principle depends upon 
the measurement of the current strength, by finding what 
torsion force is necessary to bring to a given distance of one 
another electro-magnets which are so excited by the passage 
round them of the current that they repel one another. The 
principles involved are : (1), that the torsion of an elastic wire 
is directly proportional to the angle of torsion; (2), that 
'within certain hjnits the magnetic ^QO^eie oi, ^sx ^'^^^Jt^ 
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magnet (see Art. 229) ib proportion&l to the gquai-e of the 
current etrengtb. The current enters at a by the screw 
clamp, thence it passes beneath the circular wooden Btand e, 
alot^ the copper wire a h. It riaea vertically and coiIb ronnd 
a soft iron mass/, which lies horizontal and tangental to 
the axis of the instrument. It passes down and across the 
centre of the board, then rises 
and coils round a soft iron. 
mass f, exactly similar and 
Bimilarly placed to /, but, ou 
the opposite side of the in- 
etrument. Having encircled 
f, the cuirent-hfering wire 
again descends, and carries a 
mercury cup g, through whose 
bottom it passes, and which 
is exactly in, the axis of the 
instrument. The current then 
leaves the mercury by the 
wire i which dips into it. It 
then traverses tte wire round 
the iron m. Thence it crosses 
the instrument and forms a 
spiral round nt', after which it 
passes into the mercury cup A, 
which is exactly below g, and 
so to the binding screws. The 
spirals are such that there 
is repulsion between^ and m, and also between f and m'. 
It is seen that the magnetic pair //is fixed. The pair ntm.' 
is movable about a vertical axis. The system mm' is hung 
by a metal or glass thread k from the rod I, which works 
stiffly through the nut o. The latter carries an arm and 
vernier p, which slides upon the graduated head q. The 
scale, nut, etc., are supported on the glass tube r, which is 
fastened by the cross s on to the plate-glass disc (, which 
rests upon the top of the glass cylinder v, clamped upon the 
wooden base e, resting on levelling screws. - In the side of 
fiis& flat glass window w, through which a vei-tical line of 
I^hi ma^ be focuEsed upoux, & uoiiOT fes^"[«^-^«rtically 




" Fi£. IG7. 



^ VOLTAMETER. 191 

to the mm' system; and thence thrown upon a settle in the 
manner now so often employed. 

When the instrument is used, the upper plate t and the 
system 7nm are removed by lifting v. The edge of w is 
rubbed with bees*-wax to prevent t from slipping upon it. 
The copper wires penetrating the cups, and those which are 
to touch the mercury above are amalgamated, and a little - 
mercury is poured into the cups. Thin amalgamated plati- 
num foU is then pressed into the cups, and mercury is poured 
upon it. By this means the meniscus is concave, and the 
hung wires tend towards the centre of the cups. The upper 
part is then replaced, and so adjusted by turning the plate t 
and the cylinder u that the mirror x is parallel to the window 
Wf when the axis of mmf makes an angle of about 15° with 
that of /f\ The rod I is adjusted so that the wires of m m' 
just touch the mercury; and by the levelling screws ^ is so 
swung that m andy, and also m' andy are exactly opposite 
to one another, and the wires in the centre of the mercuiy 
cups. A slit of light is then sent through w, reflected by x 
on to a screen, and the head o is so turned that the slit is split 
by an arbitrary vertical line on the screen. The reading of 
p is then noted. A current passing through the system 
forces mm' away from. ff. Turn the head o until the slit of 
light is again brought to the mark on the screen. The angle 
through which it must be turned is dii*ectly proportional to 
the magneto-repulsion at that distance. Another current 
necessitates a different amount of torsion to bring the light 
to the same spot, that is, to bring the electro-magnets to 
the same distance as before. The two readings of torsion 
are proportional to the squares of the currents which pro- 
duce the repulsions. The device of bringing the repellant 
magnets to the same distance from one another, gets rid of 
a whole series of sources of error. Many of the laws of 
electro-dynamics may be readily illustrated by this instru- 
ment, and not only may the strengths of different currents be . 
directly compared, but also the absolute magneto-mechanical 
value of the current may be determined, if we know the 
torsion strength of the wire. 

283. Voltameter. — ^That form of galvanometer qc \\^&^ 
flitter which depends upon the measvxtemfeTi\» Qi ^'^ ^jxcl^nsc^ 
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of chemical^ change effected by the electrolytic action of the 
current, is usually called a Voltameter. In Art. 181 we 
have seen how the current from a battery, passing by means 
of platinum electrodes through acidulated water, resolves 
that liquid into its elements. The liquid which suffers 
electrolysis offers resistance, so that when we find a certain 
amount of electrolysis produced in a cell of water interposed 
in a circuit, through which a current of given strength is 
passing, we must not look upon the amount of electrolytic 
products as a measure of the current strength which was at 
first passing, but of that which is now passing. But if we 
interpose a tangent galvanometer, or absolute galvanometer 
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in the circuit as well as the electrolytic 
liquid, we shall find that the amount 
of chemical work done, that is, the 
amount of decomposition effected, is 
directly proportional to the current 
strength as measured by one or other 
of these galvanometers. Fig. 168 shows 
the usual form of the Voltameter. A 
glass tube a, graduated into cubic centi- 
meters, fits into one neck of a WouUf 's 
bottle b. Through the lower end of a 
are fused through the glass two plati- 
num wires c d, which carry two vertical 
platinum foils placed as close together 
as convenient. The bottle b is filled 
completely with dilute sulphuric acid, 
M (? The tube a, being also so filled, is in- 
^ verted into the one neck of b. As 
much acid is then poured out of the 
other neck of b as is about equal to the 
contents of a. On introducing e and d 
into the circuit, the mixture of hydro- 
gen and oxygen collects in a, and, 
Kg. 168. making proper correction for tempera- 

ture and pressure, may be there measured. In order to 
establish the law that a current of twice the strength as 
indicated by the galvanometer always gives twice the 
amount of eJectrolytic producta, and so on, it is necessary 
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to introduce into the circuit some means for bringing the 
current to a certain strength after the introduction of the 
electrolytic Voltameter. One method of doiog this is by 
employing a rheostat or rheochord, which will therefore be 
described immediately. 

224. The Bheostat has its name from the possibility, by 
its use, of reducing the strength of a current till it becomes 
of a certain predetermined strength. This it effects by in- 
troducing into the circuit a resistance which can be increased 
or diminished at pleasure. For the present we will only 
assume that the resistance in a wire increases with the 
length of the wire. So that if we introduce a certain lengtli 
of wire into a circuit, we diminish the current strength more 
than if we introduced a shorter wire of the same material 
and thickness. Let E and B be two perfectly equal cylinder 
'which can turn on horizontal axes parallel to one another. 
The cylinder E is made up 
of glass or other non-con- 
dacting substance. The 
cylinder B is made of 
brass. A Crerman silver 
wire having its end attach- 
ed to the axis of E is wound 
round that cylinder in a 
fine spiral groove, the other 
lialf of which is wound 
round the.- cylinder B in 
the opposite direction, and 
is attached to the axis of B. Fig. 1G9. 

It is clear that the resistance which the current experiences in 
the rheostat is that due to the resistance, of as much of the 
German silver wire as is coiled upon the non-conducting cylin- 
der E, and bridges over between the two cylinders. For on 
reaching the cylinder B the current meets with such a large 
mass of conducting material as to allow it to pass without 
obstruction. On turning E round in a left-handed direction, 
some more of the thin wire will be rolled on to E, and 
through this additional length the current will have to pass, 
and will therefore encounter a greater resistance. On turn- 
ing B in the same direction, an opposite xe^xjiit T£i\xs»\. ^Tx%^^fe* 
9 ^ 
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The current can therefore be weakened at pleasure, up to the 
amount attainable by the introduction of the whole of the 
wire. 

Returning now to Art. 222, let this rheostat, a Volta- 
meter, and a galvanometer, be all introduced into the circuit 
from a battery of say two cells of Grove's. Let the cylinder 
of the rheostat be so turned that the needle of the tangent 
galvanometer points to 45°; and suppose that we watch the 
needle, and when it shows any sign of returning, we diminish 
the resistance of the rheostat, and so favour the strengthen- 
ing of the current, and so keep the needle for five minutes 
at 45°. Imagine that in this time 20*® of mixed gas are 
collected. If we then so adjust the rheostat, that for five 
minutes the tangent galvanometer indicates 63° 30', we 
know that twice the current quantity has passed, because 
tan. 45° = 1 and tan. 63^ 30' = 2 nearly. Accordingly, we 
find that in the second five minutes 40^ of gas have been 
evolved. 

225. The Bheocord is a form of instrument for use where, 
owing to the strength of the current, the rheostat, by reason 
of the necessary thinness of its wire, cannot advantageously 
be used. Suppose the German silver wire ABC, fig. 170, to 
be doubled at its middle B, and to be stretched horizontally in 
two parallel lines between two uprights E and F fastened to 
a board. Let the wire pass tightly through two holes in the 
top of an iron thimble G, and also through two holes in a 
cork in the neck of the thimble. The thmible is filled with 
mercury, and may be slided upon the wires. If it be brought 
near to E, the current which enters A will traverse only a 
short length of wire before it meets the thimble and mercury. 



Fig. 170. 

It will then take the short cut through the mercury to get 
back to C. The distance of wire to be traversed will be 
greater according as the thimble approaches B, One caq 
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use such a rheocord in place of the rheoatat, in the experi- 
ment of Art. 224, to maintain a current of conatant strength 
as measured b^ an intei-posed galvanometer. 

S26. The Voltastat and Voltameter.— It is possible to 
make the current to a certiun extent in- 
terpose, by its own greater or less action, 
a greater or less resistance in its own 
circuit, and thus perform upon itself on 
action somewhat similar to that effected 
by the governor of a steam engine. This 
is effected in the Voltastat or automatio 
rheostat, an instrument which can like- 
wise be used as a Voltameter. A wide 
glass tube T, open at both ends, passes air 
tight through the cork C of the glass 
cylindrical vessel G. Two platinum wires 
p,^ fused into glass also pass through 
the cork, and are attached below to two 
triangular sheets of platinum foil which 
have their apices downwards, and are in- 
clined outwards from the axis of the 
glass. Through the cork also passes a 
tube D. This is open at the bottom, but 
at the outer extremity it is fused so as to 
leave an exceedingly fine capillary open- 
ing. The whole is filled with dilute sul 
phiu:ic acid, so that the platinum plates 
are just covered. The relative capacit es 
of the tube T, and the cylinder glass are 
such that the capacity of T from the 
level of the liquid in G to the top of T 
is about equal to the capac ty of the 
cylinder G from the level of the 1 q d 
to the bottom of the platinum plates. On ( _ ^^S) 
sending a curi'ent from p to p between -^ — 

the platinum poles, the elect oljt c aa r 

accumulates above the surface of the 1 ^u d and wh le omo 
of it escapes through the capillary openmg in D this be ng 
insufficient, the liquid ia forced p the t he T whereby the 
uppeTj wider, and nearer paila of the platiivum ^Is,^ as* \aii 
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bare. The resistance between the poles is thereby increased, 
the current is diminisiied in strength, and less electrolytic 
gas being formed, the opening at D is able to relieve it. In 
a shoi't time a condition of equilibrium ia established, the 
■water in T being of such a height that ita pressnre is exactly 
capable of forcing out sufficient gas through D to teep a 
definite fraction of the poles in action. Further, if by actual 
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bow many cubic-centimeters of the 
gas are delivered through D per minute, 
when the liquid in T stands at a certain 
height, we will know that we have a cur- 
rent of that electrolytic power whenever 
the liquid stands at that height in T. 
The tube T may be thus graduated and 
calibrated, and the strength of the cur- 
rent thus at once determined, the measure- 
ment being of course accompanied by a 
diminution of the current's strength below 
that which it would have.'^thtJut the in- 
tervention of the Yoltastat. 

When used as a Voltameter simply, the 
instrument may advantageously have the 
form of fig, 1 72; the platinum poles are 
then rectangular, and remain totally im- 
mersed throughout. To this end the mano- 
meter tube T should be much thinner, and 
may be advantageously made to dip into 
mercury at the bottom of the acid. This 
enables T to be much shorter. 



CHAMER V. 

ELECTRO-MAGNETISM. 

227. Ali-eady in Art. 142, and in speaking of the galvano- 
meter in Arts. 220, et seq.y we have seen that a current pass- 
ing above from S. to N., and at right angles to a piece of 
steel wire lying E. and W., so magnetizes the wire that its 
west end will afterwards point to the N., just as though a + 
spark had passed above it in the same direction. If we re- 
place the steel wire by a bar of soft iron, the other conditions 
being as before, the iron will become a magnet as long as the 
current is passing. A second current by the side of the first 
will produce an identical eflfect, and strengthen the magnetism 
produced by the first, and so on. A current passing in the 
opposite direction, that is, from N. to S. below the needle, 
will also confirm the magnetization effected by the first 
current. Thus in fig. 173 (1), the current passes upwards 
and in front of the bar; the bar becomes so magnetized that 
the end to the left^ repels the marked or N.-seeking end of 
a magnetic needle, and therefore itself has N.-seeking mag- 
netism. In (2) the same polarity is produced by a current 
which descends behind the iron bar. In (3) we have four 
upward currents in front, and four descending behind. The 
induced magnetism is the same as before, only stronger. In 
order to remember which end of the bar becomes N. -seeking, 
you may suppose yourself to be in the current which enters 
your feet and leaves your head. Place yourself so as to look 
at the bar of iron. That end of the bar will become N.-seek- 
ing which is on your left hand. Instead of employing 
separate currents, let the ends of the wires be ^ovxve^ ^& \st V^^ 
so that one and the same current encircVea t^e to^Ssv ^ ^^^:tA. 
The same polarity ia produced, for til© same exA oi "^^ ^^ 
- onjroiir right hand continually as you avnm m>3tL^ q.mx^'so. 
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and with the current, and keep your face to the rod; and 
this not only when you pass up and down, but also as you 
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Fig. 173. 

continually are turning head over heels around the rod. The 

spiral formed in this way is 

shown more clearly in fig. 

S 174 (1). If, on the other 

hand, we suppose the currents 

to descend in front of the bar, 

and to ascend behind it, and 

to be joined as before to one 

^ spiral current, then fig. .174 

(2) as we swim as before in 

and with the current and re* 

gard the bar, the N. being on 

Tig. 17£ our left hand will be on the 

right of the figure. The current, passing from left to right 

in both figures, passes {^g, 174) along a left-handed spiral or 

(ir in £g, (1), a right-handed spiral in fig. (2), and opposite 

iritjr h the conseciuence, Tba -ni^o^AMMcAad. ^^iiral is fiur 
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more common in the arts than the left-handed spiral. Screws 
for wood or for cork have to thrust forward as they are 
turned round. Using, as most of us do, our right hand for 
this purpose, we get a greater leverage upon the handle of 
the tool if we turn our hand in the direction of the motion 
of the watch hands, for we have our' hand then applied at 
two parts as wide apart as possible, namely, the inner edge 
of the thumb, and the outer edge of the palm near the little 
finger. If we try to turn the tool in the opposite direction, 
"we can only grasp it between the edge of the thumb and the 
neighbouring edge of the fore finger, which, being nearly 
opposite to one another, give little moment to the couple. 
Hence it is that screws, spirals, or helices are called right- 
handed when they are like that of fig. 175 (a), left-handed when 
like that of fig. 175 (6). It is easy to draw a right-handed 
screw or helix by making a heavy down stroke from right to 
left, concave side upwards. If we oommence by making a 
heavy down stroke, concave side upwards from left to right, 
we naturally fall into the fashioning of a left-handed spiral. 

The magnetic polarity indiiced in the soft ii'on may bo 
summed up as follows. If a current 
passes around a bar of soft iron in a 
right-handed helix, the end of the 
iron where the spiral quits it becomes 
N. -seeking. 

It is seen that left and right- 
handedness of spirals are essential 
qualities, that is, the one is not 
changed into the other by turning 
round. They are symmetrical, not (a) 
similar. They are like left and Fig. 175. 

right-handed gloves. The glove of the left hand will not fit 
the right hand unless turned inside out. So a right or left- 
handed spiral becomes left or right-handed respectively, when 
turned inside out. 

228. Further, remembering the rule of polarity in Art. 
227, it appears that if a current passing down a right-handed 
spiral from left to right makes the right end of tiie rod N.- 
seeking; if it pass down the same spiral from right to left, 
it makes the left end N.-seeking. Again, if -v^ nh:^^ %.^\i^ 
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round a cylinder in a right-handed spiral, from the end A to 
the end B, and keeping the winding continuous w6 bring it 
back from B to A (as on a reel of cotton), the return spiral 
is left-handed. Since now the current passing from end A 
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Fig. 176. 

to end B along a right-handed helix makes B N.-seeking, and 
in passing from B to A down a left-handed spiral, it makes 
B N.-seeking again, the two parts of the current assist one 
another in magnetizing the iron with identical polarity. So 
that if the iron be turned round on its axis, always in the 
same direction, the wire may be spun on it from end to end 
and back, or heaped in manifolds at any places; the eSect is 
cumulative, provided that the wire is not allowed to be in 
metallic contact with itself or with the iron. If only one 
helix is to be used the wire may be naked, but the iron must 
be covered with some non-conducting material such as cloth. 
If many folds of the wire are to be applied, the wire itself is 
spun over with cotton, which is then varnished with shell- 
lac vamisL Wire covered with gutta-percha or other in- 
sulating material, such as is used for the electric telegraph, 
serves perfectly for making electro-magnets. The coil of wire 
may, for many purposes, be advantageously wound upon a 
brass or ebonite cylinder, into which the soft iron core fits 
rather closely. If two such cores are placed parallel to one 
another, and fastened at their lower ends to a third cross- 
piece of iron, each core may be encircled by a coil, and the 
two terminals of each coil may be so connected with one 
another and with the wires ixoiOL \Saft \i«L\»\fcT^,^^ ^S^'^t to 
cause like or unlike polarity at t^'a is:^ «'cl^ ^^ "^^ ^^t«e^ 
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Thus, in fig. 177, if the terminals of the coil around E are 
a and b, and those around F are c and d; and if the platinum 
pole of the battery B is joined to h 
and the zinc end to a, the free end 
of E becomes S.-seeking. If a be 
joined to c, and d to Zn, the free 
end of F becomes also S.-seeking; 
but if a and d are joined, and also c 
and Zn, then the free end of F be- 
comes N. -seeking. When arranged 
in the latter manner the electro- 
magnet exerts an attractive force far 
exceeding that of the most power- 
ful permanent magnets. Many 
hundredweights are supported by 
an electro-magnet, weighing twenty Fig. 177. 

or thirty poimds, and the phenomena of diamagnetism are 
easily shown. Electro-magnets are also advantageous for 
imparting permanent magnetism to steel bars. The bars are 
rubbed upon the magnetic poles, in the way which will be 
described in Book II., on Magnetization. It is remarkable 
that while soft iron is so easily temporarily magnetized by 
the current, and steel easily magnetized by contact with the 
BO formed dectrcvmagnet, the Btoel is difiicuUlj and imper- 
fectly magnetized when surrounded by the current alone. 

229. It is clear that the strength of the electro-magnet 
depends upon two variables, namely, the strength of the 
current, and the number of folds of the spiral. It is of little 
consequence whether the folds of the wire are close or separate 
(for the same number), provided the core somewhat pro- 
trudes. If the same coil is employed in the same position, 
and the current strength alone varies, it is found that the 
strength of the magnet (as measured by its attraction to soft 
iron), varies directly with the current strength, while the 
attraction between the unlike poles of two similar and 
similarly traversed electro-magnets varies with the square of 
the current strength. In like manner, if the current strength 
remain constant, the strength of the electro-ma^"&\) 1^\,^^\x^>r.- 
tion io soft iron) variea directly witli tlcie ii\wxi\>et oi i<^^^ ^"^ 
the belix; while the attraction between t\70 e\^QX.xQ-T£i^'S^^*^'^ 
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varies with the square of such number. The magnetization 
of the iron core has, however, a limit, and the above laws 
are only strictly true when the currents are weak, with 
regard to the possible magnetization of the core; or when, 
by the fewness of the folds of the coil, the iron is far from 
magnetic saturation. As the saturation approaches complete- 
ness, the effect of equal increments to the current strength, 
or to the number of folds, fails to produce an equal increase 
of strengtL Every iron bar has a condition of magnetic 
saturation, and the amount of this is proportional to the sec- 
tional area; that is, in a round bar to the square of the 
diameter. Experiment shows that if we wish to excite the 
same fraction of their maximum magnetism in two bars of 
unequal diameters, we must employ currents whose strengths 
are to one another as the square roots of the third powers of 
the diameters. Finally, if we use the same Current (and 
spiral) to magnetize rods of different thicknesses, we find 
that the magnetism is proportional to the square root of the 
diameter. 

230. Sustaining Power of Magnets. — ^The relation be- 
tween the size and shape of the soft iron mass connecting 
the unlike poles with one another (which is called the keeper), 
and the force necessary to pull the keeper off when the elec- 
tro-magnet is excited by a given current, is not accurately 
known. It appears that if we take a given electro-ma^et, 
and employ heavier and heavier keepers, we can support 
heavier and heavier weights which are hung to the keeper; 
and that the maximum sustaining power is reached when the 
weight of the keeper is a little greater than that of the core 
of the electro-magnet. But although the mass of the keeper 
thus augments the sustaining power, the size of the surface 
of contact diminishes it. Thus, a keeper offering a circular 
surface of contact of half an inch diameter wiU carry twice 
as much as one with an inch diameter, if the magnet is toler- 
ably strong. 

23L Sound produced by Magnetization. — If a rod of 

soft iron be magnetized to saturation, it increases to the 
amount of about TfzijjruT^ ^^ ^^ length. This increase in 
length is accompanied by such a decrease in thickness, that 
the volume of the bar remains the same. This latter fact 
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is proved by enclosing the iron bar A (fig. 178) in a glass 
tube B which is closed at one end, but drawn out into a 
capillary tube c and bent down at the other end. The end 
c dips into water which is made to stand at c in the capillary. 




Fig. 178. 

A spiral of wire is wrapped round B, and through this a 
current is passed. The slightest alteration in volume of A 
would be indicated by a rise or fall of the level of the water 
in c. This does not take place, and therefore the bar A does 
not change in volume. The magnetization of the bar is, 
however, accompanied by a sound like the tick of a watch, 
and if the bar be magnetized and demagnetized in rapid suc^ 
cession, a note is produced which may be rendered very 
distinct if the ends of the bar are rested between the bridges 
of a sounding box, as in fig. 179. Here the ends of the bar 



111 uE iiaimii in* nmi.iiuii'iium miitiTiili iinm\rnii"mu;iili tiWktiii>liM' in,Tinf,minini 
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Fig. 179. 

to be magnetized project beyond the glass tube upon which 
the wire is wound. The battery may "be "pAaft&^L Vel «k. ^\^\asi^ 
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room to avoid the inevitable sound of the making and break* 
ing of the contact with the battery. The rapid make and 
break may be effected by fastening one circuit wire perman- 
ently to one pole of the battery, and fastening a steel rasp to 
the other. The second connecting wire is then drawn along 
the rasp, and so alternately completes and breaks the circuit. 
The automatic make and break, to be described in Art. 235, 
may be used instead of the rasp. The purest tones, which 
are in fact the fundamental notes of the longitudinally vibrat- 
ing bar, are produced when the bar is fastened only in the 
middle, and its two free halves surrounded bv coils which 
do not reach one another in the middle. A steel wire, 
similarly encircled, when stretched so loosely that only the 
longitudinal note can be produced by friction, gives only 
this note when magnetized. If suflSciently stretched to give 
also its fundamental transverse note, the latter is also pro- 
duced by the magnetization. 

232. The fundamental longitudinal note may also be got 
from an iron rod, through which (iostead of around which), 
the current is passing. An iron rod is clamped in the middle 
and there fastened to a sounding board. Its ends are armed 
with copper hooks which dip into mercury cups. These are. 
connected by wires to the distant battery where the make 
and break occura. For this effect the rod should be rather 
thin. A similar sound is produced in a hollow cylinder of 
sheet-iron when a coil is placed co-axially with it, inside it, 
and an inteiyupted ciuTent sent down the coil. The note is 
produced whether the cylinder be entire or divided down one 
side. If other metals than iron be used for the cylinder, no 
note is produced as long as the cylinder is quite closed or 
perfectly slit. But if the edges of a slit cylinder of zinc or 
other metal are in contact with one another, a noise results. 
Other metals than iron produce no tone when encircled or 
traversed by the current, with the exception of nickel and 
cobalt, and probably in a lesser degree the other magnetic 
metals. 

233. The explanation of the above phenomena probably 
depends upon the attitude "wloiclo. t\i<& \rt^^a.rly- shaped 

particles of iron endeavour to t«ike, «sv^ ^«2c^i ^x^sssifc^ \si 
taking, when in the iieig\i\>ouic\iOO^ oi ^^ ^xxxx^^i^ ^^ 
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have seen how a piece of soft iron becomes magnetized when 
a current passes across it; we have also seen how a magnet 
tends to set itself at right angles to the neighboui'ing current. 
The current, in passing through the spiral of Art. 231, is 
always nearly at right angles to the axis of the iron rod. So 
that the irregularly-shaped particles of the iron will strive to 
set themselves -with their longer axis parallel to the axis of 
the rod, their shoi'ter axis transversely. As far as they succeed 
in doing this they will make the rod longer and thinner with- 
out altering its volume. In the case of the rod, through which 
the current passes. Art. 232, it is probable that the influence 
of the current is exerted to set the particles with their longer 
axes at right angles to the rod, and so to shorten it. If this 
view be true, the tone produced by the iron cylinder in which 
the spiral is placed should be accompanied by a lengthening 
of the cylinder. The cause of the noise of the split cylinder 
of non- magnetic metal is probably due to quite another cause, 
namely, the leaping across the imperfect connection where 
the edges are in contact of the induced current in the metal 
cylinder. See Chap. IX. 

284. That the axial aiTangement of the particles is the 
most probable cause of the elongation of the iron rod, encircled 
by the current, is proved by employing the particles of some 
magnetic substance in a medium in which they can easily 




\ 




i i 



Fig. 180. 

move and arrange themselves. The magnetic or f oxide 
of iron (FcgO^), got by precipitating a mixture of a sesqiii 
and a per salt of iron by ammonia, when shaken v/ith 
water, arrests almost all light. Such a mbduT^ \a ^ovxx^^ 
into a brass tube D, %. ISO (1), the ends oi A:^^^ \.\xJcv^ «x^ 
closed b/ glass plates^ and tjie tube its^U \a e^xi-wd^^^ ^1 ^ 
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coil. ' A light placed before one end is scarcely visible at the 
other, because the particles of FogO^ are arranged promiscu- 
ously in the tube (1). But when the currenjb circvdates, the 
particles arrange themselves as on (2), which is shown by the 
light becoming distinctly visible. 

235. Automatic Make and Break. — One of the con- 
trivances of the greatest use, the action of Jivhich depends 
upon the development of electro-magnetism — is the automatic 
make and break. Fig. 181 shows the "hammer break." 







Fig. 181. 

The dotted lines are the outlines of the wooden portions 
which serve as non-conducting supports. A hammer HCB 
rests its head upon the metal anvil A, which is connected by 
the wire N (fig. 181) with the binding screw X. The metallic 
shaft of the hammer turns on a pivot in the metal cap C. The 
end of the shaft or h£mdle B is of soft iron, and is poised 
about ^ in. above the poles of the possible electro-magnet E, 
when the hammer head is on the anvil. From Y, the second 
binding screw, a wire encircles the limbs of E in such a 
fashion as to make their ends N. and S. (when the current 
passes), and crosses over to C. The wires from the battery 
being fastened to Y and X, a current starts along Z, encircles 
E, crosses to C and so to H, thence to A and so through N 
to X. The circulation round E converts it into an electro- 
magnet, which instantly pulls B down and so lift H froms off 
A. The current is broken by this gap. The current ceasing, 
JS is no longer magnetic, 1& cfease^ \» \ife ^Xjt^^iXfc^^'S. ^laJJba 
upon A, the circuit is comp\<i^^,'B ^a ^«?^ ^^^'^^^'^^x'^^ 
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80 on. By means of a screw, C may be raised and thereby 
B is raised, so that the action of the magnet upon B may bo 
lessened. This adjustment is so made that B never actually 
touches the magnet. 

236. If it be desired to get a still more nimble making 
and breaking of the circuit, instead of using gravity to 
restore contact, the elasticity of a steel spring is employed. 
Fig 182 shows the current entering at X and circulating 
around the soft iron E, and descending to the brass block G. 
In G is fastened a steel spring H which carries a little block 
of soft iron F, which is pressed to within about -J in. from 
the poles of the magnet by the point of the screw S, which 
works through the metal cap B, to which is fastened the wire 
leading to the other binding screw Y. The circuit is in the 
figure complete. But E being thereby magnetized, drags F 
away from B, and breaks the circuit at G. 




-1 
I 
I 

I 

I 

.J 



Fig. 182. 

237. Electro-magnetic Machines. — ^The enormous power 

of attraction exercised by electro-magnets on soft iron, and 
on one another's opposite poles, when the distance between 
the attracting masses is small, and the perfect control which 
can be exercised over the establishment and direction of 
the current, soon suggested the employment of electro-mag- 
netism as a motive power. This has been done chiefly in two 
ways: (1), by obtaining a reciprocating action similar to that 
of the piston of the steam engine; and (2), by getting at 
once a rotation by attracting successive parts on the circum- 
ferejice of a wheel, and so producing a motion similar to that 
of a water-wheel. The essential parts oS \\i"& TxvajjJtosiL^ ^^ix- 
structed on the drst of these metlioda la Bh.crwTL m^^.'V'^'^* 
Two upright coils A and B enclose at. ^\CV5 \on?^x ^?A^. V^"^ 
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soft iron eylindricol cores C and D, Similar bare E and P 
are fastened by jointed rods to the estremities of the lower 
G which turns around G. The ana of G is prolonged, and 
ia jointed on to the crank of a fly-wheel. The asits of W 
bears an eccentric H which works the rod K backwards and 
forwards. K is armed with two or three blocks which work 
in a slot upon the bed L. This is of non-conducting material 
The slabs are so adjusted that when the current passing 
round one coil has brought the moyable core down to the 
fixed one, the eccentric just moves the slider along so as to 
break the contact through that circuit and establish it in the 
other. In fact, the motion is a close counterpart of that of 
the Eliding valve of the steam engine. 




In the rotary engine, bars of soft iron are arranged around 
the circumference of a wheel, like the buckets of an over- 
shot water-wheel. Electro-magnets are fixed around the 
circumfoTence of the wheel, bo that the soft iron bars, when 
the wheel turns, come as close to ft\6 "^ea cS. 'Oi* Mjwpi^s, 
as possible -without touching. Ite \)«« o^ 'rSX S;s«i-a. iass^\«, 
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^ht in number, and the magnets foiir. Let the wheel and 
magnets be in the positions in fig. 184, where we are sup- 
posed to look at the side of this machine, and only see one 
pole of each electro-magnet. Let the curreait circulate round 
A and B and not round C or D. Then 8 and 3 being nearest 




IFig. 184. 

to these will be attracted most, and the wheel will turn in 
the direction of the arrow. As soon as 8 and 3 are opposite 
to A and B respectively, their circuits are broken, and that 
of C is completed. The bar 4 is then nearest to C and is 
pulled up. When it is opposite to C, the current around C is 
hollow, and that around D is established ; the bar 8 is thereby 
pulled down. When 5 is op- 



posite to D the current roimd 

1) is broken, and 1 and 4 

are ready to he attracted by 

Aand B, whose currents are 

therefore established. The 

making and breaking of the 

currents is automatic at the 

proper places. It is effected 

by three cams on the axis 

of the machine, fig, 185, 

which on passing press on 

ivory wheels D, E, F, which 

are fastened to the ends 

of eprwigs preffaiDg against 

9 




lig. 1^. 
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the ends of the conducting wires. Wh«i the cam lifts the 
wheel it forces the spring away from the corresponding wire, 
and breaks the circuit of the corresponding electro-magnet. 
As long as the wheel is between two cams, the contact is 
maintained. 

238. Other forms of electro-magnetic machines liave been 
devised, but at present they are not in much use. The 
strength of the current is proportional to the amoimt of 
zinc dissolved in tlie battery that is oxidized, and is propor- 
tional to the heat which the oxidation of that zinc would 
liberate. Now, one pound of carbon when bmnit will give as 
much heat as six pounils of zinc. Apart, therefore, from the 
fact that some form of carbon must be employed to reduce 
the zinc from its ore, and that therefore zinc, as long as it 
is burnt in this way, must be very much dearer than carbon, 
there is less potential energy in it weight for weight. On 
the other hand, when carbon is burnt the product of the 
combustion is lost; while the sulphate of zinc from the 
battery has commercial value. Further, the whole of the 
energy of the zinc's combination is found in the current, 
while a vast quantity, say 90 per cent, of the heat-enei^ of 
the coal, escapes by radiation, and in the escape steam of high 
pressure engines, or in the condensing water of low pressure 
ones. Favourable to the electro-magnetic engine is also the 
circumstance that the moment the cii'cuit is complete, the 
zinc dissolves, and, the energy is available, so that the great 
loss while the steam is being got up is obviated. Unfavour- 
able again is the fact that, while steam when used expan- 
sively may be said to act inversely, as the distance of the 
piston from the bottom of the cylinder, while the electro- 
magnetic attraction varies inversely as the square of the 
distance; so that the attraction is only very great when the 
possible range of motion is very small. In the rotary electro- 
magnetic engine, the attraction is of course a differential one 
between the nearest soft iron on one side and the nearest on 
the other of the electro-magnet. Here force appears to be 
lost, but is not altogether, so far as we shall see in magneto- 
electricityj the forcible withdrawing of the further iron tends 
to check the current^ and so diminishes the consumption of 
the aina 
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239. It is indeed the total alteration of tlie attraction 
between two electro-magnets when they are in motion that 
the practical failure of electro-magnetic machines must chiefly 
be attributed. There is no limit to the attainable attractive 
force between electro-magnets at rest even by use of currents* 
of fixed strength. For by increasing the size of the core so 
that it is always far from saturated with magnetism, and the 
number of windings of the wire around it, and so increasing 
also the thickness of the wire, that its resistance remains con- 
stant, the magnetism increases in proportion to the number 
of windings. The attraction between two magnets is the 
product of their individual magnetisms. The attraction, 
therefore, between two such equal magnets is proportional to 
the square of the number of convolutions of the current wire. 
But when the electro-magnets approach one another, as we 
shall see in Chap. IX., each electro-magnet seeks to set up 
in the wire round the other a current which, acting alone, 
would cause repulsion between the two, and which therefore 
diminishes the existing current. The very act of motion 
therefore diminishes the attraction, by diminishing the cur- 
rent strength. This is seen by introducing a tangent galvano- 
meter into the circuit. If, while the current passes, the 
machine be held still, the needle shows the deflexion proper 
to a current of that strength. If sufficient work be given to 
the machine to cause it to labour slowly, the needle turns 
somewhat towards its normal position. If the machine bo 
relieved of work, so that it spins round, the needle turns 
almost back to N. and S., showing that scarcely any cun^eiit 
is passing. Since the current is proportional to the consump- 
tion of zinc, it appears that work done is proportional to the 
consumption of zinc. It appears, indeed, that if, during the 
machine's action, the circulating current vjgre to remain 
constant, no additional mechanical advantage would be gained 
by increasing the number of convolutions of the exciting 
helices. And, further, that the maximum mechanical effect 
is obtained when the machine is doing such an amount of 
-work that the current is thereby reduced just half of the 
strength which it has when the macluiie ia sVAyp^e.^. 

2fO. Eesidnat Magnetism. — ^The aoitei%t\i«i\.\&^'5vV^^c<5t>, 
the Iron, the more quickly does it attain ita \sva3L\TCL^\TCL \£x^^ 
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netic force when a current circulates around" it : and the more 
quickly does it lose its magnetism when the current ceases. 
In no case, however, is either the complete magnetization or 
the complete demagnetization instantaneous. The quantity 
of magnetism which remains after the current ceases is called 
the residual magnetism. It is greatest in amount when the 
electro-magnet is a horse-shoe, and armed with a keeper. As 
the keeper remains on, residual magnetism lingers for a long 
time in the system; but on tearing it off, the magnetism is 
almost entirely destroyed, and is not renewed on restoring 
the keeper. 



CHAPTER VL 

RESISTANCE, CONDUCTIVITY, ELECTRO-MOTIVE FORCE, 

AND THEIR MEASUREMENT. 

241. Linear Resistance. — From Art. 217 et seq, Ohm's 

law, expressing tlio relationship between the current strength 
or quantity Q, the electro-motive force E, and the resistance 

B, is Q = ^ (1), or E-Q R (2), or R = ^ (3). Let us now 

suppose that we have n wires whose resistances are respec- 
tively Rj, Rg, Rg, R„. Let these wires be joined 

end to end, and let the free ends be joined to the poles of a 
battery which succeeds in sending a current, of strength 
Q, through the series, and let the resulting electro-motive 
force be E, which is the sum of the electro-motive forces E^, 

Eg, Eg, E„, in each wire. For equation (2), we 

liave — • 

QR=E 

= Ei +E2 +E5 + + E„. 

=QRi + QRa + QR, + + QR« 

=:Q(R,,+R2,+R3,+ +R«). 

i*. R=Ri + Ra + R3+ + R« (4). 

Or the resistance of a series of conductors joined end to 
end is the sum of the individual resistances. The immediate 
consequence of this rule is, that when the current passes 
along a cylindrical or other prismatic wire, that is, along a 
wire whose sectional area is constant, the resistance offered 
by the wire is directly proportional to its length. 

242. Let now the n wires of Art. 241 be arranged side 
by side, and all one set of ends be joined to one pole, and all 
the other ends to the other pole of the battery. Calling the 
current strengths or quantities through the Te^^^cX^N^ ^Sx'i^ 

Qx> Q>2f %>""j"'Qnf *^6 respective resistaucea ^^^'^^v**^**' 
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K„, and calling Q the total cmrent,^ and R the total resist- 
ance, we have — 

Q = Q, + Q, + + Q«. 

or . 

B Bi B2 Bn 

tint since the attachments are at the same points, the 
electro-motive force for each wire is the same, and the same 

as that for the collective bundle, or E =- Ej^ = Eg = 

:fc 'En, therefore from equation (5) — 

1 = A_ + .L + L + + 1 (6). 

Bi A^ ^a -^8 -^M 

Accordingly, the reciprocal of the resistance of a bundle of 
wires is the sum of the reciprocals of its constituent wires. 
Or, if we define conductivity as the reciprocal of resistance, 
the conductivity of a bundle is the sum of the conductivities 
of its parts. It is clear from the above that if the resist- 
ances of the separate conductors are all equal to one 
another— 

It Ii(^ 
or Ri === ^ ^•• 

B43. We may conceive any prismatic conductor to be made 
up of an indefinite number of indefinitely narrow unit 
prisms lying side by side. The resistance ofiered by a prism 
being inversely proportional to the number of such unit 
prisms which it contains, and this number being proportional 
to the sectional area of the prism, it follows that, when the 
chemical nature and lengths of two wires are the same, their 
resistances are to one another inverselv as their sectional 
areas. If the prisms are similar, that is, if their transverse 
sections are similar plane figures, their resistances, of course, 
are inversely as the squares of the homologous lines of those 
plane figures, that is, if they are cylindrical wires, inversely 
as the squares of the radii, or diameters, or circumferences, 
etc. 
The resistance of a wire (cylrndxicaloic otherwise prismatic), 

accordingly, varies directlj ml\i i^j-a \^Ti^i ^^^ ^^o.^'sts.^^ 

dth its sectional area. 
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244. Suppose, then, a wire of length 1 has an nth of its 
length doubled back on the rest of the wire, and we wish to 
find the total resistance of the folded wire (fig. 186). Let 




Fig. 186. 
the resistance of the oiiginal wire unfolded be R. Let the 
resistances of the two parts of the folded wire be R^ and Rg 
respectively. Let Bf be the total resistance of the folded 
wire. Then R' = Rj + R^ 



"2 



^ = 1 - ? 
R n 

orK,= Il(l-2) 

and %^ = L 
R 2n 

orR- =11 -L 
2n 

.-. R'=R (l-^+ ^-^ 



(7). 



:: n 

Thus, if the wire be folded in half, n = 2, and the expression 
becomes — 

VJ = JR 

If one-third of the wire be folded back n = 3, and we 
have — 

W = lU 
So if -J- of the wire be bent back — 

R' = iR 
In verse] f, if we wish to know liow m\\c\\ iy»[i^^. i^'a.QjOvoj^ 
of the wire must be benf back upon itseV?, m ox^^x ^^^"^ ^'^^ 
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resistance may be diminished in a given ratio, we may argad 
as follows ; — Suppose we wish to find what fraction of the 
wire must be folded back so as to make the resistance 

-th of what it was, so that — = — ^ then from equation 

(7)- 

1 _2^j-3 

where x is the fraction of the lengths required. From this 
we find — 

x = —^3.- (8). 

2(m-l) 

Thus, if we wish to make the resistance \ of its original 
amount m = 3, and therefore x = 2*25, or we must turn back 
of the length of one end. In the same way, it is easy 



2*26 



to find the fraction of the whole length which must be folded 
back in order to get any fiuction not less than ^ of the 



original resistance. 





:^ 




Fig, 187. 

245. If we wish to offer a resistance less than J of the 
original, we may fold the wire in such a way that one part 
of it is doubled, and the other three folded, fig. 187. Let 

j^th of the wire be folded and the remainder again folded in 

its middle. The resistance of the wire when straight beinsr 
R, and calling R^ and Kg *^® resistances of the two parts 
separately, then the joint resistance R' = R^ + Kg — 

=Ril + Ri(4(l-h-I) 

srL^i^ ^^v 

12 n 
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Thus, if n = 3, R' = ^R, as we see at once from the circum- 
Btance that then the conductor has ^ the length, and 3 times 
the sectional areal If w = 5 — 

If n increases indefinitely, the number 5 vanishes by com- 
paiison, and we obtain the value R' = JR, for then the wire 
is simply folded once in its middle point. As before, if we 
wish to know what fraction must be folded down so that 
when the remainder is folded in its middle, the joint resist- 
ance may bear a predetermined ratio to the original resist- 
ances 

R^-i _.3a;-5 
K m 12 a; 



wheace x = 



5 m 



3w-r2 



(IQ). 



Thus, if we wish to make the resistance ^ of that of the 
straight wire, substitute 8 for m in equation (10), and we 
find fic = 3 J or ^-^V^ ^^ *^® ^^® being creased down, .the 
remainder is doubled in the middle, and the condition 
required is fulfilled. 

246. In general terms, if the wire, whose resistance when 

straight is R, be folded so that there are m parts of which 

1 
w — 1 are equal, and the last is -th of the total length, then 

the total resistance R' = R^ + ^^-^ 



w n w-1 \ - - / 



m-1 n 



^B 



mn-2 m+1 
mn {m- 1)' 



Fig. 183. 



(11). 
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This equation, it will be seen, becomes equation (7) or (9) 
according as m is made = 2 or 3. 

247. In the two subjoined figures the circles denote places 
of no resistance, such as are practically furnished by cups of 
mercuiy. "We may suppose the wire to be made up of eight 
equal lengths, whose ends dip into the mercury. The two 
figures show 13 difierent possible combinations from 'which 
others may bo easily deduced. 

(>OH>0-C>CK><>0 ^^ = 1 =1- 
CK><><>-C>0-C>0 ii'=i-s =0-812. 
CK>-CK>C>0<:) R'=H=o-66c. 

o-oocKx:) it'=i5=o-63i. 

(><><>CXD ii'=if=o-40o. 

OOCSD E'=f|=0-271. 

■CKJ n'=f)[=o-oic. 

Fig. 180. 

0-0-0-0-0-0-0-00^-1=1. 
OOOO-O-O-OO E'=ii=o-8i2. 

O-O-O-O-OOO ll'=!»=0-625. 

O-O-OOOO ii'=A=oW. 

CMOOOO ii'=A=o-25a 

CK>0 R'=A=o-06i 

CM) U'=-j?T= 0-016. 



Fig. 100. 

J248» Divided Currents. — liet, a.s m Kt\>. *1^\, ^^x^^Nife ^ 
* mdle of wires of resistancea "B,.^, "Buc^,TB«^>^\ft.A^''^va% ^ai^V 
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their one set of ends fastened to one pole of. a battery, and 
all their other end» to the other. Let the electro-motive force, 
which is common to all, be E. The current will divide and 
pass along each wire in quantity depending upon the resist- 
ance of the wke. Let the total resistance be R, the total 
current Q, and the currents in the individual wires, Qp Qj, 
etc. The electro-motive force is the same for each wire and 
for all, so that 

E=QIl. 

. etc. 
••. Qi = Q| (12). 

it) 
Q,=Q? 

etc. 

Whence the current through any of the branches of a 
divided current is known when we know the total current, 
the total resistance, and the resistance of the branch imder 
consideration. The comparative strength of the current 
in two such branches is independent of their absolute 
strengths, and is got by dividing equation (12) by the next 
one, giving 

Qi=Qi|^'. (13). 

which equation is of the greatest use in electrical measure- 
ment. ' 
249. Potential at different points of a Conductor. — 

Difference of level bears the same relation to pressure in a 
hydrostatic system, as difference of potential bears to electro- 
motive force in an electric one. Again, electric potential is 
directly comparable with tension; for tension is proportional 
to the pressure which is producing it, AccoxSiXi.^^ ^Si "Osi^ 
two extremities of a conducting wire "h.ave \\ie> ^^xjx^ ^oX.^'vi^^^^'* 
the electro-motive forces along that ^ice ^V!^ \>^ ^ojfx.^ «si^ 
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opposite. In other words, there is no resultant electro* 
motive force between the points, and no current passes. In 
all cases, just as in mechanical problems, two equal and oppo- 
site forces may be withdrawn or added without altering the 
conditions; so we may suppose that any wire, through 
which no current is passing, is simultaneously traversed 
by equal and opposite currents. In doing so, we should, 
however, be obliged to lose sight for a moment of the 
generally received "explanation" of current motion, namely, 
difference of potential, which is after all only a mode of 
expression. 

Let a current, of strength Q, pass along a 
conductor ABC, which is made up of two 
parts, AB having the resistance r^, and BO 
having the resistance rg. The total resist- 
ance, R, offered to the current is then 
r^ + rg. Let the potential at A be p^j that 
at B be pi,, and that at C be p^. Then 
the electro-motive force, by dint of which 
Q moves from A to B, is Pa-Pb* The 
electro-motive force in B C ia p,, —pg, and 
the electro-motive force in the whole con- 
ductor is /?„-/?g. Since the electro-motive 
force is the prpduct of the current and the 
resistance, we have 

P»'Pk=r^Q-* W. 

Pk-Pe^r^Q OS). 



'i 




Fig. 191. 



From 



we get 






thence by means of (/3) and (a) 



orpi^ 



-rip. + rap.. 
riPc+r^Pa 



K 



(14.) 



Prom which the potential of the middle point B is known 
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in teims of the extreme potentials and the two resistances 
only. ^ 

Let us take another couple of wires, 
AD, DC, having the respective 
resistances r^ and r^, and joint r,> 
resistance R', and having the same 
potential as before both at A and C, 
which causes a current Q' to traverse ^ ^ 
them. The potential at D or p^ is 
found as before. 



Pd 






In order that pj, may be equal to^^ 
we must have 



Vi Pe+r^ P^ ^ U Pc+^A Pa 

R Z B' - 




' Kg. 192. 



If C be at the zinc end of the battery p^ = 0, whence 
putting their values for It and B' we have 



**a Pa ^ **4 Pa. 

Of rj r^^r^ r^ or ^=^ 

^3 »'4 



.(15). 



That is, the products of the pairs of resistances opposite to 
one another must be equal. 

250. Wheatstone's Balance or Bridge.~If the points B 

and D are joined by a wire, no current will pass along the 
wire when the condition of equation (15) is satisfied, and 
under no other condition. If therefore B and D are con- 
nected with the two terminals of a galvanometer G, fig. 193, 
and A and C with the platinum and zinc plates of a cell or 
battery, the needle of G remains at rest under the above 
conditions. If, say, r^ is diminished, some of the current 
will pass from D to B, and the needle will turn. This will 
be prevented by so increasing rg or diminishing r^, or by 
doing both, that the above ratio is preserved. This ^vea 
HI an immediate and incalculably useful meai^ oi c;QrcK^'d;x\\v^ 
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resistances, and so of measuring resistances by comparison 
with a standard. In the resistance bridge, or Wheatstone 
bridge, the simplest method of use is shown in fig. 194, The 




jPi\ 



Z-T 



Fig. 103. 
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Fig. 194. 

figs. 193 and 194 are lettered homologously. Upon a vsi*.' 
nished wooden board M is stretched a wire r^ r^, of unifor 
thickness and free from flawsv This is usually made ^^ 
GeiTaan silver, because the resistance of this metal is b""^^ 
Vitile ailected by heat. Sliding upon this is an ebonite blo^:^^ 
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€, provided with a pin, which is connected with one pole of 
the battery, and which is kept up by a spring from touching 
the wire, but which may be pressed down so as to make 
contact. The wire To r^ is, say, one metre long ; C carries a 
pointer which slides along a scale S divided into millimetres. 
By reading this scale the relative lengths of r^ and r^ are 
determined. The ends of the wire r^ r^ are soldered to two 
pieces of brass B and D, which are so massive as to offer no 
sensible resistance. A is a similar piece. The galvanometer 
G is connected with B and D, and A is connected with the 
other pole of the cell or battery by the wire a. Between 
B and A is the resistance i\y and between D and A the 
resistance r^ As we do not require to measure the current 
through the galvanometer, but to reduce that current to zero, 
it is usual to use a light astatic galvanometer similar to that 
sketched in Art. 108, and which is more fully described in 
Art. 277. The method of fastening the wires is not shown 
in the figure. 

Suppose w® '''^ish to measure the relative resistances of 
r^ and r^. Make the connections as above. Move C along 
the wire, and at different places, press down the pin so 
as to complete the battery circuit. A place will at last 

be found where the needle ceases to turn, then ~ = i. 

that is, as the length of the wire rg is to the length of the 
wire r^, 

251. Experiments with the Electric Balance. — A few 

instances may here be given illustrating the use of the 
bridge in confirming some of the results given in the previous 
paragraphs of this chapter. If two exactly equal, and in 
every way similar, pieces of wire be introduced between B 
and A, and A and D, the block c has to be put at 500, in 
order that the needle may not be deflected. If the wire BA 
be twice as long as AD, but otherwise identical, c must be 
placed at 666-6. If, while one wire is between A and D, 
two similar wires are put side by side between B and A, 
then c must be placed at 333*3. If the length of a wire 
between A and D is known, the length of a piece of similar 
wire between B and A can be deteimined with accuracy to 
within i(^\^^ of its lengtL If we have two "^wkes^ ^i ^&L^ 
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I 

same material, but of different lengths, l^ l^^ and difl^rent 
diameters d^ and d^ respectively, their resistances are found 
to have th^ relation 

As it is difficult to determine very exactly the diameters 
of very narrow wires, they may be deduced from the weights, 
w^ and if?2» ^^ known lengths 

^-hJl or ^?-^^^« 
w^ I2 d^ d^ w^ li 

whence 



3 



I 



Inversely, the relative diameters of two wires can be deduced 
from their weights, lengths, and resistances. 

252. Unit of Resistance. — In the above examples, resist- 
ances have been compared among themselves; and by such 
simple means many of the laws of resistajice have been 
deduced. For recording resistances, so as to convey a sense 
of their amoimt, it is necessaiy to adopt some standard or 
unit. However derived, the electrical unit is arbitrary, like 
all measures of length, weight, time, etc. The resistance 
offered by a metallic wire varies with the length, thickness, 
temperature, chemical nature, and physical condition of the 
Avire. So that not even equal lengths of platinum wire at 
the same temperature will show equal resistances. If one 
of the two wires be not so thoroughly annealed as the other, 
their resistances will not be equal. The slightest quantity 
of a foreign metal will entii^ely destroy equality. In one 
system of units, a column of perfectly pure mercury, one 
metre high, and having a sectional area of one millimetre, is 
taken at 0°C. as having 1 unit of resistance. This standard 
has the advantage of being always recoverable with ease and 
veiy considerable accuracy. It is only necessary to have a 
tube of uniform bore, to measure the length, and to weigh 
the mercury in it. From these data, and from the specific 
gravity of mercury, the sectioiiaY ar^^ a£ t\\ft column is found, 
And thence, by one of the a\iOve ioicTKxiXsfc,^^ ^K>iG\a ^H. *^^ 
resistance of this column to t\ie i'^'&«2l <iQ\\flxsft. ^1 \ \asL\Kt 
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high, and 1 square millimeter base. A German silver wire 
balanced against this on the bridge will then serve as a per- 
manent unit. 

The unit more frequently used is the Ohm or B. A. unit, 
which is 1*0401 times as great as the metre-millimetre-mer- 
cury unit. The Ohm has been derived from the relation 
between a current, .the mechanical force it exei*ts on a 
magnet, the distance of the magnet and its strength. We 
cannot here describe the method in full which is employed 
for examining the relation. But it may be understood from 
the following considerations. 

It is found by experiment that the mechanical force J 
exerted by a current on a magnet depends entirely upon (1) 
the strength of the current or Q; (2) on the length d of the 
conductor through which the current is passing; (3) upon 
the distance d between the current and the magnet, and (4) 
upon the strength of the magnet m, and that — 

d^'j 
orQ=-^ (1). 

_ The strength m of the magnet can be defined in terms of 
mechanical force, and deduced from the mass of the magnet 
and its rate of oscillation when suspended and thrown out 
of the meridian. 

Further, the work done by a current varies directly as the 
square of the current strength, directly as the resistance 
-which the circuit offers, and directly as the time, or — 



W = Q« r < 

orr = 



W (2). 



Here the work done is measured by the mass of the mag- 
net displaced, and its angular displacement against its inertia, 
. and the directive magnetism of the earth. It is seen, that 
ill the last equation, the resistance is expressed in terms 
of time, work, and current strength. ¥roiiL ^c^'aJkcra. VN>^ 
current strength is expressible in teruia oi ixi^daaSKiR»\. Icrto.^^ 
distance, length, and again mechamcal ioxc^. kae.cit^^s^^l -^ 
to ^ 



226 lUaSETIBH IHD ELECmtlCITT. 

resistance is expressible entirely in terms of weiglit, time, 
and length. Taking 1 second as unit of time, 1 metre 'as 
unit of length, and 1 gram aa unit of weight, an " absolute " 
unit of resistance is obtained by employing the above 
equations, and this multiplied by one hundred million, or, 
in other words (10'), ia the Ohm or B. A. unit, Trom tha 
work done by the current in the experimental wire, tha 
resistance in that wire is fouad, und this resistance ia oon- 
sidered unity when the above measures are units, namely, 
1 second time, 1 metre space, and I gram weight or force.* 
This ia a hundi-ed millionth of an Ohm. A megohm = 1 
million Ohms, a microhm = 1 millionth Ohm. 

It is, of course, requisite that standards of resistaaco 
should be made and kept with the same care as all those of 
length. Failing perfect accuracy in their manufaotore, they 
become empirical standards of resistance just as the standard 
meter, though based upon a measurement of aa aro of & 
meridian b really an empirical length. I know of no 
natuml magnitudes but those of number and angle. 



¥ f T 




laff 



Fig. 195. 

253, Eesistances are generally in the form of coils of Gorman 

silver wire, called i-eaistance coils. The wire is covered with 

silk and rolled on a reel, which may then be steeped in melted 

paraffin. The coUb avo fastened with each tei-minal to a 
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t 

I 

t I 

4 ■ 

brass plate, and these plates are arranged in a line with short 
intervals between each, which may be bridged over by intro< 
ducing brass pins. We may suppose, ^g. 195, the coils to 
have resistances represented by the accompanying figures in 
Ohms. Some of the pins are in their places, and some are 
rejn'esented withdrawn. The resistances represented in the 
figure between A and B is 24 Ohms. The resistance, as 
we shall i see, varies with the temperature, so that the 
resistance can only be correctly represented when the 
temperature is that at which the standard resistances were 
made. 

254. Specific Resistance. — We have hitherto considered 
only the effect upon resistance of variation in the length and 
thickness of the wire, that is, we have supposed the wire to 
be of the same material. To find the effect which difference 
of chemical nature takes upon the resistance, we might, of 
course, examine the resistances of exactly equal lengths of 
wires of equal thicknesses of the two .metals, say steel and 
copper. It is not necessary that the two should be brought 
to geometrical equality if we can measure theii* lengths and 
thicknesses. The former can be done with great relative 
exactness if the length be considerable, the latter may 
generally be deduced most exactly from weight and specific 
gravity. Thus, a steel wire l^ meters long, weighs* «;| grams, 
and has a resistance of 0^ Ohms, a copper wire l^ meters long, 
weighs i(?2 grams, and has a resistance of Og Ohms. Let the 
sectional area of the steel bo a^, that of the copper a^* Let 
the specific gravity of the steel be sp^, that of the copper sp.^,. 

Then ^ = h<^i^Pi \ ^j, ©i _ «^i?a^a 

■ Resistance of steel of section a^, and length ^i = o^ 

. '. Resistance of steel of any length and section _ o^ ^ih^^Pa 
„ copper,, same „, o^ ' ^ah^^Pi 

And so the comparative resistances of metals in the abstract 
have been determined. Taking, then, the resistance o£ ^xc^j 
len^h and thickness of silver wire as "anity, wcA ^n\.^ycv.^V3 
t^ the resistance of the same length and t\ii(ikxL%^^ ^'l ^^\x^ 
Qf miQtber metal^ W0 §et t}ie ppmfio T^^isUi\<>^ ^xo^^-^i ^"^ 
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called of that metal in regard to silver. Making the a 
the electric bridge described in Art. 250, the wire t 
measured is placed at rg, any convenient number of Ohr 
the resistance introduced at r^, and the two resists 
balanced as before described. Taking silver as having 
resistance 1, the following numbers have been deduced, 
column (2) the reciprocals of the resistances or conduotiT 
are given, taking the conductivity of silver as .100. 
column (3) is given the actual resistance in microhms ofi 
by one cubic centimeter of each metaL 



Silver, 

Copper, 

Gold, 

Aluminum, 

Sodium, 

Zinc, 

Cadmium 

Potassium, 

Platinum, 

Iron,.....'. 

Tin, 

Lead, 

German Silver, 

Antimony,. 

Mercury, 

Bismuth, 

Carbon, 



Specific 

resistance 

Silver = 1 

(1). 



1000 

1001 

1-250 

1-786 

2-674 

3-448 

4-219 

4-808 

6-555 

6-946 

7-633 

"12-048 

13-J77 

21 -739 

62-500 

83-333 

1428-571 



Specific 

conductivity. 

Silver = 100 

(2). 



100 

99-9 

80 

66 

37-4 

29 

23 7 

20-8 

180 

16-8 

13 1 

8-3 

7-7 

4-6 

1-6 

1-2 

107 



Absolute ri 

ance of 1 c 

centimete 

njegoho 

(3). 



1-52 
1-61 
2 08 
2-94 

• • • 

5-68 



915 
9 8-2 
13-36 
19.85 
2117 
35-90 
99-74 
1327 



255. Alloys of the above metals generally show a resist; 
greater than the mean of the resistances of their consituc 
An alloy of 2 parts by weight of gold and 1 of silver h 
greater resistance than gold alone, and all alloys of gold 
silver, which are in about this proportion, have nearly 
same resistance. Hence, such a proportion is recommei 
for makiijig standard resistances. Moreover, alloys are, 
rule, less affected in their resistances by change of temp 
ture thaj\ are their constlW-eiiAj^. i^<»oYdin^ly^ and 



account of its considerable resistance, standard coils may be 
made of German silver. 

256. The resistance of a metallic wire increases invariably 
as the temperatue rises, but for equal increments of tempera- 
ture the increase is less at higher temperatures than at lower 
ones. Empirical formulse have been constructed containing 
arbitrary constants which give calculated resistances very 
closely in accord with the experimentally determined resist- 
ances through long ranges of temperature. But at present 
our data are not sufficient to prove that the same formulae 
would serve at the highest temperatures, and so furnish an 
exact pyrometer ; still, calibrated with an air thermometer, 
it may furnish a compact instrument, and exact within the 
range of the latter. The general form of the formulae is 

R = o T^+bT+c, 

in which T is the absolute temperature C (number of degrees 
above - 273) and a, b, and c are constants, different for each 
metal, thus for iron 

R=0-07254T*+0-0038133 T- 1-23971. 

The increase is therefore very considerable. If a platinum 
wire be introduced into a circuit with a tangent galvanometer 
and then heated, the current is immediately seen to be 
Weakened, this is shown by the diminished deflexion of the 
needle. The effect is more marked by making the wire to 
be heated, one of the resistances in Wheatstone's bridge, 
and heating it. after the galvanometer is balanced. It is by 
the latter way that the effect of heat on metallic conductora 
has been measured. (See Chap. X.) 

257. Eesistance of Liquids. — ^We are apt to conceive that 
heat so separates the parts of a solid that electricity cannot, 
Bo readily as before, pass from one part to the next, so that 
the resistance is increased. While in liquids heat, by causing 
the parts to have greater facility in motion, enables electricity 
to be communicated. This conception is, however, probably 
unjust; for heat diminishes the conductivity of the liquid 
mercury. Again, the solid glass when heated below red 
heat conducts freely, although at ordinary temperatures it 
is a non-conductor. ^ The imperfect con.d\XQ\.OT^, ^\vjja. ^& ^^ 
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metallic sulpliides and oxides, conduct better wlien lie 
As long as these compound bodies are not fused they coi 
the current without decomposition, but when fused a po 
of the current passes through them without decomp 
them, but another part effects electrolysis; of rathei 
amount of electrolysis is not proportional to the cu 
strength. If, instead of igneous lique£euH)ion or fusioi 
employ solvent liquefaction or solution, so very little o: 
current passes through without affecting electrolysis 
as we saw in Art. 223, the amount of gas in the Yoltai 
is taken as an exact measure of the current. It seems 
when a feeble current passes through an electrolyte, a 
small part of it may do so without doing chemical work 
that this part is so small that we may neglect it. 
practical (Ufficulty of measuring liquid resistances is 
considerable, because electrolysis so often polarises the 
trodes that the electro-motive force varies very rapidly. 




Fig. 196. 

inay divide a long trough into three cells by means of 
porous partitions. Into one end cell, sulphate of zinc 
an amalgamed zinc plate are put; into the other sul] 
of copper and a copper plate, the zinc and copper plat 
connected by means of a galvanometer, and different li< 
are placed in the central cell. The electro-motive for 
here constant, so is the external resistance. The int 
resistance is made up of the resistance of the sulphs 
copper, that of the sulphate of zinc, and that of the 1 
rmder examination. The effect on the current streng 
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tiie intermediate liquid may be found by examining the 
increase in the current strength, which is brought about by 
, substituting mercury for the intermediate liquid, whereupon 
the internal resistance is diminished. Metallic silver conducts 
10^ times as well as distilled water. It is remarkable that 
the minimum resistance of a salt solution is not found to 
be near^ the point of saturation, but a solution of a certain 
strength conducts better both than a stronger and than a 
weaker one. Thus water has about 746,300 times the resist- 
ance of mercury. HgSO^ about 9 6,950, H2^^4 + ^ ^^2^ about 
14,157, HgSO^ + ISHgO about 13,310, and HgSO^ + 499H2O 
134,773. The least resistance of a solution of sulphate of 
zinc is the solution consisting of about ZnSO^ + 24H2O. The 
solution of sulphate of copper consisting of CuSO^ + 45H2O 
Las the least resistance. Some of the solutions which show 
minimum resistance exhibit the water and the salt in the 
same proportions as they exist in the cryohydrate; that is, 
the hydrate which is formed from a saturated solution at a 
temperature below zero. 

258. Unit of Electro-motive Force. — ^This is defined as the 

electro-motive force which is competent to send a current of 
unit strength through a unit resistance, and thereby send a 
unit quantity in a unit time. We have already considered 
a unit current. Art. 252, to be the current which, in passing 
through a conductor of unit length, exerts a unit of force 
on a unit magnetic pole at a unit distance. And a unit of 
work, or its equivalent, is done per second by a unit current 
passing through a conductor of unit resistance. The imit 
.of electro-motive force, which is 100,000,000 absolute units, 
is called a Volt, and the electro-motive force of one DanieU's 
cell is equal to 1 *08 Volt. One million Volts is a megavolt, 
and one-miUionth of a Volt is a microvolt. A unit of quantity 
is the quantity of electricity which will flow through a con* 
ductor whose resistance is 1 Ohm in on© second, when tho 
electro-motive force is 1 Volt. This quantity is called a 
weber, and it is competent to decompose 0*00009 grams 
of water; since this quantity contains 0*00001 grams of 
hydrogen, this is the weight of that gas liberg-ted. An equi- 
valent quantity of every other element will be liberated by 
a Volt. 
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259. Comparison of Electro-motive Forces.— If we wish 

to compare the electro-motive forces of two cells, such as a 
Darnell's and a Groves', we get all the requisite data by the 
simple use of the rheostat and the tangent galvanometer. 
For when these two instruments are inserted in the circuit 
of the Grove a certain deflexion is observed. Then 

Introduce more wire of the rheostat till the angle is O^, and 
let the additional length of resistance be Z^ — 

tan^i= ^1 



Ri + Zi 



Kow if we replace the Grove by a Daniell, we must alter 
the resistance of the rheostat till we get the first deflexion 6 — 



■tan^=^. 

Add now the additional resistance ?2 ^Dttil the deflexion 6^ 
is again reached^ then 

tan^,= ■^^> 

Rj + 'i R2 + /2 ^i ^1 ^a ^a' 

whence 

Ex=E2^ 

or the electro-motive forces are in the proportion of the lengths 
of resistance added. The electro-motive forces of a few com- 
binations are here given : — 

vor.TS. 

{Amalgamated zino with H2SO4+4H2O and Ca with gatarated CaS04 1*08 
H2SO4+12H2O „ „ ,. 0-978 

H2SO4+12H2O ., .. Ca2N03 100 

CuNSEN „ H2SO4+12H2O and C with HNO3 li>64 

Grove .. H2SO4+4H2O and Pt with HNO3 1*956 

Clark „ B^2S04+2uS04 and H, with H^S04+ZaSO4 1.457 

260. Distribution of Current in Continuous Conductor. 

• — In Art. 248, we have seen that in a divided current dr 
multiple arc, when the eUctrQ-motiye force of one and all is E, 
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-fclie total resistance is E, and the resistance of one branch is E^, 
-tlien the current Q^ in that branch is 

Imagine a thin but unbounded sheet conductor to receive 
at one point a current of electricity, and to discharge it at 
another. The motion of the electricity would be closely 
analagous to that of water, which entered a boundless shallow 
tray at one point and left it at another. If the water had no 
mass, each particle of it Would move in a circular arc passing 
through the two points, and having its centre on the straight 
line bisecting, and at right angles to the straight line joining 
them. 

To find the geometric position of two points to one another 
on the conducting plane, such that no current passes between 

them, when two other points are the 
Y electrodes, let A and B be the elec- 

* trodes, and X and Y the points be- 

• tween which no current passes that 
^ is of equal potential, the potential at 

AX 

X = const. X—- and by the condition 
_ BX_ '^ 

= const. X—-, so that -— : = — - is the 
BY' BX BY 

condition of equipotential between X and Y. The line j oining 
all the points which satisfy this condition is a circle whose 
centre is on the axis of A B. The family of curves which cut 
these circles at right angles are the lines of force or flow, and 
these are also circles. That these latter circles are the lines 
of flow may be shown by cutting the tin-foil along one or 
more of them, the resistance is not thereby increased; while 
if the cut be made across them the current is checked. Again, 
if we strew iron filings on a sheet of tin-foil pasted on glass, 
and send a current between two electrodes on the edges while 
the plate is being tapped, the filings arrange themselves in 
circles, as in the figure, each particle setting itself with its 
larger axis at right angles to the flow through that point. 
The filings, in short, trace out the equipotential lines. If 
the poles from a battery are brought to t^ro ^^^m^'Si o^ ^Jc^^ 
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horizontal edge of a lai^ Bheet of zmo Btaading veridcally ut 
the magnetic meridian, and a very short magnetic needle be 
hung as close as possible to the sheet of zinc, and at equal dis- 
tances from the two [foles, the curreat in the zinc will turn the 




needle one way round, when the needle is near the upper 
edge, and the other way when it is lower down. At a point 
irom the edge, about one-third of the line joining the poles, 
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tlie needle is at rest The cmreiits beloir these take &a equal 
. and opposite effect to 
the higher currentB. 
The current* below the 
needle are the more 
numerouB,but travers- 
ing longer arcs, they 
are weaker, their avei^ 
age distance from the 
needle is greater, and 
a larger part of their 
motion ia vertical 

A moilar reversal 
of the needles tiuming 
is shown when the 
needle ia covered with 
paraffin, and hnng by 
a silk thread in a con< 

ducting liquid. The ^ 

battety poles just touch ' ' — 
the liquid. If the 
needle be hung above 
the liquid it turns, of 
course, in the well- 
known manner due 
to the current passing 
beneath it. If it bo 
hung just below the 
Eurface,instead of turn- 
ing in the opposite 
direction, whidi it 
■would do if the cur- Kg- 200. 

rent passed straight only from pole to pole, it turns in 
the same direction as before, as though a single current 
passed beneath. This ia of course due to the difference 
between the joint effects of the higher and the lower currents. 
A neutral position ia found at a distance below the smface 
of about one-fourth the distance of the poles apart. 




CHAPTER VII, 
MECHANICAL RELATION OF CURRENTS. 

261. Attraction and Repulsion of Currents.— Currents 

attract one another when they move in the same direction, 
and repel one another when they move in opposite ones. 
This crude assertion may serve as the first rough statement 
of the rule which we shall have to examine. If we have two 
currents, a and 5, Id one plane^ and the paths of these currents 
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are parallel, tlien there will be attraction in (1) and (3), 
repulsion in cases (2) and (4). Every part of a u> (1) and (3) 
attracts and is attracted by every part of 6. In (2) and (4),^ 
there is repulsion between every part of a and every^part of 6/ 
Consider now two short currents in the same plane, but inclined 
to one another, prolong the direction of each both ways, ^g, 
202. If the prolongations, both in the directions of the 
currents, meet (c, cf), or both in the opposite directions {g, h), 
there will be attraction. If (e,/) liey meet when one is 
produqed in the direction of the current and the other in the 
opposite direction, then there will be repulsion. 

Perhaps this rule is more clearly stated as follows: — 
Produce the directions of the elementary currents till they 
meet, then if both currents are directed towards, or both 
away from the point of intersection, there will be attraction; 
if one is directed to and the other away from this point there 
will be repulsion. 

The attraction and repulsion of parallel currents is exhibited 
experimentally by the frames of wires shown in fig. 203. 




Fig. 203. 
Throuorh the centre of a mercviTy cvvp 0,"^^. ^^^Ha^^^ 'tt^s^xv 
tlie mercury, passes a brass rod I)0"H-,^\i\'c?tL^\i.Y^^^^ *^^' 
mercury cup. A wire b^nt in.to ^ D ^^^^"^^^^^^ 
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balanced at D on a pivot, which rests in the mercury cup 
on the top of H D. One end of this wire is counterpoised 
at E, the other plays in the annular cup of mercury at C. 
The mergury of C is in contact with a fixed wire K which 
pierces the bottom of C. K and H are connected with a 
battery B, and one of the battery wires is brought in a 
vertical line near F G. In the figure the current in F G and 
in the neighbouring wire are in opposite directions, and there 
is repulsion. Attraction ensues on inverting the battery 
wire. The wire EDFG may be thus chased or pulled 
round. Here all the elements of the two currents act 



together. 
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262. Let us consider now 
two currents of sensible 
length and inclined to one 
another^ and as near as 
vg possible in the same plane. 
First, fig. 204 (a), let the 
currents AC and DE cross 
(geometrically) at B. Con- 
ceive A C to be made up 
of AB and BC, also DE 
to be made up of DB and 
B K Then between AB 
and DB, and between B E 
and BC there is attraction; 
while there is repulsion 
between A B and B E, and 
also between D B and B C. 
The currents will endeavour 
by all these relations to close 
like a pair of scissors around 
B as a pivot. The same efiect 
will be produced if the cur- 
rents are, fig. 204(6),at right 
angles to one another, of if 
they are inclined at any 
other angle (c). These en- 
deavour to get parallel and 
1 m tk^ ^^m.Q direction. 
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Next, fig. 205 (1), let the current A only come as far aa 
T> E, then between A and D B 
there is attraction, and between 
A and B E repulsion. We 
may admit that the vertically 
resolved part of the attraction 
is equal to the vertically resol- ^ ^ 

ved part of the repulsion; but (i.) 
there remain the two horizon- 
tally resolved parts of the two. 
If, therefore, D E is fixed and 
A free to move, it will not be 
urged to or from D E, but will 
be urged to slide horizontally 
from E to D. If A be fixed, c 

D E will tend to move in the Fig. 205. 

direction of the current it car- 
ries, namely from D to E. If, 
£g. 205 (2), the current B C is 
moving away from B, there will 
by similar reasoning be a ten- 
dency of B C to slide, keeping 
parallel to itself, but in the 
direction of DE. And DE 
■will be urged in the direction 
from E to D. 

263. If the currents ai'e not 
in one plane, as A B C and 
D B' E, hg, 206, we can draw 
a line B B' perpendicular to 
both. Then 

A B and D B' will attract, 

AB „ B'E „ repel, 

BC „ B'E „ attract, 

BC „ DB' „ repel Pig. oqg. 

There will be an efibrt in A B C to swing round in tlio 
direction of the watch hands, and of D E to turn in the 
opposite direction, till they become parallel and in the same 
direction, all rotation will then cease, but direct attractiQiL 
along BB' will be at its greatest. 
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' It follows from the last few paragraphs that currents which 
attract the same current attract one another, and also that 
currents which repel the same current attract one another. 
If two currents repel one another, the first must attract or 
repel if the second repels or attracts a third current. "We 
may make also the same generalization in space as was made 
in Art. 261, in two dimensions, namely, to find whether two 
elementary currents attract or repel, continue their directions 
and draw the line from one to the other, which is perpendi- 
cular to both. If both currents flow from or both to this 
line there will be attraction; if one flows from and the other 
to, there will be repulsion.! 

264. Rectilinear Repulsion. — In Art. 262, the repulsion 
between A B and B E must continue when that repulsion 
has brought them into the same straight line, because when 
they are so they are not at an infinite distance apart Again, 
we may look upon the attraction and repulsion of currents 
as resulting from the current-bearing wires being virtually 

a collection of elementary magnets 
-|->Aat right angles to the current, all 



1 






1 



+ 



in one plane, and having their 
like poles all in one direction. 
V^^Thus A will attract B, because 
the crossed ends of the elementary 
Q magnets of A are, fig. 207 (1), near 
the uncrossed of B. For the same 
reason C and B will repel. For 
the same reason ns, fig. 207 (2), 
will repel n a'. For the sum of 
the attractions ns' and ns actin<r 
at a greater distance and obliquely, 
is not so great on the sum of the 
Fig. 207. repulsions nn' and ss'. Accord- 

ingly, there is a tendency in the wire to divide by stretching. 
It must bo admitted that neither of these explanations is 
quite satisfactory; but there appeal's to be little doubt of the 
fact. 

If one end A C, fig. 208, of a bent wire BAG is protected 
with gutta-perchsi. so that oiAy t\i^ eiA Ci S& ^■x.^q^^^ ^essA 
balanced on D, wIiHq tlie ^n^ A.C \» \si ^ ^f^\^^ "^ ^\ 




ATTBACTIOS ASS BSFDUIOH OF COSBSSia. 



241 



mercuiy ; then if D and the meTcuiy are connected with a 
batteiy, the current passes down AC into the mercury, and 
the end A C rises out of the mercury. Or if, fig. 209, A B 
be a trough of mercury divided down the middle by a solid 
diaphragm E, and D C be a wire covered, except at its ends, 
and so bent in the middle that the bend clears tiie diaphragm 
aa the wire doate on the mercury, then on introducing the 
poles of a battery, one into one division and one into tho 
other, the wire moves away ii-om the mercuiy which touches 
its ends. 




Fig, 209. 
266. The atti-action of currents moving in the same direc- 
tion is well exhibited in the spiral automatic make and 
break. A spiral copper wire C is rigidly fastened above, 
and there connected with one pole of a battery. The other 
end of C just touches the mercury, in a (wg"Ni., ■wV\<2a.''». «j^ 
nected with the other pole of the battery. 'N^^i'su'Ooe. -»«\«s& 
passea, tho elementa of the curreat a^ a,;, a^ eNft-,*^^*^ 
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in the same directioiii and bo attract one anotner. So 

do the elements &^, &2> ^a* 
eta It is true that o^, 

«2» ^3» ^^ ^P®1 K h* ^s» 
but these repulsions act 

obliquely and at a greater 
distance than the attrac- 
tions. The latter accords 
ingly prevail, and the 
whole spiral contracts ; 
the lower end is thereby 
lifted out of the mercury, 
and the current being 
thus broken the contrac- 
tion ceases, the lower end 
touches the mercury, and 
io on. 

266. Circular and Spiral 

* Currents. — Two currents 
in circular conductors may 
exercise attraction or re- 
pulsion according to the 
attitude of the circles to- 
Fig. 210. wards one another. Thus, 

fj^. 211 (1), the currents in A and B descend in front 
and ascend behind, they are always moving in the samo. 
direction, and consequently attract throughout. If B were 
placed on the other side of A, the direction of neither current 
would be altered, and attraction would be continued. But 
if (2) one (B) is turned round, the currents move in opposite 
directions throughout, and repulsion jensues ; and this repul- 
sion continues if B*is placed on the other side of A. This 
change by turning one only of the circles through half a 
revolution is worth some further attention. Lat us call 
tlio direction of motion of the hands of a watch, when wo 
look at its face, positive. Set a wheel facing you to turn 
in the + direction; when you look at it from the other sido 
It tarns in the - direction. It Yi-a.^ xia\. «i^Yed its motion ; 
t the ascending edge, along V\^\ievet^^\x\^^^^^^^svOQ.^'fes. 
2po»r -left 'is now on yoMV Ti^^> ^^^ "Q^^^^ •^ws^. M ^^^ 
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facing the north, bang up a circular hoop in a plane N.N.E., 
at such a distance that there is 
no apparent diflference of thickness 
in its parts due to perspective, 
we cannot tell whether its plane 





is KN.E. or KN.W. So looking 

at the arms of a windmill in 

motion, in the twilight, or at such 

a distance that their attachment to 

the mill is obscure, we can, when 

the aspect is very oblique, easily 

imagine the arms to be turning 

in the opposite direction. We 

then fancy we are looking at 

the other side of the mill; so 

that if the sails are actually 

towaixls us in their descent^ we 

fancy them away from us in 

their descent, which gives tho 

notion of rotation in the opposite 

direction. This hallucination can, 

after a little practice, be as readily 

controlled by the will as can the 

introversion of a linear drawing 

representing a solid. 

267. If we take two perfectly 

similar flat spirals A, B, flg. 212, 

traversed by currents in the same 

direction, and lifting up B we place 

it upon A, there is attraction. If 

we turn B over we cannot get the 

same perfect coincidence through- 
out. The turns of A and B cross Fig. 211. 

one another at very acute angles if the spirals are slow. As 

tho turns of B cross those of A at this acute angle, the currents 

moving in opposite directions repel one another. If A is also 

turned over, the attraction is restored. In "fouct , t\ife \rw c^ ^d.o&'e. <^1 

both spirals act like the two ends of two "bar "HiCL^'^\». ""W^a* 
relationship is better seen if we consider t'hft aU\fcvjA^ Q}lV^X^s^^^ 
towards one another. Let the helices lie on \ii^ ^^^s- ^YX^^-^vs^ 
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the current traverses them, as indicated by the arrows, iho 
letters d and u show whether the current is going upwards or 
downwards. It is clear that attraction takes place between 
coils whose sides neanjst to each other are similarly lettered; 

33 




Fig. 212. , 



o^ o< c>< >o >o }<::> 
^ '^o^ -oi^ ^So^ ^So ^S^ 
o< OK ><::) >0" )<:;>» 





Fig. 213. 

repulsion, when the reverse of this is the case. ABC are 

j-i^ht handed, D E F are left handed spirals. In A B D the 

current flows towards ua (^t\x^ \i^\<ae» \^'va.« oa. tke table). 
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in C E F the current flows away. A and B are identical 
so are E and F. A is attracted by C and by D, and repelled 
by B and E (and F). B is of course circumstanced as A. 
The helix C is attracted by A (and B), and E (and F), and 
so on. If one of the helices is turned completely over (head 
to tail), the spiral is not altered in kind (Art. 227), but the 
direction of the current is altered, that is, if it flowed towards 
us before, as A, it now flows from us as C. It is clearly 
seen that given the helix A, which repels the similar helix B, 
when the direction of the current is changed, without altering 
the nature of the spiral, the repulsion is converted into attrac- 
tion (C), also, the direction of the current being unchanged, 
when the nature of the spiral is altered, the repulsion is again 
converted into attraction (D). But when both are changed 
(E or F) the repulsion is maintained, the one reveraal counter- 
acts the other. All this has its close 
counterpart in electro-magnetization (Art. 
227, 228), and the strength of the helix, 
like that of the. electromagnet, is con- 
firmed if we spin the insulated wire on 
% reel backwards and forwards in alter- 
nating left and right handed spirals. 
Also if A a be placed in the same 
straight line with B6, so that a is 
close to B, the current around a is in 
the same direction as that around B, 
and there is attraction. So also if b 
be placed on A. But if B 6 be turned 
upside down so that B is close to A, 
it is clear that the ciurent circulates 
about the end A in the opposite direction 
to that in which it circulates about B, 
fig. 214. The end B therefore repels the 
end A. Similarly, the end b will repel 
the end a. Tlie helices, therefore, have reciprocal polarity 
and have all the mutual relationships of magnets. We 
shall see in Chap. VII. how there has gi^own out of this 
strong analogy a theory of magnetism, wliich, if not true, 
is so truthful as to be of the greatest \ise in coi:td^\AXi"^i^^\s^ 




Fig. 214. 



CHAPTER VIII. 
MECHANICAL RELATION OF CURRENT TO MAGNET. 

268. Cnrrent Beverser, Commatator, or Bheotrope. — 

"We have had already frequent occasion to study the effect 
of reversing the direction in which a current is passing. 
Where such reversal has to be effected often and quickly, it 
is necessary to have some readier means than the disconnec- 
tion from reversal and reconnection of the wires to the 
battery poles. The simplest form, and the one which illus- 
trates best the princii)le upon which all rheotropes are 
constructed, is shown in fig. 215. Four troughs, abed, are 





Fig. 2ia. 
dug out of a block of wood A, and the whole is varnished. 
The troughs are filled with mercury. Into two neighbour- 
ing troughs h and c?, the electrodes from the battery are 
passed, and into the other two a c, pass the ends of the wire 
which has to complete the circuit. Two copper wires e and 
J^ of which one is a \itt\e moT^ «cci\ia<i tl^aiL the other, can 
be placed either as in {\) ^\vere> tYie^ «c^^«wJ^<^\Rk>5iQRk^-A^ 
of the block, or as in (2\ Nj\i€>^ ^^^«1 «^ ^cmj^qw^ "^^^ 
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direction of the oitowb in both, figures shows how the curreitt 
circuUtea. The current is instantly broken by removing 
either e or / in either caaa In fig. 216, a more convenient 
form for rapid breaking or reversal is shown. A is a quad- 
rant of a [Jiort circular cylinder hinged at its axis a on a 
stand B, and able to be turned by the handle C. Ita two 
curved edges are covered with strips of sheet brass 1, S, 2, 4, 
excepting in the middle where 1 is sepai'ated from 3, and 2 
from i, by ivory or ebonite or other non-conductors. 1 ia 
joined to i, and 2 to 3, however, by cross bands of brass 
"which do not touch one another. Two springs of elastio 
brass rest on 1 and 2, and are fastene4 to two upright sup- 
ports K and L. Two similar springs F and G are fastened 
to two similar support& One pair of these supports (say K, 




Fig. 210, 

I>), receives the wires from the battery, the other M, S 
receives the ends of the circuit wire. In the condition of 
the figure, no current can pass, because F and G rest on the 
non-conductor. If bo depressed, 1 and 2 ero brought 
under, and in contact with F and G, while D and E remain 
in contact with the same. Then the current passes from D 
to 1, to F, and so round to G 2 E. If C be lifted, 3 and i 
are brought under, and in contact with F and G, while D 
and E still remain in contact with 1 and 2. The current can 
then only pass from 1 across the transverse piece to 4, thence 
to G, and, having traversed the circuit in the opjKisite 
direction, it reaches F, crosses through the second transverse 
piece to 2 and E, and bo to the rinc tjioVo ol &.& Xia-^HK^, 
.4co(Aer ibrra is seen in fig. 217. T-wo\>i:aBa\iitKa t^ftsA-"^ 
are aeparated bj a zone of ebonite ia "wVwiU tiiwa Na Wi- ^"s^'*- 
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and wliich can be turned by the handle D. 
piece with A, is a circular brass arc havii^ its centre at the 
axle. A eimilar arc is continuous with B. Upon these 
two rest elastic brass bands wHich 
are connected with tbe batteiy. S 
and F are also elastic^ bands rigidly 
fixed at G and H, and connected wi^ 
the circuit wire. On turning D to the 
right, A ia pressed against E, and B 
flgainat F. When D is turned to the 
left, B ia pressed against E, and A 
^ against F, and the direction of the 
ciurent is obvioualy reversed. 

269. Attitude of lUagnet to Cnr- 
rent. — In Art, 107 was described 
the magnetization of a bar of steel by 
a spark discharge across it, and, in 
Art. 108, we saw how a current of 
Fig. 217. electricity streaming from one of the 

coniliictore to the earth, through the manifold coila of a copper 
wire ai'oiiDd an astatic pair of needles, turned them round. 
Further, in Art 141, the motion was briefly considered of a 
magnetic needle, when stirred by a current running abore 
or below from the north-seeking to Bouth'-seeking pole or the 
reversci. There also was described the temporary magnetiza- 
tion of a bar of soft iron when a current passes above or 
below, or from left to right or the reverse, athwart it; this 
latter effect being the fundamental experiment for electro- 
magnetism. And, Art 220, we' have seen how the displace- 
ment of the magnetic needle out of its meridian ia a measure 
of the strength of the current circulating around it. Lastly, 
in Chap, VI., use has been over and over again niade of the 
astatic galvanometer, as & rheoscope at rest, .in the same way 
aa an ordinary balance is employed at rest for the determin- 
ation of the equality of weights. We must now complete the 
examination of the mechanical relation between a current and 
a magnet, as a proper introduction to the electric relation be- 
tween ciirrenta and cutventa, mv4 «.\aQ \ifeW<ieT!, currenta and 
magnet'^, which willfoiTat'KBc\\\elsofe\'a'A.iA'Owi^«jS.^Qs«f\ra, 
270. Fig. 218 will serve as a ? 
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-Ko^ a magneidc needle, free to turn only in a horizontal 
plane, is affected by a current running from end to end, 
above (a and b), below (c and d), from N to S (6 and c), from 
S to N (a and d). Each case is in accordance with the 
universal rule, that, if we swim with the current, and in the 
current, and face the needle, the N.-seeking end of the needle y 




Fig. 218. 
turns to our left hand. This relation may be perhaps 
remembered as well by fancying a current always to pass 
down a straight wire in a right-handed helical path, and to 
suppose the current to have an inEuence «»\tmX*kc \»q 1\yO^<s^ 
on the north-seeking magnetism only oi ^iXift Ti<?ife^^. ^^^D».^^ 
In £g, 219, the parts of the spiral CMrreiA. ^"^«:^ "^^^ "^"^ 
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spectator are passing from right to left, and ptudi the N.-aeek- 
ing end of the needle.in the same direction. 

Since the needle tmns one way 
when the current passes above it^ 
and the opposite way when the cur- 
rent passes beneath, it follows that 
when the current is on a level with 
the needle, and running parallel 
with it, no deflection ensues. 

271. Let now the current move 
vertically up or down while the 
needle, as before, can only turn in 
a horizontal plane, fig. 220. Ap- 
plying either of the rules of Art. 
270, the needle will swing round 
in the direction indicated by the 
arrows, and seek to set itself per- 
pendicular to the plane of the 
paper, that is, while continuing at 
right angles to the current, it 
becomes also at right angles to 
the line which can be drawn from 
the centre of the needle perpendi- 
cular to the current. And, as 
before, a descending current at the S.-seeking end of the 
needle will produce the same motion as an ascending ono 
at the N.-seeking end. This position can never be com- 
pletely attained by 
a single needle on 
account of the direc- 
tive magnetism of 




Fig. 219. 






_^^ "^N the earth. A fixed 

C;««=^^S— ====-' permanent magnet 
^ may, however, be 

so placed in the 

neighbourhood of. 

Fig. 220. and above or below 

movable needles, so that the two have their like poles 

towards the same parts, that t\ia ^VceciXiv?^ xc^^^^^o^ssni. ^1 *^^ 

earth ia as nearly ^l^i^inateOL ^ \i^ ^\«aaft% 
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29S. If the needle is, fig. 221, fastened to a horizontal axis 
in such a way that it can only turn in a vertical plane (that 
of the paper), a horizontal current passing from left to right 
in front of the needle, that is, between the spectator and the 
needle in a horizontal direction will also, by the previous 
rule, cause the needle to rotate in the direction of the watch 
hands. Indeed, we have here exactly the same condition as 
in fig. 218 (6). The three other variations of condition when 
the current passes from right to left, and when it passes 
behind the needle, need no special description. 

f 



^ ^s^^^^"^ — ^- 



.aril III"! r iir 











Fig. 221. 
373. If the magnetic needle be not balanced upon its 
centre, but, ^g. 222, 
is balanced on one end, 
say the S.-seeking, by 

means of a counter- / '§^'' \ 

poise e,.so that it can *Q. ^^ 
turn in a horizontal ^ 
plane, it will, when 
the current D descends 
in a vertical plane, 
that of the paper, turn 
in the direction of the 
arrow and take up a 
position, if it be astatic, Fig. 222. 

at right angles to the line joining its "55 .-%<i^M\% ^\vWa *^^ 
current, and which line is perpendicxxVaT to ^^ camx^^c^*. 

374. Strength of Porce e«xtea \s3 <i\irt^uV— ;^^^^ 



V 



^ 



I liiin 



252 - MAG^fETIS^ AND BLECTRlClTt. 



\' 



a body swings or oscillates around a fixed point, whether as 
a ]>endulum by the force of gravitation, or like a disturbed 
needle by the dii-ective magnetism of the earth, the force 
which acting on the disturbed body to bring it back is always 
proi>ortional to the square of the number of oscillations which 
the body performs in a given time. If therefore a magnetic 
needle, when acted on by the earth's magnetism, only makes 
n oscillations in a minute, and when under the influence of 
another magnetic pole which, suppose, attracts the end of 
the magnet nearest to it, it makes the greater number m 
oscillations in a minute, then the increase is due to the new 
magnetic pole; and 7?i- - n- represents the effect and is nearly 
proix)rtional to the strength of the magnetic attraction 
between the surface pole and movable needle. In a similar 
way the force exerted by a ciurent on a magnet can be 
determined by the alteration in the rate of the needle's 
oscillation which the current effects. Every force or influence 
which is not absorbed by the medium through which it passes, 
that is, whose energy only diminishes by dilution with space, 
must, when acting between two points, vary inversely as the 
square of the distance between them. This is approximately 
true, when the extension of the bodies influencing one another 
is inconsiderable in comparison with their distance apart. 
Accordingly, an indefinitely short current is found to obey 
this law when it acts upon a magnetic pole. But, if the 
curi-ent is indefinitely long, the action no longer varies 
invei-sely with the square, bub inversely with the distance, 
that is, if the current be straight, inversely with the shortest 
distance between the pole and the cun*ent. If it be circular 
aroimd the pole, then with the radius of the circle, and so on. 
Each element of a straight current makes a different angle 
with the straight line joining that element with the pole, and 
accordingly the various elements exert a different force upon 
the pole, that element being the most powerful which is at 
right angles to that lino joining the pole to the current, which 
is at right angles with the current. This element with a 
straight current is also the one nearest to the pole. Two 
elements of the same, or diffcreivt currents of the same 
strength, exert a force wpoii a tci^^^XKg "^<^^ ^xvKX\sbx^^si ^v 
the sines' of tlie angles between \:^^\x ^^x^\^R^Q&,^T^.^^^\^s^ 
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joming ttem to that polo — greatest therefore when their 
directions are at right angles to that line. 

The action on the magnet is-also directly proportional to 
the cnrrent strength. ' In fact, we have estiniat«d the current 
strength by pitting it against the conBtant directive magaetisia 
of the earth in the tangent galvanometer, and this baa beea' 
shown to be a trustworthy method by making comparisons 
with the Voltameter between the indications of the galvano- 
meter and the quantity of electrolysis effected in a unit of 
time (compare Art. 22i). 




Fig. 223. 
278. Remembering the polarity imparted to a bar of soft 
iron by a current passing acroaa it, we can understand now, 
the behaviour of little bars of soft iron, such as iron filings, 
aixiund a, cuiTent. If a small permanent magnet be so buoyed 
as to float on water, a current in a horizontal current above 
the water will have two distinct eflects. One will be to turn 
the needle at right angles to the current, and the other to 
make it move from whatever position it had until its centre 
comes vertically under the current If a bar of soft iron 
be near the current so as 
to be magnetised, it will 
set itself as an electro- 
magnet in the same atti- 
tude as the permanent 
magnet in the figure. 
Tliat is, it will turn itself 
at rigiit angles to the 
current and move so that 
that line joining ita 

centre with the current, i,a. -i.i. 

vbich ia perpendicular to the ciirrent, ia s.\5Q -^^e^f^ti^wOT^ss "«* 
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the bar. Two bars, such as a and b, fig. 224, \rhen on 
oppoedte sides of the current, will become magnets having their 
unlike or attracting poles in iJie same direction. Attracting 
one another they will cling to the current wira Iron filings 
accordingly cling to a copper wire through which a current is 
passing, and may be m£kde to clothe it a quarter of an inch 









Fig. 225. 
deep. The systematic arrangement of the particles of iron 
may be well scon on passing a current along a wire which is 

about ^ of an inch above a sheet 
glass on which iron filings are 
strewn, fig. 225 (1) or (2), on mak- 
ing a hole in a sheet of glass, 
passing a current along a vertical 
wire which passes through the hole 
and strewing the filings on the 
glass. On tapping the glass the 
filings arrange themselves in con- 
centric circles. 

276. Beflecting Galvanometer. 

— ^The motion of the needle around 
which the current circulates has 
been used, Art. 220, as a measure 
of the current strength. For 
telegraphic purposes, where very 
feeble currents reach the recipient, 
t\ie oT^Yivsjct^ ^\L^<»afe ^Ivanometer 
Pig. 22G. la iao^\£ift^ ^S!L Iqyccl ?^ \OsSss^^ 

The niagnetio needlo is -very alaoxv^ \^ Ha <i^\a&xjJ^\ ^^ \Rk 
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the book of a very light glass reflector, and the two, which 
-weigh only a few grains, are htmg by silk fibre. Fastened 
above, on the box containing the needle and mirror and the 
brass band around which the current ciroulatea, is an arched 
magnet, which can be lowered or r^sed and turned round 
BO as to increase or diminish the senBitiveness of the suspended 
magnet. A pencil of light is focusaed oa to the mirror, which 
reflects it on to a paper scale. The deflexions of the needle 
are half those iniUcated by the travelling spot of light, sup- 
posicg tho scale to be circular. 

S77. Astatio Bheometer, or BbeoBcope, oi Oalvanoacope. 
This has been already partially described In Art.. 108. A 
piece of steel wire about an inch long has its two ends 
hardened. The wire ia then uniformly magnetised and 
broken exactly in the middle. We get thus two magnete 
of exactly the same strength. These are iaatened about an 
^ inch apart in the same plane to one another, and bo that the 
N. of the one ia in the same direction as the S. of the other. 
Two similar coils, each 
consisting of many hun- 
dred yards of fine silk 
covered copper wire, are 
placed side by side, about 
^ of an inch apart, tbeii- 
ends being fastened to 
four screws. The needles 
are hung by a fibre of 
cocoon silk, so that the 
lower ia aurrounded by 
tho coils. The upper 
needle is above the coils, 
and immediately beneath 
it, and resting on the coils, 
ia a circular disc gradu- 
ated into degrees. The 
end of the upper needles 
are prolonged by pointers 
over this circular scaJa 

The whole is covered with a gVaaa bIqsA*^, W\.^ ^ 
sbuiil which ma. be levelled by ecce-tia. '^^^^ ' 
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made in two pieces for the following purpose. If we wish 
to detect the existence of a single current, the two central 
terminals are joined together, so that we have then a con- 
tinuous coiL If we want to measure the relative strengths 
of two currents, one is sent one way, round the one coil, 
while the other is sent the other way, round the other coiL 
The strongest will prevail and the needle will turn accord- 
ingly. A resistance introduced into the strongest circuit 
w2l equalise them, and from the amoimt of resistance intro- 
duced we can find the relative strengths of the currents. 

Used in this way, the astatic 
combination should remain at 
rest. The ordinary tangent 
galvanometer may be used in 
the same manner when, as 
mentioned in Art. 220, two 
currents may be passed round. 
It will be noticed that the 
current in passing between 
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Fig. 228. the two needles acts on the 

upper one, on account of its reversed polarity, so as to 
confirm the motion it imparts to the lower one in passing 
over it in the same direction, and under it in the opposite 
direction. The current as it passes beneath the lower needle 
of course acts on the upper needle at the same time, and 
with an effect opposed indeed, but less because of the greater 
distance. So if the current were brought back above the 
upper needle, there would be a farther effect. 



CHAPTER IX. 



ELECTRICAL RELATION BETWEEN CURRENTS, AND 
_._ CURRENTS AND MAGNETS. . 

278. Induced Currents, Secondary Currents.— In Art. 

109 it was seen that when a spark discharge of frictional 
electricity was sent through a wire, a neighbouring closed 
circuit was simultaneously traversed by a discharge capable 
of leaping across a breach in the second circuit, and igniting 
gun-cotton, etc. Further, the secondary discharge so pro- 
duced was itself able to cause a tertiary discharge in a third 
wire. We have to examine now the analogous phenomena 
with Voltaic electricity, A galvanometer G, having been 
tested to see what direction 
of motion of the needle 
corresponds to the passage 
of the electricity in at one 
terminal, is attached to a 
sti'aight wire S. Another 
straight wire P can be fas- 
tened to the poles of a 
battery, and, by meatus of 
a rheotrope, the current in 
P can be started, stopped, 
or reversed. The follow- 
ing relations immediately 
declare themselves. When Fig. 229. 

a current is started in P from left to right, the galvanometer 
needle turns in such a direction as to show that a current 
passes through S in the opposite direction. The current in 
P being continued from L to R, the current in S ceases. On 
stopping the current going in P iroxxi la \.ci ^v, ^ ^s^xrt^^^ 
traverses S also from L to R, "but imm^d\a!»^^ ^ics\s.<Ka.. ^^ 
tlie current be now started ia P from "Ev. V> ^ «. Tx^om^-^o^ax^ 
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current from L to II passes along S. On stopping the P 
current from K to L, a current from R to L passes along S. 
So that, in general tenns, the current in the secondary is in 
the opposite direction to that of the primary when the prim- 
ary is started; when the primary is stopped the current in 
the secondary is in the same direction as that in which the 
current flowed before stoppage in the primary. 

Let us now, having the primary wire at a considerable 
distance from the secondaiy, complete the circuit of tho prim- 
ary, so that the current in it is from L to R, and then 
advance the current-bearing primary towards, and parallel 
to, the secondary. As long as such approach is taking place, 
a continuous current in the secondary will be set up, and 
maintained from R to L, that is, in the opposite direction to 
the permanent current in the primaiy. When the approach 
ceases, the current in the secondary ceases. On withdraw- 
ing the L to R primary current, a current is established in 
the secondary also from L to R, and this secondary is con- 
tinued as long as the withdrawing is continued. 

The approach of the two, accordingly, produces the same 
eflfect as the establishment of the primary; the withdrawal 
of the primary produces the same effect as the stopping of the 
primary. And, indeed, we experience no difficulty in ad- 
mitting that the total amount of electricity sent through the 
secondary, when a current of given strength is sent through 
the primary at a given distance from the secondary, is the 
same as would have been sent through the secondary if we 
had brought to that same distance from it from an infinite 
distance a current of the same strength in the primary. 

Further, as we might anticipate, it is found that a per- 
manent primary current, being in the neighbourhood of a 
secondary wire, when that primary is increased in strength, 
and when it is diminished in strength, the same effect is pro- 
duced as when it is brought towards, and withdrawn from, 
the secondary respectively. In fact, increasing the current 
of the primary may be regarded as starting an additional 
current in the same direction. 

279, Lenz's Law — Guiieuta rcaiat Motion. — It follows 

immediately from, the a\)o^e \\i3u\. ^V^kg. %. c^jarc^-^ Sa» ^^'sx^ ^ 
fonductov it resists molioiv "Sot, ^N^i!^s mQ>^\s\« ^^ ^Ais:5^T>i^ 
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towards the conductor, a current is moving in the latter in 
the opposite direction, and, therefore, there* is repulsion 
between the primary and secondary. As long as we are 
moving the primary away from the secondary, a current is 
being generated in the secondary in the same direction as 
that in the primary, and, accordingly, there is attraction. 
So that, in either case, whether approach or removal is tak- 
ing place, the motion causes such a current in the secondary 
as to resist that movement. We may compare this resist- 
ance to friction, it is essentially a responsive force. The chief 
applications of this law will be discussed further on, when 
we consider magnets as collections of currents. 

As in the case of the frictional or high-tension electricity, 
the induced or secondary discharge could itself, in acting as 
a primary, give rise to a tertiary, and so on — so the induced 
current, from whatever cause arising (establishment, cessation, 
approach, withdrawal, increase, decrease), serves as a prim- 
ary to a third wire. And, as in Ait. 109, the effect depended 
upon the length of the wires in apposition, so here the wii'es 
should be as close together for as great a length as possible, 
this may be brought about by the wires being 
fashioned into flat spirals of isolated wire, one 
of which is placed on the other, or they may 

' be employed as conaxial cylindrical helices. A 
primary will act upon a tertiary directly in tho 
opposite sense to that in which it acts upon ib 
by the intermediation of a secondary. Further, 
if we employ the other side of the secondary 
circuit to act on the tertiary, and so on, we get 
the primary causing circulation in all circuits 
in the same direction, and the condition becomes 
similar to that of a train of wheels driving one 
another, not directly, but by means of inter- 
posed wheels, fig. 230. 

280. The Extra Current. — This term is Fig. 230. 
rather inappropriate to the phenomena which it represents. 
An extra current is the momentary induced c\3ctY^"Gk*^^\i\s3^ 
h supposed to be formed in the primary \\,^fe\i ^\» >iXi^ \$!^^\s^^^ci^ 
of making or breakings when tlae ioVds o^ ^i\i^ Y^vcaaxi ^^^ 

ffitii^te^ tow^da one anptheir lite ikose oi t\ie ^rvja^^^^^"^' 
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secondary. Thus, imagine a wii'e A P B, fig. 231, to be 
folded as in the figure. A current started from A to B, in 
passing round P would cause a secondary or induced current 
S in the neighbouring part of the wire. This secondary 

moving in the same wire 
as the primary and in 
the opposite direction 
weakens it. But if the 
current from A to B be 
broken, the secondary 
Fig. 231. current will try to move 

tinquenched by the primary (because the primary has ceased). 
Accordingly, if we lay hold of the terminals of a battery, we 
do not feel nearly so great a shock as we do on separating 
the terminals after tho.y have been in contact. 





Fig. 232. 



The existence of the extra cun-ent manifests itself in the 
following experiment: — Connect a battery B, ^g, 232, a long 
spiral or helix A, and introduce a galvanometer G between 
the battery wires. The current from P^ will divide at C, a 
part passing round the spiral A, and so reaching Zn, a part 
passing round the galvanometer G, and so causing a certain 
deflection. Let now the batteiy be disconnected at Zm At 
the instant of disconnection, the needle of the galvanometer 
turns in the opposite direction to what it did before, showing 
that a current passes from D to C, and therefore passes 
through the coil A, in the , same direction as the primary 
current ; that is, the separate folds of this primary coil act 
as secondary wires to one another. An extra current is 
accordingly the secondary current in the primary wire. No 
doubt the extra current ia ioxm^^ o^ ^\.*ax\l\\v« ^^ ^t^ 
but, being then in the opposite ^\\^ec\:\Q\i. \^ >^^ \^v\aax^ ^\^ 
ml^ inanifestatiou is to il\mm\s\x ^^ \d.\Xiec. 
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281. Strength of Induced Currents.— The sti-etigtli of an 

induced current depends upon the strength of the inducing 
current, its nearness to the induced current, and the length 
of the apposed parts. The induced current, other things 
remaining the same, varies directly with the strength of the 
primary current, both when the latter is started or stopped. 
It varies also as the product of the lengths of the two cur- 
rents. Accordingly, the strength of the induced current is 
much exalted, if its folds are many and parallel to the many 
folds of the primary. 

282. Ampere's Theory. — Let a primary current circulate 
ai'ound P, as in fig. 233, in the direction of the watch hands, 
place S upon P, and at that instant a secondary current will 
pass round S in the opposite direction to the watch hands. 



V 




k 





Fig. 233. 

If the closed circuit S, instead of being placed upon P, is 
placed on the S' pole of a permanent magnet, a current passes 
through S in the same direction as before. If the flat spiral 
S be taken away from an S' pole of a permanent magnet, it 
becomes traversed by a current in the opposite direction. 
The S' pole, therefore, behaves to the secondary precisely as 
a primary would do which is circulating in the direction of 
the watch hands. Placed upon a N. pole of a permanent 
magnet, a current traverses the secondary in the direction of 
the watch hands; taken off, the N. the current is reversed. 
Accordingly, the N. pole acts like currents circulating in the 
opposite direction to the hands of a watch. 

The behaviour of the magnetic poles in instigating currents 
in neighbouring wires, and notably the alteration in the 
direction of the current which is braugjcvfc aViWv^Xs^ Oaaxv^ ^ 
the magnetic polarity alone, combmed "wV^Jo. XJc^'b ^\scSSa2c>i«^ 
in the mechanical action of a magaet on a c^^5ccx^^^> ^>2^^ ^ 
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cturent on a current, lias given rise to the nodoB that tu^ 
netism ia due to current circulation, 
a notion, of course, vhicli receives 
great confirmation from the expeii- 
encG that current circulation, can, 
and does cause, in neighbouring 
soft iron, a condition of the iron, 
as far aa is known, quite identical 
with the induced magnetism it^ 
when near a permanent magnet, 
receives, and, indeed, identical with 
the magnetism of a permanent magnet itself. 

383. Imagine, in fact, a cylindrical bar of metal A. B, 
and concMve currents to circulate around it in the direction of 
. Looking at the 
Bee the current 
in the reverse 
direction to the watch 
hands; looking at &, we see 
them circulating in the 
watch hand direction. Re- 
garding the bar A E (1), 
we see that the currents at 



Fig. 234. 







Fig. 235. 
A and B are moving in identical n 
On turning tho bar round from the aspect a to the aspect b, 
we have, in. fact, reversed the direction of the current in 
i-egard to our own point of view in space, though not with 
regard to the bar itself, that is, the sequence of molecules 

wiiich the current encounters in the bar. 

"We may, indeed, conceive the cir- 
cumferential current to be the residue 
resultant of lesser, perhaps, mole* 
atomic currents, whose 
careers neutraliso -one an- 
other. Fig. 236. 

284. Magnets as Groups of Csr- 
rents. — The mechaaical actions ot 
currents on cMnwita -which were con- 
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and magneta; and a brief cxaminatioD of the analogy gives 
the beat justification of Ampiro'a hypothesis. In Art. 262 
it was shown liow a current approaching peipendicularJy to 
an indefinite current would 
endeavour to slide along 
parallel to itself in the direc- 
tion opposite to the fixed 
current's motion. Acccord- 
ingly, if, fig. 237 (1), a cui^ 
rent A £ pass down a wire a 
huug at A into a circular 
mercurial trough which is in 
connection with the other 
pole of the batteiy; and if a 
current passes at the same 
time around a wire ting c 
inside the mercurial trough 
in the watch hands direction, 
the wire A B will describe a 
cone in the opposite direction, 
the end E moving through the 
mercury. If, fig. 237 (2), the 
wire c and its current be re- 
moved and replaced by the 8. 
pole of a permanent magnet, 
exactly similar motion will 
ensue. Whereas, if the N. 
pole be used instead of the S., 
the motion of the wire will 
be the reverse. The motion 

of the rotation of the wire will bo also in all cases reversed, if 
the current be sent upwards instead of downwardaj for then, 
indeed, we hnve the condition of the current going from the 
indefinite current (compare Alt. 2G2). 

285. Let us for brevity call a circular current + when it 
moves round from our aspect in the direction of the hands 
of a watch, and - when in the opposite direction. Then the 
current around the S. pole when it faces \i^ ia -v ,'iW^ o.\wmA. 
the N. pole ia-. Then the attrwAlon \ft\r«^-a. ~S. w^^^* 
£ff. 238, ia due to the ueighbovixmg ani ■^Eesai^ati^ -^ro^u^ « 
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the currents moving in the same direction. With like poles, 
N and N', and S and S', the neighbouring currents are 
moving in opposite directions, and there is, accordingly, 
repulsion. This attraction or repulsion extends along the 
whole length of two magnets put side by side, fig. 238, where 






Fig. 238. 
the letters u and d denote whether the current is emerging 
from or entering the plane of the paper. Notice here the 
entire similaiity between this figure and ^g. 213, Art. 267, 

where spiral currents 
alone acted on one an- 
other. Further, if (fig. 
239) the unlike ends of 
Fig. 239. two magnets are pre- 

sented to one another, they attract, because their Amp^reian 
currents are parallel and in the same direction. Like poles 
i*epel, because their currents are in opposite directions. 






Fig. 240. 
286. The fact of the production of a current through a 
ring or spiral wire, noticed ixi Art. ^79^ recaivQa^ thereforei 
the explanation that, on \)Tm^^\Jafe«^^I^^a''^DLCs^Kksft^* 
fe^ we brin^ it down on V) «t cvxTtouX* \i».^€^^s^.^^a. Hh«.- 
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direction, and, therefore, an induced current in tlie ■)■ direc- 
tion moves round the wire. On taking it off the K., an 
induced current in the — direction traverses the wire. On 
biTnging it on to the 3., a current in the - direction is started : 
on taking it o3 the 8., a + ]y moring current is started. Of 
course, if a ring of vire placed on a pole receives a ciiireut 
in one direction, it will receive a current in the same direetion 
with regard to apace if it be turned over and then placed on 
the pole. But the current will be opposite in the sense of 
passing through the parts of the wire in opposite sequence. 
Thus, if a wire A B be placed on a, 3. pole, tho direction of 
the current will be 
from A to B, as in * 
fig. 241 (1). If th« ^ 
same wire be turned 
over and then put on 
the S, the current 
will move in the same 
absolute direction as 
before (2), and must 
therefore move from 
B' to A'. If A and 
B are, therefore, connected with a galvanometer, the current 
through the galvanometer will be reverse when the wire is 
turned over. Thus a spiral e placed on a S. pole, will have 
a current through it from the centre to the circumference (1). 
Turned over and placed on the same pole, the current moves 
through the spiral fi-om the circumference to the centre (2). 




Fig. 241. 




Fig. 242. 

987- It is pretty clear that tho total arnoont of approach 
on separation, and, consequently, the tota\ aiQ,Q\vi& (Jimto.t:sSi. 
current must be the same, however fhe ■wie Ha "Biisvwi, ■^"^'f 
vided it alw&YB moves from a ceitaiu AifitoiEs ^ *■ ^^^t**™- 
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distance. We may jerk, slide, or twist the wire away, or 
employ any combination of these motions, and we always get 
the same amount of current, and this is the same in quantity 
as the current induced in the opposite direction when the 
wire is brought again, no matter how, into its original posi- 
tion. It is also clear that if a part of a closed circuit Ib 
brought between two unlike poles, these poles act in concert 
in producing an induced current, they also act in concert 
when the wire is withdrawn to cause a current in the opposite 
direction. Thus, the spiral C brought between N and S, 
fig. 243, which are represented sufficiently far apart to enable 
us to see the faces of both, the current will pass in the direc- 
tion of the arrows by the joint action of the poles. It will 
pass in the opposite direction when the wire is withdrawn. 






Fig; 24a 
288. Instead of a flat spiral to lay on the magnetic pole, 
we may use with advantage a helical wire into which the 
magnetic pole is inserted. In bringing such a pole into a 
spiral or helix, the Amp^reian currents of the magnet at first 
all approach the convolutions, but when the end of the magnet 
has entered the helix it has to be moved away from the first 
convolutions, a difierential action takes place; but the resulting 
cuiTent from first to last is represented by the final general 
propinquity. It is also apparent from fig. 244 (1) and (2), 
that if the S. end of a magnet is thrust into a right-hand^ 
spiral the current will pass down the spiral from 6 to a, and 
complete the circuit from a to b outside the spiral. The same 
pole thrust into a left-lianded si^iYal (^] will cause the current 
to pass from a to 6 in t\ie apxai, axAi^csai.\>%'ia^\sJ^^vSfii\s». 
On introducing the oppoai\ft ox^-^Q^a,^^ ^>xx^'5^\.^^\3r, 



MAGNE'tS AS GEOUPS OF CURRENTS. 



267 



re>'ersed in both cases. The inversion of the kind of spiral 
produces a change, therefore, similar to that in Art. 283, 
resulting from the turning of the wire over. Of course, if the 
spiitil is taken off and turned round, so that b and a change 
places, the direction of the current is reversed, the connecting 
wires outside the spiral are then crossed, and this latter change 
is the real analogue of that in Art. 283. On withdrawing 
a magnetic pole from the spiral the current is produced, in all 
instances, in the direction opposite to that which it followed 
when the pole was introduced. 




Fig. 244. 

It will be noticed from the nature of the Amp^reian current gy 
namely, that they are all parallel to one another, that if the 
spiral be long enough to receive the magnets, the greatest effect * 
will be produced by introducing the whole of the magnet, the 
N. end, say, following the S. into the helix. 

289. From Art. 275 it appeared that the induced or 
secondary current was formed, not only by change of distance 
between the secondary wire and the already existing primary 
cuiTent,but also by the creation and destruction of the primary, 
and by its strengthening or weakening. Precisely analogous 
results are obtained if a bar of soft iroii,"x:^^\ivxi^\si^\svi.^^^^ 
be magnetised or demagnetised, or \ia."ve \\»^ xaa.^'^^^'v^^!^ '^"* , 
creased or dhninished. Thus, £g. 245, & "His^x oi WiiX» "-vtorsv^"^ "^ 
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is in a right-handfed spiral connected with a galvanometer. 
A magnet N 8 broHglit near to N' S' causes, as we shall see 
in Book JIL, similar polarity, that is, the poles induced in 
the soft iron are towards the same parta as those of the 
permanent magnet 
The currents, there- 
fore, of the electro-. 
magnet will circulate 
as represented, at the 
N en<l. The currents 
in the wire will there- 
|5 fore follow, as in the 
figure. As N S ap- 
proaches N' S' these 
Fig. 245. currenta will continue. 

On taking N S away, the magnetism in N' S' diminishes, 
and as long as this diminution continues tlie current is 
found to pass in the opposite direction. 

390. In Chap. V we examined the formation of an electro- 
magnet by a sjiiral current around a soft iron bar or core. 
A current passing down a righHianded 
spiral around a core causes the end of 
the core, which it leaves, to have K. 
polarity, and therefore the Amp^reian 
currents circulate in the electro-magnet, 
as shown in fig. 246, that is, parallel 
to and in the same direction as the 
exciting current. The Ampireian cur- 
rents, though thus caused by the current 
in the spiral, arc not induced currents, 
Fig. 24G. for they go in the opposite direction 

to that which the induced cun-ont would pui-sue, and they 
are as j«rnianent as the exciting current, while induced 
currents ai-e momentary. We may imagine in a bar of soft 
ii'on that there are an infinite number of currenta in an 
infinite number of planes, and that under the directing in- 
fluence of the helix these arrange themselves parallel to the 
currents of the helix, and, therefore, parallel to one another, 
and in the same direction as the helical current, according 
to the rule examined in Art. 252. It follows that if we put 
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one helix inside another of tlie same kind, and put a bar of 
soft iron in the inner helix, and then pass a current round 
either one of the heKces, the secondary curi-ent induced ia 
the other helix will not only be brought about by the direct 
action of the first helix on 
the second, but also by the 
nu^netism in the core, 
caused by the primary 
current reacting upon the 
second helis in the same 
direction as the primary 
acted. Thus, fig. 247, we 
suppose there are two right- 
handed helices p and a, of 
vhich p is inside s, and a 
Boft iron core C b placed Fig. 247. 

in p. When a current ia sent down p from left to right, 
an induced current starts in s in the opposite direction. 
Further, the current p magnetises C, giving it the polarity 
in the figure. The Ampfereian current in C are in the same 
direction as that of p, and accordingly strengthen the second- 
ary current by confirming the direct fiction of jj upon it. On 
stopping p, again a current starts in the same direction aa 
p, and ^e stopping of the Ampfereian currents in the electro- 
magnet assists the secondary. The core always assists the 
primary. And the joint effect is very m\ich greater in induc- 
ing secondary than the effect of the primary alone. To this 
we shall return in Art. 294, and the following. 
■ 291. Solenoids.— In Art, 285, we exaniineil the attractive 
and repellant properties of helices down which currents are 
passing, and showed that these helices had poles like those 
of a bar magnet. If, according to Ampere's theory, magnetism 
is due to aystematio current direction, the above helices are 
to be regarded not only as similar to, but aa actually being 
weak mi^ets. Ey bending the ends of a helix back into 
its cavity, carrying them along near the helix (not exactly 
in ita axis), and bringing them out at about the middle, an 
arrangement ia got which is called a solenoid, and which can 
be free to turn while a current is passing through it. Such an 
arrangement is geen in fig. 348. "Jhe Bo\en.cJi.'lL ^a wys^xA^ii, 
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by a fine thread t One of its terminals a rests in a little 

mercury cup, and the 
other h, which is not 
quite central, moves 
in a circular mercurial 
trough around a. The 
cup and trough are 
connected wit^ the 
poles of a battery. If 
the current ascends a/ 
then A becomes S.- 
seeking, and B be- 
comes N.-seeking, that 
is, A is repelled by 
the S.-seeking, or un- 
marked pole of a mag- 
Fig. 248. " net, and attracted by 

the marked. B is repelled by the N. -seeking, or marked, and 

attracted by the S.- 

sceking or unmarked. 

1 1 J [J (J [J () ( I If I ) (} [j[J J Allowed to swing, the 

end B will point to the 
N. and A to the S. On 
reversing the current 
the solenoid swings 
round, its poles being 
reversed. The terminal 
wires of the solenoid 
may pass through a 
Fig. 249. bung, and one of them 

may bo armed with an amalgamated zinc, and the other with a 

copper plate. Tho 
whole is floated in 
acidulated water. In 
order that the directive 
magnetism of tho earth 
may produce a sensible 
effect, the convolutions 
of the solenoid should 





Fig. 230. , 
be very mimQvoua and clo&d tQre^t\i.eT« 
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ite solenoid iorizontally, and on a horizontal axis, fig. 250, 
vhich may be done by bending its terminak, and restmg 
tbcm on two drops of mercary on a wooden stand, in 
such a way that the centre of gravity of the whole is a littlo 
below the line joining the ends of the terminals, then when 
a current passes, the solenoid dips like a needle. ■ 

A few turns of insulated 
copper wire, fig, 251, in the 
form of a hoop shows the 
.polarity remarkably well. 
The N. pole of a bar magnet 
presented to the hoop will 
attract it from a constdei*- 
able distance. If the S. end 
be forced into the hoop, the 
latter will move off, and 
frequently it will turn round 
and impale itself on the 
magnet, running up as far 
as the middle. 

292. The power enjoyed 
by magnets, either perman "■ ~ "^ — _ — 
cnt or teriipoi-ary, to call Fig 251 

forth Bccondaiy currents, and the f let that those omronts nre 
always in the opposite dn'ection to the Ampfereian currents 
■when the latter are started, approached, or strengthened, 
gives rise to an application of Lenz's law, both curious and 
important, namely, the drag upon a moving magnet exercised 
by a neighbouring conductor, and the friction-like action 
between a moving conductor and a magnet at i-est, wliich 
causes the latter to move. 

.....Q..., 




Suppose we move an 

endless conducting wire 

A B beneath the S. pole 

of a magnet which can 

turn in a horizontal 

plane. Let the conductor 

move from left to right, ' 

03 e. Looking upon the fig. 252. 

part A C as a secondary, it ia clear that a. cvvi;\«iA V-Ci^Vti ' 
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tablished in it contrary to the nearest current of S, that is, 
from left to right. So that the current in S and the induced 
cuii-ent in A C, being in opposite directions, will repel, and 
S will be pushed in the direction of <?. Again, the part C B , 
by the same motion, is removed from S. A current will 
therefore be established in it from B to C, which, being in 
the same direction as the neighbouring current of S, attracts 
S and drags it along. Pushed by the current in A C, and 
pulled by the current in BC, the pole S moves in the direction 
of the motion of AB, that is, from left to right; as though 
A B in its motion rubbed up against S. Similarly, if S were 
to move along in the direction A B, the current in A C would 
be in the same direction as the lower current of S, and between 
these there would be attraction or pull, while the current in 
B C would be in the opposite direction, and between S and 
B C there would be repulsion or push. The conductor A B 

would therefore tend to 
move in the same direc- 
tion as the pole S. The 
N pole on the opposite 
side would behave in a 
similar manner. 

So that, ^g. 253, if we 
place a magnetic needle 
K S on a pivot, and stand 
it on a sheet of glass to 
Fig. 253. get rid of the influence 

of draughts, and turn beneath it a sheet of copper, or any 
metal C, the needle will follow the rotation of the copper. 
Or, inversely, if we suppoi*t the disc beneath the magnet ' 
and spin the latter round, the disc will follow it 

Again, imagine, fig. 254, that we have two powerful electro- i 
magnetic poles very near to one another, and hold between 
them a sheet of copper. The copper will move with extreme 
reluctance between the poles. The more violent the effort 
to move it, the more violent will be its resistance to motion. 
It will have no rebound, but its repugnance to motion will 
rescmhh that offered by a seniv^olidto tlva ^asaag<e of a knife. 
A spinning mass of copper vjV]!i\.\i^ o^^S^-^ ^Xsi^^^^V^s^'^issSk ' 
neighbouring soft ivon mscaae^ «x^ xx^^^^M^sa^ ^'Qsscd.^^^^^ 
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ring dropped between the poles will fall as thoogt through 
ayrup. If the ling be broken the peculiar effect ceases, 
becauao no current can then circulate. 




Fig. 254. 
The over sensibility of the compass needle ia corrected by 

' placing it in a metallic ring; the motions of the poles near 
the metal cause currents in the metal, in all cases, in such 
directions tia to oppose tho motion. In fsict, the law described 
in Art. 276 as Lenz'a law, is here further illustrated. 

293. Effect of Soft Iron Core ia Primary.— In Art. 290 
it ap])eared that the creation and cessation of magnetism in 
a soft iron core in the primary, assisted the direct action of 
the primary upon the secondary, in producing the secondary; 
and in Art. 289, the magnetization of a soft iron core, in a 
coil, was shown to produce the same effect as the introduction 
of a permanent magnet into the coil, and also the same effect 
as the starting of a current in the primary, in the same direc- 
tion as the Ampfereian currents in the permanent or induced 
magnet. Accordingly, if a helii he wrapped round a mass 
of soft iron, and both be brought near the N. pole of a per- 
manent magnet, a current is started in the wire which con- 
tinues as long as there is approach. The current Is reversed 
if the wire and iron is withdrawn, and the reveraed current ia 
continued if the wire and core is brought to the S. It is again 
reversed on withdrawal from the S., that ia, withdrawal from 
the 8. produces the same effect aa appTOttc'ti.te^ft'^. 
S94. Jfi«2e*o-eiectrical Maolimw.— &X\ TO:^Y\i.-ffi.ev*5.ltst 

obtahdiig cwreDts from magaeta depend u^oti ^Sis \iYi»a'^'^~^^ 
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in Art. 290 and preceding paragraphs. The crude form of 
Buch an instrument is shown in fig. 255. K and S are the 
north and south poles of a permanent magnet fastened in 8 
vertical plane. Opposed to these poles, and as near to them 
as possible, are two soft iron cylinders A and B, connected 
away from the magnet by the piece C C. Around A and B 
is wound the wire a 6 in right-handed spirals. Let a and 6 
be connected, and, by machinery which is hot shown, let the 
system A B C be moved round in a vertical plane perpendi- 
cular to that of the magnet. Starting from the position in 
the figure, let B sink through the paper. A current will 
then move around B towards h ; at the same time, a current 
starts around A from a. Accordingly, the removal of B from 
S, and A from N, both tend to send a current from a to 6. 




Fig. 255. 
The approach of A to S, as the rotation is continued, produces 
the same direction of current as its removal from N. And 
the approach of B to N produces the same effect as its with- 
drawal from S. So that during the first half revolution tho 
current passes from a to 6, During the whole of the second 
half it passes, as is clear from exactly similar reasoning, from 
h to a. If we hold wires connected with a and h in the moist 
hands, we feel a succession of slight shocks as the induced 
current reverses its direction at each half revolution. If a and 
h are connected with a Voltameter, a mixture of oxygen and 
hydrogen is evolved at both poles. A thin platinum wire 
between a and h becomes red hot. 

In order to get a continuous current in one direction 

between two other points e and f, say in the direction from 

c toy) we must introduce an rheotrope or current reverser, 

between the pair a h and the pair ef, in such a way that tho 

connection is reversed at every loaXi TeNo^a^iQ^*, €<iv then tho 
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connection being reversed when the current is reversed, the 
current between e and y will remain the same. This may be 
accomplished by splitting the metallic axis, upon which the 
system A B revolves, longitudhially, and filling the interstice 
with some non-conducting substance such as ebonite. If the 
terminals a and h are always connected with the same halves 
of the axis, and the points e and /are connected with springs 
which always press upon the same side of the axis, the above 
co!Qditions are satisfied ; for then at each half revolution, the 
spring connected, say with e, will change its connection from 
contact with a to contact with 6, and this at the very moment 
that the current is reversed from a to 6 and becomes from 
h to a. 

295. The magnetizable soft iron core and its surrounding 
wire are more advantageously applied to the permanent 
magnets in the arrangement known as Siemens' armature. 
This is shown in ^g, 256. Thje armature resembles a shuttle 
C D, the wire is wound upon this. The terminals are con- 
nected with the parts a 6 of the split axle. Striding over 
the armature is a series of electro-magnets, of which only 
one is shown. These are flat, parallel, and very close 
together. 




Fig, 256. 
296. By employing electro-magnets instead of permanent) 
steel magnets, a still greater effect may be !^TQdxv»^ "V^ 
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current whicli excites the electro-magnet may be derived from 
a small machine such as just described. Thus, if we take a 
small machine, such as was described in 294, 295, and conduct 
its current around soft iron bars, replacing the magnets of 
295, we get, on turning the armature of 295, a vastly increased 
current. The labour is of course greater. Instead of employ- 
ing a separate system to generate the current, we may rely 
upon the existence of a little permanent or earth-induced 
magnetism of the soft iron itself Thus the magnets of fig. 
256 being replaced by soft iron, suppose that all of these 
are enveloped in wire, whose terminals are all connected with 
a and b. The slight magnetism in the soft iron masses will 
cause a weak current from atob; part of this will pass from 
e to^at once, the rest will circulate around the soft iron masses, 
and by converting them into electro-magnets, will vastly in- 
crease the current of the armature, the effect and the cause are 
reciprocal; but both of course are dependent on the work 
expended on turning the machine. This resistance to motion 
is feeble at first, but soon increases as the magnetism rises and 
the current augments. 

297. Induction Coila — The electric current obtained by 
the above described magneto-electric machines is an induced 
or secondary current of which the primary is the group of 
Ampfereian currents circulating around the poles. The 
mechanical conditions of the genesis and extinction of this 
secondary, namely, the gradual manner in which the approach 
and withdrawal must be made, give also a continuousness to 
the secondary, and causes it to resemble the primary in kind. 
The sudden extinction of the primary, and the almost equally 
sudden demagnetization of the soft iron it envelopes: the 
sudden creation of the primary, and consequent sudden 
magnetization of the soft ii'on, cause the efiect in the 
secondary to be concentrated in time, and so in a manner 
condensed. Shoi*ter lived, but equal in total energy with the 
current produced on approach or removal, it acquires tension, 
and is converted under favourable conditions into frictional 
or high-tension electricity. In the ordinary medical coil, the 
Becondary wire surroMnda \k^ ^\\TCi«c>j ,^V\s^ ^.^^^^^mrounds 

the Boft iron core, conaistrng oi «u\5vmSi\ft ^i \sLQSi.^\x^. Vsi. 

Automatic make and \>Tea\, «ix£S\»x \ia ^^^. ^^^^s^^^«^\s^ few:^^ 



bDHaaoEFp's coiL 



97? 



S3C, 18 fiet in action by the passage of the current while the 
tenninala of the Becondarj are held in the bands or applied 
to different parts of the body. The strength of the second- 
ary is regulated by passing it to variouB distances over the 
primary. In the magneto-medical coil, the galvanic batteiy 
of tie ordinary coil is replaced by a magneto-electric machine, 
snch as that in Art 294. The current generated in the wire 
I BUrrounding the armature of a permanent magnet when the 
[ armature ia turned before the magnetic poles, is the primary 
- current, the other part of the instrument ia similar to the 
ordinary medical coil. 




Fig. 257. 
398. Bohmkorff's Coil—The principal of thia is exactly 
that of the medical coU, with the addition of a " condenser " 
attached to the primary. The use of the condenser will be 
described immediately. Perhaps fig. 257 may serve to 
explain the princijile of the coiL A bundle of soft ii'on wire 
I is enclosed in a coil P, passing sevciul times backwards 
and forwards, of stout covered copper wire which may be ten 
or twelve yards long. One of the terminals p of this prim- 
ary wire is connected by means of the bvntoi^ sKift^ \ V\^ 
one pole of the battery, of say 4 platino-raitt c^'a. '^^*' 
oiber termiaal q of the primary ia conaectei -w'A^i *-^* w^Ti^-fe 
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Lammer H oansisting of soft iron, which presses against the 
point of a screw working through the stand o, and so to the 
other battery polo. The primary terminal q is also con- 
nected with C, a series of sheets of tin-foil connected 
together along one edge, but separated by sheets of paraffined 
paper from a similar connected series C, which are in con- 
nection with q\ The secondary wire, whose terminals are S' 
and S", consists of several miles of very thin silk-covered 
copper wire, wound in segments on an ebonite reel cylinder, 
fitting as close as possible over the primary. The passage of 
the current through the primary, when I and m are joined to 
the battery by magnetising the core I, attracts H from o, 
and so breaks contact, which is instantly restored in the 
manner described in Art. 2 3 6. Let us suppose that both 
primary and secondary are simple single right-handed helices, 
and let the + current enter the piimary by P^, w, q\ o, H, n, 
q, and so round to p, l, and Zn, On starting, the current in 
the primary acts directly on the secondary to produce a 
current from S' to S". The magnetization of IT, which 
causes I to become N.-seeking also, sends the current from S' 
to S". On stopping the current in the primary, the current 
in the secondary moves both by the direct action of the stop 
of the primary, and by the demagnetization of the iron, in 
the opposite direction, that is from S" to S', and if the 
secondary current due to breaking and demagnetization were 
precisely equal in strength and identical in kind with that 
due to making the primary, and magnetising the core, we 
should have a current from S" to S' exactly equal and 
similar to that which passed from S' to S" on making the 
primary. But neither is the make-secondary identical in 
quantity nor kind with the break-secondary. 

Referring to Art. 280, it appears that the extra current 
in the primary can, when the current is made, only manifest 
itself by diminishing the primary, which results, of course, 
in diminishing the secondary. On breaking the primary, the 
extra current, endeavouring to pass in the same direction as 
the broken primary, cannot do so through lack of path: it 
cannot, therefore, affect t\ia ^^<iOT\.^T5 «!^ ^V^ Accordingly, 
the break-secondary mua\i\>© «tTOTi.^«t ^jJo.^^v^Xi^^xssiJs^'Sr'eR^^^ 
ic© the primary m tiie latt^Tc ^^^^ '^ ^^xs>:^s:^^^\^^l ^^ '^-^ 
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in the formei*, not. When the primary is broken, if we can 
in any way store up the effort of the extra to pass in the 
opposite direction to the broken primary, if we can condense 
the extra current formed on breaking the primary, then, on 
making the primary, the direct effect of the primary on the 
secondary is augmented by the stored up break-extra, which, 
now escaping from its bondage in the opposite direction to 
that in which it entered, travels with, and fortifies tho 
primary. The polarity of S' and S" depends, therefore, upon 
the fact that, on making, the primary is assisted by the 
stored up exti-a from the previous breaking, and diminished 
by its own extra which stores itself up. On breaking, the . 
released extra acts in the same direction as the break of the 
primary, and, accordingly, the break-secondary is stronger 
than the make-secondary. The pole S" becomes -i- towards S'. 

The secondary caused by breaking the primary has, 
moreover, always a greater tension than that caused by mak- 
ing the primary ; it is more completely transformed into 
static or frictional electricity. On employing a long and 
thin secondary wire, this transformation is complete. From 
S'' to S' sparks leap across, having all the properties of those 
of a frictional or of a Holz's machine. These may be with a 
good machine eight inches in length, and since, if a spark 
passes at all, it passes at each break of the primary, a torrent 
of sparks may be obtained by the working of two or three 
cells of a battery. 

299. The induction coil may serve to illustrate the resem- 
blance of frictional and Voltaic electricity, not only by show- 
ing the genesis of the former from the latter, but also by 
giving an abundant source of the former kind, it enables us 
to trace a step further some analogies not quite sufficiently 
examined. In Art. 284, it was seen how a current, descending 
in front of one end of a bar magnet, rotated around that 
end in the direction opposite to the Ampfereian currents 
circulating around the pole. Precisely similar motion is 
observed in the spark discharge of the induction coil. In fig. 
258, a hole is bored through a bar of soft iron M M, and 
filled with shell-Lac, through which si \7iYCi \^ \)cvx\\s.\»\\v ^^"^- 
tact with a brass cap B, which is aepaxa^;^^ i^ovxi ^^ vciorsv 
rod also bjr shell-lao. The outside o£ ISI ia a\«.Q >i)oAJ^l ^^^Ws. 
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witli slielMac down to its centre G, whicli is a girdle of btas& 
The central wire and G can be connected with the poles of 

an induction coil, and when 
this is the case, sparks pass 
between the cap B and G. The 
lower half of M is encircled 
by a copper wire whose ends 
maybe joined to a battery, thus 
causing M to become an electro- 
magnet. The upper half of 
M is surrounded with a glass 
globe, from which the air may 
be exhausted to any extent. 
It is found that as long as 
M remains immagnetised, the 
spark between £ and G follows 
a constant patL If M is mag- 
Fig. 258. netised, the spark glides round 
as it continues to strike between B and G. It glides in the 
opposite direction when either the polarity of the magnet is 
reversed, or the direction of the spark reversed. In iBLCt, 
the phenomena of motion of Art. 258, where a current 
revolved about the magnet, can be here reproduced exactly 
with the spark discharge. 






Fig. 259. 

800. Phenomena of extreme beauty are exhibited when 

the spark from the induction coil is allowed to pass through 

glass tubes containing various gases in different degrees of 

mrcfaction. The Bimpleat iorm oi «w.^ ^ ^^vsiw^sja. x^^o^ ^ 

^own in fig. 259 (1) and ^Jl^. Tv?Q'^\se«ai <ii^^NAss»ss>L-wafc^ 
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ft, h, are fused into a glass tube A, which is drawn out at Bi 
The air is exhausted from- the open end by a good air-pump^ 
and the glass is softened and drawn off at B. The length 
from a to 6 may be several feet, still, if the pressure left be 
only about ^ inch, a luminous discharge takes place from a 
to 6, when these two points are connected with the induction 
coil. The wire from which the spark enters the partial 
vacuum becomes armed with a brush-like discharge, the other 
wire becomes clothed with a layer of light. Yapours intro- 
duced into the tube before exhaustion have the power of 
inducing a remarkable stratification of the luminous discharge, 
and the colour is characteristic of the gas or vapour present. 
What is seen is, in fact, incandescent gaseous particles, and 
although up to a certain point the greater the rarefaction 
the longer is the discharge length, still, if the vacuum be as 
perfect as possible, such as may be got by the action of a 
mercury pump for several hours, or the chemical vacuum got 
by filling the exhausted tube with carbonic acid, and exhaust- 
ing several times in the presence of dry caustic potash, which 
is afterwards fused, then the spark refuses to pass between 
wires only ^ inch apart, while it will leap over an interval 
of 8 inches through ordinary air. On the other hand, if 
instead of rarefying the air, we compress it, we soon again 
reach a stage where the spark i*efuses to pass: whei*e the 
insulation is perfect. 

Beautiful as are the appearances presented by these 
vacuum tubes, at present so little is known concerning the 
rationale of the discharge through them, that we must not 
give more space to their description 



CHAPTER X. 
DELATION OF THE CURRENT TO HEAT AND LIGHT. 

301. Temperature affects Resistance. — The relation 

Letween heat and the galvanic current may be viewed from 
three positions: — (1), The influence of temperature on the 
resistance offered by bodies to the current; (2), the develop- 
ment of heat by the cuiTent; and (3), the generation of a 
current by heat. The eflect of heat upon a metallic conductor 
is invariably to increase its resistance; but the alteration 
of resistance is so much affected by traces of foreign metals 
that the law connecting resistance with temperature is often 
masked. An iron wire, whose resistance at 21° C. was 690, 
had a resistance of 1660 at 285^ C. At the brightest red 
heat its resistance was 4880. The resistance of a copper 
wire increased from 864 at 21® C. to 4700 at a bright red. 
A platinum wire, which at 21*^ C. had a resistance of 1985, 
had at a bright yellow the resistance of 6000. Within the 
range of temperature which can be accurately measure^ by 
other means, such as the air thermometer, it appears that 
the increase of resistance for every 1° C. is on the whole 
about 0*00366 of the entire resistance. This number is the 
co-efficient of expansion of gases for 1° C; and the conse- 
quence of this coincidence is, that the resistance of the metal 
is proportional to its absolute temperature — i.e., to its tem- 
perature above the absolute zero of temperature. But it 
must be remembered that this coincidence is only approxi- 
mately true, and that an increase of temperature at a high 
temperature takes a different effect from the same increase at 
a lower one. Very careful experiments with a platinum 
wire 0*009 in. in diameter, showed (Siemens) the following 
amongst other results ; — TIiq \:eaista.n.QQ at 0^ being taken as 
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100. Table (1) shows the resistance when the wire wad 
heated in oil ; (2), when heated in air : — 

(2) 





(1) 




o^. 


•••••••• 


.. 1000 


60".. 


• •!•••••< 


.. 114-6 


110" .. 




. 1261 


160" .. 




.. 137-7 


210" .. 


• ••••••• 


.. 148 


260".. 


• ••••••• 


.. 159 1 



C* 

100" 


100-0 

1250 


112-7" 


128-7 


160-3" 


140-4 


212-3" 

264-6" 


152-9 

165-4 



302. The resistance pyrometer is based upon measure- 
ments such as the above. A platiaum wire is coiled around 
an earthenware cyliader, and protected by an earthenware 
case. Balanced by a resistance bridge when cold against a 
similar coil or any other resistance, the protected coil is 
subjected to the source of heat, and the increased resistance 
measures the temperature. For exact measurements of this 
kind, where the instrument is calibrated with standards, we 
are not concerned with the source of the change. But it is 
clear that, apart from the specific alteration of conductivity 
due to heat, we have also the change in the dimension of the 
wire; it becomes longer and thicker. The co-efficient of 
expansion being c, the length I, and the radius of section v 
for an increase t^ of temperature, the length is increased 
^Ity and the sectional area, qirv^t. 

The resistances of liquids which are decomposed by the 
current are diminished by increased temperature; and this 
diminution does not only depend upon the nature of the salt, 
but also on its degree of concentration. Thus, a solution of 
sulphate of copper resists according to the following table v — 





PER CENT. Cu. SO 4. 


8 


12 


16 


20 


24 


28 


14" 

16" 

18" 

20" 

24" 

28" 

30" 


42-1 
40-3 
38-7 
37 1 
34-2 
31-6 
30-3 


33-5 
32-2 
30-9 
29-7 
27-6 
25-7 
24-9 


28-7 

27-7 

26-7 

25-7 

24-1 

22-7 
oo-i 


26-3 
25-4 
24-5 
23-6 
22-2 
21-0 
20-4 


24-8 
23-8 
22-9 
22 
20-4 
19-1 
18-5 


22-7 
21-6 
20-4 
19-4 
17-4 
15-6 
14-7 
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303. Melted metals, including mercury, follow the law pf 
solids — namely, their resistance is increased on receiving 
heat. The resistance of a metal is greatly increased when, 
without change of temperature, it passes from the solid to 
the liquid state; at least this is the case in all of the few 
cases where such determinations have been made with 
accuracy. 

Compound bodies behave quite differently from simple 
metals in their change of conductivity when their tempera- 
ture is increased. And this is the case both with frictional 
and Voltaic electricities. Thus, if one end of a glass rod be 
heated red-hot, and placed on a charged electroscope, the 
electroscope is instantly discharged, if the hot part is touched 
with an earth-wire. On touching the cold part with an 
earth-wire no such discharge ensues. Two platinum wires, 
fused into the ends of a rod of glass about ^ in. apart, and 
connected with a battery circuit in which a galvanometer is 
introduced, allow the current to pass between them if the 
glass is heated over a gas flame. More exact measurements 
can be made by putting mercury into a glass test-tube, and 
plunging the tube into a mercury bath, and connecting the 
interior mercury with the exterior by means of a circuit in 
which is a battery and a galvanometer. Thus^ if the resist- 
ance of a certain thickness of glass at 

200 • C. is 2582 
at 250 it is 153 
„ 300 „ 17 

„ 350 „ 12 

„ 400 „ 8 

The conductivities of simple binary compounds are differ* 
ently affected by heat. Selenide of silver and selenide of 
copper behave like metals, that is, their resistances increase 
with the temperature, and they are not decomposed. Certain 
sulphides are in the same predicament; while others, such 
as the compound CugS, undergo solid electrolysis. At 110** 
C. this body eliminates copper at the - battery polo, while 
CuS appeal's at the + . 

304. Besistance aSecU T^m'^^x^t^T^r--[th<& ^o&sage of a 
current through a Komogetiftow.'a ciOxAwc^wt \a ^^wj^ ^^^<Qsas.« 
'yanied by an evolutiou oi "Vie^^, ^"^^ ^^ Q^^TiJC^^.l ^'i V^'sa^, 
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. which is liberated in. & given time ia found by experiment to 
vary directly with tlis reaiatance, and directly with the square 
of the current's intensity (or quantity in a given time) . Since 
the same quantity of current paaaea by any point of a circuit 
in tLe same time, it follows that, in a closed circuit, the heat 
developed in any one portion ia proportional to the resistance 
of that portion. It is also obvious that, on increasing the 
resistance of one part of the circuit of a battery of given 
electro-motiva force, wo by no means proportionally increase 
the heat there developed, because the increase of resistance 
diminishes the current strength. The very heating of the 
part of the circuit where the resistance is greatest, diminishes 
the whole current strength and quantity. Accordingly, in 
establishing experimentally the relation between temperature 
Of heat quantity on the one hand, and cmrent quantity and 
resistance on the other, we must employ some means for 
measuring the current quantity which passes through the 
-whole circuit, including tiie variable resistance. Perhaps the 



most trustworthy 
method of doing 
this is to introduce 
a Voltameter into 
the circuit, and to 
measure the heat 
quantity given off 
from a portion of 
the circuit, by de- 
termining the num- 
ber of heat units 
given to a known 
weight of water in 
a given time, or 
by employing some 
other liquid to re- 
ceive the heat, and 
by its expansion to 
betray its amount. 
Fig. 260, let 8 be a 
batieiy of three or 



(^--\ 




.^ „ E\g. Wi. 

four cells. A. ybJtometer, V, is placed ia. iXa cvckC-A. T^^m* 
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terminals A and B are connected with thick copper wires, A. C 
and B D, which pass air-tight through the cork of the flask 
F, and are joined together at the ends by a spiral of thin 
platinum wire, P^. The flask F is filled with strong spirits 
of wine, which reaches up to a point on its graduated stem. 
Before use, the alcohol thermometer, which F forms, is cali- 
brated. That is, the rise in the stem which corresponds to 
a given rise of temperature is noted by keeping F for an hour 
in water of known temperatures. From the known weight 
of alcohol in F, and its specific heat, it is easy to deduce the 
number of heat units corresponding to a given rise in level 
in the stem. 

Calling Hj the quantity of heat or number of heat units 
set free in F in a given time ; Nj the number of (say) cubic 
centimetres of detonating gas set free in V in that time, and 
R the resistance of P^. And calling Hg, No, Rg, the homo- 
logues of another experiment, then it is found that Hj varies 
as njv^y and Hg as niv2, or, generally, 

This important law, known as Joule's law, is expressed at 
the beginning of this paragraph in words : the heat varies 
directly with the resistance, and directly with the Square of 
the current strength. For the current quantity in a unit of 
time directly measures the gurrent strength. "We may put 
the above expression accordingly in the form 

and, since the resistance E. varies directly with the specific 
resistance, sp^, of the material, directly with the length l, and 

St) I 

inversely with the section (s) of the conductor, Ilc« -^> wo 
have, 

8 

If, therefore, we have one and the same current circulating 
around a mixed conductor, as is the invariable case with a 
battery circuit, S is the same in all parts ; and the heat 
developed in any portion of the circuit is proportional to the 
resistance there encotiiitexed* 
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It is clear that the expression H«>SoR enables us to deter- 
mine the resistance of a wire from the current strength S, 
and the heat developed in the wire ; also to determine the 
current strength by observing the heat when the resistance 
is known. 

305. — Several experimental illustrations of the conse- 
quence of Joule's law are of interest. If, for instance, a 
wire made up of alternate pieces of platinum and silver wire 
of the same thickness serves to conduct a strong current, the 
same quantity (S) of electricity passes through each portion. 
The resistance of the platinum being greater than that of the 
silver, the former is heabed most, and may become red-hot 
while the silver remains cool enough to be handled. Again, 
if a current passing along a platinum wire is just sufficient 
to bring it to incandescence, and if we heat a portion of the 
wire, the resistance of that part is increased (Art. 301), the 
current strength is diminished, and the remainder of the 
wire ceases to glow, because it no longer has to convey so 
much electricity. If the current be just insufficient to make 
the wire glow, and we cool a portion of the wire by plunging 
it into water, the whole wire offers less resistance, the current 
strength is thereby increased, and the increased current, 
passing along the uncooled part, heats it to incandescence, and 
even to fusion. It is for a similar reason that a wire may 
glow and melt if it is very much shortened. Let us suppose 
that the resistance of the wire we employ is incomparably 
greater than all the rest of the resistance, so that we may 
consider the current strength to be inversely proportional to 
the wire length. A long thin platinum wire interposed in 
the circuit offers great resistance. The heat in that wire is 
proportional to the length of the wire multiplied by the 
square of the current. If we halve the length of the wire, 
and at the same time keep the current the same, we halve 
the heat developed in the wire, because we halve its resist- 
ance. But we do not halve its temperature, because, while 
the heat is halved, the matter is halved. On halving the 
length of the wire we, however, l(y halving the resistance, 
double the current; and since the heat varies with the square 
of the current, we must have an increased quantity of heat on 
a shortened wire; for both reasons, tlieiij t\i<^'^\£i^^\^N5x.<i^css&^ 
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The temperature of the platinum wire is of course by no 
means a measure of the amount of heat it is giving off. The 
cooling effects of the medium, even of gaseous media, is 
variable; and the greater the cooling effect, the less on the 
one hand is the resistance, and the greater on the other is 
the current strength. The heat developed can best, in 
comparative experiments of this kind, be deduced from the 
current strength as shown by the chemical work done in 
the Voltameter. Thus, if a Voltameter and a resistance 
wire both form parts of the circuit of a battery, the wire 
may be surrounded by different gases which will have dif- 
ferent cooling effects on the wire, and exhibit different current 
quantities in the product of the Voltameter. Thus, if in a 
given time 77 cubic centimeters of detonating gas are formed, 
when the resistance wire is surrounded by hydrogen, only 65 
are given off when oxygen is used, 64 with nitrogen, and 63 
with air. If the air surrounding a wire which is just begin- 
ning to glow be rareiied, the wire glows brightly. Its heat 
can no longer be carried off by convection and conduction, 
but escapes by radiation alone. 

306. The heat developed in liquid conductors also follows 
Joule's law. The conduction of electricity through liquids 
which are not metals, is universally accompanied by electro- 
lysis, and the products of electrolysis, if gaseous, escape 
with a large quantity of the heat due to resistance, or the 
electrolytes in many cases react upon the liquid. It is in 
some cases possible after the passage of the current to find 
how much of such secondary action has taken place, and thus 
from data derived from independent experiment to make 
proper correction on the observed heat liberation. But it is 
most satisfactory so to arrange the experiment that after its 
conclusion no new bodies shall be present. If we take, for 
example, a solution of dilute sulphuric acid and electrolyse 
it between platinum electrodes, the central portion of the 
liquid will become the warmest, that around the pole less 
warm, and that around the H pole least warm of all. T^ 
is owing to the carrying off of the heat by the gases. If, how- 
ever, we electrolyse sulphate of copper between copper poles, 
copper is deposited on one pole and dissolved from the other, 
and those take place in exactly ^c^^ c3^"Mi\Ji\i<5RL The effect 
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of all secondary change is therefore eliminated, and the heat 
quantity as derived from the rise in temperature, the mass 
and specific heat of the suli)hate of copper solution is found 
to be proportional to the resistance and the square of the 
current strength. 

Since, then, the heat of the liquid conductor and the heat 
of the external conductor of a battery or cell both follow the 
same rules, the total heat of a battery varies as the total 
resistance multiplied by the square of the current or 

HcoS«R and since S=-^^ 

Xv 

when E is the electro-motive force, 

andHcoES. 
If, therefore, the electro-motive force remains constant, the 
heat developed is proportional to the current. Now, if the 
electro-motive force is the same, the current is propoi-tional 
to the quantity of chemical action which takes place in the 
batteiy; i,e.y to the amount of zinc dissolved. Accordingly, 
for the same electro-motive force, the heat developed in the 
-whole circuit is proportional to the amount of zinc dissolved. 
This may be experimentally proved by connecting a pure 
zinc and platinum plate by means of a platinum wire under 
water containing sulphuric acid. After a fixed time the 
temperature of the whole is foimd to be raised to an amount 
proportional to the weight of the zinc dissolved. Experiment 
further shows that the quantity of heat thus developed 
throughout the circuit, when the zinc of a couple dissolves, is 
exactly the same as the heat which would be developed if the 
same quantity of zinc dissolved in the acid alone. The effect 
of the galvanic coupling is accordingly neither to increase or 
diminish the quantity of heat set free on the solution of the 
zinc, but to distribute that heat throughout a conductor of 
unlimited length. 

307. Thermo-electricity. — Currents caused by heat. If 
we fasten, by means of wires of any kind, a copper wire to 
one galvanometer pole, and an iron wire to the other, and 
bringing the two into contact with one anotW ^'^Vj Wa^ 
9 ' ^ 
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the place where they touch, the needle of the galvanometer 
turns and shows that a current passes through the point of 
contact from the copper to the iron. If we drop a little ether 
on the place of contact so as, by evaporation, to cool it, a 
current passes round the galvanometer in the opposite direc- 
tion, that is, through the point of contact from the iron to 
the copper. On the further study of this fundamental ex- 
periment, it is found that whenever two pieces of unlike 
metal are heated together, and the parts not heated are 
joined, a current passes through the whole circuit. Tho 
direction which this current takes is always reversed if, in- 
stead of being heated, the place of contact of the two is 

cooled. Yet, owing 
to the very great influ- 
ence which impurities 
in the metals exercise 
and the effect of in- 
ternal strain in them, 
the position of the 
metals in the order of 
thermo-electric ten- 
sion is rather uncertain in several instances. In the following 
table the metals are arranged in such an order, that on heating 
the point of contact of any pair, the current passes through 
the point of contact from the one above to the one below. 
Fig. 261. 




Tig. 261. 



1. Bismuth. 

2. Nickel. 

3. Cobalt. 

4. Palladium. 

5. Platmum (1). 
0. Uranium. 

7. Copper. 

8. Manganese. 

9. Titanium. 

10. Mercury. 

11. Lead. 

12. Tin. 

13. Platinum (2). 

14. Chromium. 



15. Molybdenum. 

16. Rhodium, 

17. Iridium. 

18. Gold. 

19. Silver. 

20. Zinc. 

21. Tungsten. 

22. Platinum (3). 

23. Cadmium. 

24. Steel. • 

25. Iron. 

26. Arsenic. 

27. Antimony. 

28. Tellurium. 



It is usual to consider tho bismuth the most + and the tcl- 
luiinm tJ^e i^ost - usietajl oi wi^ ^ \^s^»^^Ck ^\iak.t» "vheu the 
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joint of- the two is heated, the biamutli becomea the - pole 
and the tellnriam the + . Conlpore figa. 262. 
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Kg. 262. 

The condition of ^gregation in affecting the position of a 
metal on the list, is seen in the case of platinum, whei'e the 
varietiea of platinum, are cast, rolled, and drawn respectively. 
The mixture or alloya of the above metals by no means 
occupy [4acea intermediate between those of their constitu- 
enta; on the contrary, a mixture of 12 of bismuth and 1 of 
tin by weight, is below antimony on the scale. The lowest 
on the scale of all mixtures of bismudi and tin is the one 
consisting of nearly 15 of bismuth to 1 of tin. A gi-eater 
proportion of bismuth brings the alloy towards bismuth. 
Sismuth and zinc alloys are all situated between bismuth 
and zinc. Zinc and tin are all between idnc and tin. Zinc 
and mercury are all between the two constituent metals. 
Bismuth and lead, tin and lead, antimony and bismuth, 
antimony and zinc have all special ratios with which the 
. thermo-tension of one of the constituents is exceeded. These 
ratios are generally distinct atomic ratios. 

308. Concerning the strength of such thermo-electric cur- 
rents, several determinations have been made. The electro- 
motive force of various cQuples, when their ends are kept at 
a fixed difference of tempeiuture, have been compared with 
the electro-motive forces of various galvanic couples. A 
bismuth-copper couple having a difference of temperature of 
100°C., ha^ the electro-motive force ef[ual to 0-015 of a 
Darnell's cell. A copper-German silver coupio of 100°C. 
temperature difference, has an electro-motive force of O'OOOll 
of a Daniell ; an iron-German silver couple has, with a differ- 
ence of 15°, ao electro-motive force of 0-0QQ15 tif «, "Dasis.'ift 
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For one and the same couple, the electro-motive force is 
found within certain limits to be directly proportional to the 
temperature difference. The limits of temperature within 
which this is true is different for different couples. With a 
platinum and palladium couple the regularity holds good 
from to 350°C. In almost all other cases the electro-motive 
force diminishes for the same temperature difference as the 
temperature rises. 

In very many cases this diminution of the effect at in- 
creased temperatures residts in its extinction at a certain 
tempeiuture, and a reversal at higher ones. The experiments 
in this direction are not in good accord with one another. 
A zinc-silver element, of which one end is held at 0°, de- 
velops the strongest current when the other end is at 120°C., 
at higher temperatures it diminishes imtil at 225°C. it becomes 
nothing; at higher temperatiu-es the current passes the other 
way. With zinc-gold the maximum is at 70°, the zero at 
150°. In another series of experiments, the following results 
were obtained : — 



Couple. 



Zinc-iron, ... 
Tin-iron, .... 
Copper-iron, 
Silver-iron, . 
Gold-iron,... 

Brass, 

Lead-iron, .. 
Zinc-silver, . 
Zinc-copper, 
Gold-brass, . 



[aximum. 


Reversal. 


143^ 


252 


167« 


• • « 


169«> 


270 


184^ 


295 


195«> 


• • • 


206<> 


• • • 


235? 


• • • 


• •• 


155 


• « • 


171 


• •• 


224 



309. The Thermopile. — Small as is the electro-motive 
force of a thermo-couple, its constancy when the temperature 
difference is the same, and each temperature is the same, 
makes it a valuable instrument for confirming electro- 
dynamic laws ; and, in the form of a battery or pile, it 
becomes, connected with the astatic galvanometer, a sensitive 
fhermoscope ^d tihenuoTCv^i;^^, 1^ ^ «fiviea gf bars of bi^- 
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Utnth and antimony are soldered together at alternate ends, 
as in fig. 263, and the terminal bismuth connected with the 
terminal antimony, , ^ool 

the current will paea 
in the direction of the 
arrowa when the lower 
l»lf ia warmer than 
tie upper. The electro- 
motive foi'ces at the 
ae^-eral junctures are *' 
additive like those of 
a battery linked tan- 
detn. The form of fig. 
264 13 that generally 
pven to the thermo- 
jnle. Square bars of 
bisiputh and antimony 
are arranged side by Fig. 263. 

ade, 80 that their faces are situated Uke the black and white 
squares on a ch^s-boai'd. The alternate ones at both ends 
are soldered together as in fig. 264. The terminals ore 
brought down to binding screws 
on the stand, and the faces of the 
pile are provided, for radiant heat 
experiments, with reflecting hoods. 
Such a thermopile, joined to an 
astatic galvanometer, shows the 
slightest difference of temperature 
at its two faces. Even the heat 
of the human body at several 
yards distance will be indicated. 
Used as a thermometer, a constant 
source of heat is placed at a known ■ 
distance from one face ; and tho 
sourceofheatwhichisbeingteated Fig. 264 

is placed at such a distance from the other face that tho 
needle is at rest The intensities of the known and unknown 
sources are then invereely as the squares of their distances 
from the respectivo faces of the pile. 

310, la the above pile it was mentio'ciei 'OcsA "^^ ^^^"^ 
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Fig. 265. 



were soldered together. Hete we have, therefore, a contact, 
not between bismuth and antimony, but between bismuth 
and solder, and solder and antimony. It is found experi- 
mentally that when any number of metals are joined together 
in sequence, and the whole of the joints be equally heated or 
cooled, no current will pass. Tlius, let the copper wire, 
£g. 265, which encircles the galvanometer, be joined to zinc, 

iron, tin, and silver in suc- 
cession, which last is joined 
to the copper. If all joints 
are heated equally no cur- 
rent passes. Now, we know 
that, on heating the CuZn 
joint, a current passes 
through this joint from Cu 
to Zn. Accordingly, this 
current must be neutral- 
ised by the joint action of 
the CuAg, the AgSn, the SnFe, and the FeZn. If the joint, 
CuZn, is heated and all the rest are cooled, just the same 
current passes as when CuZn is heated, and the other Cu 
being brought to the other end of Zn, the junction there is 
cooled. 

The thermo-current is excited not only between unlike 
metals> but also between parts of the same metal at different 
temperatures. In this respect silver, copper, and tin are 
differently circumstanced from almost all other metals. For 
if silver, copper, or tin, at 100° C. be laid upon the same 
metals at 8°, a current passes in each case from the cold to 
tli6 hot metal, "With zinc, platinum, gold, cadmium, and 
brass the current passes from the hotter to the colder metal. 
The same is true with silver if the temperature difference be 
greater — namely, if the hot metal be 250° and the cold 8° C. 
With mercury no current passes under any circumstances. 
The direction of the current seems, however, to be consider- 
ably influenced by the purity of the surface. Speaking 
generally, we may say that, with pure surfaces, the current 
generally passes from the warm to the cold; with oxidised or 
carbonised surfaces the direction is often, though not always, 
reversed 
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Between metals of the same cliemical nature, but of dif- 
ferent degrees of hardness, currents also pass when the point 
of discontinuity is heated. With steel hardened b^ quick 
cooling, the current passes through the heated joint from the 
hardened to the unhardened. With brass the current passes 
in the opposite direction. 



Ff. 




Fig. 26e. . 

If a part of a thin platinum wire be tangled together into 
a manifold knot, and the wire near one side of the tangle bo 
heated, a current passes towards the tangle, and this however 
thoroughly the wire is annealed. 

311. Thdrmo-currents with Liquids. — The examination 
of thermo-currents between liquids is attended with some 
experimental difficulty and uncertainty. The most trusts 
worthy experiments have been made in an apparatus shown 
in fig. 267. A cylindrical wooden vessel, V, carries below 
two tubes, which are closed at the bottom by two caps of the 
same metaL The two tubes are partially filled with the 
same liquid, Lg, and some lighter liquid, L^, fills the remain- 
der of the tubes and part of the vessel, V. Around the 
junction of the liquids in one of the tubes is a metal casingj 
through which steam can circulate. The moment it does so, 
the galvanometer, G, which is connected with the metal 
caps, is deflected. To avoid currents, caused by heating the 
liquid in contact with the caps, the ends of the tubes are 
immersed in cold water. It is iouu^ \)aaX» ^<^ ^'^^^<5>-\sx^'<ks^ 
force h nearly proportional to fti^ \,^m^^\i^^M^^ ^JcS^^^-^^^ ^"^ 
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the two surfaces of contact Further, that if L^ be the sdme 
as Lg, only more dilute, the current passes always from the 
weaker to the stronger solution; and the greater the difference 

of strength, the greater is 

the electro - motive force. 

V When solutions are used of 

different metals of the same 

^strength, that is, contain- 

' ing in the same volumes 

quantities of metals in the 

ratio of their equivalents, it 

appears that the order of 

tension of the solutions is 

the same as that of the 

metals themselves. 

312. Heating^ and Cool- 
ing of Joints by the Cur- 
rent. — We have seen that, 
when the juncture between 
G bismuth and antimony is 

Fig. 267. heated, the other and cooler 

ends being connected, a current passes through the joint from 
bismuth to antimony (1). It almost follows, as a matter of 
course, that if (2) a current is sent from a battery through the 
joint in the same direction, the joint will be cooled; for if the 
supply of heat to the joint sends the current in one direction, 
the motion of the current in that direction demands heat at 
the joint. This demand for heat is exhibited by the coldness 
of the joint. In the same way, since the withdi-awal of 
heat from the joint, the cooling of the joint sends a current 
through it from the antimony to the bismuth, a current (3) 
from the antimony to the bismuth through the joint will 
throw out heat from the joint. The joint gets warm. The 
experiment can be easily shown by sending a current, as in 
(3), from a single cell from the bismuth to the antimony, 
and then disconnecting quickly from the cell, and connecting 
with a galvanometer. The motion of the needle shows that 
the joint is hot. The faces of two theimopiles pressed 
together, but scpai^ated by a film of collodion, may be con- 
reniently used for such cxY>eTim^Tita. The one \>ile is con- 
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liected with a galvanometer, the other with a rheotrope 
connected with a cell. A little hole being bored in the joint 
of a, single BiSb couple, and filled with water, the latter may 
be frozen when the current passes from the bismuth to the 
antimony. It has been proved experimentally that the heat- 
ing and coolmg effects are directly proportional to the current' 
strengths. The above-described effect is known as the Peltier 
effect; it can scarcely be said to have been extended to lir^uid 
couples. 




Pf.i I tZn. ^®* Zn,t I I Pt. 





Cold Hot 

Fig. 268. 

313. Effect of Light on Resistance. — There is at present 

only one satisfactorily established case in which light affects 
conductivity. A bar of crystallised selenium and a reflecting 
galvanometer of great resistance being introduced into a 
circuit of two DanielFs cells, bring the spot of light to a 
point, which may be considered as zero, when the selenium 
is in the dark. On exposure to diffused daylight or to arti- 
ficial bright light, the resistance of the selenium is instantly 
diminished. On darkening, the resistance is re-established. 
If the bar of selenium be passed, while connected with the 
galvanometer, through the solar spectrum, its resistance is 
found to be most diminished at and beyond the red end of 
the spectrum^ and the resistance is dYai\sv^\i^^ \Ckft'^\»\si'*^'5f^^ 
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parts of the spectrum where the heat is greatest. The sel- 
enium, however, does not become sensibly warmer; and the 
slight increase of temperatui-e it suffers, if supplied from a 
source of invisible heat, is not sufficient to produce the whole 
effect. It must be remembered, however, that the resistance of 
selenium diminishes with heat to 217° C., when the selenium 
melts, and the resistance suddenly and greatly increases. 

314. Light caused by Resistance — Electric Light. — ^The 
heat being proportional to the resistance of a conductor, it 
follows that, when a metallic conductor is made very thin, 
and at the same time the electro-motive force is so increased 
that the current strength remains unchanged, the heat is 
accompanied by light, and the wire becomes incandescent. 
This intense heat, under these circumstances, may result in 
the fusion of the wire and rupture of the circuit. On bring- 
ing the metallic terminals near to one another, it is found 
that they may be brought to within iqq(^ of an inch of one 
another, when the battery consists of 50 or 60 Grove's, with- 
out the slightest spark passing, or any indication of the pas- 
sage of a current. On bringing the poles together, and 
again separating them by a very small interval, the act of 
separation is accompanied by a spark, due in the first place 
to the extra current, which partakes of the nature of frio- 
tional electricity. This spark, by vapourising a portion of 
the metallic poles, furnishes a vapour bridge with which the 
current passes. The + pole especially becomes heated; it 
melts and volatilises, and is carried with the current across 
between the poles, forming a bridge of incandescent metallic 
vapour, called an electric arch or arc. It seems, on the 
whole, that light cannot exist without matter. What we 
see is not electricity, but electrically incandescent matter. 
Further, the term incandescent must not be understood to 
be restricted to the exaltation of heat, but we must suppose 
that the molecular excitement called light may be produced 
by the direct action of electricity, without the intervention 
of heat. In the electric arc, however, heat precedes and 
accompanies light, for the origin is resistance. That matter 
is essential to the passage of the current appears from the 
fact that no current and no spark will pass through the most 
perfect vacuum. 
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815. The luminosity of the electric arc, when it takes place 
in air, is often increased by the combustion of the poles. 
Iron, lead, copper, etc., bum at the high temper- 
ature. Platinum, silver, etc., merely glow. The 
easy volatility of mercury permits that body to 
be used as the + pole as an abundant source of 
light. The most convenient substance is the 
dense form of earbon offered by coke. Thin 
pencils of this are fastened to the poles of a 
battery of about 40 Grove's cells. On being 
brought together and separated, a light of in- 
tolerable brightness results. Particles of carbon , 
are torn off the + or platinum pole, and carried I 
across the space in a state of intense incandes- 
ence. Some of them reach the — pole unbumt, 
but most bum, and so augment the heat and 
light. The + pole intumesces and softens; at 
its end a cup-like cavity is formed owing to the 
loss of carbon. The — pole becomes pointed, 
owing partly to the deposition on it of unbumt 
carbon, partly to its burning away. Beads of 
fused silicates and carbonates ajipear on the hot 
poles, and the coke itself is found to have been Fig. 2C9. 
converted at the ends into graphite. 

Analysed by the prism of the spectroscope, the spectrum 
is found to be continuous, showing that the light is mainly 
derived from solid matter; or, at least, that there is not suffi- 
cient gaseous matter to effect absorption of any of the rays. 
Metals placed in the cup of the + pole melt and volatilise, 
and give rise to characteristically banded spectra overlying 
the continuous spectrum of the carbon. The metallic arc 
acts towards a magnet as a current-bearing wire or spark, 
discharge. It is pushed on one side by a magnetic pole, and 
may by such means be pushed out. 

316. In vacuo the carbon points do not wear away by 
oxidation, and the gain of the — being about equal to the 
loss of the -f- , the poles remain for a long time at the same 
distance apart. Brought together under water, and again 
separated a short distance, the light is accompanied by the 
decomposition of the water, carbonic acid and carbQiaia q^<I^ 
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being formed. Brought together under bisulphide of carbon, 
a permanent gas is evolved, which can scarcely be anything 
but CS. The production of this gas does not depend upon 
the chemical nature of the pole, for it is also evolved when 
they are of platinum. Carbon poles brought together in an 
atmosphere of hydrogen, and separated so as to allow the arc 
to be formed, cause the hydrogen to unite with the carbon 
and form acetylene. 

To ensure constancy of light when the carbon points are 
in air, and also constancy of position of the light, the points 
are moved towards one another by clockwork, in such a 
manner that the + moves faster than the -, td such an 
amount as to compensate for their imequal wearing away. 
The description of the very ingenious but rather complicated 
mechanical contrivances for effecting this purpose belongs 
rather to the science of mechanism. 

317. Connection of Heat with Current Direction. — ^In 

Art. 90, et aeq,, we considered the relation of heat to electri- 
cal discharge. It appeared, briefly, that a body rising in 
temperature lost its power of receiving or retaining + elec- 
tricity before losing the power of receiving or retaining — 
electricity. Accordingly, we may roundly say that heat 
moves with + electricity. Further, when matter moves, 
heat moves, and therefore there is a tendency for matter and 
+ electricity to move together. A few considerations in this 
direction may close this chapter. If a part of a platinum 
wire be heated red hot, and then connected with a battery, 
the hob part is seen to travel with the current The motion 
of the + thermo-current, from the straight to the tangled 
part of a platinum wire, is probably due to the more rapid 
travelling of heat in the direction of the tangle, in consequence 
of the more rapid cooling there. The assertion must not be 
neglected, however, that when heat is carried along by a 
current, in copper the + current bears along the heat; in 
iron the heat travels against the current. In most cases, 
when two unequally heated pieces of the same metal are 
pressed together, the cun*ent travels with the heat from the 
hotter to the cooler metal. This is also the case when heat 
travels from a hot metal to a cold liquid. Inversely, if a 
7T0 between mercury cupa becoiafta iivcsvxideacent by reason 
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of a current through it, the mercury nearest the zinc-battery 
poles becomes the hottest, showing that the heat has been 
carried with the current. When electrolysis takes place 
(Art 189, et seq.) through a porous diaphragm, or through 
a siphon, there is an accumulation of the undecomposed 
electrolyte as well as of the electro-positive constituent around 
the - pole. Even when mixture or diffusion takes place, 
i^ere is a current passing in the direction in which the matter 
mainly moves. When zinc dissolves in an acid, the balance 
of motion of heat is certainly away from the metal, that is, 
in the direction of the + current. It is not easy to reconcile 
the direction of heat motion with the direction of the current 
in the case of thermo-currents, in accordance with the known 
thermo-conductivity and specific heats of the metals. We 
cannot, at present, say that the direction of the current is 
determined by the direction of the maximum flow of heat. 
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Gas Battery. — la Art 157, it -was ahoim hovf tho 

and hydrogen evolved during electrolysis strove to 
reverse the corrent by reason of 
their polarity. It is indeed pos- 
Bibie to construct a battery wh(se 
action depends upon the polarity 
of electrolytically evolved gases. 
Burtiier, if metals are used in con- 
tact with the gases which, like 
platinum, have the power of con- 
densing the gases, it is not uecea- 
sary for the latter to have been 
evolved eleotrolytioally, A single 
cell of this description is shown in 
fig. 270. Two tubes, H and O, 
containing respectively hydrogen 
and oxygen, are ins^'ted into a 
vesBei V containing sulphurio acid. 
Through the tubes are fused pla^ 
wires, terminating above in 
mercury cups, below in plates 
of platiniaej platinum reaching 
nearly to the bottom of tho tubes. 
On joining the cupa by means of 
ft wire connected with a galvano- 
aieter, a cmTent is found to pasa 
round the circuit from to H, 
Fig. 270. through the galvanometer, or frpm 

H to through the liquid. Both gases gradually disappear 
forming uJtiniftt«ly -watei. Iba ■^\b.^wko. visfooa oovered 
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with hydrogen, acts as a zmc plate to the platinum plate 
covered with oxygen, which takes the part of the carbon, 
copper, or platinum of a single liquid cell. The effect is 
greater if, instead of chemically prepared gases, we make the 
tubes themselves the seat of electrolysis, and fill them with 
their respective gases by that means. We have then the 
gases in their most active condition (comp. Art. 157). 

819. Electricity Affects the Senses. — ^The passage through 

the body of a discharge from a Leyden jar, is accompanied 
by muscular contraction and a nervous excitement or shock, 
which, however violent and unpleasant, can scarcely be called 
jmin, Ijut which more resembles a. nervous start. Since we 
know that there must be continuity of motor nerve fibre 
from the seat of the will to the muscle for voluntary motion 
to be possible, it is plausible to suppose that the electricity 
acts upon the muscle by means of the nerves, and even that 
both the will force in motion and the sense force in motion 
are not other than electrical currents or signals sent to and 
from the head office. Many as have been the attempts to 
establish this theory, it must be at present admitted that 
there is absolutely no evidence to show that that which the 
nerves convey is electricity; and this although electricity 
can be detected both in the nerves and muscles, and although, 
indeed, it must be generated by the chemical changes at work 
throughout the body. 

On moistening the hands, and laying hold of the ter- 
minala of a zinc-platinum batteiy of twenty cells, a slight 
shock is felt. If such an arrangement is made that the 
moisture of the hands is not electrolysed — and this may be 
done by plunging the electrodes into two cups of acidulated 
water into which the hands are then dipped— no sensation is 
felt during the continuation of the current; but a rather 
more powerful shock is felt when one of the hands is with- 
drawn. It is supposed from this that what is felt is the 
momentary induced current in the body, or what has been 
described in Art. 280 as the extra current. It will be re- 
membered that the extra current, like all cun*ents induced 
by make or break, is only of momentary duration; and since 
a large quantity has to pass in a small time, it acquires, as 
in the medical and Euhmkorff s coil, a hi^h ten!&i<i\3L^^^d ^a, 
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converted into frictional electricity. The physiological efkd 
of muscular contraction, and the accompanying nervous com- 
motion, depend for their amount not upon the quantity of 
electricity which passes through the muscle in a given time, 
but upon the amount of variation in current quantity in a 
given time. And this amount of variation depends both 
upon the rate of variation and the degree of each variation. 
Accordingly (Art. 297), the effect of a medical coil is increased 
by increasing the rate of make and break of the primary, 
and also, this being constant, by pushing the secondary further 
over the primary and magnet. It appears, then, that a gal- 
vanic current of uniform strength is almost without muscular 
effect; and that it is only when started, strengthened, weak- 
ened, or stopped that such effect follows; in other words, 
that galvanic electricity only has this effect as it gives rise 
to electricity of higher tension. Hence the incomparably 
stronger effects of the discharge from a jar. 

820. Effect on Taste, Sight, and Hearing.— When two 

dissimilar metals, such as zinc and silver, are placed on oppo- 
site sides of the tongue, and then brought into contact, a 
flash of light is seen and a strong metallic taste is experienced. 
One naturally would attribute the metallic taste to the in- 
evitable solution of the more electro-positive of the metals, 
under these circumstances, were it not that the metals are 
only in contact with the tip of the tongue, which is insensible 
to metallic tastes. Further, Dr. Stone has pointed out that, 
if wet sponges attached to the poles of a thirty cell platino- 
zinc battery be placed, one at the nape of the neck, and the 
other on the forehead, a metallic taste is instantly recognised. 
Some describe this taste as resembling soda water. We must 
admit, then, that the agitation of the nerves of the tongue or 
palate, by the establishment of a current through the head, 
gives rise to this sensation. But why it should be this par- 
ticular taste, rather than sweet or bitter, is quite obscure. 
The application of the terminals as above, is also accompanied 
by a momentary but intolerable blaze of light. Placed in 
the ears, the terminals of the battery of thirty cells give 
rise to a continuous sound. As there is no excessive sound 
either on closing or opening the circuit, it is not impossible 
that this sound is connected with a ^jrocess of electrolysis, 
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wMch indeed it suggests. The sense of smell seems never 
to be awakened. 

821. Although, as above stated, there is no proof that 
nerve-force is electricity, and although nerve fibre conducts 
neither sensibly better or worse than muscular fibre or other 
tissues, and although there is no provision for the electiic 
isolation of the nerves, yet the nerves receive and distribute 
electric excitement to the, muscles; or, to speak more 
cautiously, they receive electric excitement, and transmit 
their own force to the muscles. Further, there appears to 
be a greater potential in the muscles than in the nerves, or, 
•what comes practically to the same, in the extremities than 
in the brain. Thus, if the nerve of a frog's leg be laid bare 
from the knee to the thigh socket, wo find that it is at once 
an electrogen and an electroscope. If the toes are wrapped 
round with a platinum wire connected with one terminal of 
a delicate galvanometer, and the nerve is fastened to another 
wire connected with the other terminal, the needle is strongly 
deflected, and shows a current passing from the muscle to 
the nerve (from the toes towards the head). This current is 
permanent for many hours after death. The same direction 
of current, with greater energy, is observed if the same con- 
nection is made with the toes and nerves of the living animal, 
which is then induced to contract its muscles. Inversely, 
platinum wires being fastened to the toes and nerve, the 
slightest electrical current sent through causes muscular 
spasmodic contmction of the muscles. The exhibition of 
the prevailing electric tension does not requii'o the isolation 
of the nerves. It is found that if a skinned frog have its 
legs placed in one cup and its head in anotlier, a cun-ent 
passes from the former to the latter when they are connected. 
Further, if the nerves of a frog's leg be removed as completely 
as possible, and the leg bo bent at the knee so that the toes 
are in one cup and the thigh in another, a current will piiss 
from the first to the last when they are connected. 

Experiments in this direction are attended by very many 
sources of error. To get rid of one of them, namely, that 
arising from the possible generation of a cuiTcnt through the 
contact of metals with dissimilar organic liquids, the ])art3 
of the animal under experiment are sometimes laid ui^on 
9 \^ 
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many folds of bibulous paper, soaked in acid or brine; and, 
to avoid chemical reaction between the liquid in the animal 
and that of the paper, moist membranes are interposed. Very 
many of the results obtained are delusive, on account of the 
inevitable osmose and consequent current. 

322. The only conclusive instances of electricity entering 
as an essential into the animal economy appear to be those 
offered by certain species of ray and eel. The torpedo or 
electric ray is fumished with many hundred polygonal 
columns of cartilaginous walls; these are placed side by side 
like basaltic columns. Each column consists of parallel 
plates of cartilage, whose planes are perpendicular to the 
axis of the column. The plates are separated from one 
another by mucilage. This columnar mass reaches from the 
back to the front of the fish around the edge, and is singu- 
larly suggestive of a collection of Voltaic piles. If the belly 
of the fish be placed on a sheet of metal which is touched by 
one hand, while the back of the fish is touched by the other, 
a shock is felt, due to an electric discharge from the back, 
through the experimenter, to the belly. Owing to the con-' 
ductivity of salt water the ray can, by its electric discharge, 
benumb fishes at its side. Possibly, the chief use of the 
electric organ may be as a means of defence from predatory 
fish. It is quite unknown how the electricity is accumu- 
lated, and how discharged. In the electric eel or gymnotus 
the columns are in the unusually long tail; they run pand- 
lel with the vertebral column; their plates are accordingly 
transverse to this column, and the polarity is from head to 
tail, the head being positive. 

323. The evidence to show that electricity plays an essen- 
tial part in vegetable life is very insufficient. Currents will 
indeed pass from one part of a fruit to another when it is 
pierced by the terminals of a galvanometer. Germination is 
also said to give rise to a current. But when we remember 
that capillaiy motion, osmose, and difference of composition 
of the vegetable juices in contact with the electrodes, are all 
competent to start currents, we must interpret such experi- 
ments with great caution. Certain plants have the povrer 
of closing their leaves when mechanically irritated, especiiilly 
hy flifcroofcnous bodies. Furnished with bristles, and capable 
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* of excreting a clammy and acrid juice, the plant is enabled 
to entrap and digest insects. If two points of the back of 
the midriff of such a leaf are connected with a galvanometer, 
and the leaf is then irritated, a current is established through 
the galvanometer. This would seem to indicate that the 
motion of the leaf, like that of a muscle, is accompanied by 
electric discharge. It is possible, however, that the excre- 
tion which occurs when the leaf closes may act as a liquid 
element in a couple, and start the current. 

824. Although there is this somewhat intimate connection 
between nervous and electric excitement, it is noteworthy 
that the strongest current in a coil does not affect the thought 
when the coil is placed as a cap on the head. Nor does 
thought determine a current in a coil around the head. Some 
recent experiments are said to show that an electric current 
is determined between two points of the retina when one is 
illuminated and the other not 
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CHAPTER XII. 
ELECTRIC TELEGRAPH AND CHRONOSCOPE. 

825. Oeneral. — Not long after the exceptional conduc- 
tivities of the metals were established, attempts were made 
to convey signals by charging one end of an isolated wire 
with frictional electricity, and diverging the gold leaves of 
an electroscope at the other. Under favourable atmospheric 
conditions it was found possible to convey a signal by this 
n;eans through several miles. Such electricity; requires, on 
accoimt of its high tension, more perfect isolati/on than can 
Ijc easily insured; and the action of the machi^nes were too 
imccrtain to allow the practical use of such a fievice. The 
second great step was the employment of Voltai*c electricity. 
A magnetumeter (see Ajrt. 35:^), having a long ? enveloping 
wire, was set up at the receiving station. At th^e signalling 
station a current in a primaiy was made and brf)ken. The 
insulated wires connecled with the magnetomete:'r, and lead- 
ing thence to Uie signallirg station, were arranged there so 
as to fonn a secondary. The magnetometer needle, carrying 
a reflector, was accordingly turned one way or t'he other at 
will, either by making, breaking, or reversing, the primaiy 
current. Next, though not in historical order, m*ay be men- 
tioned the observation that, for a current to pas^s, it is not 
necessary for the circuit to be metallic throughout. The 
earth itself may be utilised in place of the returfa wire, pro- 
vided the wire-ends, where the return wire may he supposed 
to be cut off, are in good and ample connection with the 
earth. Next, the direct current was made to pasis round one 
of a pair of vertically suppoi'ted astatic needles at the receiv- 
ing station; the direction of the current at thd signalliug 
station being revemblc, the needle coidd be turned to the 
rJ^rbt or left at will, and the number and sequejace of right 



ELECTRIC T£L£QRAP0* 



309 



and left movements furnished a signalling coda Next may 
be mentioned the development of considerable mechanical 
force at the receiving station by sending the current through 
a coil of wire there surrounding a bar of soft iron. Tho 
Bo-formed electro-magnet can, by its attraction, so move a 
style as to make a permanent mark on a uniformly-moving 
strip of paper. And this mark may be a dot or a line^ 
according to the duration of the electro-magnetism, that is, 
at the will of the sender. By the combinations of these a 
code may be formed. The style may be replaced by a pencil, 
between which and the paper there is a chemical action. 
-Again, instead of a battery, the current may be generated 
from a permanent magnet, as in a magneto-electric machine. 
If the wire be isolated thoroughly it may pass for thousands 
of miles beneath the sea; and the same wire may be trans- 
mitting two signals at the same time. A current which, on 
arriving at a station, may reach it in such a state of exhaus- 
tion owing to the great resistance, as to be unable to do 
much work, may still be sufficiently strong to connect a 
battery at that station with the wire beyond, or with a 
printing machine. Such an auxiliary current is called a 
relay. 




Fig. 271. 
326. The Needle Telegraph may be understood in prin- 
ciple from ^g, 271. Let A be the battery in the signalling 
station ; its termiuals are in connection with the rheotrope 
(Art. 268). The other connections of the rheotrope are one of 
them fastened to a large cast-iron plate E, sunk in the earth ; 
the other is connected with the air-wire W, which is hung 
from the telegraph poles G, G, by means of porcelain eyes, 
or hooks fastened in inverted earthenware cups. The wiro 
reaches the receiving station B, and there passes round the 
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hindermost needle of an astatic pair, afler wLich it reaches 
the earth through a plate D, similar to K C may be so 
turned as to shut off all current, or the + pole, or the - polo 
may be connected with W. The needle at B turns accord- 
ingly. It is prevented from turning too far by a stop. It 
is sometimes stated that the current actually returns from 
D to R No doubt, for the + current to pass, say from A 
to B, + electricity must leave D, and + must reach the zinc 
through E. But it is both unnecessary and unreasonable to 
suppose that it is the same which enters E as left D. Com- 
pare the circulation of the electricity with that of water in 
a pipe connecting two parts of a marsh, and forced to move 
by a pump at one end. It remains full by the indrought at 
one end, and the escape at the other. Work, say of a water- 
wheel, can be done at the end B, as effectively as though the 
water passed through a return-pipe from D to E, provided 
there is a free escape at J), and a free ingress at E. 




Fig. 272. 

827. The Printing Telegraph is shown in the sketch, 

fjg. 272; which represents the arrangement at the receiving 

station. W is the isolated air-wire. This passes round the 

Boft iron core I, and thence to earth at D. Immediately 

aboVe 1 23 a bent lever, 0,1*,^,'^,^, Qi^\i\sklk^ Mcrum 
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h at L. Ai N is a spring, the othef end of wliich is fas- 
tened to a screw through the pillar P. At M is a mass of 
soft iron. . Through O passes the adjustable pencil K. 
Above its point is a little drum or reel A, which revolves by 
clock-work not shown, and which canies with it a paper 
tape B, which receives the message. Connection being made 
at the signalling station, I becomes an electromagnet, M is 
pulled down, the spring, S, being stretched. The lever turn- 
ing around L raises the pencil K, which marks the moving 
paper, if the current be continued, in a line; if it be momen- 
tary, in a dot. For, on breaking the current, the spring S 
pulls N towards P, and so pulls the pencil away from the 
paper. To prevent the pencil pressing too hard upon the 
paper, the end C is so adjusted that it touches P before M 
touches I, and before the pencil or style can get too close to 
the reel. The style, instead of marking the paper, is some- 
times made to press the paper upon a little drum, the surface 
of which is covered with printer's ink. The sending and re- 
ceiving arrangements are shown in fig. 273 (Muller Pouillet). 




Fig. 273. 

The right hand station is supposed to be sending a message to 
the left. The handle a^ being depressed puts P^^ in connec- 
tion with W, and so sends a + current to the left. Positive 
electricity enters h from the earthy and satisfies the Zn pole> 
after circulating around the electro-magnet M^. On reach* 
ing the left station it passes in the position in which a^ is, 
through Mg to the earth. None of it goes to Zug, for that 
circuit is not closed. M^ and Mg are made simultaneously 
into electro-magnets. If a^ be raised and a^ depressed, a -h 
current is sent in the opposite direction. It is usual for a^ 
and ^2 to be kept raised by springs when they are not de- 
press^ by the hand in signalling. Instead of marking or 
punching holes in the paper a bell may be rung; and, indeed^ 
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tilis is generally tLc first signal sent to arrest th6 attention 
of the i^ecipient. Only the electro-magnets of the piinting 
appliances are shown in fig. 273. 

328 Belays. — ^The action of these may be understood 
from ^g, 274. Suppose the + current reaches the station 
through the wire W. Instead of employing it to work the 
printing apparatus directly, it passes round the electro- 
magnet, which pulls down the mass M, turning the lever 
N, O, M, about O^ and thrusting B forward till it touches 
C. The wire C is wrapped round the electro-magnet B, 




Fig. 274, 
after which it passes to the + pole of the local battery Ij, 
whose zinc pole is connected with earth. When C touches 
B the whole strength of the local battery is added to the 
residue of the distant one, and E is strong enough for 
printing. 

829. Submarine Telegraphs. — For telegraph wires which 
have only to pass for short distances under the earth, as in 
towns, the copper wires are usually covered with a sheathing 
of india-rubber or gutta-percha, or some mixture of these 
with resin, marine glue, or silica, supported by a web of 
calico. When more perfect isolation, great strength, and 
density approaching to that of water are required, as in 
long submarine cables, the bundle of copper wires, which act 
as one wire to convey the current, are seven in number. 
They are embedded in purified gutta-percha. This is again 
covered with jute, and finally it is protected by stout hemp, 
covered iron, or steel wires being wound upon it. Scarcely 
liJiy two cables are alike, stuOi U T^m^icL^ to be seen which 
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has the most perfect forai. The great resistance offered by- 
the enormous length of most submarine cables renders it 
impossible to employ tbe cnn'ent 
for printing. A reflecting galvaa- ^ ' ' 

ometer is employed, such as vas 
described in Art. 276, and this 
may be astatic. The motion of , 
the spot of light is read off, and [ 
the same code is adopted as in < 
the needle telegraph. The resist- 
ance of the core of the cable can 
be measured before it is immersed. 
The total want of insulation, teat- 
age, or the conduction of the i 

eulator, can be measured when the cable is in a tank of sea- 
water, by finding what proportion of the current is lost. 
. Suppcaing the insulation to be perfect, a long cable gives 
the means of showing certain electrical laws, such as — 

330. Inductive Capftoity. — The conditions of conversion " 
of Voltaic into frictional electricity are partly fulfilled in a 
long, well insulated cable. If the wire of such a cable bo 
united to one pole of a battery, and the tank containing the 
cable be connected with the other pole or with the earth, a 
curreub of electricity enters the copper of the cable, although 
it has no outlet. It comes to rest; it spreads itself on the 
Buri'ace of the copper, 'and fixes itself there. It summons 
electricity of the opposite kind from the earth and water; 
and this induced electricity gets as near to that of the wire 
as possible, the one on the inside, the other on the outside, 
of the dielectric tube of gutta-percha. The current is con- 
verted into frictional (the dynamic into static) electricity. 
This-pouring in is shown by the deflexion of a galvanometer 
interposed between the batteiy-polo and the wire. If the 
battery be disconnected, and earth connection made, the elec- 
tricity pours out again, and the galvanometer needle turns 
in the opposite direction. It enters as cinrent electricity, 
. esista as condensed or rfatic electricity, and again leaves the 
wire as current electricity. The cable is, in short, a con- 
denser or Leyden jar. The quantity of electricity which 
can thus be made to enter a cable ■re.viea diiwit\i -«yOii.*Jiisi 
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electro-moil ve force of the battery; two tandeni cells. tlm)W« 
ing in, under like conditions, twice as mucli as one, if tlie 
I>otential of the water is constant (say zero). This conden- 
sation only taking place by the condensalion of the elec- 
tricity of the opposite kind, it follows that, when the di- 
electric is very thick, bnt little such condensation is possible 
through it. If it is very thin, and yet a perfect insulatorj 
the condensation is at its greatest. In an air-line the thick- 
ness of the dielectric air is enormous, and condensation is 
insignificant It is sensible in earth wires (inclosed in 
tubes) and in tunnels. For a given thickness of dielectric 
it varies with the surface of the wire, that is, with the 
length of the wire and with the square of its diameter. 
TJie i-elation between the effect of increased thickness of 
dielectric and inci*eased surface is such that the quantity 
which enters a wire from a given battery would remain the 
same if the wire, with its covering, were simply magnified or 
j)roportionally increased in sectional dimensions, de quan- 
tity of electricity which can be thus thrown into a cable is 
called the inductive capacity or electro-static capacity. 

S31. This accumulation of electricity in a wire, or what 
we may almost call absoiption of electricity, gives rise to a 
drag upon the curi'ent which passes through a cable thus 
saturated. When the current enters, its first act is to lay 
down condensed electricity on the inside of the dielectria 
The head of the advancing column of electricity reaches the 
end much weakened by this diminution. Only the later 
parts find this duty performed for them, and pass on undi- 
minished. The first part may never reach the end at all. 
Accordingly, the effect at the distant end resembles that of 
a wave of sensible length. The maximum effect is not 
brought about immediately. Hence some time must elapse 
before a second signal is sent. This diflSculty is overcome 
by the device of sending a negative into the wire imme- 
diately after the positive. The one wave does not overtake 
and destroy the other, but it sweeps the wii^e clean of residual 
positive. 

332. Velocity of Voltaic Electricity.— The velocity of a 
spark discharge, travelling through a copper wire 1*7 in. 
in thickness, was found to be (Airt. 110) between one and 
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two hundred thousand miles in a second. Tlie velocity of 
Voltaic electricity is much less. The mean of a number of 
experiments, in which thick iron wire was used, showed a 
velocity of only seventeen thousand miles per second in an 
air line. In submarine cables, where inductive capacity is 
great, the rate is much slower. In the Atlantic cable two- 
tenths of a second elapse before any effect is produced (ten 
thousand miles a second). In one second about half the 
maximum is reached. Three seconds are required for the 
maximum effect to be produced. 




Fig. 276. 

833. The Electric Chronoscope. — Very short intervals of 

time can be measured by the establishment and cessation of 
the electric current. Thus, the time required for a cannon- 
ball to pass through a hundred yards, can be measured in a 
manner shown in fig. 276. It is at once seen that the 
current is broken during the flight of the ball from C (when 
it breaks the wii*e at the mouth of the cannon) to D, when 
it momentarily completes the circuit. M becomes an electro- 
magnet during that interval. It is easy, by means of a 
spring acting against the electro-magnet, to pull a keeper 
from it and to let a clock be in action as long as no current 
passes. 



BOOK III. 

MAGNETISM. 



CHAPTER I. 
LOBESTONE— THEORIES— POLARITY— INDUCTION. 

334. We have had to examine many of the properties of 
magnets in considering electro-magnetism; for the study of 
the relation of a magnet to a current was necessary for the 
proper examination of the current. We have now to con- 
sider the properties of magnets apart from the origin of their 
magnetism. 

Lodestone. — ^The oxide of iron whose composition is Fog 
O4, and which may be regarded as a mixture of FeO with 
FcgOg, is sometimes found in laminar masses which attract 
iron filings and cause them to adhere in tufts about tho 
mineral, which attract and repel different parts of other 
masses of the same mineral, and which, when hung in flakes 
from slender threads in vertical planes, often adjust them- 
Eclves nearly north and south. Some specimens of the sul- 
phides of iron have been found to have the same properties 
in a lesser degi'ee. If two such flakes, which point north 
and south, are so brought near to one another that the two 
ends which pointed to the north are near to one another, 
they are found to repel ; so are the two poles which point ,to 
the south; while the north-pointing pole of the one attracts 
and is attracted by the south-pointing pole of the other, and 
vice versd. We shall call the end or part of the lodestone 
which points to the N. the N.-seeking end, and suppose that 
it is endued witb li^ .-seeking isia.^<itaam. The other is the 
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S. -peeking end, and is endued with S.-seeking magnetism. 
The like named magnetisms, or ends endowed with such, 
repel one another; the unlike named attract 

If one-half of a small steel needle or otlier rod be rubbed 
with a N.-seeking part of a lodestone, and the needle be 
then hung about its centre of gravity, the rubbed end will 
point to the S., and this adjustment will be more forcible if 
the other end be rubbed with a S.-seeking paii; of the lode- 
stone. Each half of the needle acquires the opposite kind 
of magnetism to that with which it is rubbed. If one-half 
of a second needle be rubbed with the N.-seeking end of the 
first, and the other half with the S. -seeking end, the second 
needle will also point N. and S., and its N.-seeking end will 
be that which was rubbed with the S.-seeking end of the 
Idrst needle. It follows that the two parts of two needles 
•which have been rubbed together attract one another. Tlie 
needles are said to have acquired magnetic polaiity. If such 
magnetised needles or similarly magnetised bars of steel are 
sprinkled with iron filings, the latter collect in greatest 
abundance very near the ends. The regions where such* 
attraction is the greatest, are called the poles of the magnet. 

335. Names of Magnetic Poles and Polarity.— If a 

strong bar magnet be laid on 

the table with its N.-seeking ^ ■ | j ' 

end to the right, fig. 277, I 

a magnetic needle supported |^ j _i_ j-.. yfe"-'«if-----^.^± ; e-_.^ y-.. 

above this will place its own ^ ^=^^s-- ^..-.-.^_ - jj 

S.-seeking end above the N.- 
seeking end of the latter. If Fig. 277. 
now the fixed magnet is removed, the little magnet will set 
itself N. and S. If this be due, as it unquestionably is, to 
the fact that the earth itself is a magnet, the end of the 
little magnet which points N. must do so because its mag- 
netism is of the opposite kind to that about the geographical 
north pole. If we call the magnetism N.- magnetism which 
resides in the N.-seeking end of the needle; then there must 
be S.*magnetism at the N. pole. Or, if we choose to define 
the magnetism at the N. pole as N. magnetism, we must 
look upon the north pointing pole of a magnet as possessing S. 
haagnetism. In the present treatise I have already adopted, 
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and shall use the term N.-seeking to denote the kind of inagnet^ 
ism in the end of the needle which points to the north, to 
distinguish it from the magnetism which resides at the N. 
pole, and which on that account it is difficult to get generally 
called S. magnetism, and I shall denote by K., as I have 
already done, that end of a magnet which points to the geo- 
^ graphical north. 

336. Theories of Magnetism. — Before the near relation- 
ship between current electricity and magnetism was estab- 
lished, and Amp6re*s hypothesis entertained, two theories 
were much in vogue to explain magnetic polarity; and it 
is for many reasons as well that they should be remembered. 
The one may be called the two-fluid theory, the other the 
molecular polar theory. In the first, a mass of iron or steel 
is supposed to have a ceiiiain amount of two magnetic fluids 
of unlike kinds, and always equal in quantity one to tlie 
other. In a magnetised lodestone or bar of steel these fluids 
are separated, but endeavouring to imite to form a nelitral. 
fluid. On magnetising a bar of steel by rubbing its two 
h^^lves with the opposite poles of a magnet, the neutral fluid 
is decomposed, and its constituent fluids are accumulated in 
the halves which have been in contact with the unlike poles 
of the exciting magnet. In the case of soft iron the two 
fluids unite immediately after the exciting magnet is with- 
drawn; in the case of steel there is a resistance to the 
separation of the fluids, and also a resistance to their reunion. 
This resistance is called tlie coercive force; and the name is 
used whatever theory of magnetism is adopted. In the 
molecular polarity theory each particle of the iron or steel is 
supposed to have a N. and a S. -seeking pole. In the ordi- 
nary state these particles are so arranged that there is a 
uniform distribution of molecular polarity throughout the 
mass. Or, what comes to the same thing, the particles, are 
arranged in perfect confusion. The resulting polarity of the 
mass is then nothing. If, however, the particles, or some of 
them, can so turn round that the poles of like name are all 
jn one direction, the whole mass will then have polarity. An 
illustration of this motion may be made by filling a narrow 
tube with steel filings and magnetising it as one would a bar 
of steel. It becomes, aa loii^ «^ it ia undisturbed, a perma- 
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nent magnet. On shaking it up the polarity of the particles 
is mixed and the whole mass losses distinctive polarity. 

Against this fluid theory the following experiment arsjues 
rather forcibly : — If a ribbon of hardened steel be magnetised 
so as to become a permanent magnet, and then broken in the 
middle, each half is found to be a perfect pei*manent magnet 
not less strong than the original. Each half may again be 
broken in half, and so on, till the fragments are broader 
than they are long. All the fragments have their like poles 
in the same direction, fig. 278. It is difficult to conceive 




Fig. 278. 

two fluids so nimble in their motion, as to rush in both direc- 
tions across the line of fracture, and establish themselves on 
the opposite side of the crack. The theory of molecular 
polarity satisfies the experiment more satisfactorily; for, from 
tig. 279, it is seen that wherever the rupture between con- 
tiguous particles takes place, the exposed ends have always 
their proper polarity. Of coui-se the same preservation of 
polarity holds good on the current theory of Ampfero. 




Fig. 279. 

387. Polarity Essential. — ^Whatever theory is most accept- 
able, the fact remains that while with frictional electricity 
we can charge a whole body with say + electricity, or raise 
its potential above that of the earth, we can, under no cir- 
cumstances, give to a piece of steel or iron magnetism of 
exclusively one kind. If we rub a thin piece of steel 
from end to end with one pole, say the N. -seeking, of a 
magnet, whatever little magnetism it acquires will still bo 
polar, that is, the end last touched will be left S.-seekini^. 
If the two ends be rubbed simultaneously with (say) the 
S. -seeking poles of two equally strong magnets, wo shall fmd 
that one S. -seeking pole is in the middle* And on brciiking 
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the magnet there, \re find we get two perfect magnets with 
polarity equal at the two ends, and the one equal to the 
other. In the same mass of steel there is always as much, 
and no more, N.-seeking polarity as of S.-seeking. This even 
extends to the magnetic shells, which will be considered in 
Art 340. 

338. Induction. — ^Though there is this great distinction 
between high tension electricity and magnetism, there is a 
very perfect analogy as far as induction is concerned, espe- 
cially when, as is the case with soft iron, no permanent mag- 
netization ensues. If, fig. 280 (1), a piece of soft iron, Fe, 
is placed in the neighbourhood of the N.-seeking end, N, of 
a permanent magnet, the S.-seeking end of a needle, n s, will 
be attracted to the end of Fe, away from the magnet. This 






(2) 



Fig. 280. 

shows that the ii'on is temporarily polarised at a distance, in 
the same manner as the steel is permanently magnetised by 
contact. This action is closely parallel to that sufferejl by a 
conductor (2) isolated and exposed to the + conductor of a 
machine. That the attraction of the needle is not through 
the iron towards the N. of the permanent magnet can be 
shown by an an-angemcnt like that of Hg. 281. Here we 
have a flat bar of soft iron, Fe, hung in a stirrup above a 
permanent magnet, N S. It places itself exactly pai-allel to 
that magnet. If, now, the S.-seeking pole of another perma- 
nent magnet be brought near that end of the soft iron which 
is above the N.-seeking pole of the permanent magnet, repul- 
sion ensues, the slung bar swings away, the S" pole is then 



removed, and only brought back when the soft iron is just 
above the magnet, and moving away from the experimenter, 
B; repeating thia a few timea the bar, Fe, can be turned so 




as to swing through 45°. The experiment, of course, shows 
that the magnetism induced in that end of F«, which is above 
the N.-seeking, is itself S. -seeking. A piece of soft iron, laid 
"with one end on the end of a magnet, simply prolongs that 
end; and the same effect follows by induction when the two 
are only near to one another. The induced soft iron mugnet 
can itself exert an Inductive effect on a second piece of soft 
iron, BO that, from a powerful magnet, a number of soft iron 
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Fig. 282. Fig. 283. 

nails may be hung one from tho other. The induction from 
a distance sometimes produces effects apparently anomalous. 
Thus, if a soft iron bullet be put in a cardboard tray, and 
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placed over the end of a magnet, a mass of soft iron brought 
to touch the top of the bullet may be able to lift it. It 
seems as though the magnetism of the ipaagnet had called 
into being a force greater than itself. This is not so; but 
the force which is developed, though less than the developing 
force, acts at a lesser distance, and, therefore, at a greater 
advantage. If the N.- seeking end of the magnet is used, the 
bullet B undergoes magnetic inductive analysis, as is shown 
in the figure. The soft iron, Fe, is also inductively mag- 
netised, its S. -seeking magnetism descending. This is assisted 
by tlie action of the n of the bullet upon Fe. The induced 
magnetism of B and Fe attract one another with, it is true, 
less force than N would attract 8 if they were in contact, 
but with more force than is exerted between them when 
separated by the cardboard. For a similar reason, by placing 
the one pole of one magnet beneath the opposite pole of 
another, more iron bullets can be attached to the latter than 
when this is not the case. It appears at once from the figure, 





(1.) 




Fig. 284. . 
284, that, by placing* the S. -seeking pole of a magnet beneath 
the lowest of the bullets hung from N (1), the analysis of 
their magnetism is confirmed and assisted. And although 
S tries to assist gravity and drag the lower bullets away, it 
acts more efi*ectively in binding them together, because the 
increased polarity it induces acts between the bullets at a 
very much less distance than that at which it itself acts 
^ectly* If the 'N,-aee^dv\^, \ivs»\fc'3A c^? the S»-seekin^ pole gf 
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the second magnet is brought beneath the lowest bullet, they 
all drop oE Or, if the S.-seeking equally strong pole of tho 
Becood magnet be placed upon the N. -seeking of the first as 
it is supporting its greatest number of bulleta, many of them 
fall off; for the analysiB of their magnetism is partly reversed. 
This may be well shown in fig. 285, where a suspended iron 
bullet, b, is attracted by ^ 
a m^net, N S, from 
which it is separated by 
a glass sheet, G. It is 
pulled out of the plumb, 
and rests against the 
glass. Anotlier magnet, 
S' K', brought along tho 
first will release tho ball 
b, by endeavouring to 
analyse its magnetism in 
an opposite sense. It 
comes to the same thiug 
if we su|)pose the two 
equally strong magnets 
to neutralise one an- 
other, so that no force is 
left for the bullet. In 

fact, if any number of equally strong steel magnets, all hav- 
ing their N.-aeeking poles in one direction, be mixed with an 
equal number of equally strong magnets, having all their N.- 
seekiag poles in the opposite direction, we get a bundle in no 
way to he disiinguisliod from a bundle of unmaguetised i-oda. 
339. Uagnetization. — ^With thin strips of steel which 
require magnetization, it usually suffices to rub both sides of 
each half in succession upon the opposite poles of a permar 
nent magnet. But for magnets of considerable thickness, a 
more systematic method is preferable. The piece of steel to 
be magnetised is placed, Sg. 286, between tlie opposite poles, 
N and S, of tho permanent magnets, E and F. The perma- 
nent magnets, A and B, are then applied, as in the figure, 
and moved at the same rate, A towai'ds C, and B towai-ds D, 
A having its N. -seeking, and B its S.seeking end in contact 
with C P. Aftei" ten or twelve au.c\i BtoV'eSi'^V^Vftx ^^ ^ 
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turned over about its long axis, and the same process is 
repeated on the other side. For thicker rods or strips it is 
said to be preferable to separate the lower ends of A and 
B by a piece of wood, and to move them together to and fro 
as far as the ends of the rod. This process is also to be 
repeated on the other side. For many purposes it is advan- 
tageous to have the opposite poles of a magnet close to one 
another. The magnet is then bent round so as to form a 
horse-shoe shape, which is the most usual shape of the toy 
magnets, and often also of the most powerful electro-magnets. 




C D 

Fig. 286. 

To magnetise these, their ends are connected with a soft iron 
plate; and the ends of a similar hoi*se-shoe magnet are 
dragged along the receptive one from the bend to the ends. 
Or the single pole of a bar magnet is rubbed round and 
round the horse-shoe and soft iron always in one direction. 

A piece of steel, which is allowed to cool from a red heat 
between magnetic poles, is found to be very uniformly mag- 
netised. Also if, having a horse-shoe shape, its two ends are 
placed against the poles of an electro-magnet, and when in 
this position it is continually hammered, it soon acquires 
strong magnetism. It is noteworthy that, while iron is 
instantly magnetised by a current passing in a coil round it, 
a steel bar is but feebly magnetised under these conditions, 
although the current may pass for a long time. If a shoii; coil, 
embracing only a small part of the steel bar, be moved from the 
centre to one end, the magnetization is much more complete. 

340. Other Kinds of Polarity. — The foregoing plans are 

used when we wish to get the most complete dual distribu- 

tioiji of the magnetism, T^i^ ma^<i\iv^\£v,\ftac^^VQ-^^^?Q^^ be 
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ity of other ways. If, for instance, 



diatriWted in a great \s 
a number of bar mag- 

neta, a, b, e, d, e, are ar- ^^^ S 

lunged BO that their n 

polea touch one another, 
and a steel ribbon, /, be a i c 

nibbed upon them up I'ig- 

and down, vertically, the ribbon becomes ntagnetiseJ as 
marked, namely, in the example there are four intermediate 
poles formed. These are called consequent poles, and their 
occurrence has to bo avoided when one wishes to magnetise 
to the uttermost. Further, it is not only possible to build 
up a magnet by fastening magnets side by side, but it is pos- 
sible to magnetise a bar 
of some thickness so that 
its internal polarity is 
the reverse of ita exter- 
nal—fig. 288. Such an- 
tagonistic polarity, however, is by no means permanent 

341. Keepers and ArmatnreB. — An amiatui-e, properly so 
called, ia a piece of soft iron laid along the similar poles of a 
mass of lodestone, which enablea thereby the similar poles to 
reinforce one another, and to .. .^ . 

manifest their joint effect at f^^p^?=^ 
the end of the soft iron mass. I 
A keeper is a piece of soft 
iron connecting the dissimilar 
poles of a horse-shoe magnet, 
or a pair of straight ones. 
^ch end of the keeper [lo- 
quires temporarily the oppo- 
site kind of magnetism to the 
pole with which it is in con- 
tact. The induced polarity 
in the keeper K, fig. 289, 
caused by one pole, ia confirmed by that of the other. We 
may look on a magnet so furnished with a keeper as a 
closed magnetic circuit. It is self-sufficient; and is not 
affected by ita attitude towards the magnetic poles of the 
earth. Deprived of its keeper, a magnet gradually loses 
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its magnetism, unless accidentally placed ^ith its poles K 
and S, and, indeed, -with its S.-seeking pole towards the S. 
And this loss depends upon the fact that a bar of steel is 
more easily demagnetised than magnetised. A steel horse- 
shoe may be drawn twenty times upon a permanent horse- 
shoe mfgnet, a^d acquir^ thereby almost its maximum 
polarity. But if its position be reversed, so that the end 
which comes into contact with the respective poles are 
reversed, one single stroke will completely deprive it of 
magnetism. A keeper need only touch the poles by an edge. 
And, indeed, judging of the effectiveness of a keeper by ^e 
force required to tear it away, a rounded keeper is more 
effective than a flat one, for the former requires a greater 
force for rupture. 

342. Compound Magnets. — A magnet of great strength 
can be made by riveting together sheet magnets which have 
been magnetised as much as possible. Such magnets may 
be placed side by side, and only connected together by masses 
of soft iron at their ends; or they may be in actual contact. 
In the latter case there is almost a certainty that, in the 
course of time, the polarity of some of the elementary mag- 
nets will be found reversed, thereby, of course, diminishing 
the j oint effect. The most powerful magnets are made by plac- 
ing side by side a number of similarly magnetised steel wires. 

343. Supporting Power. — ^If the keeper of a magnet be 
repeatedly and suddenly pulled off, the magnet diminishes in 
power. But if a weight be hung to the keeper of a magnet 
just, insufficient to pull it off, it is found that the weigjati may 
be gradually increased far beyond that which the magnet 
was at first competent to carry. When rupture at last takes 
place the magnet is not, however, found to be permanently 
strengthened; it is found to have very nearly the same 
sustaining power that it had before the increase commenced. 
The maximum sustaining power of permanent magnets is at 
present by no means exactly ascertained. Small magnets 
may, however, be made to sustain, in comparison with their 
weight, more than large ones. To connect the weight of a 
magnet with its greatest sustaining power the formula 

has been experimentally deduced ; but it requires confirmation. 



CHAPTER II. 

THE EAETH A MAGNET. 

844. Before examining quantitatively the magnetism of 
artificial magnets, it is necessary to consider briefly the mag- 
netism of the earth; because this is an inevitable factor in 
all magnetic measurements. If we conceive a huge magnet, 
thrust through the axis of rotation of the earth, having its 
N.-seeking pole at the S. geographical pole, and its S.-seeking 
pole at the N. geographical pole, we get the first crude notion 
of the earth's magnetism. By the action of such a magnet a 
magnetic needle at the equator would set itself horizontally, 
and would remain horizontal at all points of the equator. 
Advancing polewards along a meri- 
dian we should, in the northern hemi- 
sphere, find the needle lose its hori- 
zontality, and " dip " more and more, 
so that, if produced, it would cut the 
earth. At the north pole the needle 
would stand vertically, with its N.- 
seeking pole downwards. Subject to 
certain alterations this is what actu- 
ally occurs when we travel with a 
needle about the earth ; and, accordingly, the earth is to be 
regarded as a spherical magnet, having its N. -seeking mag- 
netic pole at the crown of the S. hemisphere, and its S.- 
seeking magnetic pole at the crown of the N. hemisphere. 

345. Cause of Earth's Magnetism. — The known eai-th's 

crust contains abundance of iron and other less strongly 
magnetizable metals, chiefly as oxide and compounds of tho 
oxide. Iron pervades all " primary" and " secondary" rocks, 
and forms an essential part of innumerable minerals. Com- 
pounds of iron, as we have seen in the lodestone, are capable, 
as well as iron, of receiving and retaining magnetism; but 
the source of this magnetism is not at all clear. Perhaps 
the least unsatisfactory explanation is the following: the 
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earth, turning towards the east, offers more and more 
westerly parts of its surface to the solar radiation. The 
thermal effect is the same as though a flood of heat travelled 
around the earth from east to west. We have seen many 
instances which show that heat and electricity travel together; 
that, in a closed circuit, if we can get heat to circulate, the 
+ current travels with it. There may, therefore, be prevail- 
ing earth- currents moving "with the sun" from east to 
west around the earth. The earth being magnetizable, these 
currents would convert it into an electro-magnet, having its 
N. -seeking magnetism at the S. geographic pole, where it is 
actually found. The light of the aurora, which seems to 
have its greatest activity at the poles, is not unlike the light 
seen on making a strong electro-magnet in a dark room. 
Variations in the earth's magnetism may be supposed to be 
the cause of these lights, which are sometimes wrongly looked 
upon as the cause, instead of, as they possibly may be, the 
consequence of the magnetic disturbances or " storms " which 
so generally accompany, and, indeed, precede them; and 
which are not attended by any disturbance of the electrical 
condition of the air. 

346. Compass and Distribntion of Magnetism on the 

Earth. — A compass is a magnetic needle, so supported that 
it can only turn in a horizontal plane. This is effected by 
boring it through the middle, and cementing an agate cap to 
the uppep side over the hole. A hard steel point serves as a 
pivot. The ends move over a circle, which in marine com- 
passes is divided into 32 divisions by 32 "points." The 
marine compass and card are usually inclosed in a case which 
turns on gimbals, so that mere rolling does not disturb it. 
The compass needle is often fastened to the bottom of the 
card, which then turns with it. There is then a fixed verti- 
cal line marked on the cylinder in which the needle and card 
turn. Such line is, of course, in the vertical plane running 
fore and aft amidsliips. When the divided card is made 
movable, two or four parallel magnets may be attached to it 
The most exact observations are to be made with a single 
needle turning on a point. For a long series of observations 
at the same place, the position of the needle is sometimes 
registered by making i\» ^x^a ^xnq ^ mirror^ the light 
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reflected from which fells upon a roll of sensitive paper in 
tiniform motion. In all cases the needle is found not to be 
quite true, that is, its ma^etic axis is not identical with its 
geometric one. This defect is corrected by simply turning it 
over, when, if the two readings differ from one another, the 
true reading is half way between them. 

A steel bar balanced on knife edges, the continuations of 
which are at right angles to it and pass through its centre 
of gravity, wiU be able to turn only in a vertical plane, and 
will remain at rest in any position. Let it now be mag- 
netised and placed so that its plane of possible rotation is 
the vertical plane passing through the compass needle. The 
N.-seeking end will, in the K hemisphere, dip downwards; 
the whole needle becomes inclined. Such a needle is called 
an inclination needle, or dipping needle. Its motion may be 
made self-registering as with the horizontal needle; and 
errors of construction are eliminated by turning it over side- 
ways; it being movable on its axis. We may conveniently 
divide magnetic terrestiial observations into two classes — 
those variations which occur in the same place, which we 
may call variations in tiuie; and those which are due to 
difference of locality, variations in place. 

347. Declination in Time. — ^The most immediate result 
of examining the direction of a horizontal needle in (say) 
London is, that it does not point to the true north, but about 
17° west of north. This angle, which is the angle made 
between two vertical planes, one passing through the earth's 
axis, and the other through the needle, is called the declina- 
tion. Observations extending over nearly three hundred 
years, enable us to deduce the gradual change in the mean 
declination of the needle, or, as it is called, the secular change. 



Year, "^^ Declination. 


Year. " 


" Declination.' 


1580... . 


....11" 15' E. 


1773 


....21 9W. 


1622 


.... GO,, 


1787 


.... 23 19 „ 


1634 


.... 4 6 „ 


1795 


.... 23 57 „ 


1657 


.... „ 


1802 


.... 24 6 „ 


1665 


.... 1 22 W. 


1805 


...24 8 „ 


1672 


.... 2 30 „ 


1818 


.... 24 38 „ 


1692 


.... 6 „ , 


1820 


....24 34 „ 


1723 


.... 14 17 „ 


1853 


....21 54 „ 


1748 


.... 17 40 „ 


1 1862 


,».,2l 23 ,,<Jl.W9lka^A 
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Whence it appears that the easterly declination of 1580 
diminished to in 1657, from which time it became more 
and more westerly till 1818. It then began to return 
towards 0, and is still doing so, though so slowly that it 
would be rash to predict when, or even if, will be reached. 
Besides this change there is a daily variation in declina- 
tion of such a nature that the needle in the twenty-four 
hours passes twice through its mean position. Commencing 
shortly after midnight, the N. -seeking pole moves to the E. ; 
at about a quarter-past seven it is 6' or 7' from its mean. It 
then travels back again, and passes the mean magnetic meri- 
dian at about ten o'clock. Still travelling westward, at 
about one o'clock it reaches its extreme daily westerly 
excursion, which may be as much as 3° from the mean. It 
then begins to move eastward; it passes the mean at about 
^ve or six in the afternoon, and continues slowly till about 
ten or eleven, probably really all night; but between ten or 
eleven at night and one or two in the morning the motion is 
insensible. The first morning movement is in the same 
direction as the last sensible evening motion. Further, 
having eliminated the secular and diurnal variations of 
declination, there is said to be another following the seasons, 
and which may be called a solsticial variation. The data 
are at present somewhat insufficient and, indeed, contradic- 
tory. The balance of evidence seems to show that there is 
an excess of declination in the months from September to 
March inclusive, and a defect from April to August inclu- 
sive; and that this is the case in both hemispheres. 

348. Inclination or Dip in Time. — The dipping needle 
near London has also been examined for about three hundred 
years; the secular variation is shown below : — 

Date. Inclination. Date. Inclination. 



1576 7r60' 

1600 72 

1676 73 30 

1723 74 42 

1773 72 19 

1786 72 8-6 



1801 70 36 

1821 70 3-4 

1830 69 38 

1838 69 17-3 

1854 68 31-1 

1860 68 19-2 (E. Walker.) 



Hence, within historic times, the dip has increased and is 
diminishing. It does not apY»car that the date of maximum 
dip is that of no declinatioii. 
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349. Biiimal Variation in Dip.—Taking a wliole year 

and the mean dip at half-past twelve, which is the time of 
minimum, the dip at eight is 1''6 greater. Thence it dimin- 
ishes, with some fluctuation, at about 9 p.m. till midnight. 
But the hourly maxima are different for different months, 
thus: — 



In Jan. the 


max. 


is 


at 9 A.M. 


Tn July the 


max. 


is 


at 8 A.M. 


„ Feb. 






7 „ 


» Aug. 






7 „ 


,, March 






7 „ 


,, Sept. 






6 „ 


„, April 
>» May . 






* »» 


,, Oct. 






5 » 






9 » 


„ Nov. 






6 » 


,, June 






9 „ 


„ Dec 






8 „ 



350. Local Variation of Declination. «~If we imagine the 

earth to be covered with perfectly similar declination needles 
without influence upon one another, we should find certain 
of them having no decliaation. The line joining all such 
needles is called the Agonic line. It may be traced from 
about Poi-t Kennedy (say lat. 75° K, Ion. 100" W.) through 
Hudson's Bay, Lake Superior, Florida, and reaching South 
America at about the mouth of the Amazons, it passes 
t-hrough Brazil, and can be traced towards the S. pole as far 
as 60® S. Reappearing on the other side it passes through 
Western Australia, strikes land again in Beloochistan, 
crosses the Caspian to Lapland, and thence to Spitzbergen. 
Besides this chief agonic line there is a remarkable closed 
line forming an ellipsoid between the latitudes 15° and 70° 
N., and Ion. 105°-150° R, inclosing, therefore, Japan and 
parts of China, Manchouria, and Siberia, It is almost cer- 
tain that there is a similar, though smaller, loop agonic line 
just south of the equator, and between 120° and 130° W. II 
we, in like manner, follow the line of needles which have all, 
say, 5° W. declination we pursue an Isogonic line; this runs 
nearly parallel with the agonic. But the greater the angle 
of declination on the isogonic, the more does it depart from 
parallelism with the agonic, and this whether the declination 
is east or west, until the isogenics cease to cross the equator. 
From what has been said in Art. 377 it follows that these 
agonic and isogonic lines are continually shifting slightly 
through the days and seasons, and altering through the 
centuries. 
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351. Local Variation in Dip or Inclination. — ^FurtHei', if 

the earth were covered with dipping needles, we can imagine 
ourselves travelling south until we reach a needle which, 
instead of dipping towards the N., dips towards the S 
There must be some place where the needle is horizontal or 
tangential to the earth. Starting from this, and following 
the needles which are all horizontal, we pursue the Aclinic 
line, or magnetic equator. This crosses the geographic 
equator twice, namely in the Gulf of Guinea in lat. 10° E., 
thence eastward it rises to about Aden; thence it gradually 
sinks till it crosses the equator at about 180°, strikes South 
America at Ecuador; still sinking, it emerges at about Baiha 
in Brazil, whence it rises again to the Guinea coast. Isogonic 
lines are tho^e along which the dip remains the same. Those 
along which the dip is small run pretty parallel with the 
magnetic equator; but, as with isoclinic lines, the greater 
the dip the greater the eccentricity. Isogonic lines are, 
however, all closed curves, diminishing in length as we 
approach the poles, that is, as the dip increases. At last, 
going say north, and crossing the isogenics, we find a needle 
or region of needles, pointing their N.-seeking poles, as nearly 
as can be measured, vertically downwards. This region may 
be called the N. magnetic pole of the earth. It does not 
coincide with the earth's geographic pole, but is situated in 
70° 5' N., and 96° 45' W. At the magnetic pole a declina- 
tion needle is, of course, at rest in any position. The S. 
magnetic pole has not been reached. 

^ 352. Unit of Magnetism, and Intensity of Earth's Mag- 
netism — Magnetometer. — ^A unit of magnetism is usually 
defined as follows : a magnet is said to have a unit of free 
magnetism when it fulfils the following conditions : — Let it 
be A, and be free to turn in a horizontal plane. In that 

n plane let there be a precisely similar and 

equally magnetised magnet, B, at right 

angles to A, and opposite its centre at a 

distance of 1 m.m. from it; then A has 

one unit of magnetism if it tries to turn 

Fig. 291. round with a force equal to that which 

TTOuld be exerted by a force of 1 millegram acting at right 

angles to an arm 1 nnUmielex Vii\<svi<^« 
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The rate at wMch a magnetic rod oscillates in a horizontal 
plane depends upon the moment of inertia of the rod, and 
the horizontally directive component of the earth's magnetic 
action upon it. The latter, again, depends upon, and is, 
indeed, the product of the intensity of the earth's magnetism 
-with the magnetism of the rod. If, therefore, we have to 
compare the varying magnetic intensities at different times, 
and further to estimate the absolute magnetic force of the 
earth, we compare the number of oscillations which the same 
magnet performs in a given time; and thence deduce, in 
magnetic units, the earth's magnetism at those times. 

More precisely, the directive magnetism of the earth acts 
in the magnetic dip or inclination, which we will call t. The 
total directive force is clearly equal to the horizontal direc- 
tive force divided by the cosine of the dip 



T= 



H 



cost^ 





H 

Fig. 292. Tig. 293. 

To find H, a rod needle of definite shape and weight is sus- 
pended from its centre and set vibrating; let the time of a 
single vibration be t Let 6, a, and w be the breadth, 
length, and weight of the rod; then the moment of inertia of 
the rod is, 



tax 



12 



The moment of the couple which sets this mass swinging 
once in time t must be 

• • IT * 

Now t, Wj a, and J are experimental ^^t^^ i? >^ ^ ^^-^i^ssxsi^i 
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and g may be assumed to be so for the same placa We get, 
therefore, for -jjhe moment of the couple a number (in, saj, 
gram meter measurement). Call this m. The total moment, 
m, is made up by the moment due to the magnetism of the 
earth (e„), and that of the rod {r^, and m = e^.r^. To find 
the ratio between e^ and r^ the effect of the action of both 
on a needle can be determined. For if the rod under experi- 
ment is brought parallel to (and in the magnetic meridian) 
a needle at a distance d, the needle will be deflected through 
an angle 0; then (see Art. 382.), 



whence, 



— =r' tan 6\ 



I a^ + fea 



^— "'"' yd 



or the total. 






^« 






2 cos i sj 12r/c2^ tan ^ 



853. Total Action of a Distant Magnet. — ^Tliis action 
can be measured by the deflection produced on a needle when 
the magnet is placed in the same plane with it, so thr-t the 
axis of the magnet, if continued, would pass through the 
pivot of the needle. For small deflexions the angle itself 
may be taken to represent the deflecting force. If d be the 
distance between the pivot of the needle and the centre of 

the magnet, the angle varies as -— ; and this is the more 

nearly true the greater the distance. For greater deflexions 
this must be multiplied by tan 6; so that the directive force 
of the magnet which effects a certain angular displacement 
varies as d^ tan 0. From these data it has been calculated 
that there is as much magnetism in 3 cubic feet of the earth, 
supposing it to be uniformly magnetic, as can be held by a 
steel rod weighing 1 lb. But, of course, this is far from 
being imiformly the case. Immense areas of sea, miles in 
depth, are without appreciable magnetism; while many 
jQioizn^in ranges show aw^'ki gc^\) T£i^'^^^I\^ ^sx^-^^^^ ^^\ia(^^ 
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probably, to the quantity or condition of the iron compounds 
in them, or a little below their surface, that their conditions 
are quite abnormal. In places, indeed, where a ferruginous 
mountain rises abruptly, the magnetic needle may turn 
through an entire revolution as the traveller passes round it. 

354. Methods of Belative Measurement. — The tendency 

which a magnetised needle has to set itself N and S arises 
from the attraction of its N. -seeking end to the N. and its S.* 
seeking end to the south magnetic pole. These poles may 
be considered to be at an infinite distance, so that the direc- 
tive forces of the earth's magnetism may be supposed to act 
in parallel planes. If, then, a magnetised rod of steel be hung 
from a wire having torsion, and if it be so arranged that the 
wire has no twist when the magnet is N and S, the degree 
of twist which must be given to the upper end of the wire, 
in order to produce a given angular displacement in the 
magnet, is a measure of the magnetism. For (compare Ai-t. 
220) the amount of turning of the wire is exactly in pro- 
portion to its restorative effort toward the position of no 
torsion, which, when there is equilibrium, is exactly equal 
to the resolved part of the directive magnetism of the earth 
acting perpendicularly to the needle. This is equal to the 
total horizontal directive magnetism multiplied by the sine 
of the angle of deflexion, which latter for small angles may 
be taken at the angle of deflexion itself. At places where 
the dip is the same, the relative earth's magnetism may be 
at once deduced by measuiing the angle through which the 
top of a given torsion wire must be turned in order to throw 
a bar magnet of given strength out of the magnetic meridian 
by a given small angle. The total directive force is of course 
proportional to this divided by the cosine of the angle of dip. 

355. Method of Oscillations. — ^We may consider the N.- 

seeking end of a magnet to be pulled towards the N pole with 
exactly the same force as the S.-seeking end is pulled to the 
S. The two halves may be regarded as independent, but 
strictly isochronously pendular. The universal law of pen- 
dulum motion is that the force producing the oscillations 
varies as the square of the number of oscillations in'a given 
time. If Mm be the magnetism of the magnet, and Em the 
whple of thftt of the eaiih, then Em coa i ia tfea Ix^yOT^sK^J^ 
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directive magnetism of the earth, and M.m Em cos i is the 
mutual action which determines the rate of oscillation. If 
a given needle therefore gives n^ oscillation in an hour in 
one place, where the dip is i, and n2 in another, where the 
dip is ^29 there must have the relation 

n? _ M^E'i, COS. i^ _ "E'^ cos. t\ 
'wl'^iO'. COS. »a'E" COS. i, 

or if ij = 1*2 there is the simple relation 

E"»"wJ 

356. Law of Magnetic Action at a Distance. — ^By count- 
ing the oscillations in a given time, the law connecting 
the magnetic force with the distance may be deduced. 
Supposing a small needle, by the action of the earth alone, 
gives n oscillations in one minute. Bring now a S magnetic 
pole of another maghet toward N at a distance d. The 
magnet now makes n^ oscillations. The earth's force is 
represented by n^, the force of the earth and magnet by 
n^^f so that the magnet's force is represented by n^^—n^. 
If the magnet is moved to double the distances there may 
be Wg oscillations in a minute, as before Wg^ — n^ of these 
are due to the magnet alone. Accordingly 



gives the relative magnetic forces of the same magnet at 
distances 1 and 2. Experiment shows that then* 



Wo^-»^ 4 



"a 



or that where the distances is doubled the magnetic force is 
divided by 4. Following this out it is found that for small 
magnets, or rather one small movable one and a long fixed 
one, the magnetic force, like gravity, light, and heat, vaiies 
inversely with the square of the distance. 

357. Isodynamic Lines. — The intensity of the earth's 

magnetism can at once be measured by the rate of oscillation 

of a dip needle. But there are such serious practical diffi- 

GuJties in tie way oi its em^Yo^TasufetJM oue or other of the 
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"Ways above sketched are used in preference. The line of 
xninimiim magnetic intensity is nearly identical with the 
ma^etic equator or no dip, but lies further from tho geo- 
graphic equator, and cuts it in two points more nearly 
opposite to one another. Further from this line, in both 
liemisphercs, the magnetism becomes stronger. Tho lines 
of equal magnetic force, or isodynamic lines, soon loose their 
parallelism to the minimum line, and foim certainly one 
STid probably four loop systems in the centre of which tho 
magnetic intensities are at the maximum. Some of thcso 
regions are very near to the geographical or magnetic poles, 
they are all above 50° N. or S. lat. The one best examined 
has its centre about 50** N. lat. and 90° W. Ion., that is about 
the south of Hudson's Bay. 

858. Illustration of Earth's Ma^eti8m.~That the 

earth, . like other magnets, can give both permanent and 
temporary magnetism is shown by maiy natural and arti- 
ficial phenomena. The permanent magnetism of lodestone, 
when its deposits are in the magnetic meridian, is an example 
,of the one kind, and the magnetism in the soft iron of a 
dynamoecletric machine, in Art 296, is an example of the other. 
If a bar of soft iron A, £g, 294, 
is supported .in the magnetic 
meridian and in the dip, the lower 
end of the bar is found to repel 
the N.-seeking pole of a magnet. 
It is the lower end which is 
towards the N. magnetic polo 
(having S.-seeking magnetism). 
Accordingly, the inductive action 
of the earth will be to make tho 



lower end N.-seeking. On turning 




Fiff. 294. 



the bar over, so as to reverse the 
.position of its ends, it is still the lower end which has N.- 
seeking magnetism. A soft steel poker held in the same 
position and struck will have similar but more permanent 
poles developed in it ; these are also reversable on inverting 
the poker and rehammering it. If a cylinder of soft iron is 
placed in a coil, whose ends are connected with a galvano- 
meter, and atiG axis of the whole is in the magnetic meridian^ 
9 -I 
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tlio very act of putting the cylinder in and taking it out will 
cause a deflexion of the needle. The eflect is much increased 
if the coil and cylinder are turned over, so that the induced 
magnetism in the iron may be reversed. 

359. Magnetism of Iron Ships. — The riveting and other 
hammering during the building of an iron or iron-plated ship 
will, if the ship lie in the magnetic meridian, give rise to a ^ 
large amount of permanent magnetism so as to interfere with 
the action of the compass. Even when the ship lies mag- 
netically, east and west, during its construction many of the 
pieces must lie in or approximately in the magnetic meridian, 
and acquire permanent magnetism. A part of this is sub- 
sequently lost by the buffeting of the waves when the ship 
is in various attitudes. The induced magnetism from the 
earth is a serious element, for it causes the needle to follow 
the ship. Lightning may, of course, completely alter the 
magnetic condition. It is usual to swing the ship, and 
compare the true bearing of some distant object with the 
compass bearing. This has to be done whenever it is sus- 
pected that by movement of the anchors, armament, etc., 
the magnetism has been altered. Sometimes a mass of iron 
is temporally fixed near the compass in such a position, 
determined by trial, as to counteract the ship's magnetic 
action. Sometimes a fixed magnet is used for the same pur- 
pose. In many vessels, one compass at least is placed as far 
aloft as convenient for occasional reference. The earth's 
induced magnetism not only varies with the varying earth's 
magnetic intensity, but, of course, with the beaiing of the 
vessel and with its rolling, and, to some extent, with its 
pitching. 



CHAPTER III. 

DISTRIBUTION, POLES, CURVES, EFFECT OP HEAT. 

860. In Art 336 it was shown how tho fragments of a 
broken magnet are themselves perfect magnets. They were 
mentioned as being not less strong than the original. If wo 
examine the central fragments we find their polarity stronger 
than the extremes. Yet when they are joined together it is 
only near the ends that free magnetism is appreciable. 
If the polarity of the elements were equal, we should get 
attraction only at the poles. Thus^ fig. 295 (1), let the six 
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Fig. 295. 
elements each have the polarity represented arbitrarily by 10, 
and let all the numbers above represent N. -seeking poles, 
and those below S. -seeking poles. The intermediate equal 
and opposite polarities neutralise one another, so that we 
have (2) a N. -seeking pole at one end and a S.-seeking polo 
%t the oiiher, and no intermediate tosl^^Vascgu Tc^Vtkx^^ 
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the case, and, consequently, the magnetization of the elemenfii 
cannot be equal. Secondly, (3) let the elements get more 
strongly magnetic towards the ends. The opposite touching 
poles of the elements would not neutralise one another. But 
(4) we should have the impossible condition of the whole of ^ 
each half of the bar having one polarity, excepting at the end 
where it is reversed. If (5) the elements are strongest in 
the middle, we have some magnetism of one kind on each 
half, terminating by a large amount of the same kind at the 
end (6). 

861. Distribntion. — A very long magnet is placed verla- 
cally. The time of oscillation of a short magnet, under the 
influence of the earth alone, having been foimd, the short 
magnet is brought within a certain distance of the centre of 
the vertical one. Its rate of oscillation is found to be identi- 
cal with that caused by the earth only. The central part 
shows no attraction. If it be moved vertically downwards, 
being kept at the same distance from the vertical and also in 
the magnetic meridian, it is found to oscillate more rapidly 
as its stations approach the end. And the sd|me increase of 
rate occurs if it be placed on the other side ctf the vei-tical, 
along its upper half. Squaring the number of \ vibrations in 
each case, and subtracting from each square fthe square of 
the earth's vibrations, we get numbers represeiAting the mag- 
netic intensity along the magnet. This is I found to be 
gi-eatest at the ends, and to cLiminish, at firsA rapidly, and 
then more slowly, towards the centre, in such sm, fa^on tha*, 
if equal abscisstie are taken along the magnet, ft the ordinatcs 
representing the magnetism trace out a cunr 'e such as is 
shown in fig. 296 (1), where the N polarity is r^ apresented by 
ordinates above, and the S by ordinates below i .he magnet 

362. Poles. — This being the distribution [ : of the free 
magnetism, let us consider briefly the behavic our of north 
magnetic element n towards the magnet, N S,V ;fig. 296 (2). 
The lines drawn from n represent the magnetic A k*epuMoiis of 
the one half, and the attractions of the other. V^miesB linos, 
to represent the amount of the forces, must depei} Jd npoft tho 
length of the ordinates of fig. 296, and also ujl Jon the dis- 
tances; since. Art. 356, the attraction (and repij. '£]^ob) vsny 
inverselj as the square oi ^ik^ ^^\asiG'^, ^vi \<i. - llagj^tiiine 
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lines above the N end, so as to represent the ronjioctivo 
sivo forces, and cut off iK)rtions on the S vwd U) re]»n.'8ont 
respective attractive forces. The resultant of each set 




(1.) 



(2. 



Fig. 296. 

lie amongst them; and the points where these resultants 
ihe magnet are the poles of the magnet for that particular 
t, 'n, Tn is the point from which n would move if the 
ilf only existed. P^ is the point to which n would move 
le S half only existed. At a finite distance from a mag- 
therefore, the poles vary in position according to the 
) of the affected body. At a considerable distance, where 
ines of attraction and repulsion may b^ all considered 
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parallel, and where the distances may all be considered eqnal^ 
the ordinates (tf the fig. 296 (1) represents the relative magni- 
tudes of the acting magnetic forces. The resiiltant on eacB 
side passes through the centre of gravity of the corresponding 
plane figure. And the points where these resultants cut the 
magnet ai*e what may be called, borrowing an optical expres- 
sion, the principal poles, or poles for parallel magnetic rays. 
The principal poles may be considered to lie about ^ of the 
magnet's length from each end. 

363. Magnetic Carves. — ^The region within which a magnet 
is exerting its force is called the magnetic field. The atti- 
tude which a small elementary magnet, either permanent or 
induced by the action of the fixed magnet, assumes depends 
upon its relative distance from the two poles. Suppose, 
Gq. 297 (1), we have an N and S pole of, say, a hoi-se-shoe 

magnet, N and S. Let there 
be a little elementary magnet, 
n 8, represented by a dot iii a 
circle, twice as far from S as 
it is from N. If the force 
with which 8 is repelled fix)m /J 
S is 1, then s will be attracted 
to N with a force 4. Simi- 
larly, n being attracted to 3 
with a force of 1, will be re--, 
polled from N with a force 4.fr 
Drawing lines in these direc- 
tions of these relative lengths, 
we get two similar parallelo- 
grams whose diagonals are in 
a straight line. The n will 
be repelled along the upper 
diagonal, and the 8 attracted 
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Fig. 297. 



down the lower one: tiie 



needle will therefore come to rest in this diagonal. If, 
instead of an N and S pole, we have two N poles-or two S 
poles (2), the needle, by similar reasoning, rests as in the 
figure (2). In the first case the prolongation of the needle 
will not pass between the poles; in the second it will. The 
positions of the elemfiuW^ tt^sj^'^^ ^^^ sQen well -on placing 
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a sliallow tambourine of white paper over a mngnet or piur 
of magnete, and strewing fino iron filinga or dtuit upon tlie 
paper. On tapping the paper the filings ari'ange themselves 
inourveo. Fig ''98(1) sBowa the arrangement w'th ft s' jjlo 
magnet (2) a horse-shoe magnet (3) a. pair of 1 ar aji ts 
armnged N to S (4) the same N to N and S to S 




9- 



Vjja^ 



Tg 398 

These magnetic curves con be rendered i)cimanent by using 
glass to receive the filings, and then pressing upon the glass 
paper moistened with gum and a. solution of nut galls, which 
enables the filings to print themselves, bo that, when they are 
shaken off, their stains remain. Each of these elementary 
magaete is a tangent to a curve, which is called the magnetic ' 
curve, or line of magnetic force. 

Considering the earth as a magnet having only two poles, 
the lines of magnetic force are lines in vertical planes paral- 
lel with the dipping needle. An idea may be got by likening 
them to a shorter of rain falling duo towards the magnetic 
noi-th with au inclination of about 68°. Of couise, ,it is only 
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a figure of speech to call these lines. There are no actual 
lines present. It would be fitter to compare the field to n, 
region of varying tension or even density, and to look upon 
the arrangement of the iron particles as being due to tho 
structural density of the magnetic influence. Again, these 
lines are like planes of cleaVage, which do not exist in an 
unbroken mineral. 

364. Effect of Heat on Magnetism. — It was shown in 

Arts. 90, 91, that heat discharges electricity; that- a white- 
hot iron ball cannot receive a charge; that even at a lower 
temperature it cannot receive a + charge, and that it dis- 
charges another body by induction by releasing the + elec- | 
tricity which the electrified body develops in it. Further, ! 
in Art. 301, it was shown how heat obstructed the galvanic 
current. Considering the closely related nature, to say the 
least of it, of electricity and magnetism, we should expect 
heat to stand in relationship with magnetism. The principal , 
results of experiments in this direction may be briefly sum- 
marised as follows : A magnet, whether saturated or not with 
magnetism, becomes less magnetic when heated even only a 
few degrees centigrade. Hence the difficulty in using the 
magnetometer and similar instruments. On cooling, the 
magnet recovers apparently all its magnetism. A magnet 
heated to 100^ not only is less magnetic when hot, but fails 
to recover, as it cools, a great portion of what it lost. Heated 
■to 200°, it loses permanently more, s^nd so on. The mag- 
netism losable at a given temperature is not, at lojast for 
lower temperatures, all lost as soon as that temperature is 
reached. A magnet may be continually losing irrecoverable 
magnetism during the whole of an hour that it is being . 
boiled in water. A magnet, partially saturated at GO*' C, 
loses magnetism not only by being heated but by being 
cooled. A steel magnet loses the whole of its magnetism 
when heated to a bright red; and iron at this temperature is 
not attracted by the magnet. The temperature at which ii'on 
ceases to be atti-acted (and the temperature is pretty sharply 
defined), is close to that at which it refuses to hold a charge 
of electricity. 

The metal cobalt, though much less strongly magnetic than 
iron, retains its magnetism, at ^ mvich higher temperature. 



CHAPTER IV. 
DIAMAGNETISM AND RELATION TO RADIATION. 

865. All substances appear to be either attracted or re- 
pelled by the magnet. Iron, nickel, cobalt, chromium, man- 
ganese, titanium, cerium, palladium, platinum, and osmium 
are magnetic, or attracted by a magnet. The metals bis- 
muth, antimony, lead, tin, mercury, gold, silver, zinc, and 
copper are repelled by magnets, as also are the non-metallic 
substances, water, alcohol, phosphorus, sulphur, sugar, and 
starch. Bodies which are repelled are called diamagnetic, iu 
distinction from magnetic or paramagnetic. A bar of a 
magnetic substance placed between two unlike magnetic 
poles, will set itself lengthways, pointing from polo to pole; 
hence its attitude is called axial. A bar of a diamagnetic 
body will set itself at right angles to this position in its 
endeavour to get as far away from the poles as it can. Its 
position being perpendicular to the axial is called equatorial. 

366. Pseudo-diamagnetism. — If we were to conclude that 
a substance is diamagnetic because a rod of it sets itself 
equatorially we should incur serious eri'or, because not only 
the nature, but the structure also, influences its attitude. 
Thus a series of short iron wires, laid side by side on a cako 
of wax, ^o as to form a band four or five times as long as it 
is broad, that is, as the length of each wire, may be floated 
in a dish of water above the poles of a magnet. The axial 
attitude taken up by each elementary wire compels the 
whole iron band to set itself equatorially, which it accord- 
ingly does. Each of a number of circular discs of iron plate, 
when hung by the edge, sets axially. But if they are clamped 
together so as to form a continuous rod, this rod, though 
consisting wholly of iron, will act like a diamagnetic body, 
and rest equatorially. Such structiu'e may be ^ven to a 
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body by pressure, for presaure tends to develop laminatioa' 
perpendicular to itself. Thus, powdered carbonate of iron, 
which is strongly magnetic, will, if mixed into a paste with 
gum and strongly squeezed, give a disc which, when hung 
from the edge, seta equatorially. Bismuth powder, which is 
the most diamagnetic of all suLstances, will, when similarly 
treated, set axial ly. 

Another point to be noticed is the influence of the medium 
in which the manifestation takes place. Thus, a weak solu- 
tion of sulphate of iron will, when hung in the air in a glass 
tube, stand axially. If it be hung in a stronger solution 
it will stand equatorially; not, of course, through diamag- 
netism, but through what may bo called magnetic bxioj'ancy, 
, that is, through the superior magnetism of the medium. 
This source of error may be misleading in examining gaaeSL 
None of the gases are suMciently magnetic to seriously infiu- 
ence the apparent magnetism and diamagnetism of solids 
and liquids. 

367. Tine DiamagnetiBm may be exhibited by htmging 
a bar of bismuth, free from ii-on, between the poles of a 
■ strong electro-magnet by means of a long tkread of oocoon 
silk. On exciting the magnet it swings, and finally becomes 
equatorial. A pellet of bismuth will be repelled a tenth of 
an inch from the pointed pole of an electro-magnet, if bung 
by a long silk fibre, so as just to rest against it. The flat 
pointed poles of a strong electro-magnet are covered with a 
vuiy thin sheet of glass, upon which very fine bismuth 

,.-.,.-, :•:::-■■:::■:■ powder is Scattered, 

•-.,'■ .■".,.■■■'..■■' on tapping, the bi»- 

..■'.. ■^';! muth ia repelled as- . 
.^:■:J^;■i shown in fig, 299. 
:-'.'.;:';\V; No trace of linear 
■,.■.;-■;;■:-■;' structure is to be 
■■■■..;-■■:■■.'; seen as we perhaps 
...:,,,-.;,;;.;,'■•■! might expect, under 
.■::-^:.'--i:::::-:i^:-:^^-^-yi.Xi:-:l:ry^^-^i^ the assumptiou that 
the particles axe 
Fig. 299. capable of diamag- 

netic polarity; for if this were the case to any appreciable 
extoab we should get a family of curves at right angles to 
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the magnetic curves. That such polarity can be given, and 
thaty under like circumstances, it is the reverse of that which 
iron would assume, appears from the following experiment. 
Fig. 300, oft is a bar of pure bismuth swinging horizontally 




Fig. 300. 
and freely in the inside of a copper coil C. Opposite to the 
ends of a and &, also in a horizontal plane, are the four poles 
of electro-magnets D,E,F,G. If around C such a current is 
sent as would make a a N.-seeking pole if it were of iron, 
and at the same time currents are sent through D and G, such 
as to make d a S. -seeking and g a N.-seeking pole, the bar 
of bismuth instead of turning a towards (^ and 6 towards g, 
as woTild be the case with iron, turns in the opposite direc- 
tion, and this opposite motion is assisted if e be made N.- 
seeking andy a S.-seeking pole. The bismuth acquires the 
opposite polarity to that which an iron bar would get by the 
same current. 

.Crystalline bodies which exhibit sensible amounts of dia- 
magnetism or paramagnetism do not do so equally in all 
directions, that is, unless cubical, they have directions of 
greatest inductive capability, and it is these directions which 
set themselves axially or equatorially, and so determine the 
position of -the crystal which, in its general figure, may be 
at right angles to this direction as in the artificial cases, Art. 
366. 

868. Magnetism and Diamagnetism of Gases. — If a gas 

be allowed to stream between the poles of a magnet, it will 
spread itself out axially or equatorially according as it is para- 
magnetic or diamagnetic. The motion of the gas can be mani- 
fested by making it pass in succession through hydrochloric 
acid and over liquid ammonia. It thus becomes charged 
with clouds of chloride of ammonium, which make it viaiblo^ 
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Another method consists in arranging three vertical tubes 
abo\'e the gas delivery tube, one directly above it, one in 
equatorial plane, and one in the axial plane. In each of 
these is a piece of blotting paper wetted with ammonia, 
while a similar piece, wetted with hydrochloric acid^ m in 
the lower tube, according as the gas is magnetic or dia- 
magnetic relatively to the air. These experiments do not 
prove either the actual magnetism or actual diamagnetism 
of any of the gases. The gases may be all magnetic, and 
differ only in degree, or all diamagnetic and differ only in 
degi-ee. Oxygen is the only gas which is more magnetic (or 
less diamagnetic) than air (therefore than nitrogen). It is 
the most magnetic (or least diamagnetic) of all gases. The 
following gases are found diamagnetic to air (or less mag- 
netic), N, H, CO2, C0O2, Is^jO, CgH^, HCe, HI, NH3, I, CI, 
Br, CK 

369. Effect on Polarised Light — Although the induced 
cuiTent only runs when change in the primary or in the 
position between the two takes place, it has been suggested 
that the secondary wire, when no such change is occurring, 
is in a condition to which the term electrotonic has been 
given. Similarly, it is supposed that the magnetic field 
pervades and influences all bodies in it, although that 
influence may not manifest itself as magnetic induction. 
This appears to be the case; and since, as will be shown 
immediately, the condition of the field is betrayed by its 
influence on light, it is not unlikely that magnetism and 
light may be influences on a common medium. 

A beam of light, when sent through a Nicol's prism, 
emerges as plane polarised light, that is, its undulations are 
all in one plane, or rather parallel planes, say parallel to 
the plane of the paper. If a similar Nicol prism is so 
placed as to polarise a beam of light in the same plane as 
the first, then light, after passing through the first, will 
pass through the second without obstruction. If the 
second be turned on its axis through a right angle, the 
light polarised by the first prism will be totally obstructed by 
the second, the surface beyond the second will be in dark- 
Bess^ unless the plane of polarization of the light which has 
passed tii'ough the first "gmm \a Wrcia^ \i^lQx^ vt» reaches 
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tlie second. If it be turned is this intervEiI through 90°, it 
-will strike the second prism in undulations parallel to these 
Trhich the second is competent to transmit, and tho space 
beyond becomes luminous. In intermediate degrees of 
twisting only portions of the light pass through. This 
turning of the piano of polarization of polarised light takes 
place in the magnetic field when the plane polarised, light 
is passing tiirough certain substances, solids and liquids. 
Among solids the one which shows this property in the most 
marked manner is " heavy glass," a silicate ajid borate of lend. 
The experiment is shown in fig 301 Two armatures, a and 




Fig. 301. 
b, have horizoatal holes through them, and rest upon tho pos- 
sible electro-magnet. With its ends entering these holes is 
a rod G of heavy glass, having its ends vertical and polished. 
The light from the source C passes through the prism N, 
which we may suppose to polarise it in the plane of the 
paper. It then traverses the glass G, and reaches the Nicol ' 
If J, whose piano of polarization is represented at right angles 
to that of N. If the magnet be not excited no light passes 
■ through N,; but when excited, so that one pole is S. and 
the other ^., the hitherto dark field becomes luminous. 
If the current round the magnet is reversed, the field beconies 
and remains equally luminous. The plane of the light 
polarised by N has been turned by the magnetic influence, 
and some of it is able to paaa through N^, aoma'Hba.t in. tka 
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same manner as thougli a sheet of mica had been interposed. 
But there is a very important essential difference which 
must be insisted on. It is clear that the currents which 
circulate around the glass are all in one direction if the 
poles are opposite. It also a])pears from experiment that 
if the body be laid in the axis of a coil, through which a 
current is made to pass, it then also turns the plane of the 
polarised light which it receives. To find in which direction 
and how much the plane has been turned, we have to find 
in which direction and how much the second Nicol must be 
turned to restore the dark field. It is found that the Nicol 
has to be turned in all cases in the direction of the cun*ent. 
In other words, the current appears to drug the plane of 
polarization with it. Accordingly, if we looked at polarised 
light coming through the magnetically influenced glass we 
find it turned in a right or left-handed manner, according as 
it emerges from the south or north-seeking end of the helix, 
A body which polarises circularly, like dextrine, always turns 
the plane to the right, while Icevo-polarises always turn it 
to the left, in whichever direction the light passes through 
them. 

The angle through which the plane of polarization is 
turned is directly proportional to the current strength, and 
increases teith the refractive index of the substance: at least 
when they are both solids or both liquids. The following is 
a comparison between a few substances \— 

Heavy Glass, 6° 

Bisulphide of Carbon, 3 

Flint Glass, 2*8 

Rock Salt, 2*2 

Water, I* 

Strong Solution of FeClj 0*3 

which shows that the effect is not proportional to the mag- 
netizability of the body, but is connected rather with what 
is sometimes called in optics the density or tension of the 
^ther. If anything, experiments seem to show that solutions 
of diamagnetic metals turn the polarization plane more, and 
those of magnetic metals less, than does water. 
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I. To make shell-lac varnish, the lac shoulil bo just covered with 
alcohol, or methylated spirit, and left for twenty-four hours, with 
occasional shaking. The clear is i>oured off, and the undissolved 
*''oated with a litue more si)irit. 

II. Films of collodion are Lest made from the least highly nitro- 
penised gun-cotton. The collodion is poured into a clean Hask, which 
y turned round, inverted and drained. When dry, a quill is put 
^Wn the neck, and the edge of the collodion film twisted upon it : 
*yi« allows the air to escape as the balloon of collodion leaves the 
8la«s. Such balloons, when fractured, serve for electric experiments. 

Xll. Amalgam for electricity: Alelt in an iron ladle I oz. of tin; 
*^<.l gradually 1 oz. of zinc in scraps; thoroughly mix with an iron 
*"tiiTer; al^ow to cool till solidification begins; remelt, and add 2 oz. 
^^^ hot mercury. Stir ; throw into a warm iron mortar and stir up 
y^ith ai> iron pestle till cold. Keep in stoppered bottle. Wlien used 
?*'^o amalgam should be stirred up with a very little lard, which has 
*^^en well washed and dried. 

IV. To make glass caps, a hard Bohemian tube is drawn out and 
**^e end closed, and so rounded that the inside is quite a smooth 
^"Urve. This is cut off, giving a piece about i inch long. 

y. To make a balanced glass tube. See Appendix B, 1 {h), 

VI. Gold leaf is cut by placing it on a flat clean leather pad, press- 
iiig it very gently, and sawing with a perfectly straight-edged clc:in 
knife or split cane. The best Dutch metal may replace the gold leaf 
if perfectly smooth. The Dutch metal may be cut oetween paper by 
dose shearing scissors, with such long blades that each cut is made 
"With one motion. 

VII. Soft wax. Ordinary beeswax melted and mixed with turpen- 
tine, about 10 of wax to 1 of turpentine by weight. 

VUL To cover a sphere with tin-foil, the foil is cut into gores so 
as slightly to ovrelap. The very thickest paste is used. Each gore 
is rabbed with the thumb nail, or the side of a test tube, until it lies 
qaite smooth. This the plasticity of the tin permits. 

IX. To make the cake for an eloctrophoros, one part by weight of 
\rax may be melted in a pan, and five parts of Rhell-la«i gradually 
' ikddedy with increased heat. Another recipe is a mixture of five of . 
•heU-lM^ Bve iff gam mastio^ two o£ Yeao^ofta \?Qcr^T^\si^ vb^\ ^\^ ^ 
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marine glue. If, after casting, bubbles appear on the surface, t 
may be brushed over with Sie flame of an air-gas burner, vl 
breaks them. 

X. Mercury is made to adhere to any metal by putting a \ 
little sodium with the mercury, the hundredth part by weigh 
ample. The sodium mercury may, if necessary, be washed ofl 
fre^ pure mercury, which continues to adhere. 
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Perhaps the following hints may be useful to those who, on be 
ning to study electricity, are desirous of making for themselves, 
using to illustrate principles, some of the apparatus described in 
book. The notes were issued last year to my laboratory stude 
and have been suggested in a very great measure by those gentle 
who have now and again given me the benefit of their experienc 
conducting the laboratory work : — 

1. (a.) A Glass Tube for electric excitation. — Glass tube aboi 
inches x £ inch. Thoroughly clean and dry the inside (this is 
important), close and round one end, fuse edges of the other end 

(6.) Balanced Glass Tube. — (rlass tube about 12 inches x f i 
Clean and dry the inside, close and round one end, nearly clos( 
other end. Balance on the edge of a knife, mark the centre 
ink. Soften one side of the tube at centre in air burner, pus 
side ^th a point so as to make a conical cap. 

(c. ) Attach Insulating Threads to some Pith Balls. — Cut balls rou 
to shape with a knife, finish with a file or glass paper. Thorou 
dry and warm silk thread, while warm immerse jn melted pan 
'NYipe off as much paraffin as possible. Attach to pith ball. 

{d.) Proof- Plane. — Circular disc of gilt paper about 2 in 
diameter, fastened on end of strip of varnished glass. 

2. An Electrified Body attracts and is attracted by Unelecti 
Bodies. — Glass tube rubbed with silk, sealing-wax rubbed 
flannel, hot brown pajjer rubbed with clotlies brush, and parafi 
paper rubbed with fingers, all attract light bodies ; the excited i 
adheres to wall, paper and excited balanced tube are attracte 
hand. 

3. Show the existence of two Electricities. — Suspended pith 

when repelled by excited glass, is attracted by excited sealing- 

and vice versa. Two excited glass rods repel each other, two ex* 

fih ell-lac rods also repel each other, but excited glass attracts cx' 

«ieJJ-JAC. 
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f 1 Kftkd a Gold-leaf Electroscope.— Clean and dry glass flask, fit 
with cork, bore cork and fit with piece glass tube about 1 inch long. 
Cut zinc disc 1^ inch diameter (or use a penny piece), drill and solder 
to it a straight brass wire 9 inches long. Drill hole in edge of disc. 
^ tube, previously cleaned and warmed, with clean shelMac (or 
Baixtnre of shell-lac and common resin), warm wire and push through. 
The efiiciency of the instrument depends on insulation by shell-lac, 
geat care must therefore be taken to get rid of all dirt or moisture. 
^ glass tube in cork, varnish outside of glass. Clean wire and bend 
Wer end round into a hook, horizontal part being about | inch long 
^d flattened to receive gold leaves. Cut two strips of Dutch metal, 
^y 3 inches x i inch wide. Gum each side of hook and take up 
leaves. Shade u'om air currents and place in flask. 

5. Test iTiflnlatlng power of Metal, Wood, Twine, Silk, Sealing-waz, 

^^laas, Parai&n, etc. — Charge electroscope, connect one end of sub- 

'tance with earth, bring other end into contact with cap of electro- 

- J^ope; note time in which electroscope loses its charge m each case. 

^ote difference between substance used in its ordinary condition and 

'^^ne substance carefully dried. 

.^ 6. Excite condnctlniT Bodies and determine quality of Electricity. -« 
•QToldend of wood or metal rod in piece of -vulcanised India-rubber 
**^eet, excite rod by rubbing with fur or India-rubber; test kind cA 
electricity on rod. 

7. Show tbat Bnbber is excited with opposite Electricity to that 
^^ Body rubbed. — Ms^e small proof -plane with flannel instead of gilt 
^%per, rub sealing-wax or gilt paper carrier with the insulated flannel; 
*^s&t land of electricity on each. 

8. Show that kind of Electricity depends on Bnbher. — (a) Ptub 
dealing- wax with flannel and with gun cotton, (b) Rub brown pai>cr 
"^ith . India-rubber, with flannel, and with brush, (c) Rub ebonite 
"^^ith silk and with amalgamed silk. Test kind of electricity developed 
^ each case. 

9. Make Spherical, Cylindrical, and Conical Conductors. — Coat wood 
l>all with gilt paper or tin-foil, and attach paraffined silk thread. 
l^ake cardboard tube about 6 inches long, covered with gilt paper, 
and of such diameter that the ball just fite into it, and forms spheri- 
cal end. Make gilt cardboard cone about 6 inches long, to fit ball in 
aimilar way. SSk threads are to be attached to cylinder and cone 
for suspending them. 

10. Determine Relative Distribution of Electricity on various parts 
of Sur&ces of above Conductors. — Insulate and charge conductor. 
Test with small proof -plane and electroscope. 

11. Show that a Point discharges Electricity. — Attach fine sewins 
needle to insulated conductor, charge conductor by glass rod and 
proof -plane. Test condition by proof -plane and electroscope. Repeat 
experiment without the point. 

12. Examine Conditioo pf l2isulate^B«XL\ai<Qg^T\&l^'Qf^^^ 

9 T^ 
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ball, brin^ excited glass near, examine near and distant sides of ball 
with earner and el^roscope. 

18. Cbarge Insulated Condnotor with Negative Eleeferidty by Induc- 
tion. — Bring excited glass near, touch conductor with fin^r, remove 
finger, then remove glass. Test electricity. Ascertain whether the 
part of the ball at which it is touched makes any difference as to- 
quality of electricity which remains. 

14. Cbarcre Electroscope by Glass Bod (a) with Negative, (b) wltb 
Positive Electricity. — (a) Charge by induction as in No. 5. (&) Ohaige 
by conduction with proof -plane. Test quality in each case. 

16. Show that Electricity is found only on the Exterior of a h6Uov 
Body. — Suspend hat by insulating threads, charge with glass rod and 
large proof-plane, or by induction. Test inside and outside with 
proof -plane and electroscope. Note large accumulation found round 
edges. 

16. Prove that Besult found in No. 1 arises from Indnction by sur- 
rounding Bodies. — Test condition of table, &c., near oharged bat 
Place large conducting ball, earth connected, inside of hat but not 
touching it. Now test inside and outside of hat. 

17. lllake Tuflulatlng Plate. — Glass plate 10 inches x 8 inches. 
Thoroughly clean, warm and varnish with shell-lao on both sides 
Attach silk loops as handles. 

18. Arrange and Illustrate Action of a Condenser. — Lay piece of 
tin-foil 7i inches x 6 inches, earth connected, on table, on this ky 
insulating plate (No. 3), and on plate a second sheet of foil connected 
by wire to electroscope. Charge upper foil with proof-plane until 
leaves just begin to diverge ; cautiously lift plate and upper foil 
Kepeat experiment, lower foil being insulated. 

19. Construct and use a Bennett's Multiplying Condenser. —Cni 
three sheet zinc circular discs, each about .3 inches diameter, round 
and smooth edges, and fit each with varnished glass handle (like an 
electrophorus plate). On other side of one disc (A) drop three Utile 
spots of sealing-wax. Fix handle of this disc in wood Uock, so that 
disc is insulated with spotted side uppermost. Connect it by wire 
with electroscope. Now give A a very small charge of electricity. 
Lay B on A and momentarily touch B. JRemove B, lay C on A, and 

Dl 

momentarily touch C. Place B in contact with C thus | ° ' 

A 

and momentarily touch A. Remove B, then C. Place B on A and 
momentarily touch B. Place C in contact with B, momentarily 
touch A, and so on, repeating operations ten or twelve times. In 
this way a charge far too small to affect gold leaves may be multi- 
plied to any extent. 

20. Make a Leyden Jar with Movable Coats. — Paste piece of tin- 
foil or metallic paper, 8 incheaxlS inches, on card. Clean and dry 
g^asa jar. Cut tu^-f oiled <jaid mV> V«^ «?uk^ V\sksJoi»^^^^3adQut 
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off £r<;mi eacli strip Icngtli fully sufficient to go round jar. Make out- 
side and inside cylinders, using surplus pieces for bottoms. Cut two 
fltrips of tin-foiled card 3} inches x 1 inch, bend ends and paste across 
top and near bottom of inside cylinder at right angles to each other. 
Cast lead bullet on brass wire 9 inches long ; pass wire through upper 
cross-piece of card, and attach to lower cross-pieco by a cork. Clean, 
warm, and varnish outer exposed surface of jar. 

f SL K&ke a Blmide Disebarger.— Cast lead bullets on ends of picco 
of stout brass wire about 6 inches long ; solder piece of brass tube 
2 inch long to middle of wire. Fix glass handle in tube with shcll-lao 
or rcsin* .■..,<'!»;^- ..,., ., ^ .' .%■>« i^ «•»•♦ ;t.... ...-• 

S3. Obarge'^aiid Discharge Jar, — Outer coating being connected 
with earth, charge knob with glass rod and carrier; use discharger. 

23. Investigate Process of Charging Jar. — Insulate jar, charge knob 
with positive electricity, and test outer coat ; the repelled positive 
will be found upon it. Connect outer coat momentarily with earth, 
then connect knob with earth, and test outer coat ; a free charge of 
negative will be found. Remove free negative charge and test Imob; 
it will have a free positive charge. 

24. Show that the Charge given to Jar Is merely Distributed by 
Coatings to outer and Inner Surfaces of Glass. — Charge jar, remove 
and test coatings, replace, and discharge. 

25. Charge Jar/ Negatively from Positive Source.— Insulate jar, 
connect inner colt with earth, charge outer coat. Insulate inner, 
and uninsulate outer coat. Test knob for free negative charge. 

28. Gradually Juscharge Positively and Negatively charged Jars by 
Pith Ball Carrier. — Place knobs of jars 5 or 6 inches apart, suspend 
insulated pith ball between. The ball will oscillate between the knobs, 
gradually neutralising the electricity of one with that of the other. 

27. Kake a Quadrant Electrometer.— Circular disc of glass 5 inches 
diameter with 1 inch circular hole in centre. On one side of this 
fasten with gum four tin-foil quadrants, leaving i inch space between 
edges of quadrants and between quadrants and inner and outer edges 
of glass. Connect opposite quadrants by slips of tin-foil or mie 
copper wire passing underneath. Thoroughly clean, warm, and var- 
nish uncovered portions of glass. Support it on four pieces of stout 
barometer tube, each about 3 inches long, fixed vertically in circular 
disc of wood. Each pair of quadrants is to be connected by wire 
with insulated knob on wood base ; the connecting wires may pass 
down two of the supporting tubes. The glass disc may be fastened 
on tops of tubes with shell-lac, or a short piece of brass wire may be 
cemented into top of tube, projecting slightly so that a shoulder is 
formed on which edge of disc may rest. Make light flat needle of 
thin gilt card, zinc-foil, or aluminium, 4 inches long, with rounded 
ends, narrow at middle (somewhat like a dumb-bell). At right angles 
to centre of needle, fix stouter slip of card or metal about i inch 
widexi inch long; to upper eud oi\.\iia «, ^'i «^ ^^KkSA\f^\sRk 
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attached, and on it at rieht angles to axis of needle a mirror of micro- 
scope glass about g inch diameter is to be fixed. A small piece oi 
magnetised steel is to be cemented on back of mirror. To lower side 
of needle, and in metallic connection with it, a very fine platinum 
wire, about 2 inches long, is to be attached. On centre of wood base, 
imder glass disc, is to be placed a glass vessel about 1^ inch high x 2 
to 3 inches diameter, containing strong sulphuric acid, the outer 
surface of class being coated with tin-foil so as to form a Leyden jar. 
The tin-foU must be connected with earth, and a wire with platinum 
end dipping into the acid, and leading to an insulated knob, will serve 
to charge the jar. The needle is to be suspended by silk fibre from 
varnished glass stem, so that it swings over quadrants, as near to them 
as possible, without touching, the platinum wire dipping into the 
sulphuric acid. To use the instrument: the Leyden jar is to be 
chiu*ged, the knob of one pair of quadrants connected to earth, and 
the charge of electricity communicated to knob of the other pair. 
The nee^e must of course swing, so that its axis is over dividing 
line between pairs of quadrants. Small motions of the needle are 
rendered visible by throwing on the mirror a small beam of light, 
which is reflected by it to a graduated white screen at some distance. 

28. B£a«netl8e Sewing Needle by Discharge of Jar tbrongli CoU of 
Wire. — Make a small coil of wire on end of glass tube ; cover with 
shell-lac. Place needle within, and discharge jar through coil of 
wire. Note direction of current through coil, and consequent polarity 
of needle. Ascertain poles of needle by floating it on water. Sus- 
pend needle by fine thread from centre, and keep for use. 

29. Magnetise Soft Iron Wire with Voltaic Current, and compare 
results with No. 1. — Connect copper plate to end of wire coil, pre- 
viously connected with positive coat of jar and zinc plate to other 
end. Immerse plates in dilute acid, and place iron wire in coil. Test 
its polarity with suspended magnetised sewing needle. 

30. Examine action of Current on Magnetic Needle. — Place zinc and 
copper plates in dilute acid, connect by copper wire. Place suspended 
needle above, below, and on each side of wire. Observe deflection iu 
each case. Placing zinc and copper plates at sufficient distance apart, 
examine direction of current through the liquid. 

31. Make Astatic Galvanometer. — Wind about 50 feet of fine 
covered copper wire on wood block ; remove wood ; secure coil by 
tying with tnread ; insulate and stiffen coil by soaking with melted 
paraffin or shell-lac varnish. Make another sunilar coil : fix the two 
coils side by side on round wood block, leaving about J inch spaco 
between them, and soldering two of the free ends of coils together 
so as to make one continuous coil. Solder other two ends of wire to 
binding screws, fixed about ^ inch from edge of block. Lead ends 
of the wire also into two little hollows cut in wood block by side of 
binding screws, so that these depressions may serve aa^mcrcury cups : 
they are convenient for shunting the galvanometer. Bend stout brass 
wire into Hat top arch, and fix fitmly iw block", the straight portion 
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of wire at top of arch having upon it a cork roller for raisinc or lower- 
ing needles. Magnetise two sewing needles, and fix (wiui opposite 
poles adjoining) ^ inch apart, by means of twisted fine copper wire. 
On same axis, J inch above upper needle, fix glass, thread about 
4 inches long, to serve as pointer. Susjpend needles by silk fibre, 
and attach fibre to cork roller. Cut card mto circle, 4 inches diameter, 
and graduate circumference into degrees. Place (but do not fix) card 
in proper position over coil, supporting it on two corks cemented to 
board. Make needles as far as possible astatic. Place them in posi- 
tion, and cover all with glass shade. 

32. Test Delicacy and determine Zero of Galvanometer. — Solder 
wires to ends of a pin and a needle, join up to galvanometer, push 
couple through cork, so as to expose ^ inch of each metal. Dip into 
water and note deflection. If necessary, dissolve some salt m the 
-water, or acidulate it, or if deflection too creat shunt the galvano- 
meter. Eeverse current, and again note deflection. Repeat once or 
twice. Take mean of difference of deflections, and move zero of card 
accordingly. Now fix card in position. 

83. Hake a Danlell's CelL — The materials te be used are:— The 
glass vessel used for Leyden jar, porous cell 4^ inches x If inches, 
zinc plate 8 inches x 5 inches, copper strip 4| inches x 1} inches, two 
bindmg screws, copper wire, large bung which fits glass jar. Bend 
zinc into cylinder, 3 inches diameter x 5 inches high, attach it firmly 
to the bung by means of one or more pieces of copper wire soldered 
to zinc, and passing up through bung, connect zinc also by soldering 
with binding screw fixed on upper side of bung. Similarly secure 
copper strip to the other binding screw fixed on centre of bung. 
Place porous cell in glass jar, nearly fill porous cell with saturated 
solution of cupric sulphate, and fill outer jar to same level with dilute 
solution of zinc sulphate. Place plates and cover in position. Con- 
nect binding screws by short piece of wire, and test existence of 
current in the wire by magnetised sewing needle. 

J^ote — ^The bottom of glass jar not being flat, and jar being too 
deep, put some clean sand in bottom for porous cell to stand upon. 
It will improve porous cell if bottom and J inch of edge be soaked 
with paramn. Put solutions back into bottles, and wash plates of 
your cell every day when done with. 

34. Make a Wheatstene's Bridge. — Board 2 feet by 4 inches, two 
strips of copper 3 inches by \ inch, and one strip 15 inches hy \ inch. 
Solder one end of copper wire to centre of each strip, using wires 
30 inches and 10 inches for short strips, and 15 inches for long one. 
Fix short strips of copper at right angles to board, and 1^ inch from 
each end ; lead wires under board and up through one end, leaving 
loose ends to join to galvanometer. Fix long strip on board \ inch 
from edge, lead wire from it under board to binding screw at far end. 
Solder a stretched German silver wire to short copper strips. Under ^ 
German silver wire fix a paper scale same length as wire, and care- ' 
fuJJf divided into 100 equal parts. ^11 'wiiJsl "^^ ^x^'SiVoSL 'Vi ^^^ss^^>s8v 
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these into 5 ; if tll^ scale be i metre long, the laroe divisions will be 
^ centimetres, and the snmll ones millimetres). Scider binding screw 
on each end of long copper strip, and on adjoining end of each short 
strip. 

39. Mearare relative Besistaaces of different Lengths of the same 
Copper Wire by Wheatstone's Bridge. — Insert t^o different len^hs 
A and B, of the same wire, in the two gaps of bridge, join end wires 
of bridge to ^vanometer, attach one wire of your cell to middle 
biudmg screw of bridge, and lightly touch German silver wire with 
extremity of other cell wire. Find place on divided German silver 
wire where such contact causes no deflection of galvanometer. ,Then 
the lengths of the two portions of the German silver wire are in the* 
same proportion to each other as the resistance of A and B. . 

36. Find Lengths of Copper Wires by measuring their relative 
Besistaaces, the Length of one of the Wires being Imown. — ^Measure 
relative resistances as above; the wires being all of the same diameter 
and material, the lengths are in direct proportion to resistances. 

i' 37. Ascertain relation between Besistance and Weight. — Two 
copper wires of same length, and of known but different weights, 
being given to you, measure their relative resistances, and state rela- 
tionship required. 

38. Ascertain effect of Temperature on Besistance. — ^'Accurately 
balance two copper wires in bridge ; heat one of them, and note effect 
on needle. Shorten other wire, and so ascertain whether effect of 
heat was to diminish or increase the resistance, and by how much. 4 

39. Experimentally establish the Laws of Divided Circvits. — Insert 

1 foot of fine copper wire in one gap of bridge, in other gap insert 

(a) 2 feet of similar copper wire, (6) 2 feet of iron wire. Balance 

each against the copper standard ; note ratios. Now put both the two 

lengths of copper and iron together and balance, once more noting 

ratio. From your measurements, show the truth of the formula, 

G + S 
combined resistance = ^ _, , where G equals the 2 feet copper wire, 

GxS 
and S the iron wire. 

40. Make a Bheochord. — Board 2 feet by 3 inches. Two uprights 
of wood 1 inch high, firmly let into board 4 inch from each end. Cut 
off 1 inch of glass tubing, having clear i inch internal diameter^ Fit 
with small corks at each end, through which are bored two wire 
holes i inch apart. Thread the ends of steel wire through corks, 
then fill tube with clean mercury. Strain the steel wire in two equal 
lengths across to each upright, the wires being parallel, J iuch apart, 
and about § inch above board. Connect one end of wire to a binding 
screw, the other to a mercury cup, J inch diameter and J inch deep, 
sunk in board. Measure the resistance of your whole wire, and 
make paper scale under wire, the scale being so divided as to indicate 
decimal parts of a unit. . _ . ,. ., 

§L Make a set of Besistance CoUa.— '^^^^xT^ ^^ ^^XsrA^o^Un^hs 
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of silk-covered German silver wire, having resistances of 1, 2, 2, 5, 10, 
20, 20 nnits. ^ Wind each length of wire on a cork or cotton reel, and 
Boak wire on it with melted paraffin. Make six more mercury cups, 
1^ inch apart, like the one already made, in a row along one edge of 
board of your rheocord. Fasten the bobbins of wire along other 
edge in a row opposite interspaces between mercuiy cups. Lead one 
end of first cou of wire under board and up into first mercury cup, 
secnring it below with a little shell-lac. Lead second end of first 
coil, and likewise first end of second coil, into second cup ; second 
end of second coil, and first end of third coil, both into third cup, 
and so on. Make seven thick copper wire staples, 1^ inch long, and 
tamed down i inch each end for connecting cups. Mark value of coil 
connected with each pair of mercury cups on board between them. 
fill cups with mercury. Amalgamate loose copper connections. 
liote down temperature of room wherein coils were measured. 
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The Figures refer to the Articles, 



Absolute Galvanometer, 222. 

Action (total) of distant magnet, 253. 

Amalgamation of zinc plates, 1G3. 

Aoiber, a source of electricity, 5. 

Ammonium amalgam, by electrolysis, 188. 

Amperes' theory, 282. 

Anion, 180. 

Anode, 180. 

Armatures, 341. 

Astatic rheometer, or rheoscope, or gal- 

▼anometer, 277. 
Atmospheric electricity, 118-123. 
iVttitude of magnet to current, 269-273. _ 
Attraction and repulsion between electri- 
r fled bodies, 8-12. 
Attraction and repulsion of currents, 

261-2G7. 
Attraction between electrified and ud- 

electrified bodies, 7. 
Attraction between static electricities, 

1-12. 
Attraction, electric, static, explanation 

of, 39. 
Attraction followed by repulsion (static), 

40, 41. 
Automatic/ make and break, 235, 236. 
Axial arraiigement of iron in coil. 234. 



Back StbAke, 123. 

Balance cd bridge resistance, 250. 

alvanic, 157-178. 

ectric, static, 82. 

achine, 61. 

istance), 250. 
iharge, 89. 

ttery, 165. 



Batteries, 

BatteiT, 

Bertseh's 

BridseO 

Bnudhr 

Bonaea'i 



CAX.cn7iri, by electrolysis, 185. j 

Callan's Jbuttery, 173. 

Capadm inductive, 830, 881. 

Ci^Mitnrl of jar, 81. 

Garbo-Alnc cell and battery (Bun8ei)'s),165. 

Casoad* nattery (static), 83. 

Cells a&dl battery of like terminals, 178. 

Chai|^, Residual, 79, 80. 

GhemJeaJl change; electricity (static) of, 

117. 
Chemioill electricity (see Voltaic eloctri- 

dtyX W8-S33. 
Chromief cid battery, 174. 
CbTaamem>pe, 333. 
Cirnkr fond spiral ciurents, 266, 267. 



Clark's battery, 174. 

Coercive force, 336, 

Commutator, 208. 

Comparison of electro-motive, forces, 259. 

Compass, magnetic, m.ariners, 346. 

Compound magnets, 342. 

Condensation (static), 63-84. 

Condenser, plate, 67. 

Condenser, tin-foil, G6. 

Condensing electroscope, 70. 

Conductivity, measurement of, 241-260. » 

Conductors and non-conductors (static), 
18-20. 

Connection between frictional and Vol- 
taic electricity, 139-142. 

Contact electricity, see Voltaic electri- 
city, 138-333. 

Contact, electrification by (static), 21 

Contact, testing electricity by, 22-24. 

Continuous electrophoroi, 61-62. 

Cooling and heating of joints by cur- 
Tent, 312. 

Copper, by electrolysis, 106. 

Core in primary, effect of, 293, 

Coulomb's torsion balance, 134. 

Crown of cups, 150. 

Cruickshank's trough, 168. 

Current electricity (see Voltaic electri-i 
city), 138-333. 

Current reverser, 268. 

Curvature affects distribution (static), 
57, 58. 

Curves, magnetic, 363. 

Cylinder machine (static), 60. 

Daniell's cell and battery, 160-102. 
Davy's battery, 170. 
Declination, variation of, in time, 3 J 7. 
Declination, variation of, local, 350. 
Decomposition, the origin of excitement 

(static), 25-29. 
Diamagnetism, 367. 
Diamaguetism of gases, 868. 
Dielectrics, 111-113. 
Dip, variation of, in time, 348. 
Dip, or inclination, local variation In, 851. 
Dip, vaiiation in, daily, 349 
Discharge, brush, 89. 
Discharge by evaporation, 90. 
Discharge by flame, 95. 
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Discharge, effecte of, 07-110. 

Discluurga, effect oq neighbonring con- 
dacton, 109. 

DiBcbar^ge, electrical, 85-96. 

Discharge glow, 89. 

Discharge, neat effects of, 100-104. 

Discharge, light effecte of, 106. 

Dischaiige, magnetic effects of, 107, lOS. 

Discharge, penetrative effects of, 99. 

Discharge, spark, 87, 88. 

Discharge, velocity of, llCr 

Discharging tongs, 72. 

Disruptive effects of discbarge, 105. 

Dissected jar, 78. 

Distribntion affected by cnrvatnre, 57, 58. 

Distribation due to attitude towards 
earth, 52. 64. 

Distribution, elementary notions of,47-54. 

Distribntion of current in continnous 
conductor, 260. 

Distribution of magnetism in magnets, 
360. 

Distribution (static), 47, 58. 

Distribution (static) on non-conductois, 
07,98. 

Dry pile, 152, 153. 

Duration of spark, 110 

Dynamic electricity (see Voltaic electri- 
city), 138-333. 

Earth's Magnetism, cause of, 345. 

Earth's magneUsm, illustrations of, 853. 

Eel, electric, gymnotus, 822. 

Effect of discharge (static), 97-110. 

Effect of discharge (static) on neighbour- 
ing conductor, 109. 

Electrical discharge, 86-9& 

Electrical machines (static), 59-62. 

Eletric battery (static), 82. 

Electric Ught, 314, 316. 

Electric shock, 71. 

Electric wheel, 89. 

Electric wind, 89. 

Electrification (static) by contact, 21. 

Electrodes, 180. 

Electrolysis (Voltaic), 179-212. 

Electrolysis by high tension discharge, 
198, 199. 

Electrolyte, 180. 

Electro-magnetic machines, 237-239. 

Electro-magnetism, 227-240. 

Electrometer, quadrant, new, 136, 

Electrometer, quadrant, old, 132. 

Electrometers, 132-137. 

Electro-motive force, measurement of, 
241-260. 

Electro-motive force, comparison of, 269. 

Electro-motive force, unit of, 258. 

Electrophoroi, continuous, 61, 02. 

Electrophoros, 43-45. 

Electro-plating, 203-211. 

Electroscope, condensing, 70. 
i'Jectroscope, gold-leaf, 17. 
EleotroBcope, pith-ball, 17, 






Evaporation, discharge by, 96L 
Evaporation, electricity of, 116L 
Excitement due to decompoeiUon (static)^ 

25-29. 
Experiments with electric bridge at 

balance, 25L 
Explanation of electrical attraction 

(static), 39. 
Extra currenti 280. 

Failuhe and exhanstion of correnis,- 

157-159. 
Flame, discharge by, 9SL 
Force exerted by current, streDgih of, 

274, 275. 
Franklin's x>ane, 73. 
Friction produces electricity, ISi 
Fulminating pane. 73. 

Galvanic BATTsniES. 157-178. 
Galvanism (see Voltaic electricity) 

138-333. 
Galvanometer, absolute, 222. 
Galvanometer, reflecting, 276w 
Galvano-plastic, 208-211. 
Gas battery, 318. 
Geissler^s tubes, 300. 
Glow discharge, 89. 
Glyphography, 212. 
Gold, by electrolysis, 19^ 
Gold-leaf electroscope, 17. 
Gravitation battery, 172. 
Grove's cell and battery, 164b 
Gymnotus (electric eel), 322. 

Hardene3> Zinc, 176L 
Hearing affected by current, ]B20. 
Heat, effect of discharge, lOOilOi. 
Heat, effect on magnetism, 394. [Sll 
Heating and cooling of joints Jbyonrreiiti^ 
Heat, relation of, to current, 3|01-812^17. 
Heat, relation of, to disoharge|(BteUej|^Mi 
Holz's machine, 62. I 

Hydrochloric add, electrolysia oC UQL 

Inclination, variation of, in ItinM^ MS. 
Inclination or dip, local variatlloiiiB, KL 
Induced currents, 278. ■ ^^ 

Induced currents, strength of,I SL 
Induced electricity(st8tic)JocaI^iMd.SS-38. 
Induced 8i>ark, 109. 
Induction coils, 297 
Induction machine (static), Be 
Induction machine (static), Ho 
Induction (magnetic), 338. 
Induction (static), 30, 31. 
Induction (static), testing elec 
Inductive capacity, 830, 33L 
Insulators (static), 18-20. 
Intensity, magnetic, of earth, 
Iron, by electrolysis, 196. 
Iron ships, magnetism of, 359. 
A^cA-^jtiuaivc lines^ 357. 
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acity of, 81. 

ected, 78. 

lien, 74. 

al, 70. 

b, 84. 

aw of current beat, 301. 

E, 180. 

180. 

341. 

y electrolysis, 191, 

le's cell, 171. 

iw, 279, 292. 

jar, 74. 

berg's figures, 93. „,«„«« 

ation of, to electricity, 310-324. 

lectareuistance, 313. , 

lused by resistance, electric light, 

a " 

•ffects of, discharge, 106. 

ng, 120-122. 

ng conductors, 125. 

relation of, to current, 313-310. 

resistance, 241-249. 

f force, magnetic, 363. 

(, resistance of, 257. 

J, thermo-currents of, 311. ^ 

ation of induced (8tatic)electncity, 

nsion electricity (see Voltaic elec- 
,y), 138-333, 

KE, cylinder (static), 60. 
le, plate (static), CO. 
les, electrical (static), 59-62. 
tic action at a distance, law of, 3o6. 
tic curves, 363. 

tic effect of discharge, 107, 108. 
tic lines of force, 363, 
tic moment, 352. 
tism, 334-369. 
tism of gases, 363. 
tism, theories of, 336. 
tism, unit of, 352. 
itization, sound of, 231-233. 
ito-electric machines, 294-29a 
its as groups of currents, 284-290. 
its, compound, 342. 
)oth battery , 173. 

rement, electrical (static), 132-137. 
rement, magnetic, relative, 254. 
rement, Voltaic, 213-226. 
mical relation between cuiTents 
magnet, 268-277. 

mical relation of currents, 261-267. 
tion of ions, 200-202. 
lilt, magnetic, 252. 

s of magnetic poles and polarity, 335. 

e, telegraph, 326. 

;ive and positive (static) electricities, 

5, 



Negative and positive poles of couple, 154. 

Nerves affected by currents, 321. 

Net, distribution of electricity on (static;, 

49 50. 
North and south, 835 

Ohm's Law, 217-219. 

Origin of current, 143-149. 

Oscillations, method of, for magnetic 
measurement, 355. 

Osmose, electric, 200. 

Other forms of battery, 167. 

Other kinds of magnetic polarity, 340. 

Other sources than friction of static elec- 
tricity, 114-126. 

Pane, Franklin's, 73. 

Pane, fulminating, 73, 

Peltier effect, 312. , . ^. x aa 

Penetrative effect of discharge (static), 99. 

Plane, proof, 16. 

Plants, i-elation of current to, 323 

Plate condenser, 66. 

Plate, machine (static), 60. ^ 

Platino-zinc cell and battery (Groves), 

164. 
Polarity, magnetic, essential, 837. 
Polarity, magnetic, other kinds of, 840. 
Polarity of metals, relative, 164rl66. 
Polarised light affected by magnetiam,869. 
Poles, place of, in magnet, 362. 
Positive and negative poles of couple, 164. 
Positive and negative (static) electricitiM, 

13-15. 
Potassium by electrolysis, 190. 
Potential (static), 129-131. 
Potential (Voltaic), 249. 
Power of support of magnets, 343, 
Pressure electricity, 115 
Printing, telegraph, 827. 
Proof-plane, 16, 
Pseudodiamagnetism, 866 
Pulvermacher's combinations, 175, 
Pyroelectricity, 114. 
Pyrometer, resistance, 302 

Quadrant Electrometer (new), 136 
Quadrant electrometer (old), 182. 

Ray, electric (torpedo), 322. 

Rectilinear repulsion, 264. 

Reflecting galvanometer, 276. 

Relation, electrical, between currents, 
currents and magnets, 278-800. 

Relation of current to heat and Lght, 
301-317. 

Relays, 328. ^ , 

Repulsion and attraction between elec- 
trified (static) bodies, 8-12. 

Repulsion and attraction of current^ 

261-267. 
Repulsion, rectilinear; 264. 
1 Residual charge (static), 79, 80, 
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Rosistanco affected by ligbfc, 313. 
Hesistance affected by temperatare, 

801-303. 
Resistance affects iemiMratnre. 304-306. 
Resistance, bridge or balance, 250. 
Resistance, linear, 241-248. 
Resistance, measurement o^ 241-200. 
Resistance of lic^nids, 257. 
Resistance, specific, 254-256. 
Resistance to motion between currents. 

292, 297. 
Resistance, unit of, 252-253. 
Return stroke, 123. 
Rheooord, 225. 
Rheostat, 224. 
Rheotrope, 263. 
Rubmkorff's coil, 298. 

Baets (dry), electrolysis of, 184-188. 

Salt solutions, electrolysis of, 189-197. 

Schonbein's battery, 173. 

Secondary currents, 278. 

Senses affected by current, 319. 

Sheet conductor, distribution of elec- 
tricity on (static), 48. 

Shock, electric, 71. 

Sight affected by current, 320. 

Silver air battery, 177. 

Silver, by electrolysis, 195. 

Sine galvanometer, 221. 

Smee s battery, 169. 

Solenoids, 291. 

Sound of Magnetization, 231-233. 

South and north, 335. 

Spark, 87, 88. 

Spark, duration of. 110. 

Spark, induced, 109. 

Specific resistance, 254-256. 

Sphere, distribution of electricity (static) 
on, 51. 

Spiral and circular currents, 266, 267. 

Spiral jar, 76. 

Strength of force exerted by current, 
274, 275. 

Stringfellow's combination, 175. 

Submarine telegraph, 329. 

Supporting power of magnets (perma- 
nent), 843. 

Supporting power of electro-magnet«, 230. 

Tangent Galvanometer, 220. 
Taste affected by current, 320. 



Telegraph, electric, 325 329. 
Telegraph, Morse's, 327. 
Telegraph needle, 326. 
Telegraph, printing (Morse), 327. 
Tel^n^ph, submarine, 329. 
Temperature affects resistance, 301-303. 
Temi>eratureaffected by re8iatanoe,304-306L 
Tension of dielectric, 85. 
Tension,seriesofelectric(VoltaicX164-156. 
Terrestial magnetism, 344-352, and 357, 

358. 
Terrestial magnetism, illnstrationsof.SSS. 
Testing electricity (static) by contact^ 

22-24. 
Testing electricity (static) by Induction, 

42. 
Theories of magnetism, 336. 
Thermo-current with liquids, 81L 
Thermo-electricity, 307, 303. 
Thermo-pile, 309, 310. 
Thunder, 121. 
Tin-foil condenser, 66. 
Tongs, discharging, 72. 
Torpedo, 322. 
Torsion balance, 55. 
Torsion electrometer, CoolomVa, 13 L 

Unit Jar, 34. 

Unit of electricity (static). 127-128. 

Unit of electro-motive force, 258. 

Unit of magnetism, 352. 

Unit of resistance, 252, 253. 

Universal discharger, 101. 

VACunx, obstruction to spark, 800. 

Vacuum, partial, tubes, 300. 

Variation in dip or inclination, daily, 349. 

Variation of declination, local, 350. 

Variation of dip or inclination, local, 35L 

Velocity of discharge, 110. 

Velocity of Voltaic electricity, 332. 

Voltaic electricity, 138-333. 

Voltaic pile, 151. 

Voltameter, 223. 

Voltastat, 226. 

Water currents through tubes, com- 
parisons with, 214-216. 
y/ater, electrolysis of, 181-183. - 
Wheatstone's bridge or balance, 250. 
Wheel, electric, 89. 
Wind, electric, 89. 
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Scott, . , , Lay of the Last Minstrel, sewed 9d; doth, 1 

SCHOOL CLASSICS, with Introduction and Notes. 

Col3ridse, . Ancient Mariner, &c., . , , .02 

V/ordswortli, Lyrical Ballads, 2 

,, Excursion, Book I., 2 

Milton, . . . Paradise Lost, . . . , ..02 

,, CoMus, 3 

Campbell, . Pleasures of Hope, 2 

Pope, . . . Essay on Man, 3 

,, Essay on Criticism, 2 

Goldsmitli, . The Traveller and the Deserted Village, 2 

Cowper, . . Task, Books I. and II., , , . , .02 

Gray, . . . Odes and Elegy, . . . . . .02 

Scott, . . . Lady of the Lake, Cantos I. and II., . .02 

,, Lay of the Last Minstrel, Ca;ito3 I. and II., 2 

Thomson, , The Seasons — Winter, . . . .02 

Kcmana, . . Songs of the Affections, . , , , ,02 

GRAMMAB AND COMPOSITION. 

New Elementary Grammar. 48 pp., Fcap.'Svo, cloth, . 4 
Practical Grammar of the English Language, including 

Analysis of Sentences, &c. 144 pp., 18mo, cloth, . .09 
Young Scholar's Spelling and Word Book. By. Wm. 

IliCE. 128 pp., Fcap. 8vo, cloth limp, 9d; cloth, . .10. 
Text-Book of English Composition, with Exercises. By 

Thomas Morrison, A. M. 1 GO pp.. Post 8vo, cloth, . i 6 
Analysis op Sentences. By Walter M*Leod, F. C. P., 

F.rw.G.S., Chelsea. Post 8 vo, cloth, . . , . 1 G 

GEOGRAPHY. 

^Iy First Geography, C4pp., 18mo, cloth 4 

Outlines of Modern Geography, 4 Maps, 12mo, cloth, . 1 

County Geographies of England and \Vales, . . each 2 

County Geographies of Scotland, . . . .each 2 
Geography for Standards IV., V., and VI., "SJevj Q.^i^'a, 
Physical Geography for Stands. IV., V.,».ii^Nl., 15.^^ C.^^^^^^. \ 

Outlines or Physics Geqgkaphy, l^mo, <i\o\Xi> * - - ^ 



William Oolllni, Sou, & Oo-'a Eduoattotaal 'Works- 

COIlIHS' POPUIiK COPT BOOKS, 

WITH ENGRAVED AND TKACED HEADLINES. 

Exwnlfily mrd i- i^ry c!^„ ,/ PubBc and Prk,ali &h«U in iht Uniud 
Kingdom and G/tnaj, and rtnmmtndcd a% sufcrior m ^iialily, arraaginmt, 
and prnmni/ii/i, ta any Cofy Bxh in lit markcl al frice. A lamfU i^KH 
/r« pirpo,, en r.irifl of ami^t In itamf,. 



Ijo THE ACADEMIC SERIES, Poit siie, 7i by 9^ 

115 THE PROGRESSIVE SERIES, Fcap.siie, f\ by SJ, per doi., 
119 THE PROGRESSIVE SERIES, Post siif, 7t by 9}, 

116 THE INTERNATIONAL SERIES, Fcap. ii!t. %l by 6 J, per 

doien, 

117 THE INTERNATIONAL SERIES, La. Post site, %\ by loj. 



COIIINS' SEEMS or LEAWIlfS BOOKS. 



In Fcap. 4io, wilh Ornjmenccd Covei 

THE I'ROGRBSSIVE INTERLEAVED DRAWING BOOK, witll 
superior Blank l>aper for Eiereises. In Fcap. :fl:o, with Orna- 
menial Cover, li pages each, 

COLLINS- NATIONAL DRAWING BOOKS, in 36 Numbers, 



per Packet, 
THE ADVANCED DRAWING BOOK; a Scries of Lessons for 

Senior Pupils, in 74 Books, containing 3 leaircs each. In Royjl 

4to, with Ornamental Cover. eath 

LINEAR PERSPECTIVE : Deigned especially for the Second GraJL- 

Eiamination of the Science and Art Depaitment, by Henry Hodge. 

Winchester Training College, Po5t4to, 

ARCHITECTURAL DRAWING BOOK, for Builders, Carpenters 

Ac, Post4to 

MACHINE DRAWING BOOK, for Mechanics, EnginM^ ic,j 

I/Ondoa, Edinburgh, and Sertint 'H.VQ.'^aiV»,^\wini-« 



'William Collins, Sons, & Ck>.'s Educational 'Works. 



COLLINS' SERIES OF FIRST-CUSS SCHOOL- ATUSES, 

Carefully Constructed and Engraved from the best and latest jiutAorities, and 
Beautifully Printed in Colours, on Superfine Cream Went Paper, 



MODERN G£OGRAPHT~Crown Series. 

MY FIRST ATLAS, consisting of iz Maps, 9 inches by.yj^ inches^ 
folded 8vo, in Neat Wrapper, ;.. 

1 The Hemispheres. 

2 Europe. 

3 Asia. 

4 Africa. 

5 Nurth America. 

6 South America. 

THE PRIMARY ATLAS, consisting of 16 Maps, 9 inches by 7! 
inches, 4to, Stiff Wrapper, ,,, 

Ireland. 

10 Central Eoropo. 

11 India. 

12 Canada. 



o 



d. 

6 



7 England and Wales. 

8 Sootiand. 

9 Ireland. 

10 Central Earope. 

11 Australia. 

12 Palestine. 
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1 The Hemispheres. 

2 Europe. 

3 Asia. 

4 Africa. 



5 North America. 

6 South An^erica. 

7 England and Wales. 

8 Scotland. 



13 United States. 

14 Australia. 

15 New Zealand. 

16 Palestine. 



THE POCKET ATLAS, consisting of 16 Maps, folded in 8vo, and 
mounted on Guards, cloth lettereAi, 

THE JUNIOR, OR YOUNG CHILD'S ATLAS, consisting of 16 
Maps, 4to, with 16 pp. of (Questions on the Maps, in Neat Wrapper, 

THE SCHOOL BOARD ATLAS, consisting of 24 Maps, Crown 
4to, cloth limp, 

THE PROGRESSIVE ATLAS, consisting of 32 Maps, 9 inches by 
75 inches, 410, cloth lettered, 



I o 



I o 



2 O 



1 The Ileinispheres. 

2 The World, (Mercator's Projection.) 

3 Europe. 
4' Asia. 

5 Africa. 

6 North America. 

7 South America. 

8 England and Wales. 

9 Scotland. 

10 Ireland. 

11 France. 

12 Holland and Belgiom. 

13 Switzerland. 

14 Spain and Portugal. 

15 Italy. 

16 Sweden, Norway, and Denmark. 



17 German Empire. 

18 Austria. 

19 Russia in Europe. 

20 Turkey in Europe, and Greece. 

21 India. 

22 Persia, Afghanistan, and Beloochis- 

23 Turkey in Asia. [tan. 

24 Chinese Empire and Japan. 
23 Arabia, Egypt, and Nubia. 

26 Palestine. 

27 Dominion of Canada. 

28 United States. 

29 West Indies. 

30 Australia. 

31 New South Wales, Victoria, and 

32 New Zealand. [South Australia. 



THE CROWN ATLAS, consisting of 32 Maps, on Guards, with 
Index, 8vo, cloth lettered, 

THE NATIONAL ATLAS, consisting of 32 Maps, 4to, with a 
Cc^ious Index, cloth lettered, 



••• ^^ JT* 



JOoadon, ESdinburgh., and "HLetrio^. Ti\SV "^ <yc>Ka, OfV^a^^-Mr , ^ , 



